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MECHANICAL & FLUID POWER
SMC G 3/8 AUTOMATIC
CONDENSATE DRAIN, EAD402-F04
Pack size: 1 x EA
• Inlet Port: G 3/8
• Drain Type: Automatic
• Outlet Port: G 1/2
• Manufacturer Series: EAD402
• Dimensions: 82 (Dia.) x 184 mm
• Height: 184 mm
• Maximum Operating Pressure: 9.9 bar
• Inlet Port Thread Standard: G

210244 G 3/8

LEGRIS COMPRESSED AIR PIPE CLEAR
NYLON 12MM X 25M 1025P SERIES
Pack size: 1 x EA
• Hose Outside Diameter: 12 mm
• Hose Inside Diameter: 10 mm
• Colour: Clear
• Material: Nylon
• Length: 25 m
• Maximum Operating Pressure: 14 bar
• Manufacturer Series: 1025P
• Minimum Operating Temperature: -20 °C

223795 12 mm

RS PRO HOSE CONNECTOR,
STRAIGHT CAMLOCK COUPLING, G
Pack size: 1 x EA
• Hose Inner Diameter: 1 in
• Thread Size: 1 in
• Hose Connector Type: Camlock Coupling
• Body Material: Stainless Steel
• Connector Gender: Female
• Coupling Connector Direction: Straight
• Thread Standard: G
• Maximum Working Pressure: 17 bar

307241 1 in

SKF 6313-2Z/C3 DEEP GROOVE BALL
BEARING - SHIELDED END TYPE,
Pack size: 1 x EA
• Inside Diameter: 65 mm
• Outside Diameter: 140 mm
• Race Width: 33 mm
• Ball Bearing Type: Deep Groove
• End Type: Shielded
• Number of Rows: 1
• Static Load Rating: 60 kN
• Material: Steel

505956 65 mm

SKF 6314-2Z/C3 DEEP GROOVE BALL
BEARING - SHIELDED END TYPE, 70MM
Pack size: 1 x EA
• Inside Diameter: 70 mm
• Outside Diameter: 150 mm
• Race Width: 35 mm
• Ball Bearing Type: Deep Groove
• End Type: Shielded
• Number of Rows: 1
• Static Load Rating: 68 kN
• Material: Steel

505984 70 mm

RS PRO IMPERIAL O-RING KIT
VITON®, KIT CONTENTS 382 PIECES
Pack size: 1 x KT
• Material: Viton®
• Type: Imperial O-Ring Kit
• Kit Contents: 382 Pieces

756040 Viton®

HI-FORCE STEEL FEMALE HYDRAULIC
QUICK CONNECT COUPLING, NPT
Pack size: 1 x EA
• Thread: NPT 3/8-18 Male
• Coupling Gender: Female
• Thread Size: 3/8 in
• Material: Steel
• Series: CF
• Type: Union
• Thread Standard: NPT
• Thread Gender: Male

807867 NPT 3/8-18 Male

G1/4 BSP HYDRAULIC SPEED
CONTROL VALVE
Pack size: 1 x EA
• Connection Port Thread: G 1/4
• Maximum Flow Rate: 3 L/min
• Thread Size: 1/4 in
• Maximum Operating Pressure: 210 bar
• Manufacturer Series: SCV
• Body Material: Nickel Plated Brass
• Seal Material: Nitrile Rubber
• Thread Standard: G

828044 G 1/4

NORGREN ENOTS 36 SERIES ELBOW
THREADED ADAPTOR, R 1/4 MALE TO
Pack size: 5 x EA
• Connector A: R 1/4 Male
• Connector B: Push In 6 mm
• Pneumatic Fitting Type: Elbow Threaded Adaptor
• Connection Style: Threaded-to-Tube
• Threaded Connection: R 1/4 Male
• Manufacturer Series: Enots 36
• Thread Material: Brass
• Angle: 90°

830536 R 1/4 Male

RS PRO 120 BAR 10M LONG COPPER
PIPE, 6.35MM OUTER DIAM. COPPER
Pack size: 1 x EA
• Length: 10 m
• Nominal Outer Diameter: 6.35 mm
• Maximum Working Pressure: 120 bar
• Finish: Copper

846474 10 m

RS PRO 77 BAR 10M LONG COPPER
PIPE, 9.5MM OUTER DIAM. COPPER
Pack size: 1 x EA
• Length: 10 m
• Nominal Outer Diameter: 9.5 mm
• Maximum Working Pressure: 77 bar
• Finish: Copper

846496 10 m

RS PRO METRIC BONDED SEAL KIT
NITRILE, KIT CONTENTS 125 PIECES
Pack size: 1 x EA
• Material: Nitrile
• Type: Metric Bonded Seal Kit
• Kit Contents: 125 Pieces

850697 Nitrile

KLINGER 750 X 500MM BLACK
NITRILE RUBBER GASKET SHEET
Pack size: 2 x EA
• Thickness: 1.5 mm
• Material: Nitrile Rubber
• Sheet Size: 750 x 500 mm
• Maximum Operating Temperature: +450 °C
• Colour: Black
• Finish: Anti Stick Surface
• Maximum Operating Pressure: 130 bar
• Length: 750 mm

855901 1.5 mm

KLINGER 750 X 500MM BLACK
NITRILE RUBBER GASKET SHEET
Pack size: 1 x EA
• Thickness: 3 mm
• Material: Nitrile Rubber
• Sheet Size: 750 x 500 mm
• Maximum Operating Temperature: +450 °C
• Colour: Black
• Finish: Anti Stick Surface
• Maximum Operating Pressure: 130 bar
• Length: 750 mm

855917 3 mm

KLINGER 750 X 500MM GREEN
NITRILE RUBBER GASKET SHEET
Pack size: 2 x EA
• Thickness: 1.5 mm
• Material: Nitrile Rubber
• Sheet Size: 750 x 500 mm
• Maximum Operating Temperature: +400 °C
• Colour: Green
• Finish: Anti Stick Surface
• Maximum Operating Pressure: 100 bar
• Length: 750 mm

855923 1.5 mm

KLINGER 500 X 500MM GRAPHITE
GASKET SHEET
Pack size: 2 x EA
• Thickness: 2 mm
• Material: Graphite
• Sheet Size: 500 x 500 mm
• Maximum Operating Temperature: +460 °C
• Maximum Operating Pressure: 150 bar
• Length: 500 mm
• Width: 500 mm

855995 2 mm
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BE YOUR FIRST CHOICE
SOLENOID DOSING PUMP, 7 BAR 7.1
L/HR
Pack size: 1 x EA
• Pump Type: Diaphragm
• Drive Type: Electric
• Maximum Flow Rate: 7.1 L/h
• Maximum Head: 6 m
• Maximum Working Pressure: 7 bar
• Input Connection: 3/4 in G
• Output Connection: 3/4 in G
• IP Rating: IP65

1218588 Diaphragm

ENERPAC HYDRAULIC BEARING
PULLER, 20.0T FORCE
Pack size: 1 x EA
• Puller Type: Bearing Puller
• Hydraulic Force: 20.0 t
• Operation: Hydraulic

1222296 Bearing Puller

ENERPAC STEEL (DUST CAP)
HYDRAULIC QUICK CONNECT
Pack size: 1 x EA
• Thread Size: 3/8 in
• Material: Steel (Dust Cap)
• Series: C
• Compatible With: 700 bar High-Flow Coupler
• Type: Union
• Thread Standard: NPTF
• Thread Gender: Female
• Maximum Operating Pressure: 700 bar

1222307 3/8 in

ENERPAC STEEL (DUST CAP)
HYDRAULIC QUICK CONNECT
Pack size: 1 x EA
• Thread Size: 3/8 in
• Material: Steel (Dust Cap)
• Series: C
• Compatible With: 700 bar High-Flow Coupler
• Type: Union
• Thread Standard: NPTF
• Thread Gender: Male
• Maximum Operating Pressure: 700 bar

1222308 3/8 in

ENERPAC 1800MM HYDRAULIC HOSE
ASSEMBLY, 700BAR MAX PRESSURE
Pack size: 1 x EA
• Overall Length: 1800 mm
• Inside Diameter: 6.4 mm
• Maximum Operating Pressure: 700 bar
• Inner Hose Material: Thermoplastic
• Connector A - Angle: Straight
• Connector B - Gender: Male
• Connector B - Angle: Straight
• Connector A - Gender: Male

1222310 1800 mm

SKF 6203-2RSH/C3GJN DEEP
GROOVE BALL BEARING - SEALED END
Pack size: 1 x EA
• Inside Diameter: 17 mm
• Outside Diameter: 40 mm
• Race Width: 12 mm
• Ball Bearing Type: Deep Groove
• End Type: Sealed
• Number of Rows: 1
• Static Load Rating: 4.8 kN
• Material: Steel

1234823 17 mm

SKF 6207-2Z/C3GJN DEEP GROOVE
BALL BEARING - SHIELDED END TYPE,
Pack size: 1 x EA
• Inside Diameter: 35 mm
• Outside Diameter: 72 mm
• Race Width: 17 mm
• Ball Bearing Type: Deep Groove
• End Type: Shielded
• Number of Rows: 1
• Static Load Rating: 15.3 kN
• Material: Steel

1234829 35 mm

MERLETT PLASTICS GREY PVC
FLEXIBLE DUCTING, 10M, 80MM BEND
Pack size: 1 x EA
• Inner Diameter: 80 mm
• Length: 10 m
• Material: PVC
• Outer Diameter: 89 mm
• Suitable Applications: Air, Dust, Fumes
• Colour: Grey
• Bend Radius: 80 mm

1259255 80 mm

MERLETT PLASTICS GREY PVC
FLEXIBLE DUCTING, 5M, 80MM BEND
Pack size: 1 x EA
• Inner Diameter: 80 mm
• Length: 5 m
• Material: PVC
• Outer Diameter: 89 mm
• Suitable Applications: Air, Dust, Fumes
• Colour: Grey
• Bend Radius: 80 mm

1259262 80 mm

MERLETT PLASTICS 20M LONG PVC
HOSE PROTECTOR, 27 → 35MM HOSE
Pack size: 1 x EA
• Hose Size Compatibility: 27 → 35 mm
• Material: PVC
• Inner Diameter: 27 mm
• Outer Diameter: 32.2 mm
• Length: 20 m
• Maximum Compatible Hose Size: 35 mm
• Minimum Compatible Hose Size: 27 mm

1259319 27 → 35 mm

MERLETT PLASTICS BLACK PVC
REINFORCED FLEXIBLE DUCTING, 5M,
Pack size: 1 x EA
• Inner Diameter: 50 mm
• Length: 5 m
• Material: PVC
• Outer Diameter: 55 mm
• Suitable Applications: Air, Chips, Dust, Gas
• Colour: Black
• Bend Radius: 50 mm
• Reinforced: Yes

1259341 50 mm

RS PRO HOSE PIPE, PVC, 25.4MM ID,
32MM OD, CLEAR, 10M
Pack size: 1 x EA
• Hose Pipe/Flexible Tube: Hose Pipe
• Inner Diameter: 25.4 mm
• Outer Diameter: 32 mm
• Material: PVC
• Hose Pipe Action: Transfer, Vacuum
• Maximum Working Pressure: 8 bar
• Suitable Applications: Food
• Standards Met: EU Food, FDA

1369437 Hose Pipe

RS PRO HOSE PIPE, PVC, 19MM ID,
19.0MM OD, YELLOW, 50M
Pack size: 1 x EA
• Hose Pipe/Flexible Tube: Hose Pipe
• Inner Diameter: 19 mm
• Outer Diameter: 19.0 mm
• Material: PVC
• Hose Pipe Action: Transfer, Vacuum
• Maximum Working Pressure: 10 bar
• Suitable Applications: Irrigation
• Minimum Operating Temperature: -10 °C

1369495 Hose Pipe

RS PRO NON RETURN VALVE, 10MM
TUBE OUTLET
Pack size: 1 x EA
• Inlet Connection Type: Threaded
• Tube Outlet Connection: 10 mm
• Threaded Inlet Gender: Male
• Maximum Operating Pressure: 9.9 kgf/cm², 990 kPa
• Maximum Operating Temperature: +60 °C
• Threaded Inlet Thread Size: 1/4 in
• Threaded Inlet Thread Standard: BSPT
• Minimum Operating Temperature: 0 °C

1442704 Threaded

LEGRIS COMPRESSED AIR PIPE

Pack size: 1 x EA
• Inner Diameter: 4 mm
• Outer Diameter: 6 mm
• Maximum Working Pressure: 16 bar
• Material: PE
• Suitable Applications: Beverage, Food
• Minimum Operating Temperature: -40 °C
• Maximum Operating Temperature: +95 °C
• Length: 150 m

1447828 4 mm

LEGRIS COMPRESSED AIR PIPE

Pack size: 1 x EA
• Inner Diameter: 5.75 mm
• Outer Diameter: 8 mm
• Maximum Working Pressure: 16 bar
• Material: PE
• Suitable Applications: Beverage, Food
• Minimum Operating Temperature: -40 °C
• Maximum Operating Temperature: +95 °C
• Length: 150 m

1447831 5.75 mm
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MECHANICAL & FLUID POWER
LEGRIS COMPRESSED AIR PIPE CLEAR
POLYAMIDE 14MM X 25M 1025P
Pack size: 1 x EA
• Hose Outside Diameter: 14 mm
• Hose Inside Diameter: 12 mm
• Colour: Clear
• Material: Polyamide
• Application: Industrial
• Length: 25 m
• Maximum Operating Pressure: 50 bar
• Manufacturer Series: 1025P

1447840 14 mm

RS PRO SINGLE TUBE CLAMP FOR
10MM TUBE
Pack size: 5 x EA
• For Tube Outside Diameter: 10 mm
• Number of Tubes Held: Single
• Maximum Tube Outer Diameter: 10 mm
• Clamp Spacing: 1.2 m
• Body Material: PP
• Maximum Operating Temperature: +90 °C
• Minimum Operating Temperature: -30 °C

1459757 10 mm

RS PRO HOSE PIPE, EPDM, 9.5MM ID,
16.6MM OD, RED, 25M
Pack size: 1 x EA
• Hose Pipe/Flexible Tube: Hose Pipe
• Inner Diameter: 9.5 mm
• Outer Diameter: 16.6 mm
• Material: EPDM
• Hose Pipe Action: Transfer
• Maximum Working Pressure: 20 bar
• Suitable Applications: Air, Water
• Minimum Operating Temperature: -30 °C

1467734 Hose Pipe

RS PRO THREADED FLOW REGULATOR
X PUSH IN 6 MM TUBE OUTLET PORT
Pack size: 10 x EA
• Type: Flow Controller
• Inlet Port Type: Threaded
• Tube Outlet Port: Push In 6 mm
• Outlet Port Type: Tube
• Minimum Outlet Pressure: 1 bar
• Maximum Outlet Pressure: 10 bar
• Threaded Inlet Thread Gender: Male
• Threaded Inlet Thread Size: 3.175 mm

1761898 Flow Controller

STAINLESS STEEL EQUAL CONNECTOR
6MM
Pack size: 10 x EA
• Connector A: Push In 6 mm
• Connector B: Push In 6 mm
• Pneumatic Fitting Type: Push-in Fitting
• Connection Style: Tube-to-Tube
• Body Material: Stainless Steel
• Food Grade: Yes
• Maximum Operating Pressure: 20 bar
• Maximum Operating Temperature: +200 °C

1762162 Push In 6 mm

RS PRO PUSH-IN FITTING, PUSH IN 6
MM TO PUSH IN 6 MM, TUBE-TO-TUBE
Pack size: 10 x EA
• Connector A: Push In 6 mm
• Connector B: Push In 6 mm
• Pneumatic Fitting Type: Push-in Fitting
• Connection Style: Tube-to-Tube
• Maximum Operating Pressure: 20 bar
• Maximum Operating Temperature: +200 °C
• Minimum Operating Temperature: -15 °C
• Swivel Connection: No

1762172 Push In 6 mm

RS PRO FITTING, STRAIGHT NIPPLE
JOINT, MALE R 1/4IN X MALE R 3/8IN
Pack size: 10 x EA
• Fitting Type: Nipple
• Fitting Direction: Straight
• Thread Size 1: 1/4 in
• Thread Size 2: 3/8 in
• Connection Gender 1: Male
• Connection Gender 2: Male
• Thread Standard 1: R
• Thread Standard 2: R

1762183 Nipple

RS PRO FITTING FITTING, MALE R
3/8IN X MALE R 1/2IN
Pack size: 10 x EA
• Fitting Type: Fitting
• Fitting Direction: Straight
• Thread Size 1: 3/8 in
• Thread Size 2: 1/2 in
• Connection Gender 1: Male
• Connection Gender 2: Male
• Thread Standard 1: R
• Thread Standard 2: R

1762184 Fitting

RS PRO NON RETURN VALVE, PUSH IN
6MM TUBE INLET, PUSH IN 6MM TUBE
Pack size: 10 x EA
• Tube Inlet Connection: Push In 6 mm
• Tube Outlet Connection: Push In 6 mm
• Minimum Operating Pressure: 2 bar
• Maximum Operating Pressure: 8 bar
• Maximum Operating Temperature: +80 °C
• Minimum Operating Temperature: -20 °C
• Operating Pressure Range: 2 to 8 bar
• Body Material: Brass

1762271 Push In 6 mm

SIP, 230 V SUBMERSIBLE
SUBMERSIBLE WATER PUMP,
Pack size: 1 x EA
• Maximum Flow Rate: 225 L/min
• Supply Voltage: 230 V
• Input Connection: 1 in BSP
• Maximum Head: 8 m
• Body Material: Stainless Steel
• Input Power: 750 W
• Maximum Fluid Temperature: +35 °C
• Output Connection Size: 25.4 mm

1782439 225 L/min

SIP SUBMERSIBLE DIRTY WATER SUB
1100 - F
Pack size: 1 x EA
• Maximum Flow Rate: 242 L/min
• Supply Voltage: 230 V
• Input Connection: 1 in BSP
• Maximum Head: 11 m
• Body Material: Stainless Steel
• Input Power: 1000 W
• Maximum Fluid Temperature: +35 °C
• Output Connection Size: 25.4 mm

1782440 242 L/min

RS PRO 20M LONG HOSE
PROTECTOR, 50 → 63MM HOSE SIZE
Pack size: 1 x EA
• Hose Size Compatibility: 50 → 63 mm
• Outer Diameter: 63 mm
• Length: 20 m
• Maximum Compatible Hose Size: 63 mm
• Minimum Compatible Hose Size: 50 mm

1860561 50 → 63 mm

PARKER LIQUID LEVEL INDICATOR
FL69321
Pack size: 1 x EA
• Level Indicator Type: Column Level Indicator
• Scale Length: 254 mm
• Maximum Operating Temperature: +90 °C
• Minimum Operating Temperature: -30 °C

1962763 Column Level

RS PRO FKM O-RING, 83MM BORE,
91MM OUTER DIAMETER
Pack size: 5 x EA
• Inside Diameter: 83 mm
• Outside Diameter: 91 mm
• Thickness: 4 mm
• Material: FKM
• Type: O-Ring
• Minimum Operating Temperature: -15 °C
• Maximum Operating Temperature: +200 °C

1965899 83 mm

FESTO QS SERIES BULKHEAD TUBE-TO-
TUBE ADAPTOR, PUSH IN 6 MM TO
Pack size: 1 x EA
• Connector A: Push In 6 mm
• Connector B: Push In 6 mm
• Pneumatic Fitting Type: Bulkhead Tube-to-Tube Adaptor
• Connection Style: Tube-to-Tube
• Manufacturer Series: QS
• Body Material: PBT
• Model Number (p): 130638

2023265 Push In 6 mm

HUTCHINSON LE JOINT FRANÇAIS O-
RING KITS NBR, KIT CONTENTS O-
Pack size: 1 x EA
• Material: NBR
• Type: O-Ring Kits
• Kit Contents: O-Rings

2053582 NBR
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BE YOUR FIRST CHOICE
LEGRIS STEEL MALE PNEUMATIC
QUICK CONNECT COUPLING, G 1/4
Pack size: 5 x EA
• Threaded Connection: G 1/4 Male
• Coupling Gender: Male
• Connection Standard: ISO B6
• Thread Size: 1/4
• Coupling Type: Quick Connect Coupling Plug
• Manufacturer Series: 087U
• Connection Type: Threaded
• Material: Steel

2055050 G 1/4 Male

SKF 4308 ATN9 BALL BEARING - OPEN
END TYPE, 40MM I.D, 90MM O.D
Pack size: 1 x EA
• Inside Diameter: 40 mm
• Outside Diameter: 90 mm
• Race Width: 33 mm
• End Type: Open

2076270 40 mm

SKF 6215-Z/C3 BALL BEARING - 75MM
I.D, 130MM O.D
Pack size: 1 x EA
• Inside Diameter: 75 mm
• Outside Diameter: 130 mm
• Race Width: 25 mm

2076575 75 mm

SKF 6314-Z DEEP GROOVE BALL
BEARING - SHIELDED END TYPE, 70MM
Pack size: 1 x EA
• Inside Diameter: 70 mm
• Outside Diameter: 150 mm
• Race Width: 35 mm
• Ball Bearing Type: Deep Groove
• End Type: Shielded

2078309 70 mm

SKF 22208 E/C3 40MM I.D
SPHERICAL ROLLER BEARING, 80MM
Pack size: 1 x EA
• Inside Diameter: 40 mm
• Outside Diameter: 80 mm
• Roller Bearing Type: Spherical
• Race Width: 23 mm

2078425 40 mm

NORGREN PNEUFIT SERIES ELBOW
THREADED ADAPTOR, R 1/8 MALE TO
Pack size: 5 x EA
• Connector A: R 1/8 Male
• Connector B: Push In 6 mm
• Pneumatic Fitting Type: Elbow Threaded Adaptor
• Connection Style: Threaded-to-Tube
• Threaded Connection: R 1/8 Male
• Manufacturer Series: PNEUFIT
• Inlet Port: R 1/8 Male
• Number of Inlet Ports: 1

2102372 R 1/8 Male

WIKA G 1/4 BACK ENTRY ANALOGUE
POSITIVE PRESSURE GAUGE 600BAR,
Pack size: 1 x EA
• Maximum Pressure Measurement: 600 bar
• Minimum Pressure Measurement: 0 bar
• Pressure Gauge Type: Back Entry
• Connection Size: G 1/4
• Gauge Outside Diameter: 63 mm
• Series: 232.50

2190608 600 bar

WIKA G 1/4 BOTTOM ENTRY
ANALOGUE POSITIVE PRESSURE
Pack size: 1 x EA
• Maximum Pressure Measurement: 5 bar
• Minimum Pressure Measurement: -1 bar
• Pressure Gauge Type: Bottom Entry
• Connection Size: G 1/4
• Gauge Outside Diameter: 63 mm
• Series: 213.53

2190696 5 bar

TRICOFLEX SPIRE ACIER HOSE PIPE,
PVC, 50MM ID, 60.8MM OD, CLEAR,
Pack size: 1 x EA
• Hose Pipe/Flexible Tube: Hose Pipe
• Inner Diameter: 50 mm
• Outer Diameter: 60.8 mm
• Material: PVC
• Hose Pipe Action: Transfer, Vacuum
• Maximum Working Pressure: 6 bar
• Suitable Applications: Industrial
• Standards Met: EU Food

2309340 Hose Pipe

RS PRO DEEP GROOVE BALL BEARING
- 25MM I.D, 47MM O.D
Pack size: 1 x EA
• Inside Diameter: 25 mm
• Outside Diameter: 47 mm
• Race Width: 12 mm
• Ball Bearing Type: Deep Groove

2346878 25 mm

CONTITECH HOSE PIPE, PLIOVIC®,
ARPM CLASS B, 3/8IN ID, 30M
Pack size: 30 x MTR
• Hose Pipe/Flexible Tube: Hose Pipe
• Inner Diameter: 3/8 in
• Material: Pliovic®, ARPM Class B
• Suitable Applications: Air, Water
• Length: 30 m

2411594 Hose Pipe

RS PRO METRIC O-RING KIT VITON®,
KIT CONTENTS 510 PIECES
Pack size: 1 x KT
• Material: Viton®
• Type: Metric O-Ring Kit
• Kit Contents: 510 Pieces

2459628 Viton®

BOSCH REXROTH 24 V DC SOLENOID
VALVE COIL
Pack size: 1 x EA
• Supply Voltage: 24 V dc

2560374 24 V dc

PNEUFIT PUSH-IN EQUAL TEE
FITTING,6MM
Pack size: 5 x EA
• Connector A: Push In 6 mm
• Connector B: Push In 6 mm
• Pneumatic Fitting Type: Straight Fitting
• Connection Style: Tube-to-Tube
• Manufacturer Series: PNEUFIT 10
• Connector C: Push In 6 mm
• Inlet Port: Push In 6 mm
• Number of Inlet Ports: 1

2595185 Push In 6 mm

PNEUFIT STRAIGHT
ADAPTOR,1/4INX6MM
Pack size: 5 x EA
• Connector A: R 1/4 Male
• Connector B: Push In 6 mm
• Pneumatic Fitting Type: Straight Threaded Adaptor
• Connection Style: Threaded-to-Tube
• Threaded Connection: R 1/4 Male
• Manufacturer Series: PNEUFIT 10
• Inlet Port: R 1/4 Male
• Number of Inlet Ports: 1

2595204 R 1/4 Male

NORGREN PNEUFIT 10 SERIES
STRAIGHT THREADED ADAPTOR, R 1/4
Pack size: 5 x EA
• Connector A: R 1/4 Male
• Connector B: Push In 6 mm
• Pneumatic Fitting Type: Straight Threaded Adaptor
• Connection Style: Threaded-to-Tube
• Threaded Connection: R 1/4 Male
• Manufacturer Series: PNEUFIT 10
• Inlet Port: R 1/4 Male
• Number of Inlet Ports: 1

2595220 R 1/4 Male
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MECHANICAL & FLUID POWER
PNEUFIT SWIVEL TEE
ADAPTOR,1/4INX6MM
Pack size: 5 x EA
• Connector A: R 1/4 Male
• Connector B: Push In 6 mm
• Pneumatic Fitting Type: Straight Threaded Adaptor
• Connection Style: Threaded-to-Tube
• Threaded Connection: R 1/4 Male
• Manufacturer Series: PNEUFIT 10
• Inlet Port: R 1/4 Male
• Number of Inlet Ports: 1

2595232 R 1/4 Male

NORGREN PNEUFIT 10 SERIES
STRAIGHT THREADED ADAPTOR, G
Pack size: 5 x EA
• Connector A: G 1/4 Male
• Connector B: Push In 6 mm
• Pneumatic Fitting Type: Straight Threaded Adaptor
• Connection Style: Threaded-to-Tube
• Threaded Connection: G 1/4 Male
• Manufacturer Series: PNEUFIT 10
• Inlet Port: G 1/4 Male
• Number of Inlet Ports: 1

2595274 G 1/4 Male

G1/4 5/2 NAMUR PNEUMATIC
INTERFACE VALVE
Pack size: 1 x EA
• Connection Port Thread: G 1/4
• Actuation Type: Pilot/Spring
• Manufacturer Series: 133
• Mounting Style: NAMUR
• Solenoid Voltage: 24 V ac/dc
• Number of Ports: 5/2
• Body Material: Polyamide
• Maximum Flow Rate: 1300 L/min

2682525 G 1/4

SINGLE ACTING CYLINDER,5TON
25MM STROKE
Pack size: 1 x EA
• Stroke: 25 mm
• Capacity: 5 t
• Closed Height: 110 mm
• Single/Double Acting: Single
• Manufacturer Series: RC
• Extended Height: 135 mm
• Cylinder Effective Area: 6.5 cm²
• Oil Capacity: 16 cm³

2830796 25 mm

ENERPAC SINGLE, PORTABLE
GENERAL PURPOSE HYDRAULIC
Pack size: 1 x EA
• Stroke: 54 mm
• Capacity: 10 t
• Closed Height: 121 mm
• Single/Double Acting: Single
• Manufacturer Series: RC
• Extended Height: 175 mm
• Cylinder Effective Area: 14.5 cm²
• Oil Capacity: 78 cm³

2830847 54 mm

FLAT CYLINDER,30TON 13MM STROKE

Pack size: 1 x EA
• Stroke: 13 mm
• Capacity: 30 t
• Closed Height: 58 mm
• Single/Double Acting: Single
• Manufacturer Series: RSM
• Extended Height: 71 mm
• Cylinder Effective Area: 42.1 cm²
• Oil Capacity: 55 cm³

2831008 13 mm

ENERPAC P392, TWO SPEED,
HYDRAULIC HAND PUMP, 901CM³,
Pack size: 1 x EA
• Maximum Operating Pressure: 700 bar
• Single Or Two Speed: Two
• Usable Oil Capacity: 901 cm³
• Cylinder Stroke: 25.4 mm
• Displacement per Stroke, 1st Stage: 11.26 cm³
• Displacement per Stroke, 2nd Stage: 2.47 cm³
• Maximum Handle Effort: 42.2 kg
• Dimensions: 533 x 120 x 177 mm

2831250 700 bar

ENERPAC PATG1102N, SINGLE SPEED,
HYDRAULIC HAND PUMP, 2081CM³,
Pack size: 1 x EA
• Maximum Operating Pressure: 700 bar
• Single Or Two Speed: Single
• Usable Oil Capacity: 2081 cm³
• Dimensions: 347 x 165 x 211 mm
• Weight: 8.2 kg
• Height: 211 mm
• Width: 165 mm
• Length: 347 mm

2831317 700 bar

3/8IN-18 NPT F-F COUPLING FITTING

Pack size: 1 x EA
• Connector A: NPT 3/8-18 Female
• Connector A - Thread Size: 3/8-18
• Hydraulic Fitting Type: Hydraulic Straight Threaded

Adaptor
• Connector B: NPT 3/8-18 Female
• Connector B - Thread Size: 3/8-18
• Connector A - Thread Standard: NPT
• Connector A - Gender: Female
• Connector B - Gender: Female

2831345 NPT 3/8-18

ENERPAC HYDRAULIC ELBOW
THREADED ADAPTER, FZ1616, NPT 3/8
Pack size: 1 x EA
• Connector A: NPT 3/8 Female
• Connector A - Thread Size: 3/8 in
• Hydraulic Fitting Type: Hydraulic Elbow Threaded

Adaptor
• Connector B: NPT 3/8 Male
• Connector B - Thread Size: 3/8 in
• Connector A - Thread Standard: NPT
• Connector A - Gender: Female
• Connector B - Gender: Male

2831367 NPT 3/8 Female

HIGH PRESS HOSE W/COUPLER,0.9M
L 700BAR
Pack size: 1 x EA
• Connector A: NPTF 3/8 male
• Overall Length: 900 mm
• Inside Diameter: 6.4 mm
• Maximum Operating Pressure: 700 bar
• Inner Hose Material: Thermoplastic
• Cover Material: PU
• Connector A - Angle: Straight
• Connector B - Thread Size: 3/8 in

2831395 NPTF 3/8 male

ENERPAC 1800MM PU HYDRAULIC
HOSE ASSEMBLY, 700BAR MAX
Pack size: 1 x EA
• Connector A: NPTF 3/8 male
• Overall Length: 1800 mm
• Inside Diameter: 6.4 mm
• Maximum Operating Pressure: 700 bar
• Inner Hose Material: Thermoplastic
• Cover Material: PU
• Connector A - Angle: Straight
• Connector B - Thread Size: 3/8 in

2831402 NPTF 3/8 male

ENERPAC 3000MM PU HYDRAULIC
HOSE ASSEMBLY, 700BAR MAX
Pack size: 1 x EA
• Connector A: NPTF 3/8 male
• Overall Length: 3000 mm
• Inside Diameter: 6.4 mm
• Maximum Operating Pressure: 700 bar
• Inner Hose Material: Thermoplastic
• Cover Material: PU
• Connector A - Angle: Straight
• Connector B - Thread Size: 3/8 in

2831418 NPTF 3/8 male

ENERPAC SINGLE, PORTABLE LOW
HEIGHT HYDRAULIC CYLINDER,
Pack size: 1 x EA
• Stroke: 12 mm
• Capacity: 10 t
• Closed Height: 43 mm
• Single/Double Acting: Single
• Manufacturer Series: RSM
• Extended Height: 54 mm
• Cylinder Effective Area: 14.5 cm²
• Oil Capacity: 18 cm³

2831963 12 mm

ELESA LIQUID LEVEL INDICATOR
11353, M12
Pack size: 1 x EA
• Connection Thread: M12
• Level Indicator Type: Column Level Indicator
• Scale Length: 80 mm
• Connection Thread Size: M12
• Sight Gauge Material: PA Based Polymer
• Screws and Fittings Material: Stainless Steel
• Maximum Operating Temperature: +80 °C
• Minimum Operating Temperature: -15 °C

2833010 M12

SKF 3206-A-2RS1TN9/MT33 ANGULAR
CONTACT BALL BEARING - SEALED
Pack size: 1 x EA
• Inside Diameter: 30 mm
• Outside Diameter: 62 mm
• Race Width: 23.8 mm
• Ball Bearing Type: Angular Contact
• End Type: Sealed
• Number of Rows: 2
• Static Load Rating: 20.4 kN
• Material: Steel

2851715 30 mm
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BE YOUR FIRST CHOICE
BURKERT SOLENOID VALVE 125336, 3
PORT(S) , NC, 230 V AC, 1/8IN
Pack size: 1 x EA
• Supply Voltage: 230 V ac
• Number of Ports: 3
• Connection Size: 1/8 in
• Connection: 1/8 in G Female
• Operation: Direct
• Default Valve Position: NC
• Suitable Applications: Gas, Liquid
• Type: 3/2

3075366 230 V ac

ENERPAC HYDRAULIC WEDGE
CYLINDER, 1T CAPACITY, 700 BAR,
Pack size: 1 x EA
• Capacity: 1 t
• Maximum Spread: 94 mm
• Connection Port Thread: NPTF 3/8-18
• Maximum Operating Pressure: 700 bar
• Weight: 2.3 kg
• Thread Standard: NPTF
• Thread Size: 3/8-18

3111579 1 t

FEMALE BULKHEAD PUSH-IN
CONN,G1/2X12MM
Pack size: 2 x EA
• Connector A: G 1/2 Female
• Connector B: Push In 12 mm
• Pneumatic Fitting Type: Bulkhead Threaded-to-Tube

Adaptor
• Connection Style: Threaded-to-Tube
• Threaded Connection: G 1/2 Female
• Manufacturer Series: 3136
• Thread Material: Brass
• Maximum Operating Pressure: 20 bar

3269117 G 1/2 Female

RS PRO 540MM LONG GALVANISED
STEEL HOSE WHIPCHECK, 1/2IN HOSE
Pack size: 1 x EA
• Hose Size Compatibility: 1/2 in → 1-1/4 in
• Material: Galvanised Steel
• Outer Diameter: 13 → 32 mm
• Length: 540 mm
• Maximum Compatible Hose Size: 1-1/4 in
• Minimum Compatible Hose Size: 1/2 in

3627709 1/2 in → 1-1/4 in

ENERPAC SCR102H, TWO SPEED,
HYDRAULIC HAND PUMP, 10T, 54MM
Pack size: 1 x EA
• Maximum Operating Pressure: 700 bar
• Single Or Two Speed: Two
• Usable Oil Capacity: 10 t
• Cylinder Stroke: 54 mm
• Height: 121 mm

3650074 700 bar

STAUFF HYDRAULIC TEST POINT G 1/4
MALE, SMK 20 R 1/4 VC A2 S/S
Pack size: 1 x EA
• Connection A Thread: G 1/4 Male
• Connection A - Thread Size: 1/4 in
• Connection A - Thread Standard: G
• Maximum Operating Pressure: 630 bar
• Maximum Joining Pressure: 400 bar
• Connection A - Gender: Male
• Maximum Operating Temperature: +200 °C
• Minimum Operating Temperature: -20 °C

4325476 G 1/4 Male

STAUFF HYDRAULIC TEST POINT HOSE
SMS 20 1000A, CONNECTION A M16,
Pack size: 1 x EA
• Connection B Thread: M16
• Connection B - Thread Standard: Metric
• Length: 1 m
• Maximum Operating Pressure: 400 bar
• Connection A Thread: M16
• Hose Outside Diameter: 5 mm
• Burst Pressure: 1100 bar
• Minimum Bend Radius: 20 mm

4325628 M16

STAUFF HYDRAULIC TEST POINT HOSE
SMS 20 2000A, CONNECTION A M16,
Pack size: 1 x EA
• Connection B Thread: M16
• Connection B - Thread Standard: Metric
• Length: 2 m
• Maximum Operating Pressure: 400 bar
• Connection A Thread: M16
• Hose Outside Diameter: 5 mm
• Burst Pressure: 1100 bar
• Minimum Bend Radius: 20 mm

4325634 M16

TENTE FIXED CASTOR WHEEL, 100KG
CAPACITY, 125MM WHEEL
Pack size: 1 x EA
• Wheel Diameter: 125 mm
• Load Capacity: 100 kg
• Mounting Type: Plate
• Overall Height: 155 mm
• Rotation: Fixed
• Wheel Width: 37 mm
• Fixing Plate Dimensions: 103 x 85 mm
• Tyre Material: Rubber

4541381 125 mm

KLINGER 750 X 500MM GREEN
NITRILE RUBBER GASKET SHEET
Pack size: 2 x EA
• Thickness: 2 mm
• Material: Nitrile Rubber
• Sheet Size: 750 x 500 mm
• Maximum Operating Temperature: +400 °C
• Colour: Green
• Finish: Anti Stick Surface
• Maximum Operating Pressure: 100 bar
• Length: 750 mm

4841732 2 mm

SKF BEARING HEATER 20MM TO
300MM BORE SIZE TIH030M 230V
Pack size: 1 x EA
• Supply Voltage: 230 V
• Maximum Bore Size: 300 mm
• Minimum Bore Size: 20 mm

4979584 230 V

KLINGER 1000 X 1000MM RUBBER-
BONDED CORK GASKET SHEET
Pack size: 1 x EA
• Thickness: 3 mm
• Material: Rubber-bonded Cork
• Sheet Size: 1000 x 1000 mm
• Length: 1 m
• Width: 1000 mm

5057590 3 mm

KLINGER 2000 X 1000MM BEIGE
STATITE GASKET SHEET
Pack size: 1 x EA
• Thickness: 1.5 mm
• Material: Statite
• Sheet Size: 2000 x 1000 mm
• Maximum Operating Temperature: +120 °C
• Colour: Beige
• Length: 2 m
• Width: 1000 mm

5057685 1.5 mm

KLINGER 2000 X 1000MM BEIGE
STATITE GASKET SHEET
Pack size: 1 x EA
• Thickness: 3 mm
• Material: Statite
• Sheet Size: 2000 x 1000 mm
• Maximum Operating Temperature: +120 °C
• Colour: Beige
• Length: 2 m
• Width: 1000 mm

5057691 3 mm

PARKER 1/4 IN BOTTOM ENTRY
PRESSURE GAUGE 100BAR, SCJN-KIT-
Pack size: 1 x EA
• Maximum Pressure Measurement: 100 bar
• Minimum Pressure Measurement: 0 bar
• Pressure Gauge Type: Bottom Entry
• Connection Size: 1/4 in
• Pressure Range: 0 → 100 bar

5116699 100 bar

PARKER 1/4 IN BOTTOM ENTRY
PRESSURE GAUGE 600BAR, SCJN-
Pack size: 1 x EA
• Maximum Pressure Measurement: 600 bar
• Minimum Pressure Measurement: 0 bar
• Pressure Gauge Type: Bottom Entry
• Connection Size: 1/4 in
• Pressure Range: 0 → 600 bar

5116706 600 bar
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MECHANICAL & FLUID POWER
160MM ELASTIC R/TYRED WHEEL

Pack size: 1 x EA
• Wheel Diameter: 160 mm
• Wheel Width: 50 mm
• Bore Diameter: 20 mm
• Tyre Type: Solid
• Load Capacity: 300 kg
• Tyre Material: Rubber
• Hub Material: Aluminium
• Features: Abrasion Resistant, Quiet Operation

6219553 160 mm

SKF 6205-2Z/C3 DEEP GROOVE BALL
BEARING - SHIELDED END TYPE,
Pack size: 1 x EA
• Inside Diameter: 25 mm
• Outside Diameter: 52 mm
• Race Width: 15 mm
• Ball Bearing Type: Deep Groove
• End Type: Shielded
• Number of Rows: 1
• Static Load Rating: 7.8 kN
• Material: Steel

6671055 25 mm

SKF 6303-2Z/C3 DEEP GROOVE BALL
BEARING - SHIELDED END TYPE, 17MM
Pack size: 1 x EA
• Inside Diameter: 17 mm
• Outside Diameter: 47 mm
• Race Width: 14 mm
• Ball Bearing Type: Deep Groove
• End Type: Shielded
• Flange Outside Diameter: 47 mm
• Number of Rows: 1
• Static Load Rating: 6.55 kN

6671103 17 mm

SKF 6308-2Z/C3 DEEP GROOVE BALL
BEARING - SHIELDED END TYPE,
Pack size: 1 x EA
• Inside Diameter: 40 mm
• Outside Diameter: 90 mm
• Race Width: 23 mm
• Ball Bearing Type: Deep Groove
• End Type: Shielded
• Number of Rows: 1
• Static Load Rating: 24 kN
• Material: Steel

6671116 40 mm

SKF 6306-2Z/C3 DEEP GROOVE BALL
BEARING - SHIELDED END TYPE,
Pack size: 1 x EA
• Inside Diameter: 30 mm
• Outside Diameter: 72 mm
• Race Width: 19 mm
• Ball Bearing Type: Deep Groove
• End Type: Shielded
• Number of Rows: 1
• Static Load Rating: 16 kN
• Material: Steel

6671119 30 mm

SKF 6309-2Z/C3 DEEP GROOVE BALL
BEARING - SHIELDED END TYPE,
Pack size: 1 x EA
• Inside Diameter: 45 mm
• Outside Diameter: 100 mm
• Race Width: 25 mm
• Ball Bearing Type: Deep Groove
• End Type: Shielded
• Number of Rows: 1
• Static Load Rating: 31.5 kN
• Material: Steel

6671125 45 mm

RS PRO BRASS MALE PNEUMATIC
QUICK CONNECT COUPLING, 6MM
Pack size: 1 x EA
• Coupling Gender: Male
• Connection Standard: CEJN 310, Forster, Hansen 3000,

ISO 6150 B, Parker Legris 1/4, Rectus 23, TST 024 Atlas
Copco QIC 08, US MIL 4109 1/4

• Manufacturer Series: 23
• Connection Type: Hose Barb
• Hose Barb Connection: 6 mm
• Material: Brass
• Thread Gender: Male
• Maximum Operating Pressure: 35 bar

6671897 Male

LAG SWIVEL CASTOR WHEEL, 120KG
CAPACITY, 125MM WHEEL
Pack size: 1 x EA
• Wheel Diameter: 125 mm
• Load Capacity: 120 kg
• Mounting Type: Plate
• Overall Height: 154 mm
• Rotation: Swivel
• Wheel Width: 37.5 mm
• Fixing Plate Dimensions: 102 x 83 mm
• Tyre Material: Rubber

6948765 125 mm

RS PRO METRIC O-RING KIT NITRILE,
KIT CONTENTS 385 PIECES
Pack size: 1 x EA
• Material: Nitrile
• Type: Metric O-Ring Kit
• Kit Contents: 385 Pieces

7058958 Nitrile

ENERPAC STEEL (DUST CAP) FEMALE
HYDRAULIC QUICK CONNECT
Pack size: 1 x EA
• Thread: NPTF 3/8 Female
• Coupling Gender: Female
• Thread Size: 3/8 in
• Material: Steel (Dust Cap)
• Series: C
• Compatible With: 700 bar High-Flow Coupler, Enerpac

Pumps and Cylinders
• Type: Quick Connect
• Thread Standard: NPTF

7502761 NPTF 3/8 Female

RULE IL280P SUBMERSIBLE PUMP

Pack size: 1 x EA
• Maximum Flow Rate: 1080 L/h
• Supply Voltage: 12 V
• Maximum Head: 9.7 m
• Maximum Working Pressure: 14 psi
• Body Material: POM
• Coupling Type: Direct
• Maximum Fluid Temperature: +80 °C
• Output Connection Size: 13 mm

7632540 1080 L/h

SKF 6212-2Z DEEP GROOVE BALL
BEARING - SHIELDED END TYPE,
Pack size: 1 x EA
• Inside Diameter: 60 mm
• Outside Diameter: 110 mm
• Race Width: 22 mm
• Ball Bearing Type: Deep Groove
• End Type: Shielded
• Number of Rows: 1
• Static Load Rating: 36 kN
• Material: Steel

7643588 60 mm

SKF 6312-2Z DEEP GROOVE BALL
BEARING - SHIELDED END TYPE,
Pack size: 1 x EA
• Inside Diameter: 60 mm
• Outside Diameter: 130 mm
• Race Width: 31 mm
• Ball Bearing Type: Deep Groove
• End Type: Shielded
• Number of Rows: 1
• Static Load Rating: 52 kN
• Material: Steel

7643607 60 mm

G 1/2 FRL PORTABLE AIR CRADLE

Pack size: 1 x EA
• Port Connection: G 1/2
• Integrated Pressure Gauge: With Pressure Gauge
• Manufacturer Series: S80
• Filtration Size: 20 µ
• Minimum Operating Pressure: 0 bar
• Minimum Ambient Operating Temperature: -10 °C
• Port Connection Thread Size: 1/2 in
• Port Connection Thread Standard: G

7840085 G 1/2

LAG BRAKED SWIVEL CASTOR WHEEL,
300KG CAPACITY, 150MM WHEEL
Pack size: 1 x EA
• Wheel Diameter: 150 mm
• Load Capacity: 300 kg
• Mounting Type: Plate
• Overall Height: 194 mm
• Rotation: Braked Swivel
• Wheel Width: 15 mm
• Fixing Plate Dimensions: 135 x 110 mm
• Tyre Material: PUR

8489874 150 mm

ENERPAC MOUNTING BLOCK, NPTF
3/8 MALE, CR-400 COUPLER
Pack size: 1 x EA
• Accessory Type: Mounting Block
• Connector A: NPTF 3/8 male
• Connector A - Gender: Male
• Connector A - Thread Size: 3/8 in
• Connector A - Thread Standard: NPTF
• Connector B: CR-400 Coupler
• Connector B - Gender: Female
• Gauge Port: NPTF 1/4

9033585 Mounting Block
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BE YOUR FIRST CHOICE
RS PRO 1/4 IN BSPT 10MM 424MM
HOSE REEL 13.8 BAR 15M LENGTH,
Pack size: 1 x EA
• Inlet Connection: 1/4 in BSPT
• Hose Inner Diameter: 10 mm
• Hose Included: Yes
• Reel Diameter: 424 mm
• Hose Length: 15 m
• Maximum Working Pressure: 13.8 bar
• Inlet Connection Size: 1/2 in
• Inlet Thread Standard: BSPT

9119447 1/4 in BSPT

RS PRO HOSE PIPE, PVC, 25MM ID,
31MM OD, CLEAR, 25M
Pack size: 1 x EA
• Hose Pipe/Flexible Tube: Hose Pipe
• Inner Diameter: 25 mm
• Outer Diameter: 31 mm
• Material: PVC
• Hose Pipe Action: Transfer
• Maximum Working Pressure: 4 bar
• Suitable Applications: Laboratory
• Standards Met: EU 10/2011

9145503 Hose Pipe

RS PRO HOSE PIPE, PVC, 10MM ID,
13MM OD, CLEAR, 25M
Pack size: 1 x EA
• Hose Pipe/Flexible Tube: Hose Pipe
• Inner Diameter: 10 mm
• Outer Diameter: 13 mm
• Material: PVC
• Hose Pipe Action: Transfer
• Maximum Working Pressure: 4 bar
• Suitable Applications: Laboratory
• Standards Met: EU 10/2011

9145506 Hose Pipe

RS PRO HOSE PIPE, NBR, 10MM ID,
17MM OD, BLACK, 25M
Pack size: 1 x EA
• Hose Pipe/Flexible Tube: Hose Pipe
• Inner Diameter: 10 mm
• Outer Diameter: 17 mm
• Material: NBR
• Hose Pipe Action: Transfer
• Maximum Working Pressure: 20 bar
• Suitable Applications: Compressed Air
• Standards Met: ISO 2398

9145525 Hose Pipe

RS PRO HOSE PIPE, NBR, 12.5MM ID,
21MM OD, BLACK, 25M
Pack size: 1 x EA
• Hose Pipe/Flexible Tube: Hose Pipe
• Inner Diameter: 12.5 mm
• Outer Diameter: 21 mm
• Material: NBR
• Hose Pipe Action: Transfer
• Maximum Working Pressure: 20 bar
• Suitable Applications: Compressed Air
• Standards Met: ISO 2398

9145534 Hose Pipe

RS PRO HOSE PIPE, NBR, 19MM ID,
29MM OD, BLACK, 25M
Pack size: 1 x EA
• Hose Pipe/Flexible Tube: Hose Pipe
• Inner Diameter: 19 mm
• Outer Diameter: 29 mm
• Material: NBR
• Hose Pipe Action: Transfer
• Maximum Working Pressure: 20 bar
• Suitable Applications: Compressed Air
• Standards Met: ISO 2398

9145537 Hose Pipe

RS PRO HOSE PIPE, PVC, 32MM ID,
39.2MM OD, GREEN, 30M
Pack size: 1 x EA
• Hose Pipe/Flexible Tube: Hose Pipe
• Inner Diameter: 32 mm
• Outer Diameter: 39.2 mm
• Material: PVC
• Hose Pipe Action: Transfer, Vacuum
• Maximum Working Pressure: 7 bar
• Suitable Applications: Industrial
• Minimum Operating Temperature: -15 °C

9175002 Hose Pipe
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