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AUTOMATION & CONTROL

LAPP ÖLFLEX CLASSIC 130 H
CONTROL CABLE, 7 CORES, 1.5 MM²,
Pack size: 50 x MTR

• Series: ÖLFLEX CLASSIC 130 H
• Number of Cores: 7
• Cross Sectional Area: 1.5 mm²

• Screened/Unscreened: Unscreened
• Length: 50 m
• Control Cable Type: YY
• Sheath Colour: Grey
• American Wire Gauge: 15 AWG

141255 ÖLFLEX CLASSIC

LAPP ÖLFLEX EB CONTROL CABLE, 2
CORES, 0.75 MM², YY, UNSCREENED,
Pack size: 50 x MTR

• Series: ÖLFLEX EB
• Number of Cores: 2
• Cross Sectional Area: 0.75 mm²

• Screened/Unscreened: Unscreened
• Length: 50 m
• Control Cable Type: YY
• Sheath Colour: Blue
• American Wire Gauge: 18 AWG

141429 ÖLFLEX EB

LAPP ÖLFLEX EB CONTROL CABLE, 7
CORES, 0.75 MM², YY, UNSCREENED,
Pack size: 50 x MTR

• Series: ÖLFLEX EB
• Number of Cores: 7
• Cross Sectional Area: 0.75 mm²

• Screened/Unscreened: Unscreened
• Length: 50 m
• Control Cable Type: YY
• Sheath Colour: Blue
• American Wire Gauge: 18 AWG

141457 ÖLFLEX EB

SCHNEIDER ELECTRIC PHASE
MONITORING RELAY, 3 PHASE, DPDT,
Pack size: 1 x EA

• Monitoring Application: Phase
• Electrical Phase: 3
• Voltage Sensing Range: 183 → 484 V
• Contact Configuration: DPDT
• Mounting Type: DIN Rail
• Phase Sensitivity: Phase Asymmetry, Phase Sequence
• Time Delay: <100 ms
• Series: RM17TG

146238 Phase

SCHNEIDER ELECTRIC VOLTAGE
MONITORING RELAY, 3 PHASE, DPDT,
Pack size: 1 x EA

• Monitoring Application: Voltage
• Electrical Phase: 3
• Contact Configuration: DPDT
• Voltage Sensing Range: 194 → 528 V ac
• Voltage Sensitivity: Absence of Neutral, Overvoltage

and Undervoltage Between Neutral, Overvoltage and
Undervoltage Between Phase

• Mounting Type: DIN Rail
• Time Delay: 0.3 → 30 s
• Series: RM35UB3

146474 Voltage

HELLERMANNTYTON HEAT SHRINK
TUBING, BLACK, BLUE, CLEAR,
Pack size: 1 x KT

• Sleeve Diameter: 1.5 mm, 3 mm, 6 mm, 12 mm, 24 mm
• Colour: Black, Blue, Clear, Green/Yellow, Red
• Adhesive Lined: No
• Shrink Ratio: 3:1
• Sleeve Length: 40 mm, 50 mm, 60 mm, 100 mm, 170 mm,

200 mm, 603 mm
• Material: Cross Linked Polyolefin
• Operating Temperature Range: -55 → +135 °C
• Standards Met: RoHS

151830 1.5 mm, 3 mm, 6

HELLERMANNTYTON HEAT SHRINK
TUBING, BLACK 1.5MM SLEEVE DIA. X
Pack size: 1 x KT

• Sleeve Diameter: 1.5 mm, 3 mm, 6 mm, 12 mm, 18 mm
• Colour: Black
• Adhesive Lined: No
• Shrink Ratio: 3:1
• Sleeve Length: 35 mm, 80 mm
• Material: Cross Linked Polyolefin
• Operating Temperature Range: -55 → +135 °C
• Standards Met: RoHS

151846 1.5 mm, 3 mm, 6

RITTAL KEL SERIES 304 STAINLESS
STEEL WALL BOX, IP66, ATEX, IECEX,
Pack size: 1 x EA

• External Height: 300 mm
• External Width: 200 mm
• External Depth: 155 mm
• Body Material: 304 Stainless Steel
• Transparent Door: No
• IP Rating: IP66
• Chassis Plate: No
• Gland Plate: No

167796 300 mm

RITTAL KEL SERIES 304 STAINLESS
STEEL WALL BOX, IP66, ATEX, IECEX,
Pack size: 1 x EA

• External Height: 380 mm
• External Width: 380 mm
• External Depth: 210 mm
• Body Material: 304 Stainless Steel
• Transparent Door: No
• IP Rating: IP66
• Chassis Plate: No
• Door Lock Type: Cam

167819 380 mm

ABB 1SFA SERIES TWIST RELEASE
EMERGENCY STOP PUSH BUTTON,
Pack size: 1 x EA

• Mounting Type: Surface Mount
• Contact Configuration: 2NC
• Push Button Actuation: Twist Release
• Illuminated: No
• Series: 1SFA
• IP Rating: IP66, IP67, IP69K
• Colour: Red
• Push Button Shape: mushroom

185479 Surface Mount

ABB 1SFA SERIES PULL RELEASE
EMERGENCY STOP PUSH BUTTON,
Pack size: 1 x EA

• Mounting Type: Surface Mount
• Contact Configuration: 2NC
• Push Button Actuation: Pull Release
• Illuminated: No
• Series: 1SFA
• IP Rating: IP66, IP67, IP69K
• Colour: Grey, Yellow
• Voltage Rating: 125 V dc, 240 V ac

185609 Surface Mount

RS PRO 60W POWER BRICK AC/DC
ADAPTER 12V DC OUTPUT, 5A OUTPUT
Pack size: 1 x EA

• Adapter Type: Power Brick Adapter
• Plug Type: C14
• Output Voltage: 12 V dc
• Input Voltage: 127 → 370 V dc, 90 → 264 V ac
• Output Current: 5 A
• Maximum Temperature: +40 °C
• Output Connector: 2.1 x 5.5 x 11 mm Centre Positive
• Input Connector: IEC 320-C14

188769 Power Brick

SCHNEIDER ELECTRIC HARMONY XB4
SERIES CONTACT & LIGHT BLOCK,
Pack size: 1 x EA

• Block Type: Contact & Light Block
• Voltage Rating: 24 V ac/dc
• Illumination Colour: White
• Series: Harmony XB4
• Contact Configuration: 1 NO + 1 NC
• Illumination Type: LED
• LED Included: Yes
• Terminal Type: Plug In

199383 Contact & Light

MOVING IRON 48X48XMM

Pack size: 1 x EA

• Maximum Value: 25/50 A
• Current Type: AC
• Moving Element: Moving Iron
• Cutout Height: 45 mm
• Cutout Width: 45 mm
• Depth: 53 mm
• Meter Accuracy: Class 1.5
• Minimum Temperature: -25 °C

201969 25/50 A

HELLERMANNTYTON CABLE TIE, HOOK
AND LOOP, 150MM X 12.5 MM, BLACK
Pack size: 10 x EA

• Length: 150 mm
• Width: 12.5 mm
• Colour: Black
• Material: PA (Loop), PP (Hook)
• Type: Hook and Loop
• Quantity: 10
• Minimum Operating Temperature: -40 °C
• Maximum Operating Temperature: +85 °C

216034 150 mm

HELLERMANNTYTON CABLE TIE, HOOK
AND LOOP, 200MM X 12.5 MM, BLACK
Pack size: 10 x EA

• Length: 200 mm
• Width: 12.5 mm
• Colour: Black
• Material: PA (Loop), PE (Hook)
• Type: Hook and Loop
• Quantity: 10
• Minimum Operating Temperature: -40 °C
• Maximum Operating Temperature: +85 °C

219465 200 mm
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BE YOUR FIRST CHOICE

HELLERMANNTYTON CABLE TIE, HOOK
AND LOOP, 200MM X 12.5 MM, GREEN
Pack size: 10 x EA

• Length: 200 mm
• Width: 12.5 mm
• Colour: Green
• Material: PA (Loop), PE (Hook)
• Type: Hook and Loop
• Quantity: 10
• Minimum Operating Temperature: -40 °C
• Maximum Operating Temperature: +85 °C

219500 200 mm

BLACK S/ADHESIVE C/TIE BASE,
19X19MM
Pack size: 100 x EA

• Colour: Black
• Cable Tie Width Acceptance: 4.1 mm
• Length: 19 mm
• Width: 19 mm
• Fixing Hole Diameter: 3.1 mm
• Self Adhesive: Yes
• Material: Nylon 66
• Series: MB

219875 Black

FINDER DIN RAIL SINGLE FUNCTION
TIMER RELAY, 24 → 240V AC/DC,
Pack size: 1 x EA

• Supply Voltage: 24 → 240 V ac/dc
• Mounting Type: DIN Rail
• Number of Contacts: 1
• Time Range: 0.1 → 20 s, 0.1 → 20 min, 0.1 → 24 h
• Mode of Operation: ON Delay
• Number of Timer Functions: Single
• Contact Configuration: SPDT
• Time Increment: Hours, Minutes, Seconds

221086 24 → 240 V ac/dc

CABLE F/FTP 4 PAIRS 555MHZ CAT6
LSZH
Pack size: 100 x MTR

• Length: 100 m
• LAN Category: Cat6a
• Terminated/Unterminated: Unterminated
• Sheath Colour: Purple
• Shield Type: F/FTP
• Shielded/Unshielded: Shielded
• Outer Sheath Material: LSZH
• Fire Behaviour: Low Smoke Zero Halogen (LSZH)

226788 100 m

PATCH CABLE U/FTP 4 PAIRS CAT6
GREY
Pack size: 100 x MTR

• Length: 100 m
• LAN Category: Cat6
• Terminated/Unterminated: Unterminated
• Sheath Colour: Grey
• Shield Type: U/FTP
• Shielded/Unshielded: Shielded
• Outer Sheath Material: PVC
• Fire Behaviour: IEC 60332-1

226794 100 m

BELDEN CAT5E ETHERNET CABLE,
F/UTP, GREY LSZH SHEATH, 500M,
Pack size: 500 x MTR

• Length: 500 m
• LAN Category: Cat5e
• Terminated/Unterminated: Unterminated
• Sheath Colour: Grey
• Shield Type: F/UTP
• Shielded/Unshielded: Shielded
• Outer Sheath Material: LSZH
• Fire Behaviour: Low Smoke Zero Halogen (LSZH)

233095 500 m

THOMAS & BETTS CABLE TIES, 368MM
X 7.6 MM, BLACK NYLON, PK-100
Pack size: 100 x EA

• Length: 368 mm
• Width: 7.6 mm
• Colour: Black
• Material: Nylon 66
• Type: Non-Releasable
• Quantity: 100
• UV Resistant: Yes
• Minimum Operating Temperature: -40 °C

233452 368 mm

RS PRO CABLE TIE, 100MM X 2.5 MM,
BLACK NYLON, PK-100
Pack size: 100 x EA

• Length: 100 mm
• Width: 2.5 mm
• Colour: Black
• Material: Nylon 66
• Type: Non-Releasable
• Quantity: 100
• Minimum Operating Temperature: -40 °C
• Maximum Operating Temperature: +85 °C

233455 100 mm

RS PRO CABLE TIE, 190MM X 4.8 MM,
BLACK NYLON, PK-100
Pack size: 100 x EA

• Length: 190 mm
• Width: 4.8 mm
• Colour: Black
• Material: Nylon 66
• Type: Non-Releasable
• Quantity: 100
• Minimum Operating Temperature: -40 °C
• Maximum Operating Temperature: +85 °C

233461 190 mm

RS PRO CABLE TIE, 300MM X 4.8 MM,
BLACK NYLON, PK-100
Pack size: 100 x EA

• Length: 300 mm
• Width: 4.8 mm
• Colour: Black
• Material: Nylon 66
• Type: Non-Releasable
• Quantity: 100
• Minimum Operating Temperature: -40 °C
• Maximum Operating Temperature: +85 °C

233487 300 mm

SCHNEIDER ELECTRIC GV2 SERIES
ENCLOSURE FOR USE WITH GV2ME
Pack size: 1 x EA

• Accessory Type: Enclosure
• For Use With: GV2ME Series
• Length: 84 mm
• Width: 93 mm
• Depth: 147 mm
• Dimensions: 84 x 93 x 147 mm
• Better World Product: Yes
• Better World Verification: Green Premium

235868 Enclosure

CABLE, HEATING TAPE,TERMINATION
KIT
Pack size: 1 x KT

• Minimum Operating Temperature: -60 °C
• Maximum Operating Temperature: +200 °C

256109 -60 °C

SCHNEIDER ELECTRIC 9 KW DOL
STARTER, 690 V AC, 3 PHASE, IP40
Pack size: 1 x EA

• Power Rating: 9 kW
• Range: TeSys
• Motor Starter Type: DOL
• Voltage Rating: 690 V ac
• Phase: 3
• IP Rating: IP40
• Number of Poles: 3P
• Overall Length: 45 mm

272432 9 kW

SCHNEIDER ELECTRIC 3 KW DOL
STARTER, 690 V AC, 3 PHASE, IP40
Pack size: 1 x EA

• Power Rating: 3 kW
• Motor Starter Type: DOL
• Voltage Rating: 690 V ac
• Phase: 3
• IP Rating: IP40
• Number of Poles: 3P
• Better World Product: Yes
• Series: LUC

272454 3 kW

RS PRO RED 1.5 MM² HOOK UP WIRE,
15 AWG, 30/0.25 MM, 100M, PVC
Pack size: 100 x MTR

• Cross Sectional Area: 1.5 mm²

• Sheath Colour: Red
• American Wire Gauge: 15 AWG
• Cable Shape: Single Core
• Core Strands: 30/0.25 mm
• Length: 100 m
• Insulation Material: PVC
• European Harmonised Code: H07V-K

361822 1.5 mm²

RELECO PLUG IN POWER RELAY, 24V
DC COIL, 10A SWITCHING CURRENT,
Pack size: 1 x EA

• Coil Voltage: 24 V dc
• Contact Configuration: DPDT
• Mounting Type: Plug In
• Switching Current: 10 A
• Number of Poles: 2
• Latching: No
• Terminal Type: Quick Connect
• Maximum Switching Voltage (DC): 30 V dc

376391 24 V dc
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AUTOMATION & CONTROL

BELDEN BLACK TWINAXIAL CABLE,
8.38MM OD 152M, 100 Ω IMPEDANCE
Pack size: 152 x MTR

• Sheath Material: Polyvinyl Chloride PVC
• Sheath Colour: Black
• Length: 152 m
• Characteristic Impedance: 100 Ω
• Attenuation: 10.2 dB/100ft @ 400MHz, 2.8 dB/100ft @

50MHz, 4.1 dB/100ft @ 100MHz, 6.4 dB/100ft @ 200MHz
• Insulation Material: PE
• Outer Diameter: 8.38 mm
• Capacitance: 75.44 pF/m

382548 Polyvinyl

CABLE TIE TENSIONING TOOL, 4.8 -
7.6MM
Pack size: 1 x EA

• Cable Tie Capacity: 4.8 ￫ 7.6 mm
• Material: Polymer

384317 4.8 ￫ 7.6 mm

BLACK STD HEATSHRINK
SLEEVE,50.8MM BORE
Pack size: 5 x EA

• Sleeve Diameter: 50.8 mm
• Shrunk Diameter: 25.4 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 2:1
• Sleeve Length: 1.2 m
• Material: Polyolefin

398127 50.8 mm

HELLERMANNTYTON CABLE TIE,
RELEASABLE, 350MM X 4.6 MM,
Pack size: 100 x EA

• Length: 350 mm
• Width: 4.6 mm
• Colour: Black
• Material: Nylon 66
• Type: Releasable
• Quantity: 100
• Minimum Operating Temperature: -40 °C
• Maximum Operating Temperature: +85 °C

417619 350 mm

WEIDMULLER DARK BEIGE WSI FUSED
DIN RAIL TERMINAL, SINGLE LEVEL,
Pack size: 5 x EA

• Colour: Dark Beige
• Number of Levels: Single
• American Wire Gauge: 20 → 8 AWG
• Series: WSI
• Termination Method: Screw
• Cable CSA: 6 mm²

• Fused: Yes
• Current Rating: 6.3 A

425263 Dark Beige

MEAN WELL MDR SWITCH MODE DIN
RAIL POWER SUPPLY, 85 → 264V AC
Pack size: 1 x EA

• Output Voltage: 12 V dc
• Output Current: 5 A
• AC or DC Input Voltage: ac
• AC or DC Output Voltage: dc
• Input Voltage: 85 → 264 V ac
• Power Rating: 60 W
• Electrical Phase: 1
• Number of Outputs: 1

428467 12 V dc

SOCKET FOR 5A 4PCO PLUG-IN
RELAY
Pack size: 1 x EA

• Voltage: 250 V ac
• For Use With: 4 Pole QRC Series
• Series: MRC
• Termination Type: Screw
• Mounting Type: DIN Rail
• Current Rating: 10 A
• Number of Contacts: 14

437783 250 V ac

HELLERMANNTYTON ADHESIVE LINED
HEAT SHRINK TUBING, BLACK 19MM
Pack size: 1 x EA

• Sleeve Diameter: 19 mm
• Shrunk Diameter: 6 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: Yes
• Shrink Ratio: 4:1
• Sleeve Length: 1 m
• Material: Cross Linked Polyolefin

450537 19 mm

WEIDMULLER BROWN WSI FUSED DIN
RAIL TERMINAL, SINGLE LEVEL, 500 V
Pack size: 5 x EA

• Colour: Brown
• Number of Levels: Single
• American Wire Gauge: 20 → 8 AWG
• Series: WSI
• Termination Method: Screw
• Fused: Yes
• Voltage Rating: 500 V
• Current Rating: 6.3 A

454508 Brown

RS PRO STEEL PERFORATED DIN RAIL,
TOP HAT COMPATIBLE, 1M X 35MM X
Pack size: 4 x EA

• Compatibility: Top Hat
• Length: 1 m
• Width: 35 mm
• Height: 7.5 mm
• DIN Rail Type: Perforated
• Material: Steel

467416 Top Hat

RS PRO STEEL PERFORATED DIN RAIL,
DEEP TOP HAT COMPATIBLE, 500MM
Pack size: 4 x EA

• Compatibility: Deep Top Hat
• Length: 500 mm
• Width: 35 mm
• Height: 15 mm
• DIN Rail Type: Perforated
• Material: Steel

467438 Deep Top Hat

ELC ALE LINEAR DIN RAIL POWER
SUPPLY, 190 → 264V AC AC INPUT, 12
Pack size: 1 x EA

• Output Voltage: 12 V dc, 24 V dc, ±15 V dc
• Output Current: 2 A
• AC or DC Input Voltage: ac
• AC or DC Output Voltage: dc
• Input Voltage: 190 → 264 V ac
• Power Rating: 60 W
• Electrical Phase: 1
• Number of Outputs: 1

468352 12 V dc, 24 V dc,

RS PRO 3 CORE POWER CABLE, 1.5
MM², 100M, BLACK PVC SHEATH,
Pack size: 100 x MTR

• Cross Sectional Area: 1.5 mm²

• Number of Cores: 3
• Sheath Colour: Black
• Length: 100 m
• Cable Type: 3183Y
• Current Rating: 15 A
• Sheath Material: PVC
• Outer Diameter: 9.4 mm

491998 1.5 mm²

RS PRO GREY FIBREGLASS
ENCLOSURE, IP67, GREY LID, 185 X
Pack size: 1 x EA

• Body Material: Fibreglass
• External Length: 185 mm
• External Height: 175 mm
• External Width: 300 mm
• External Dimensions: 185 x 300 x 175 mm
• IP Rating: IP67
• Colour: Grey
• Lid Colour: Grey

508009 Fibreglass

PHOENIX CONTACT STEP-
PS/1AC/24DC/4 SWITCH MODE DIN
Pack size: 1 x EA

• Output Voltage: 24 V dc
• Output Current: 4.2 A
• AC or DC Input Voltage: ac
• AC or DC Output Voltage: dc
• Input Voltage: 85 → 264 V ac
• Power Rating: 100 W
• Electrical Phase: 1
• Number of Outputs: 2

540729 24 V dc

PHOENIX CONTACT QUINT-
PS/1AC/24DC/5 SWITCH MODE DIN
Pack size: 1 x EA

• Output Voltage: 24 V dc
• Output Current: 5 A
• AC or DC Input Voltage: ac
• AC or DC Output Voltage: dc
• Input Voltage: 85 → 264 V ac
• Power Rating: 120 W
• Electrical Phase: 1
• Number of Outputs: 1

540747 24 V dc
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BE YOUR FIRST CHOICE

PHOENIX CONTACT QUINT-
PS/1AC/24DC/10 SWITCH MODE DIN
Pack size: 1 x EA

• Output Voltage: 24 V dc
• Output Current: 10 A
• AC or DC Input Voltage: ac
• AC or DC Output Voltage: dc
• Input Voltage: 85 → 264 V ac
• Power Rating: 240 W
• Electrical Phase: 1
• Number of Outputs: 1

540769 24 V dc

HELLERMANNTYTON HELAGRIP SLIDE
ON CABLE MARKER KIT, BLACK, BLUE,
Pack size: 1 x EA

• Affixing Method: Slide On
• Legend: -, +, 0 → 9, Earth, L, N, R, S, T
• Minimum Cable Diameter: 2 mm
• Maximum Cable Diameter: 5 mm
• Colour: Black, Blue, Brown, Green, Grey, Orange, Red,

Violet, White, Yellow
• Quantity: 4500
• Printable: No
• Material: PVC

557023 Slide On

DUAL WALL, HEATSHRINK W3NH
BLACK 19/6
Pack size: 1 x EA

• Sleeve Diameter: 19.1 mm
• Shrunk Diameter: 6 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: Yes
• Shrink Ratio: 3:1
• Sleeve Length: 1.2 m
• Material: Polyolefin

562662 19.1 mm

BLACK HEATSHRINK TUBING,4.8MM
BORE
Pack size: 20 x EA

• Sleeve Diameter: 4.8 mm
• Shrunk Diameter: 2.4 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 2:1
• Sleeve Length: 20 m
• Material: Polyolefin

666880 4.8 mm

BLACK HEATSHRINK TUBING,9.5MM
BORE
Pack size: 12 x EA

• Sleeve Diameter: 9.5 mm
• Shrunk Diameter: 4.8 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 2:1
• Sleeve Length: 12 m
• Material: Polyolefin

666903 9.5 mm

BLACK HEATSHRINK TUBING,12.7MM
BORE
Pack size: 10 x EA

• Sleeve Diameter: 12.7 mm
• Shrunk Diameter: 6.4 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 2:1
• Sleeve Length: 10 m
• Material: Polyolefin

666919 12.7 mm

2 PAIR INDIVIDUAL SHIELDED
CABLE,30M
Pack size: 30 x MTR

• Number of Pairs: 2
• Cross Sectional Area: 0.33 mm²

• Number of Cores: 4
• American Wire Gauge: 22 AWG
• Screened/Unscreened: Screened
• Length: 30 m
• Shield Type: STP
• Sheath Colour: Chrome

822989 2

3 POLE CONTACTOR,59KW 115A

Pack size: 1 x EA

• Contact Voltage Rating: 1 kV ac
• Contact Current Rating: 115 A
• Power Rating: 55 kW
• Number of Poles: 3
• Range: TeSys F
• Series: LC1F
• Normal State Configuration: 3NO
• Terminal Type: Screw

827142 1 kV ac

PHOENIX CONTACT GREY UK 5 N DIN
RAIL TERMINAL BLOCK, SINGLE LEVEL,
Pack size: 10 x EA

• Colour: Grey
• Number of Levels: Single
• Series: UK  5 N
• American Wire Gauge: 24 → 10 AWG
• Termination Method: Screw
• Cable CSA: 0.2 → 4 mm²

• Current Rating: 32 A
• Voltage Rating: 800 V

1012789 Grey

OMRON DIN RAIL SINGLE FUNCTION
TIMER RELAY, 24 → 240V AC/DC,
Pack size: 1 x EA

• Supply Voltage: 24 → 240 V ac/dc
• Mounting Type: DIN Rail
• Number of Contacts: 2
• Time Range: 0.1 s → 100 h
• Mode of Operation: ON Delay
• Number of Timer Functions: Single
• Contact Configuration: SPDT
• Time Increment: Hours, Minutes, Seconds

1066238 24 → 240 V ac/dc

OMRON K7L SERIES LEVEL
CONTROLLER - DIN RAIL, 12 → 24 V DC
Pack size: 1 x EA

• Number of Inputs: 1
• Mounting Style: DIN Rail
• Supply Voltage: 12 → 24 V dc
• Overall Length: 12.8 mm
• Overall Width: 46 mm
• Overall Depth: 28.8 mm
• Minimum Operating Temperature: -10 °C
• Maximum Operating Temperature: +55 °C

1113527 1

RS PRO CAT7 ETHERNET CABLE,
U/FTP, GREY LSZH SHEATH, 100M,
Pack size: 100 x MTR

• Length: 100 m
• LAN Category: Cat7
• Terminated/Unterminated: Unterminated
• Sheath Colour: Grey
• Shield Type: U/FTP
• Shielded/Unshielded: Shielded
• Outer Sheath Material: LSZH
• Fire Behaviour: Low Smoke Zero Halogen (LSZH)

1135907 100 m

XP POWER SWITCHING POWER
SUPPLY, 12V DC, 8.3A, 100W, 1
Pack size: 1 x EA

• Output Voltage: 12 V dc
• Output Current: 8.3 A
• Power Rating: 100 W
• Number of Outputs: 1
• Input Voltage: 120 → 370 V dc, 90 → 264 V ac
• Mounting Type: Chassis Mount
• Package Type: Open Frame
• Length: 114.3 mm

1227046 12 V dc

XP POWER SWITCHING POWER
SUPPLY, 12V DC, 12.5A, 150W, 1
Pack size: 1 x EA

• Output Voltage: 12 V dc
• Output Current: 12.5 A
• Power Rating: 150 W
• Number of Outputs: 1
• Input Voltage: 85 → 264 V ac
• Mounting Type: Chassis Mount
• Package Type: Open Frame
• Length: 127 mm

1227155 12 V dc

XP POWER SWITCHING POWER
SUPPLY, 12V DC, 15A, 180W, 1 OUTPUT
Pack size: 1 x EA

• Output Voltage: 12 V dc
• Output Current: 15 A
• Power Rating: 180 W
• Number of Outputs: 1
• Input Voltage: 85 → 264 V ac
• Mounting Type: Chassis Mount
• Package Type: Open Frame
• Length: 127 mm

1227160 12 V dc

XP POWER SWITCHING POWER
SUPPLY, 15V DC, 12A, 180W, 1 OUTPUT
Pack size: 1 x EA

• Output Voltage: 15 V dc
• Output Current: 12 A
• Power Rating: 180 W
• Number of Outputs: 1
• Input Voltage: 85 → 264 V ac
• Mounting Type: Chassis Mount
• Package Type: Open Frame
• Length: 127 mm

1227161 15 V dc
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AUTOMATION & CONTROL

POWER SUPPLY SWITCH MODE
24/12V 187W
Pack size: 1 x EA

• Output Voltage: 24 V dc
• Output Current: 7.5 A
• Power Rating: 180 W
• Number of Outputs: 1
• Input Voltage: 85 → 264 V ac
• Mounting Type: Chassis Mount
• Package Type: Open Frame
• Length: 127 mm

1227162 24 V dc

XP POWER SWITCHING POWER
SUPPLY, 48V DC, 3.7A, 180W, 1
Pack size: 1 x EA

• Output Voltage: 48 V dc
• Output Current: 3.7 A
• Power Rating: 180 W
• Number of Outputs: 1
• Input Voltage: 85 → 264 V ac
• Mounting Type: Chassis Mount
• Package Type: Open Frame
• Length: 127 mm

1227163 48 V dc

SCHNEIDER ELECTRIC THALASSA PLM
SERIES PET WALL BOX, IP66, 647 MM
Pack size: 1 x EA

• External Height: 647 mm
• External Width: 436 mm
• External Depth: 250 mm
• Body Material: PET
• Transparent Door: No
• IP Rating: IP66
• Chassis Plate: No
• Door Lock Type: Double Bar

1230658 647 mm

PUSHBUTTON DBLE GREEN I RED O
1NO/1NC
Pack size: 1 x EA

• Push Button Colour: Green, Red
• Mounting Type: Panel Mount
• Illuminated: No
• Push Button Material: Plastic
• Contact Configuration: SPDT
• Push Button Style: Rectangular
• Panel Cut Out Diameter: 22 mm
• Series: Harmony XB4

1238146 Green, Red

WIKA S-20 SERIES PRESSURE
SENSOR, 0BAR MIN, 6BAR MAX,
Pack size: 1 x EA

• Minimum Pressure Reading: 0 bar
• Maximum Pressure Reading: 6 bar
• Accuracy: 0.25 %
• Output Type: Analogue
• Media Measured: Gas, Liquid
• Process Connection: G1/4
• Electrical Connection: DIN 175301-803 A
• Analogue Output: 4 → 20 mA

1241486 0 bar

SIEMENS PRESSURE SENSOR, 0BAR
MIN, 6BAR MAX, ANALOGUE OUTPUT,
Pack size: 1 x EA

• Pressure Reading Type: Relative
• Minimum Pressure Reading: 0 bar
• Maximum Pressure Reading: 6 bar
• Accuracy: 0.25 %
• Output Type: Analogue
• Media Measured: Aggressive Media, Gas, Liquid, Non-

Aggressive Media, Vapour
• Process Connection: G1/2
• Electrical Connection: DIN EN 175301 Connector, M16

1253726 Relative

SCHNEIDER ELECTRIC HARMONY XB
LIGHT BLOCK - YELLOW, 230 V
Pack size: 5 x EA

• Block Type: Light Block
• Voltage Rating: 230 V
• Series: Harmony XB
• Illumination Type: LED
• Terminal Type: Screw
• Better World Product: Yes
• Better World Verification: Green Premium

1254426 Light Block

HELLERMANNTYTON CABLE TIE GUN,
13MM CAPACITY
Pack size: 1 x EA

• Cable Tie Capacity: 13 mm
• Material: Plastic

1268894 13 mm

SIEMENS SIRIUS INNOVATION 3RT2
SERIES CONTACTOR, 110 V AC COIL,
Pack size: 1 x EA

• Coil Voltage: 110 V ac
• Contact Voltage Rating: 690 V ac
• Contact Current Rating: 70 A
• Power Rating: 22 kW
• Number of Poles: 3
• Series: 3RT2
• Range: SIRIUS Innovation
• Normal State Configuration: 3NO

1271485 110 V ac

SIEMENS SIRIUS INNOVATION 3RT2
SERIES CONTACTOR, 110 V AC COIL,
Pack size: 1 x EA

• Coil Voltage: 110 V ac
• Contact Voltage Rating: 690 V ac
• Contact Current Rating: 80 A
• Power Rating: 30 kW
• Number of Poles: 3
• Series: 3RT2
• Range: SIRIUS Innovation
• Normal State Configuration: 3NO

1271490 110 V ac

HELLERMANNTYTON HALOGEN FREE
HEAT SHRINK TUBING, GREEN,
Pack size: 5 x EA

• Sleeve Diameter: 25.4 mm
• Shrunk Diameter: 12.7 mm
• Colour: Green, Yellow
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 2:1
• Sleeve Length: 1 m
• Material: Polyolefin

1331776 25.4 mm

PHOENIX CONTACT TRIO-PS-
2G/1AC/48DC/10 SWITCH MODE DIN
Pack size: 1 x EA

• Output Voltage: 48 V dc
• Output Current: 10 A
• AC or DC Input Voltage: ac
• AC or DC Output Voltage: dc
• Input Voltage: 100 → 240 V ac
• Power Rating: 480 W
• Number of Outputs: 2
• Mounting Type: DIN Rail Mount

1349909 48 V dc

LMR400COAXIAL 50 OHMS HIGH
FREQUENCY
Pack size: 100 x MTR

• Terminated/Unterminated: Unterminated
• Coaxial Type: RF400
• Outer Diameter: 10.3 mm
• Characteristic Impedance: 50 Ω
• Attenuation: 22.6 dB / 100m @ 2.5 GHz
• Length: 100 m
• Sheath Colour: Black
• Conductor Strand Type: Solid

1358497 Unterminated

CAE GROUPE TWISTED PAIR DATA
CABLE, 0.75 MM², 4 CORES, 18 AWG,
Pack size: 50 x MTR

• Cross Sectional Area: 0.75 mm²

• Number of Cores: 4
• American Wire Gauge: 18 AWG
• Length: 50 m
• Shield Type: Tinned Copper Braid
• Sheath Colour: Grey
• Cable Type: LiYY-BP
• Outer Diameter: 9.3 mm

1359263 0.75 mm²

TYPE F - GERMAN SCHUKO POWER
DISTRIBUTION UNIT
Pack size: 1 x EA

• Socket Type: Type F - German Schuko
• Height: 1 U

1362073 Type F - German

SIEMENS LOGO!POWER SWITCH
MODE DIN RAIL POWER SUPPLY, 100
Pack size: 1 x EA

• Output Voltage: 12 V dc
• Output Current: 1.9 A
• AC or DC Output Voltage: dc
• Input Voltage: 100 → 240 V ac
• Power Rating: 23 W
• Electrical Phase: 1
• Number of Outputs: 1
• Mounting Type: DIN Rail Mount

1365300 12 V dc
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BE YOUR FIRST CHOICE

RS PRO 910MM BLACK/YELLOW
CABLE COVER IN RUBBER,
Pack size: 1 x EA

• Inside Diameter: 58 x 52 mm
• Length: 910 mm
• Internal Dimensions: 910 x 52 mm
• Width: 500 mm
• Colour: Black/Yellow
• Material: Rubber, Thermoplastic
• Number of Channels: 3
• Standards Met: BS EN 60670-1:2005

1365420 58 x 52 mm

COMPUTER POWER SUPPLY SFX
300W
Pack size: 1 x EA

• Input Voltage: 100 → 240 V ac
• Output Voltage: -12 V dc, 3.3 V dc, 5 V dc, 12 V dc
• Power Rating: 300 W
• Output Current: 2 A, 14 A, 17 A, 18 A, 20 A, 800 mA
• Number of Outputs: 6
• Length: 100 mm
• Width: 125 mm
• Depth: 63.5 mm

1366055 100 → 240 V ac

RS PRO SWITCH MODE DIN RAIL
POWER SUPPLY, 230V AC, 12V DC DC
Pack size: 1 x EA

• Output Voltage: 12 V dc
• Output Current: 5 A
• AC or DC Output Voltage: dc
• Input Voltage: 230 V ac
• Power Rating: 70 W
• Electrical Phase: 1
• Number of Outputs: 1
• Mounting Type: DIN Rail Mount

1368312 12 V dc

LAPP SKINTOP SERIES NICKEL PLATED
BRASS CABLE GLAND, M20 THREAD,
Pack size: 5 x EA

• Thread Size: M20
• Maximum Cable Diameter: 13 mm
• Minimum Cable Diameter: 7 mm
• Material: Nickel Plated Brass
• Series: SKINTOP
• IP Rating: IP68
• Locknut Included: No
• Hazardous Area Certification: HL 3

1368517 M20

RS PRO BLACK JUNCTION BOX, IP66,
ATEX, IECEX, 160 X 75 X 55MM
Pack size: 1 x EA

• Dimensions (L x W x H): 160 x 75 x 55 mm
• Length: 160 mm
• Width: 75 mm
• Height: 55 mm
• IP Rating: IP66
• Colour: Black
• Hazardous Area Certification: ATEX, IECEx

1444453 160 x 75 x 55 mm

ADHESIVE LINED HEATSHRINK
TUBING,18MM
Pack size: 1 x EA

• Sleeve Diameter: 18 mm
• Shrunk Diameter: 6 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: Yes
• Shrink Ratio: 3:1
• Sleeve Length: 1.2 m
• Material: Polyolefin

1573824 18 mm

CLEAR ADHESIVE LINED TUBING,8MM
BORE
Pack size: 1 x EA

• Sleeve Diameter: 8 mm
• Shrunk Diameter: 2 mm
• Colour: Clear
• Sleeve Type: Heat Shrink
• Adhesive Lined: Yes
• Shrink Ratio: 4:1
• Sleeve Length: 1.2 m
• Material: Polyolefin

1573852 8 mm

RS PRO CABLE TIE, ROLLER BALL,
360MM X 7.9 MM, METALLIC 316
Pack size: 100 x EA

• Length: 360 mm
• Width: 7.9 mm
• Colour: Metallic
• Material: 316 Stainless Steel
• Type: Roller Ball
• Quantity: 100
• Minimum Operating Temperature: -80 °C
• Maximum Operating Temperature: +538 °C

1595335 360 mm

END CAP BLACK, SEMI-RIGID
POLYOLEFIN ADHESIVE LINED,
Pack size: 1 x EA

• Type: End Cap
• Inside Diameter (Primary): 20.6 mm
• Adhesive Lined: Yes
• Material: Semi-Rigid Polyolefin
• Shrink Temperature: +120 °C
• Colour: Black
• Minimum Operating Temperature: -55 °C
• Maximum Operating Temperature: +135 °C

1701811 End Cap

ABB 2P POLE ISOLATOR SWITCH - 16A
MAXIMUM CURRENT, IP20, IP40
Pack size: 1 x EA

• Number of Poles: 2P
• Maximum Current: 16 A
• IP Rating: IP20, IP40
• Voltage Rating: 125 V dc, 440 V ac
• Accepts Padlocks: Yes
• Auxiliary Contacts Available: Yes
• Series: SD202
• Range: Pro M Compact

1755083 2P

ABB 2P POLE ISOLATOR SWITCH - 32A
MAXIMUM CURRENT
Pack size: 1 x EA

• Number of Poles: 2P
• Maximum Current: 32 A
• Voltage Rating: 125 V dc, 440 V ac
• Accepts Padlocks: Yes
• Auxiliary Contacts Available: Yes
• Series: SD202
• Range: Pro M Compact
• Normal State Configuration: 2NO

1755085 2P

BAUMER NE1218 COUNTER COUNTER,
5 DIGIT, 15KHZ, 265 V AC, 300 V DC
Pack size: 1 x EA

• Supply Voltage: 265 V ac, 300 V dc
• Count Mode: Frequency
• Display Type: LED
• Input Type: Namur, NPN, PNP, TTL
• Connection Type: Plug-In
• Number of Digits: 5
• Mounting Type: DIN Rail
• Output / Interface: Relay

1759974 265 V ac, 300 V

RS PRO ORANGE 1 MM² HOOK UP
WIRE, 32/0.2 MM, 100M
Pack size: 100 x MTR

• Cross Sectional Area: 1 mm²

• Sheath Colour: Orange
• Core Strands: 32/0.2 mm
• Length: 100 m
• Voltage Rating: 1 kV dc, 600 V ac
• Outer Diameter: 3 mm
• Maximum Operating Temperature: +105 °C
• Current Rating: 17 A

1805940 1 mm²

RS PRO PINK 1.5 MM² HOOK UP WIRE,
30/0.25 MM, 100M
Pack size: 100 x MTR

• Cross Sectional Area: 1.5 mm²

• Sheath Colour: Pink
• Core Strands: 30/0.25 mm
• Length: 100 m
• Voltage Rating: 1 kV dc, 600 V ac
• Outer Diameter: 3.3 mm
• Maximum Operating Temperature: +105 °C
• Current Rating: 21 A

1805945 1.5 mm²

RS PRO BLACK 1.5 MM² HOOK UP
WIRE, 30/0.25 MM, 100M
Pack size: 100 x MTR

• Cross Sectional Area: 1.5 mm²

• Sheath Colour: Black
• Core Strands: 30/0.25 mm
• Length: 100 m
• Voltage Rating: 1 kV dc, 600 V ac
• Outer Diameter: 3.3 mm
• Maximum Operating Temperature: +105 °C
• Current Rating: 21 A

1805946 1.5 mm²

JUNC BOX 93X93X62MM IP66
MEMBRANE ENTRY
Pack size: 1 x EA

• Dimensions (L x W x H): 93 x 62 x 93 mm
• Material: Polypropylene
• Length: 93 mm
• Width: 62 mm
• Height: 93 mm
• IP Rating: IP66
• Colour: Grey
• Number of Ways: 1

1832833 93 x 62 x 93 mm
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AUTOMATION & CONTROL

JUNC BOX 104X104X70MM IP66
MEMBRANE ENTR
Pack size: 1 x EA

• Dimensions (L x W x H): 104 x 70 x 104 mm
• Material: Polypropylene
• Length: 104 mm
• Width: 70 mm
• Height: 104 mm
• IP Rating: IP66
• Colour: Grey
• Number of Ways: 1

1832834 104 x 70 x 104 mm

ABB 18 WAY PLASTIC CONSUMER
UNIT, IP65 MISTRAL65
Pack size: 1 x EA

• Series: Mistral65
• Number of Ways (Total): 18
• Dimensions: 430 x 155 x 250 mm
• Housing Material: Plastic
• International Protection Rating: IP65
• Width: 155 mm
• Depth: 250 mm
• Length: 430 mm

1833761 Mistral65

RS PRO CABLE TIE, LADDER SINGLE
LOCK, 300MM X 7 MM, BLACK 316
Pack size: 100 x EA

• Length: 300 mm
• Width: 7 mm
• Colour: Black
• Material: 316 Stainless Steel
• Type: Ladder Single Lock
• Quantity: 100
• UV Resistant: Yes
• Minimum Operating Temperature: -80 °C

1834173 300 mm

RS PRO GREEN/YELLOW 16 MM²

HOOK UP WIRE, 7/1.7 MM, 50M
Pack size: 50 x MTR

• Cross Sectional Area: 16 mm²

• Sheath Colour: Green/Yellow
• Cable Shape: Single Core
• Core Strands: 7/1.7 mm
• Length: 50 m
• European Harmonised Code: H07V-R
• Voltage Rating: 450 V dc, 750 V ac
• Outer Diameter: 8 mm

1853955 16 mm²

RS PRO 5 CORE POWER CABLE, 16
MM² ARMOURED PVC SHEATH, 1000,
Pack size: 100 x MTR

• Cross Sectional Area: 16 mm²

• Number of Cores: 5
• Armoured: Yes
• Sheath Material: PVC
• Outer Diameter: 26.3 mm
• Voltage Rating: 1000, 600 V
• Conductor Strand Type: Stranded
• Standards Met: BS EN 60228

1854012 16 mm²

STARTECH.COM MOUNTING SCREWS
AND CAGE NUTS FOR USE WITH
Pack size: 1 x EA

• Type: Mounting Screws and Cage Nuts
• For Use With: Server Racks and Cabinets
• Material: Metal
• Thread Size: M6
• Quantity: 100
• Length: 12 mm
• Width: 6 mm

1862990 Mounting Screws

STARTECH.COM SCREWS AND CAGE
NUTS FOR USE WITH SERVER RACKS
Pack size: 1 x EA

• Type: Screws and Cage Nuts
• For Use With: Server Racks and Cabinets
• Material: Steel
• Thread Size: M6
• Quantity: 50
• Length: 12 mm
• Width: 6 mm

1862997 Screws and Cage

STARTECH.COM BLACK SHELF, 2U,
23KG LOAD, 406MM X 483MM
Pack size: 1 x EA

• Type: Vented Rack Mount Shelf
• Rack Units: 2 U
• Depth: 483 mm
• Ventilated: Yes
• Colour: Black
• Material: Steel
• Maximum Load: 23 kg
• Dimensions: 483 x 406 x 88 mm

1863000 Vented Rack

STARTECH.COM 9U-RACK SERVER
CABINET, SMALL CABINET, 600 X 511 X
Pack size: 1 x EA

• Rack Units: 9 U
• Cabinet Size: Small
• Mounting Type: Wall
• External Height: 511 mm
• External Width: 450 mm
• External Depth: 600 mm
• External Dimensions: 600 x 511 x 450 mm
• Colour: Black

1863280 9 U

ABB 2P POLE DIN RAIL ISOLATOR
SWITCH - 63A MAXIMUM CURRENT,
Pack size: 1 x EA

• Number of Poles: 2P
• Maximum Current: 63 A
• Mounting Type: DIN Rail
• IP Rating: IP20
• Voltage Rating: 131 V dc, 462 V ac
• Model Number: SD202/63
• Normal State Configuration: 2NO
• Series: SD202

1863493 2P

ABB ESBN EN20 SERIES CONTACTOR,
230 V AC COIL, 2-POLE, 20 A, 4.6 KW,
Pack size: 1 x EA

• Contact Voltage Rating: 230 V ac/dc
• Control Voltage: 230 V
• Coil Voltage: 230 V ac
• Contact Current Rating: 20 A
• Power Rating: 4.6 kW
• Number of Poles: 2
• Series: EN20
• Range: ESBN

1895656 230 V ac/dc

TELEMECANIQUE SENSORS XCKJ
SERIES ROLLER LEVER LIMIT SWITCH,
Pack size: 1 x EA

• Actuator Type: Roller Lever
• Pole and Throw Configuration: DPST
• Normal State Configuration: 1NC/1NO
• IP Rating: IP66
• Maximum Current: 3 A
• Housing Material: Zamak Zinc Alloy
• Maximum AC Voltage: 240 V
• Maximum DC Voltage: 250 V

1951664 Roller Lever

SIMATIC ET 200SP BASEUNIT BU15-
P16+A0+2B
Pack size: 1 x EA

• Accessory Type: Base Unit
• For Use With: ET 200SP
• Series: 6ES7193
• Range: SIMATIC

1963646 Base Unit

RS PRO ORANGE 1 MM² HOOK UP
WIRE, 17 AWG, 32/0.2 MM, 500M,
Pack size: 500 x EA

• Cross Sectional Area: 1 mm²

• Sheath Colour: Orange
• American Wire Gauge: 17 AWG
• Cable Shape: Single Core
• Core Strands: 32/0.2 mm
• Length: 500 m
• Insulation Material: PVC
• Voltage Rating: 1.5 kV ac

1964350 1 mm²

RS PRO 4 CORE POWER CABLE, 10
MM², 50M ARMOURED, BLACK PVC
Pack size: 50 x MTR

• Cross Sectional Area: 10 mm²

• Number of Cores: 4
• Sheath Colour: Black
• Length: 50 m
• Armoured: Yes
• Sheath Material: PVC
• Outer Diameter: 20.5 mm
• Voltage Rating: 600/1000 V

1964706 10 mm²

RS PRO 3 CORE POWER CABLE, 6
MM², 50M ARMOURED, BLACK PVC
Pack size: 50 x MTR

• Cross Sectional Area: 6 mm²

• Number of Cores: 3
• Sheath Colour: Black
• Length: 50 m
• Armoured: Yes
• Sheath Material: PVC
• Outer Diameter: 14.9 mm
• Voltage Rating: 600/1000 V

1964708 6 mm²
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BE YOUR FIRST CHOICE

SCHNEIDER ELECTRIC DUAL-
CHANNEL EMERGENCY STOP SAFETY
Pack size: 1 x EA

• Supply Voltage: 48 → 230 V ac/dc
• Number of Channels: 2
• Safety Contacts: 3
• Function: Emergency Stop
• Auxiliary Contacts: 8
• Range: Preventa
• Terminal Type: Screw
• Width: 22.5 mm

2006138 48 → 230 V ac/dc

RS PRO 3 CORE POWER CABLE, 1.5
MM², 100M, BLACK PVC SHEATH,
Pack size: 100 x MTR

• Cross Sectional Area: 1.5 mm²

• Number of Cores: 3
• Sheath Colour: Black
• Length: 100 m
• Armoured: No
• Cable Type: U1000RO2V
• Current Rating: 10 A
• Sheath Material: PVC

2010589 1.5 mm²

CAE GROUPE CAT6A ETHERNET
CABLE, S/FTP, BROWN LSZH SHEATH,
Pack size: 100 x MTR

• Length: 100 m
• LAN Category: Cat6a
• Terminated/Unterminated: Unterminated
• Sheath Colour: Brown
• Shield Type: S/FTP
• Shielded/Unshielded: Shielded
• Outer Sheath Material: LSZH
• Fire Behaviour: NF C 32070 C1

2010676 100 m

CAE GROUPE COUPLER SERIES
SINGLE-PORT RJ45 KEYSTONE,
Pack size: 1 x EA

• Type: Keystone
• Interface Type: RJ45
• LAN Category: Cat6a
• Number of Ports: 1
• Shield Type: Shielded
• Length: 16 mm
• Width: 16.4 mm
• Depth: 30 mm

2010688 Keystone

SICK IME2S SERIES FLUSH INDUCTIVE
NON-CONTACT SAFETY SWITCH, 24V
Pack size: 1 x EA

• Supply Voltage: 24 V dc
• Safety Contacts: 2NO
• Housing Material: Nickel Plated Brass
• Connection Type: M12
• Installation Type: Flush
• Actuator Type: Magnetic
• Sensor Principle: Inductive
• Actuator Included: No

2011902 24 V dc

PHOENIX CONTACT GREY UTD 6 FEED
THROUGH TERMINAL BLOCK, 0.2 →
Pack size: 50 x EA

• Colour: Grey
• Series: UTD 6
• American Wire Gauge: 24 → 8 AWG
• Termination Method: Screw
• Cable CSA: 0.2 → 10 mm²

• Voltage Rating: 1 kV
• Current Rating: 41 A
• Model Number: UTD 6/SP

2014199 Grey

PHOENIX CONTACT PAIS-4-FIX SERIES
TEST ADAPTER FOR USE WITH TEST
Pack size: 10 x EA

• Accessory Type: Test Adapter
• Series: PAIS-4-FIX
• For Use With: Test Plug And Terminal Blocks

2015315 Test Adapter

SICK RECTANGULAR MAGNETIC
PROXIMITY SENSOR, NO, , 300MA,
Pack size: 1 x EA

• Switch Shape: Rectangular
• Normal State Configuration: NO
• Output Type: PNP
• Maximum Current: 300 mA
• Maximum DC Voltage: 30 V
• Switching Frequency: 5 kHz
• Total Length: 37 mm
• Length: 28 mm

2017584 Rectangular

SIEMENS SENTRON 5SY5 MCB, 2P
POLES, 6A CURVE C, 400V AC, 440V
Pack size: 1 x EA

• Number of Poles: 2P
• Current Rating: 6 A
• Tripping Characteristics: Type C
• Rated AC Voltage: 400 V
• Rated DC Voltage: 440 V
• Model Number: 5SY5206-7
• Series: 5SY5
• Range: SENTRON

2032356 2P

SIEMENS, SIMATIC S7-1500, PLC CPU
- 20 INPUTS, 20 OUTPUTS, FOR USE
Pack size: 1 x EA

• Manufacturer Series: SIMATIC S7-1500
• Number of Inputs: 20
• For Use With: SIMATIC S7-1500
• Supply Voltage: 24 V dc
• Voltage Category: 24 V dc
• Number of Outputs: 20
• Kit Included: No
• Interface: PROFINET

2032750 SIMATIC S7-1500

SIMATIC S7-1500, DIGITAL INPUT
MODULE, D
Pack size: 1 x EA

• Accessory Type: Digital I/O Module
• Input Type: Digital
• Series: SIMATIC ET 200S
• Range: SIMATIC
• Dimensions: 147 x 25 x 129 mm

2032810 Digital I/O

SIMATIC S7-1500, DIGITAL INPUT
MODULE, D
Pack size: 1 x EA

• Accessory Type: Digital I/O Module
• Input Type: Digital
• Series: SIMATIC ET 200S
• Range: SIMATIC
• Dimensions: 147 x 25 x 129 mm

2032883 Digital I/O

SIMATIC S7-1500, DIGITAL OUTPUT
MODULE,
Pack size: 1 x EA

• Accessory Type: Digital I/O Module
• Output Type: Transistor
• Series: SIMATIC ET 200S
• Range: SIMATIC
• Output Current: 500 mA
• Dimensions: 147 x 25 x 129 mm

2032901 Digital I/O

SIMATIC DP, CPU 1510SP F-1 PN FOR
ET 200
Pack size: 1 x EA

• Manufacturer Series: SIMATIC DP
• Number of Inputs: 20
• For Use With: ET 200SP
• Supply Voltage: 24 V dc
• Number of Outputs: 20
• Network Type: Ethernet
• Kit Included: No
• Interface: PROFINET

2032917 SIMATIC DP

SIMATIC S7, MEMORY CARD FOR S7-
1X00 CPU/
Pack size: 1 x EA

• Accessory Type: Memory Card
• For Use With: S7-1X00 CPU/SINAMICS
• Range: SIMATIC

2033649 Memory Card

SIEMENS PHASE MONITORING RELAY,
3 PHASE, DPDT, DIN RAIL
Pack size: 1 x EA

• Monitoring Application: Phase
• Electrical Phase: 3
• Contact Configuration: DPDT
• Mounting Type: DIN Rail
• Phase Sensitivity: Phase Failure, Phase Sequence
• Series: 3UG4
• Height: 94 mm
• Width: 22.5 mm

2033944 Phase
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AUTOMATION & CONTROL

SIMATIC ET 200SP, BASEUNIT BU15-
P16+A0+2
Pack size: 10 x EA

• Accessory Type: Base Unit
• For Use With: ET 200SP
• Range: SIMATIC

2034115 Base Unit

SIMATIC ET 200SP, RELAY MODULE,
RQ NO 4X
Pack size: 1 x EA

• Accessory Type: PLC I/O Module
• Output Type: Digital
• Series: 1766
• Range: SIMATIC
• Output Current: 20 A
• Dimensions: 73 x 20 x 58 mm

2034182 PLC I/O Module

ULTRASONIC LIQUID LEVEL
SWITCH,25MA
Pack size: 1 x EA

• Device Type: Gap Sensor Level Alarm Switch
• Mounting Type: Horizontal, Vertical
• Switch Output: Relay
• Body Material: Polyphenylene Sulfide
• Cable Length: 3 m
• Minimum Operating Temperature: -20 °C
• Maximum Operating Temperature: +70 °C
• Maximum Current: 1 A

2046749 Gap Sensor Level

DISCONNECT TERMINAL BLOCK

Pack size: 50 x EA

• Number of Ways: 2
• Current Rating: 41 A
• Wire Size: 0.2 → 10 mm²

• Termination Method: Screw
• Mounting Type: DIN Rail Mount
• Fused: No
• Material: Polyamide
• Voltage Rating: 1 kV

2087689 2

PHOENIX CONTACT  D - UT 6 SERIES
END COVER
Pack size: 50 x EA

• Accessory Type: End Cover
• Series:  D - UT 6

2087690 End Cover

SICK INDUCTIVE BARREL-STYLE
PROXIMITY SENSOR, M18 X 1, 8 MM
Pack size: 1 x EA

• Sensor Technology: Inductive
• Body Style: Barrel
• Thread Size: M18 x 1
• Output Type: PNP Normally Closed
• Detection Range: 8 mm
• Terminal Type: 4-Pin, Connector M12
• IP Rating: IP67
• Supply Voltage: 10 → 30 V

2093551 Inductive

LEITUNGSSCHUTZSCHALTER, 400 V,
ICN: 6 KA
Pack size: 1 x EA

• Number of Poles: 2P
• Current Rating: 20 A
• Tripping Characteristics: Type C
• Rated AC Voltage: 400 V
• Model Number: 5SY6220-7
• Range: SENTRON
• Series: 5SY6
• Breaking Capacity (at Maximum Voltage Rating): 6 kA

2096016 2P

FI-SCHUTZSCHALTER, 4-POLIG, TYP A,
IN: 6
Pack size: 1 x EA

• Circuit Breaker Type: RCCB
• Current Rating: 63 A
• Number of Poles: 4
• Range: SENTRON
• Trip Sensitivity: 100 mA
• Tripping Characteristics: Type A
• Voltage Rating: 400 V ac
• Series: 5SV3

2096574 RCCB

SIEMENS, LOGO!, PLC CPU - 8
INPUTS, 4 OUTPUTS, RELAY, FOR USE
Pack size: 1 x EA

• For Use With: LOGO! 8.3
• Manufacturer Series: LOGO!
• Number of Inputs: 8
• Number of Digital Inputs: 8
• Output Type: Relay
• Input Type: Digital
• Voltage Category: 24 V ac/dc
• Number of Analogue Inputs: 4

2097103 LOGO! 8.3

RS PRO CABLLE GLAND, METAL, EMC,
M20X1.5
Pack size: 1 x EA

• Thread Size: M20
• Maximum Cable Diameter: 12 mm
• Minimum Cable Diameter: 6 mm
• Material: Nickel Plated Brass
• Colour: Metallic
• IP Rating: IP68
• Locknut Included: Yes
• Maximum Operating Temperature: +100 °C

2100600 M20

RS PRO EMC CABLLE GLAND M25X1.5
9-16MM,
Pack size: 1 x EA

• Thread Size: M25
• Maximum Cable Diameter: 16 mm
• Minimum Cable Diameter: 9 mm
• Material: Nickel Plated Brass
• Colour: Metallic
• IP Rating: IP68
• Locknut Included: No
• Maximum Operating Temperature: +100 °C

2100605 M25

SCHNEIDER ELECTRIC MULTI 9 C60SP
MCB, 2P POLES, 32A CURVE C, 440V
Pack size: 1 x EA

• Number of Poles: 2P
• Current Rating: 32 A
• Tripping Characteristics: Type C
• Rated AC Voltage: 440 V
• Rated DC Voltage: 125 V
• Model Number: M9F22232
• Range: Multi 9
• Series: C60SP

2112369 2P

RS PRO CAT6 ETHERNET CABLE,
F/UTP, BLUE LSZH SHEATH, 100M,
Pack size: 100 x MTR

• Length: 100 m
• LAN Category: Cat6
• Terminated/Unterminated: Unterminated
• Sheath Colour: Blue
• Shield Type: F/UTP
• Shielded/Unshielded: Shielded
• Outer Sheath Material: LSZH
• Fire Behaviour: Low Smoke Zero Halogen (LSZH)

2115764 100 m

BLACK FLAMERETARDANT
TUBE,4.8MM BORE,LSF
Pack size: 5 x EA

• Sleeve Diameter: 4.8 mm
• Shrunk Diameter: 2.4 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 2:1
• Sleeve Length: 1.2 m
• Material: Polyolefin

2116220 4.8 mm

RS PRO NICKEL PLATED BRASS CABLE
GLAND, M25 THREAD, 9MM MIN,
Pack size: 10 x EA

• Thread Size: M25
• Maximum Cable Diameter: 16 mm
• Minimum Cable Diameter: 9 mm
• Material: Nickel Plated Brass
• IP Rating: IP68
• Locknut Included: No
• Maximum Operating Temperature: 100 °C
• Minimum Operating Temperature: -40 °C

2116799 M25

SIEMENS DOOR OPERATING
MECHANISM, FOR USE WITH SWITCH
Pack size: 1 x EA

• Accessory Type: Door Operating Mechanism
• For Use With: switch disconnector
• Series: 8UD

2131422 Door Operating
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BE YOUR FIRST CHOICE

SCHNEIDER ELECTRIC MULTI 9 C60N
MCB, 2P POLES, 2A CURVE C, 10 KA
Pack size: 1 x EA

• Number of Poles: 2P
• Current Rating: 2 A
• Tripping Characteristics: Type C
• Range: Multi 9
• Series: C60N
• Breaking Capacity (at Maximum Voltage Rating): 10 kA
• Circuit Breaker Type: MCB
• Mounting Style: DIN Rail Mount

2142060 2P

SCHNEIDER ELECTRIC MULTI 9 C60N
MCB, 2P POLES, 16A CURVE C, 10 KA
Pack size: 1 x EA

• Number of Poles: 2P
• Current Rating: 16 A
• Tripping Characteristics: Type C
• Range: Multi 9
• Series: C60N
• Breaking Capacity (at Maximum Voltage Rating): 10 kA
• Circuit Breaker Type: MCB
• Mounting Style: DIN Rail Mount

2142066 2P

SCHNEIDER ELECTRIC MULTI 9 C60H
MCB, 2P POLES, 6A CURVE C, 10 KA
Pack size: 1 x EA

• Number of Poles: 2P
• Current Rating: 6 A
• Tripping Characteristics: Type C
• Range: Multi 9
• Series: C60H
• Breaking Capacity (at Maximum Voltage Rating): 10 kA
• Circuit Breaker Type: MCB
• Mounting Style: DIN Rail Mount

2142080 2P

SCHNEIDER ELECTRIC RCCB, 40A, 4
POLE, 30MA, TYPE AC, 415V AC
Pack size: 1 x EA

• Circuit Breaker Type: RCCB
• Current Rating: 40 A
• Number of Poles: 4
• Range: Multi9
• Trip Sensitivity: 30 mA
• Tripping Characteristics: Type AC
• Voltage Rating: 415 V ac
• Series: ID

2142097 RCCB

OMRON 4 WAY M12 TO
UNTERMINATED SENSOR ACTUATOR
Pack size: 1 x EA

• Connector 1: M12
• Connector 2: Unterminated
• Connector 1 Number of Contacts: 4
• Connector 1 Housing Gender: Female
• Length: 10 m
• Number of Cores: 4
• Series: XS2F

2157924 M12

RS PRO COAXIAL CABLE, STRANDED,
50 Ω, 100M
Pack size: 100 x MTR

• Terminated/Unterminated: Unterminated
• Coaxial Type: Stranded
• Outer Diameter: 4.95 mm
• Characteristic Impedance: 50 Ω
• Attenuation: 23dB/100m @ 200 MhZ
• Length: 100 m
• Sheath Colour: Black
• Fire Behaviour: Flame Retardant, Self-extinguishing

2163678 Unterminated

SIEMENS SIRIUS CONTACTOR, 110 V
DC COIL, 4-POLE, 10 A, 2NO + 2NC
Pack size: 1 x EA

• Coil Voltage: 110 V dc
• Contact Current Rating: 10 A
• Number of Poles: 4
• Range: SIRIUS
• Normal State Configuration: 2NO + 2NC

2164361 110 V dc

NVENT HOFFMAN 304 STAINLESS
STEEL WALL BOX, IP66, 500 MM X 500
Pack size: 1 x EA

• External Height: 500 mm
• External Width: 500 mm
• External Depth: 210 mm
• Body Material: 304 Stainless Steel
• IP Rating: IP66
• IK Rating: IK10

2180795 500 mm

WERMA RED ROTATING BEACON, 115
→ 230 V, BASE MOUNT, LED BULB,
Pack size: 1 x EA

• Supply Voltage: 115 → 230 V
• Light Effect: Rotating
• Lens Colour: Red
• Mounting Style: Base Mount
• Bulb Type: LED
• Current Consumption: 95 mA
• Current Type: AC
• Base Diameter: 142 mm

2192258 115 → 230 V

WERMA 883 SERIES YELLOW
ROTATING BEACON, 115 V, 230 V,
Pack size: 1 x EA

• Supply Voltage: 115 V, 230 V
• Light Effect: Rotating
• Lens Colour: Yellow
• Mounting Style: Base Mount
• Bulb Type: LED
• Current Consumption: 95 mA
• Current Type: AC
• Base Diameter: 142 mm

2192260 115 V, 230 V

WERMA GREEN ROTATING BEACON,
115-230 V, BASE MOUNT, LED BULB
Pack size: 1 x EA

• Supply Voltage: 115-230 V
• Light Effect: Rotating
• Lens Colour: Green
• Mounting Style: Base Mount
• Bulb Type: LED

2192266 115-230 V

WERMA MAXI SERIES BLUE ROTATING
BEACON, 115-230 V AC, BASE MOUNT,
Pack size: 1 x EA

• Supply Voltage: 115-230 V ac
• Light Effect: Rotating
• Lens Colour: Blue
• Mounting Style: Base Mount
• Bulb Type: LED
• Current Type: AC
• Current Consumption: 95 mA
• Base Diameter: 142 mm

2192268 115-230 V ac

ELASTOMERIC HEATSHRINK,4.8MM
I/D,L 10M
Pack size: 10 x MTR

• Sleeve Diameter: 4.8 mm
• Shrunk Diameter: 2.4 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 2:1
• Sleeve Length: 10 m
• Material: Elastomer

2196490 4.8 mm

VAN DAMME SCREENED 3 CORE, 0.22
MM² CSA, 6.35MM OD, 100M, GREY
Pack size: 1 x EA

• Number of Cores: 3
• Cross Sectional Area: 0.22 mm²

• Screened/Unscreened: Screened
• Insulation Material: XLPE
• Outer Diameter: 6.35 mm
• Length: 100 m
• Sheath Colour: Grey
• Cable Shape: Multicore

2198482 3

SCHNEIDER ELECTRIC BUSBAR

Pack size: 1 x EA

• Better World Product: Yes
• Better World Verification: Green Premium

2199030 Yes

SCHNEIDER ELECTRIC TESYS D
CONTACTOR, 230 V AC COIL, 3-POLE,
Pack size: 24 x EA

• Coil Voltage: 230 V ac
• Contact Current Rating: 9 A
• Power Rating: 4 kW
• Number of Poles: 3
• Range: TeSys D
• Normal State Configuration: 3NO
• Better World Product: Yes
• Better World Verification: Green Premium

2201256 230 V ac
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AUTOMATION & CONTROL

HARMONY XVL RED LED PILOT LIGHT,
8MM CUTOUT, IP40, IP65, 12V
Pack size: 1 x EA

• Voltage Rating: 12 V
• Range: Harmony XVL
• Pilot Light Colour: Red
• Cutout Diameter: 8 mm
• Lamp Type: LED
• IP Rating: IP40, IP65
• Series: Harmony XVL
• Current Rating: 18 mA

2211935 12 V

STARTECH.COM BLACK 24U SERVER
RACK
Pack size: 1 x EA

• Rack Units: 24U
• Colour: Black
• Weight: 65.3 kg

2228298 24U

RS PRO COAXIAL CABLE, RG213/U, 50
Ω, 50M
Pack size: 50 x MTR

• Terminated/Unterminated: Unterminated
• Coaxial Type: RG213/U
• Outer Diameter: 10.3 mm
• Characteristic Impedance: 50 Ω
• Attenuation: 14.5 dB/100m @ 400MHz, 55 dB/100m @

3GHz, 9.5 dB/100m @ 200MHz
• Length: 50 m
• Sheath Colour: Black
• Conductor Strand Type: Stranded

2228660 Unterminated

RS PRO NYLON CABLE TIE, NYLON 66,
BLUE C
Pack size: 100 x EA

• Length: 280 mm
• Width: 4.8 mm
• Colour: Blue
• Material: Nylon 66
• Type: Non-Releasable
• UV Resistant: No
• Minimum Operating Temperature: -40 °C
• Maximum Operating Temperature: +85 °C

2243138 280 mm

RS PRO BLUE 1.5 MM² HOOK UP WIRE,
16 AWG, 30/0.2 MM, 305M
Pack size: 305 x MTR

• Cross Sectional Area: 1.5 mm²

• Sheath Colour: Blue
• American Wire Gauge: 16 AWG
• Core Strands: 30/0.2 mm
• Length: 305 m
• Voltage Rating: 1 kV dc, 600 V ac
• Outer Diameter: 3.3 mm
• Maximum Operating Temperature: +105 °C

2252151 1.5 mm²

MS325-16 MANUAL MOTOR STARTER

Pack size: 1 x EA

• Current Rating: 16 A
• Range: MS325
• Motor Protection Component: Circuit Breaker
• Supply Voltage: 600 V

2255826 16 A

ABB AF52-40-00-11 AF SERIES
CONTACTOR, 60 V COIL, 4-POLE, 100
Pack size: 1 x EA

• Coil Voltage: 60 V
• Contact Current Rating: 100 A
• Power Rating: 30 kW
• Number of Poles: 4
• Range: AF52-40-00-11
• Series: AF
• Normal State Configuration: 4NO

2255849 60 V

RS PRO HEAT SHRINK TUBING, BLACK
25MM SL
Pack size: 1 x EA

• Sleeve Diameter: 26 mm
• Shrunk Diameter: 12.5 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 2:1
• Sleeve Length: 5 m
• Material: Polyolefin

2269115 26 mm

RITTAL SK CONDENSATE HOSE
FLEXIBLE TUBE, PVC, 6MM ID, 8MM
Pack size: 1 x EA

• Hose Pipe/Flexible Tube: Flexible Tube
• Inner Diameter: 6 mm
• Outer Diameter: 8 mm
• Material: PVC
• Hose Pipe Action: Transfer
• Maximum Working Pressure: 0 bar
• Suitable Applications: Industrial
• Series: SK Condensate Hose

2289282 Flexible Tube

ABB ROLLER LIMIT SWITCH, IP65,
600V AC MAX, 10A MAX
Pack size: 1 x EA

• Actuator Type: Roller
• IP Rating: IP65
• Maximum Current: 10 A
• Maximum AC Voltage: 600 V

2319056 Roller

HELLERMANNTYTON CABLE TIE,
INSIDE SERRATED, 210MM X 4.7 MM,
Pack size: 100 x EA

• Length: 210 mm
• Width: 4.7 mm
• Colour: Natural
• Material: Nylon 66
• Type: Inside Serrated
• Quantity: 100
• Minimum Operating Temperature: -40 °C
• Maximum Operating Temperature: +105 °C

2319441 210 mm

S202M-D 16 MINIATURE CIRCUIT
BREAKER D-C
Pack size: 1 x EA

• Number of Poles: 2P
• Current Rating: 16 A
• Tripping Characteristics: Type D
• Model Number: S202M-D16
• Range: System Pro M Compact
• Series: S200M
• Mounting Style: DIN Rail Mount

2319725 2P

S202M-D 25 MINIATURE CIRCUIT
BREAKER D-C
Pack size: 1 x EA

• Number of Poles: 2P
• Current Rating: 25 A
• Tripping Characteristics: Type D
• Model Number: S202M-D25
• Range: System Pro M Compact
• Series: S200M
• Mounting Style: DIN Rail Mount

2319726 2P

RS PRO MULTICORE INDUSTRIAL
CABLE, 4 CORES, 0.5 MM², MILITARY,
Pack size: 500 x EA

• Number of Cores: 4
• Cross Sectional Area: 0.5 mm²

• Screened/Unscreened: Screened
• Length: 500 m
• Control Cable Type: Military
• Sheath Colour: Black
• Sheath Material: PVC

2369237 4

PEPPERL + FUCHS INDUCTIVE
BARREL-STYLE PROXIMITY SENSOR,
Pack size: 1 x EA

• Sensor Technology: Inductive
• Body Style: Barrel
• Thread Size: M12 x 1
• Output Type: PNP-NO
• Detection Range: 2 mm
• Terminal Type: Cable
• IP Rating: IP67
• Supply Voltage: 10 → 30 V dc

2492293 Inductive

2 NO + 3 NC PUSH BUTTON PENDANT
STATION
Pack size: 1 x EA

• Contact Configuration: 2 NO + 3 NC
• IP Rating: IP65
• Terminal Type: Screw
• Minimum Operating Temperature: -25 °C
• Maximum Operating Temperature: +70 °C
• Better World Product: Yes
• Better World Verification: Green Premium

2507957 2 NO + 3 NC
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BE YOUR FIRST CHOICE

EATON_10857442

Pack size: 1 x EA

• Coil Voltage: 240 V
• Number of Poles: 3
• Series: DILM
• Power Rating: 140 kW
• Function: Reversing

2509728 240 V

HALOGEN FREE JUNCTION BOXES
RAL7035
Pack size: 1 x EA

• Dimensions (L x W x H): 328x129x239 mm
• Material: Polystyrene
• Length: 328 mm
• Width: 129 mm
• Height: 239 mm
• IP Rating: IP67

2517670 328x129x239 mm

HELLERMANNTYTON CABLE TIE,
ROLLER BALL, 362MM X 7.9 MM,
Pack size: 50 x EA

• Length: 362 mm
• Width: 7.9 mm
• Colour: Metallic
• Material: 316 Stainless Steel
• Type: Roller Ball
• Quantity: 50
• Minimum Operating Temperature: -80 °C
• Maximum Operating Temperature: +538 °C

2552676 362 mm

SCHNEIDER ELECTRIC 3P POLE PANEL
MOUNT ISOLATOR SWITCH - 10A
Pack size: 1 x EA

• Number of Poles: 3P
• Maximum Current: 10 A
• Mounting Type: Panel Mount
• IP Rating: IP65
• Power Rating: 4 kW
• Voltage Rating: 690 V ac
• Electrical Phase: 3
• Handle Colour: Red

2573522 3P

2C/O AUTORESET RELAY W/SHORT-
CCT,24-230V
Pack size: 1 x EA

• Control Voltage: 24 → 230 V ac/dc
• Range: TeSys
• Series: LT3S
• Power Rating: 100 VA
• Normal State Configuration: NO/NC
• Reset Method: Automatic
• Terminal Type: Cage Clamp
• Number Of Auxiliary Contacts: 2

2615711 24 → 230 V ac/dc

SPELSBERG WK SERIES JUNCTION
BOX, IP54, 256 X 171 X 106MM
Pack size: 1 x EA

• Dimensions (L x W x H): 256 x 171 x 106 mm
• Length: 256 mm
• Width: 171 mm
• Height: 106 mm
• IP Rating: IP54
• Number of Ways: 8
• Series: WK

2630300 256 x 171 x 106

SPELSBERG TK PC SERIES GREY
POLYCARBONATE JUNCTION BOX,
Pack size: 1 x EA

• Dimensions (L x W x H): 94 x 94 x 57 mm
• Material: Polycarbonate
• Length: 94 mm
• Width: 94 mm
• Height: 57 mm
• IP Rating: IP66
• Colour: Grey
• Number of Ways: 7

2630338 94 x 94 x 57 mm

IP66 HALOGEN FREE
ENCLOSURE,110X66X110MM
Pack size: 1 x EA

• Dimensions (L x W x H): 110 x 110 x 66 mm
• Material: Polycarbonate
• Length: 110 mm
• Width: 110 mm
• Height: 66 mm
• IP Rating: IP66
• Colour: Grey
• Number of Ways: 7

2630350 110 x 110 x 66 mm

BLUE FLAME RETARDANT
TUBE,25.4MM BORE
Pack size: 1 x EA

• Sleeve Diameter: 25.4 mm
• Shrunk Diameter: 12.7 mm
• Colour: Blue
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 2:1
• Sleeve Length: 1.2 m
• Material: Polyolefin

2672146 25.4 mm

SCHNEIDER ELECTRIC 3P POLE FIXED
ISOLATOR SWITCH - 40A MAXIMUM
Pack size: 1 x EA

• Number of Poles: 3P
• Maximum Current: 40 A
• Mounting Type: Fixed
• IP Rating: IP40
• Power Rating: 220 kW
• Voltage Rating: 250 V dc, 500 V ac
• Electrical Phase: 3
• Handle Colour: Black

2808171 3P

FIBOX CAB PC SERIES
POLYCARBONATE WALL BOX, IP65,
Pack size: 1 x EA

• External Height: 200 mm
• External Width: 300 mm
• External Depth: 180 mm
• Body Material: Polycarbonate
• Transparent Door: No
• IP Rating: IP65
• Chassis Plate: No
• Door Lock Type: Latch

2895995 200 mm

BEZEL KIT FOR SEALED 9.4MM DIGIT
METER
Pack size: 1 x EA

• Viewing Area Dimensions: 21.29 x 33.93 mm
• External Dimensions: 32.51 x 46.38 mm
• External Height: 32.5 mm
• External Width: 46.4 mm
• Viewing Area Height: 21.29 mm
• Viewing Area Width: 33.93 mm

2975114 21.29 x 33.93 mm

MOTOR CIRCUIT BREAKER  GV2P05

Pack size: 1 x EA

• Current Rating: 0.63 → 1 A
• Range: TeSys
• Motor Protection Component: Circuit Breaker
• Series: GV2P
• Overall Length: 89 mm
• Overall Width: 44.5 mm
• Overall Depth: 97 mm
• Voltage Rating: 690 V

3052155 0.63 → 1 A

SCHNEIDER ELECTRIC 1 → 1.6 A TESYS
MOTOR PROTECTION CIRCUIT
Pack size: 1 x EA

• Current Rating: 1 → 1.6 A
• Range: TeSys
• Motor Protection Component: Circuit Breaker
• Series: GV2P
• Overall Length: 89 mm
• Overall Width: 44.5 mm
• Overall Depth: 97 mm
• Voltage Rating: 690 V

3052161 1 → 1.6 A

SCHNEIDER ELECTRIC HARMONY XB4
SERIES PUSH BUTTON, PANEL MOUNT,
Pack size: 1 x EA

• Push Button Colour: Black
• Push Button Diameter: 22 mm
• Mounting Type: Panel Mount
• Illuminated: No
• Push Button Material: Chromium Plated Metal
• Push Button Style: Round
• Contact Configuration: SPST
• Panel Cut Out Diameter: 22 mm

3308616 Black

SCHNEIDER ELECTRIC HARMONY XB4
SERIES PUSH BUTTON, PANEL MOUNT,
Pack size: 1 x EA

• Push Button Colour: Green
• Mounting Type: Panel Mount
• Illuminated: No
• Contact Configuration: SPST
• Push Button Style: Round
• Panel Cut Out Diameter: 22 mm
• Series: Harmony XB4
• IP Rating: IP66, IP67, IP69(IP69K)

3308638 Green
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AUTOMATION & CONTROL

SCHNEIDER ELECTRIC HARMONY XB4
SERIES PUSH BUTTON, PANEL MOUNT,
Pack size: 1 x EA

• Push Button Colour: Red
• Push Button Diameter: 22 mm
• Mounting Type: Panel Mount
• Illuminated: No
• Push Button Style: Round
• Contact Configuration: SPST
• Panel Cut Out Diameter: 22 mm
• Series: Harmony XB4

3308644 Red

SCHNEIDER ELECTRIC HARMONY XB4
SERIES PUSH BUTTON SWITCH, IP66,
Pack size: 1 x EA

• Push Button Colour: Black
• Push Button Diameter: 28.5 mm
• Push Button Material: Metal
• Illuminated: No
• Push Button Style: Round
• Series: Harmony XB4
• IP Rating: IP66, IP67, IP69K
• Better World Product: Yes

3308969 Black

SCHNEIDER ELECTRIC HARMONY XB
SERIES PUSH BUTTON SWITCH, 1NO
Pack size: 1 x EA

• Contact Configuration: 1NO
• Series: Harmony XB
• Better World Product: Yes
• Better World Verification: Green Premium
• Terminal Type: Screw
• Manufacturer Part No.: ZBE101

3310473 1NO

SCHNEIDER ELECTRIC HARMONY XB
SERIES PUSH BUTTON SWITCH, 1NC,
Pack size: 1 x EA

• Contact Configuration: 1NC
• Series: Harmony XB
• Voltage Rating: 600 V ac
• Better World Product: Yes
• Terminal Type: Screw
• Better World Verification: Green Premium
• Manufacturer Part No.: ZBE102

3310489 1NC

BELDEN SDI COAXIAL CABLE,
RG59/U, 75 Ω, 152.4M
Pack size: 152 x MTR

• Terminated/Unterminated: Unterminated
• Coaxial Type: RG59/U
• Outer Diameter: 6.15 mm
• Characteristic Impedance: 75 Ω
• Attenuation: 11.1 dB/100ft @ 900MHz, 12 dB/100ft @

1GHz, 7 dB/100ft @ 400MHz, 9.7 dB/100ft @ 700MHz
• Length: 152.4 m
• Sheath Colour: Black
• Conductor Strand Type: Solid

3319212 Unterminated

PHOENIX CONTACT DIN RAIL MOUNT
INTERFACE RELAY, 24V DC COIL,
Pack size: 1 x EA

• Coil Voltage: 24 V dc
• Minimum Input Voltage: 18.5 V
• Maximum Input Voltage: 24 V dc
• Contact Configuration: SPDT
• Mounting Type: DIN Rail
• Switching Voltage: 250 V ac/dc
• Terminal Type: Screw
• Length: 80 mm

3588301 24 V dc

PHOENIX CONTACT DIN RAIL MOUNT
INTERFACE RELAY, 230V AC/DC
Pack size: 1 x EA

• Coil Voltage: 230 V ac/dc
• Minimum Input Voltage: 179.4 V ac
• Maximum Input Voltage: 230 V ac
• Contact Configuration: SPDT
• Mounting Type: DIN Rail
• Switching Voltage: 250 V ac/dc
• Terminal Type: Screw
• Length: 80 mm

3588339 230 V ac/dc

HELLERMANNTYTON CABLE TIE,
INSIDE SERRATED, 210MM X 4.7 MM,
Pack size: 100 x EA

• Length: 210 mm
• Width: 4.7 mm
• Colour: Red
• Material: Nylon 66
• Type: Inside Serrated
• Quantity: 100
• Minimum Operating Temperature: -40 °C
• Maximum Operating Temperature: +85 °C

3592316 210 mm

HELLERMANNTYTON CABLE TIE,
INSIDE SERRATED, 210MM X 4.7 MM,
Pack size: 100 x EA

• Length: 210 mm
• Width: 4.7 mm
• Colour: Yellow
• Material: Nylon 66
• Type: Inside Serrated
• Quantity: 100
• Minimum Operating Temperature: -40 °C
• Maximum Operating Temperature: +85 °C

3592322 210 mm

CABLE GLAND, NYLON, GREY,
M20X1.5, IP68
Pack size: 5 x EA

• Thread Size: M20
• Maximum Cable Diameter: 13 mm
• Minimum Cable Diameter: 6 mm
• Material: Polyamide
• Colour: Grey
• Series: SKINTOP
• IP Rating: IP66, IP68, IP69
• Locknut Included: Yes

3658438 M20

PLASTIC JUNCTION
BOX,110X110X67,SIZE 4
Pack size: 2 x EA

• Dimensions (L x W x H): 110 x 110 x 67 mm
• Material: Polystyrene
• Length: 110 mm
• Width: 110 mm
• Height: 67 mm
• IP Rating: IP65
• Colour: Grey
• Number of Ways: 9

3659267 110 x 110 x 67 mm

PHOENIX CONTACT PSM SERIES
INTERFACE CONVERTER
Pack size: 1 x EA

• Mounting Type: DIN Rail
• Operating Temperature Range: 0 → +55 °C
• Minimum Operating Temperature: 0 °C
• Series: PSM
• Maximum Operating Temperature: +55 °C

3707675 DIN Rail

SCHNEIDER ELECTRIC HARMONY XB4
SERIES ILLUMINATED PUSH BUTTON,
Pack size: 1 x EA

• Push Button Colour: Red
• Push Button Diameter: 22 mm
• Mounting Type: Panel Mount
• Illuminated: Yes
• Push Button Material: Chromium Plated Metal
• Push Button Style: Round
• Contact Configuration: SPDT
• Panel Cut Out Diameter: 22 mm

3729114 Red

SIEMENS SIRIUS INNOVATION 3TG1
SERIES CONTACTOR, 24 V DC COIL,
Pack size: 1 x EA

• Coil Voltage: 24 V dc
• Contact Voltage Rating: 400 V ac
• Contact Current Rating: 20 A
• Number of Poles: 4
• Range: SIRIUS Innovation
• Series: 3TG1
• Normal State Configuration: 3NO/1NC
• Terminal Type: Screw

3927835 24 V dc

OVERLOAD RELAY,30-40A FLC RANGE

Pack size: 1 x EA

• FLC Motor Rating: 30 → 40 A
• Contact Current Rating: 40 A
• Range: TeSys
• Pole Configuration: 3P
• Series: LRD
• Mounting Style: Direct Contactor
• Normal State Configuration: NO/NC
• Reset Method: Automatic, Manual

3949289 30 → 40 A

OVERLOAD RELAY,9-13A FLC RANGE

Pack size: 1 x EA

• FLC Motor Rating: 9 → 13 A
• Contact Current Rating: 13 A
• Range: TeSys
• Pole Configuration: 3P
• Series: LRD
• Mounting Style: Direct Contactor
• Power Rating: 6 kV
• Normal State Configuration: NO/NC

3949346 9 → 13 A
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BE YOUR FIRST CHOICE

OVERLOAD RELAY,4-6A FLC RANGE

Pack size: 1 x EA

• FLC Motor Rating: 4 → 6 A
• Contact Current Rating: 6 A
• Range: TeSys
• Pole Configuration: 3P
• Series: LRD
• Mounting Style: Direct Contactor
• Normal State Configuration: NO/NC
• Terminal Type: Screw

3949374 4 → 6 A

SCHNEIDER ELECTRIC OVERLOAD
RELAY - 1NO + 1NC, 2.5 → 4 A F.L.C, 4
Pack size: 1 x EA

• FLC Motor Rating: 2.5 → 4 A
• Contact Current Rating: 4 A
• Range: TeSys
• Pole Configuration: 3P
• Series: LRD
• Mounting Style: Direct Contactor
• Normal State Configuration: NO/NC
• Terminal Type: Screw

3949380 2.5 → 4 A

SCHNEIDER ELECTRIC OVERLOAD
RELAY - 1NO + 1NC, 1 → 1.6 A F.L.C, 1.6
Pack size: 1 x EA

• FLC Motor Rating: 1 → 1.6 A
• Contact Current Rating: 1.6 A
• Range: TeSys
• Pole Configuration: 3P
• Series: LRD
• Mounting Style: Direct Contactor
• Normal State Configuration: NO/NC
• Terminal Type: Screw

3949419 1 → 1.6 A

SCHNEIDER ELECTRIC TESYS D LC1D
SERIES CONTACTOR, 230 V AC COIL,
Pack size: 1 x EA

• Contact Voltage Rating: 690 V ac
• Coil Voltage: 230 V ac
• Contact Current Rating: 32 A
• Power Rating: 15 kW
• Number of Poles: 3
• Range: TeSys D
• Series: LC1D
• Normal State Configuration: 3NO

3949649 690 V ac

SCHNEIDER ELECTRIC TESYS D LC1D
SERIES CONTACTOR, 230 V AC COIL,
Pack size: 1 x EA

• Contact Voltage Rating: 690 V ac
• Coil Voltage: 230 V ac
• Contact Current Rating: 25 A
• Power Rating: 11 kW
• Number of Poles: 3
• Range: TeSys D
• Series: LC1D
• Normal State Configuration: 3NO

3949683 690 V ac

SCHNEIDER ELECTRIC TESYS D LC1D
SERIES CONTACTOR, 24 V DC COIL,
Pack size: 1 x EA

• Coil Voltage: 24 V dc
• Contact Voltage Rating: 690 V ac
• Contact Current Rating: 18 A
• Power Rating: 7.5 kW
• Number of Poles: 3
• Series: LC1D
• Range: TeSys D
• Normal State Configuration: 3NO

3949728 24 V dc

SCHNEIDER ELECTRIC TESYS D LC1D
SERIES CONTACTOR, 230 V AC COIL,
Pack size: 1 x EA

• Contact Voltage Rating: 690 V ac
• Coil Voltage: 230 V ac
• Contact Current Rating: 9 A
• Power Rating: 4 kW
• Number of Poles: 3
• Range: TeSys D
• Series: LC1D
• Normal State Configuration: 3NO

3949790 690 V ac

SCHNEIDER ELECTRIC AUXILIARY
CONTACT BLOCK, 4 CONTACT, 4NO,
Pack size: 1 x EA

• Number of Contacts: 4
• Normal State Configuration: 4NO
• Mounting Style: Front Mount
• Range: TeSys
• Series: LADN
• Contact Current Rating: 10 A
• Terminal Type: Screw
• Pole and Throw Configuration: 4P

3949879 4

SCHNEIDER ELECTRIC 20 → 25 A
TESYS MOTOR PROTECTION CIRCUIT
Pack size: 1 x EA

• Current Rating: 20 → 25 A
• Range: TeSys
• Motor Protection Component: Circuit Breaker
• Supply Voltage: 690 V
• Series: GV2ME
• Overall Length: 89 mm
• Overall Width: 44.5 mm
• Overall Depth: 78.2 mm

3950201 20 → 25 A

SCHNEIDER ELECTRIC 9 → 14 A TESYS
MOTOR PROTECTION CIRCUIT
Pack size: 1 x EA

• Current Rating: 9 → 14 A
• Range: TeSys
• Motor Protection Component: Circuit Breaker
• Supply Voltage: 690 V
• Series: GV2ME
• Overall Length: 89 mm
• Overall Width: 44.5 mm
• Overall Depth: 78.2 mm

3950223 9 → 14 A

SCHNEIDER ELECTRIC 2.5 → 4 A
TESYS MOTOR PROTECTION CIRCUIT
Pack size: 1 x EA

• Current Rating: 2.5 → 4 A
• Range: TeSys
• Motor Protection Component: Circuit Breaker
• Supply Voltage: 690 V
• Series: GV2ME
• Overall Length: 89 mm
• Overall Width: 44.5 mm
• Overall Depth: 78.2 mm

3950251 2.5 → 4 A

SCHNEIDER ELECTRIC 1.6 → 2.5 A
TESYS MOTOR PROTECTION CIRCUIT
Pack size: 1 x EA

• Current Rating: 1.6 → 2.5 A
• Range: TeSys
• Motor Protection Component: Circuit Breaker
• Supply Voltage: 690 V
• Series: GV2ME
• Overall Length: 89 mm
• Overall Width: 44.5 mm
• Overall Depth: 78.2 mm

3950267 1.6 → 2.5 A

SCHNEIDER ELECTRIC 0.25 → 0.4 A
TESYS MOTOR PROTECTION CIRCUIT
Pack size: 1 x EA

• Current Rating: 0.25 → 0.4 A
• Range: TeSys
• Motor Protection Component: Circuit Breaker
• Supply Voltage: 690 V
• Series: GV2ME
• Overall Length: 89 mm
• Overall Width: 44.5 mm
• Overall Depth: 78.2 mm

3950318 0.25 → 0.4 A

SCHNEIDER ELECTRIC TESYS D LC1D
SERIES CONTACTOR, 24 V DC COIL,
Pack size: 1 x EA

• Contact Voltage Rating: 690 V ac
• Coil Voltage: 24 V dc
• Contact Current Rating: 32 A
• Power Rating: 15 kW
• Number of Poles: 3
• Series: LC1D
• Range: TeSys D
• Normal State Configuration: 3NO

4001940 690 V ac

CABLE GLAND, METAL, EMC, M50,
IP68
Pack size: 1 x EA

• Thread Size: M50
• Maximum Cable Diameter: 35 mm
• Minimum Cable Diameter: 27 mm
• Material: Nickel Plated Brass
• Colour: Metallic
• Series: SKINTOP
• IP Rating: IP68
• Locknut Included: Yes

4058794 M50

CABLE GLAND, METAL, M32, IP68

Pack size: 5 x EA

• Thread Size: M32
• Maximum Cable Diameter: 21 mm
• Minimum Cable Diameter: 11 mm
• Material: Nickel Plated Brass
• Colour: Metallic
• Series: SKINTOP
• IP Rating: IP68, IP69
• Locknut Included: Yes

4058851 M32
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AUTOMATION & CONTROL

LAPP SKINTOP SERIES METALLIC
NICKEL PLATED BRASS CABLE GLAND,
Pack size: 1 x EA

• Thread Size: M50
• Maximum Cable Diameter: 35 mm
• Minimum Cable Diameter: 27 mm
• Material: Nickel Plated Brass
• Colour: Metallic
• Series: SKINTOP
• IP Rating: IP68
• Locknut Included: Yes

4058889 M50

BLACK NYLON 6.6 CABLE TIE,
270X4.8MM
Pack size: 100 x EA

• Length: 270 mm
• Width: 4.6 mm
• Colour: Black
• Material: Nylon 66
• Type: Non-Releasable
• Quantity: 100
• UV Resistant: No
• Minimum Operating Temperature: -40 °C

4194345 270 mm

CAREL NTC TEMPERATURE PROBE

Pack size: 1 x EA

• Probe Type: NTC

4388477 NTC

ABB PHASE MONITORING RELAY, 3
PHASE, SPDT, 208 → 440V AC, DIN
Pack size: 1 x EA

• Monitoring Application: Phase
• Electrical Phase: 3
• Voltage Sensing Range: 208 → 440 V ac
• Contact Configuration: SPDT
• Mounting Type: DIN Rail
• Phase Sensitivity: Phase Failure, Phase Sequence
• Time Delay: 500 ms
• Frequency Sensing Range: 45 → 65 Hz

4429411 Phase

LAPP ÖLFLEX CLASSIC 400 P
CONTROL CABLE, 4 CORES, 2.5 MM²,
Pack size: 50 x MTR

• Series: ÖLFLEX CLASSIC 400 P
• Number of Cores: 4
• Cross Sectional Area: 2.5 mm²

• Screened/Unscreened: Unscreened
• Length: 50 m
• Control Cable Type: YY
• Sheath Colour: Grey
• American Wire Gauge: 13 AWG

4440711 ÖLFLEX CLASSIC

PHOENIX CONTACT GREY UK 6 N DIN
RAIL TERMINAL BLOCK, SINGLE LEVEL,
Pack size: 10 x EA

• Colour: Grey
• Number of Levels: Single
• American Wire Gauge: 24 → 8 AWG
• Series: UK  6 N
• Termination Method: Screw
• Cable CSA: 0.2 → 6 mm²

• Current Rating: 41 A
• Voltage Rating: 800 V

4461724 Grey

MINIATURE LIMITSWITCH W/METAL
ENDPLUNGER
Pack size: 1 x EA

• Actuator Type: Plunger
• Pole and Throw Configuration: DP
• Normal State Configuration: NO/NC
• IP Rating: IP66, IP67, IP68
• Maximum Current: 1.5 A
• Housing Material: Zinc Alloy
• Maximum AC Voltage: 240 V
• Maximum DC Voltage: 250 V

4473834 Plunger

SCHNEIDER ELECTRIC TESYS D LC1D
SERIES CONTACTOR, 230 V AC COIL,
Pack size: 1 x EA

• Coil Voltage: 230 V ac
• Number of Poles: 4
• Contact Voltage Rating: 690 V ac
• Contact Current Rating: 40 A
• Series: LC1D
• Range: TeSys D
• Normal State Configuration: 4NO
• Number Of Auxiliary Contacts: 2

4547878 230 V ac

AMBER MULTI-FUNCTION LED
BEACON,115/230V
Pack size: 1 x EA

• Supply Voltage: 115 V ac, 230 V ac
• Light Effect: Flashing, Rotating, Steady
• Lens Colour: Amber
• Mounting Style: Surface Mount
• Bulb Type: LED
• Current Type: AC
• Base Diameter: 150 mm
• Housing Colour: Black

4553542 115 V ac, 230 V ac

AMBER MULTI-FUNCTION LED
BEACON,24VDC
Pack size: 1 x EA

• Supply Voltage: 24 V dc
• Light Effect: Flashing, Rotating, Steady
• Lens Colour: Amber
• Mounting Style: Surface Mount
• Bulb Type: LED
• Current Type: DC
• Base Diameter: 150 mm
• Housing Colour: Black

4553609 24 V dc

RS PRO IN-LINE THERMOCOUPLE
CONNECTOR FOR USE WITH TYPE K
Pack size: 1 x EA

• Accessory Type: Thermocouple Connector
• For Use With: Type K Thermocouple
• Application: Standard In-Line Connector
• Connector Type: In-Line
• Plug/Socket: Socket
• Thermocouple Type: K
• Connector Size: Standard
• Minimum Temperature: -35 °C

4559972 Thermocouple

RS PRO IN-LINE THERMOCOUPLE
CONNECTOR FOR USE WITH TYPE K
Pack size: 1 x EA

• Accessory Type: Thermocouple Connector
• For Use With: Type K Thermocouple
• Application: Standard In-Line Connector
• Connector Type: In-Line
• Plug/Socket: Plug
• Thermocouple Type: K
• Connector Size: Standard
• Minimum Temperature: -35 °C

4559988 Thermocouple

PHOENIX CONTACT GREY UK 35 DIN
RAIL TERMINAL BLOCK, SINGLE LEVEL,
Pack size: 5 x EA

• Colour: Grey
• Number of Levels: Single
• American Wire Gauge: 18 → 0 AWG
• Series: UK 35
• Termination Method: Screw
• Cable CSA: 0.75 → 35 mm²

• Current Rating: 150 A
• Voltage Rating: 1 kV

4580948 Grey

PHOENIX CONTACT 2-WAY USLKG 35
EARTH TERMINAL BLOCK, 18 → 0 AWG
Pack size: 5 x EA

• Earth Block Type: USLKG 35
• Wire Size: 18 → 0 AWG
• Colour: Green/Yellow
• Number of Ways: 2
• Termination Method: Screw Down
• Housing Material: Polyamide
• Current Rating: 150 A
• Voltage Rating: 750 V

4580960 USLKG 35

PULS MINILINE MLY SWITCH MODE
DIN RAIL POWER SUPPLY, 220 → 240V
Pack size: 1 x EA

• Output Voltage: 12 V dc
• Output Current: 7.5 A
• AC or DC Input Voltage: ac
• AC or DC Output Voltage: dc
• Input Voltage: 220 → 240 V ac
• Power Rating: 90 W
• Electrical Phase: 1
• Number of Outputs: 1

4596117 12 V dc

PHOENIX CONTACT 2-WAY DIN RAIL
EARTH MODULAR TERMINAL BLOCK,
Pack size: 10 x EA

• Earth Block Type: DIN Rail
• Wire Size: 24 → 10 AWG
• Colour: Green/Yellow
• Number of Ways: 2
• Termination Method: Screw Down
• Housing Material: Polyamide
• Current Rating: 41 A
• Voltage Rating: 750 V

4629188 DIN Rail
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BE YOUR FIRST CHOICE

ABB COMPACT SERIES PUSH BUTTON,
MOMENTARY, PANEL MOUNT, 22MM
Pack size: 1 x EA

• Push Button Colour: Green
• Switch Operation: Momentary
• Mounting Type: Panel Mount
• Illuminated: No
• Push Button Material: PC
• Push Button Style: Round
• Contact Configuration: SPST
• Panel Cut Out Diameter: 22 mm

4793576 Green

THOMAS & BETTS CABLE TIES,
WEATHER RESISTANT, 92MM X 2.4
Pack size: 1000 x EA

• Length: 92 mm
• Width: 2.4 mm
• Colour: Black
• Material: Nylon 66
• Type: Weather Resistant
• Quantity: 1000
• UV Resistant: Yes
• Minimum Operating Temperature: -60 °C

4849405 92 mm

THOMAS & BETTS CABLE TIES,
WEATHER RESISTANT, 281.94MM X
Pack size: 1000 x EA

• Length: 281.94 mm
• Width: 3.56 mm
• Colour: Black
• Material: Nylon 66
• Type: Weather Resistant
• Quantity: 1000
• UV Resistant: Yes
• Minimum Operating Temperature: -40 °C

4849433 281.94 mm

THOMAS & BETTS CABLE TIES,
WEATHER RESISTANT, 340.36MM X
Pack size: 500 x EA

• Length: 340.36 mm
• Width: 6.86 mm
• Colour: Black
• Material: Nylon 66
• Type: Weather Resistant
• Quantity: 500
• UV Resistant: Yes
• Minimum Operating Temperature: -40 °C

4849449 340.36 mm

THOMAS & BETTS CABLE TIES,
WEATHER RESISTANT, 360.68MM X
Pack size: 500 x EA

• Length: 360.68 mm
• Width: 4.83 mm
• Colour: Black
• Material: Nylon 66
• Type: Weather Resistant
• Quantity: 500
• UV Resistant: Yes
• Minimum Operating Temperature: -40 °C

4849455 360.68 mm

RS PRO ADHESIVE LINED HEAT
SHRINK TUBING, ASSORTED SET
Pack size: 1 x EA

• Sleeve Diameter: Set
• Colour: Assorted
• Shrunk Diameter: Set
• Sleeve Type: Heat Shrink
• Adhesive Lined: Yes
• Shrink Ratio: 2:1, 3:1
• Sleeve Length: Set
• Material: Polyolefin

4873852 Set

ABB SYSTEM PRO M COMPACT S200
MCB, 1P POLES, 6A CURVE C, 253V
Pack size: 1 x EA

• Number of Poles: 1P
• Current Rating: 6 A
• Tripping Characteristics: Type C
• Rated AC Voltage: 253 V
• Rated DC Voltage: 72 V
• Series: S200
• Range: System Pro M Compact
• Model Number: S201-C6

4886296 1P

ABB DIN RAIL SINGLE FUNCTION
TIMER RELAY, 24 → 240 V AC, 24 →
Pack size: 1 x EA

• Supply Voltage: 24 → 240 V ac, 24 → 48 V dc
• Mounting Type: DIN Rail
• Number of Contacts: 1
• Time Range: 0.05 s → 100 h
• Mode of Operation: Impulse ON
• Number of Timer Functions: Single
• Contact Configuration: SPDT
• Time Increment: Hours, Seconds

4897189 24 → 240 V ac, 24

EATON OVERLOAD RELAY - 1NO + 1NC,
2.4 → 4 A F.L.C, 4 A CONTACT
Pack size: 1 x EA

• FLC Motor Rating: 2.4 → 4 A
• Contact Current Rating: 4 A
• Series: Eaton Moeller
• Mounting Style: Direct Contactor
• Power Rating: 6 W
• Normal State Configuration: NO/NC
• Terminal Type: Screw
• Reset Method: Automatic, Manual

4930450 2.4 → 4 A

EATON OVERLOAD RELAY - 1NO + 1NC,
10 → 16 A F.L.C, 16 A CONTACT
Pack size: 1 x EA

• FLC Motor Rating: 10 → 16 A
• Contact Current Rating: 16 A
• Series: Eaton Moeller
• Mounting Style: Direct Contactor
• Power Rating: 6 W
• Normal State Configuration: NO/NC
• Terminal Type: Screw
• Reset Method: Automatic, Manual

4931251 10 → 16 A

CT3 STAINLESS STEEL CABLE TIE TOOL

Pack size: 1 x EA

• Cable Tie Capacity: 0.3 ￫ 12 mm
• Material: Steel

4931958 0.3 ￫ 12 mm

PHOENIX CONTACT MINI-PS-12-
24DC/24DC/1 DC-DC CONVERTER,
Pack size: 1 x EA

• Output Voltage: 24 V dc
• Input Voltage Range: 10 → 32 V dc
• Power Rating: 24 W
• Input Voltage Nominal: 12 → 24 V dc
• Output Current: 1 A
• Mounting Type: DIN Rail Mount
• Isolated: Yes
• Number of Outputs: 1

5055566 24 V dc

WAGO 2009 SERIES TEST ADAPTER
FOR USE WITH DIN RAIL TERMINAL
Pack size: 10 x EA

• Accessory Type: Test Tap
• Series: 2009
• For Use With: Terminal Block

5076939 Test Tap

IP66 PC ENCLOSURE
200X300X170MM GREY
Pack size: 1 x EA

• External Height: 172 mm
• External Width: 198 mm
• External Depth: 298 mm
• Body Material: Polycarbonate
• Transparent Door: No
• IP Rating: IP66, IP67
• Chassis Plate: No
• Door Lock Type: Quick Release Lock

5093316 172 mm

BELDEN CONTROL CABLE, 4 CORES,
0.82 MM², SCREENED, 152M, GREY
Pack size: 152 x MTR

• Number of Cores: 4
• Cross Sectional Area: 0.82 mm²

• Screened/Unscreened: Screened
• Length: 152 m
• Cable Shape: Multicore
• Sheath Colour: Grey
• American Wire Gauge: 18 AWG
• Outer Diameter: 4.57 mm

5102498 4

DIN RAIL RCD RELAY VARIABLE 30MA-
30A
Pack size: 1 x EA

• Current Rating: 8 A
• Trip Sensitivity: 30 → 30000 mA
• Tripping Characteristics: Type A
• Series: ELRM
• Rated AC Voltage: 115 → 230 V
• Mounting Style: DIN Rail Mount
• Rated DC Voltage: 125 V

5119121 8 A
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AUTOMATION & CONTROL

EATON XSTART SERIES CONTACTOR,
230 V AC COIL, 3-POLE, 40 A, 18.5
Pack size: 1 x EA

• Coil Voltage: 230 V ac
• Number of Poles: 3
• Contact Voltage Rating: 400 V ac
• Contact Current Rating: 40 A
• Series: Eaton Moeller
• Range: xStart
• Power Rating: 18.5 kW
• Normal State Configuration: 3NO

5130049 230 V ac

RITEON CABLE BLACK MARKER PENS
(2)
Pack size: 1 x SET

• Accessory Type: Cable Marking Pen
• For Use With: Arrowtags, Helasign, IMP Plates and

Identification Ties, Rite-On
• Series: T82S-BK-PL-BK

5145681 Cable Marking

RS PRO GREEN/YELLOW 25 MM²

HOOK UP WIRE, 3 AWG, 196/0.4 MM,
Pack size: 25 x MTR

• Cross Sectional Area: 25 mm²

• Sheath Colour: Green/Yellow
• American Wire Gauge: 3 AWG
• Cable Shape: Single Core
• Core Strands: 196/0.4 mm
• Length: 25 m
• Insulation Material: PVC
• Outer Diameter: 11.5 mm

5168117 25 mm²

SIEMENS PHASE, VOLTAGE
MONITORING RELAY, 3 PHASE, DPDT,
Pack size: 1 x EA

• Monitoring Application: Phase, Voltage
• Electrical Phase: 3
• Voltage Sensing Range: 160 → 690 V ac
• Contact Configuration: DPDT
• Voltage Sensitivity: Undervoltage
• Mounting Type: DIN Rail
• Phase Sensitivity: Phase Failure, Phase Imbalance,

Phase Sequence
• Time Delay: 0.1 → 20 s

5187297 Phase, Voltage

SIEMENS AUXILIARY CONTACT, 2
CONTACT, 2NO, DIN RAIL MOUNT,
Pack size: 1 x EA

• Number of Contacts: 2
• Normal State Configuration: 2NO
• Mounting Style: DIN Rail Mount
• Range: Sentron
• Series: 5ST3
• Contact Current Rating: 6 A
• Terminal Type: Screw
• Pole and Throw Configuration: DP

5214585 2

BELDEN COAXIAL CABLE, RG58, 50 Ω,
100M
Pack size: 100 x MTR

• Terminated/Unterminated: Unterminated
• Coaxial Type: RG58
• Outer Diameter: 4.95 mm
• Characteristic Impedance: 50 Ω
• Attenuation: 37.7 dB/100m @ 400MHz, 55.8 dB/100m @

700MHz, 65.6 dB/100m @ 900MHz, 70.5 dB/100m @
1GHz• Length: 100 m

• Sheath Colour: White
• Conductor Strand Type: Stranded

5217900 Unterminated

RS PRO SDI COAXIAL CABLE, RG59,
75 Ω, 100M
Pack size: 100 x MTR

• Terminated/Unterminated: Unterminated
• Coaxial Type: RG59
• Outer Diameter: 6.12 mm
• Characteristic Impedance: 75 Ω
• Attenuation: 23 dB/100m @ 400MHz, 31.8 dB/100m @

700MHz, 36.4 dB/100m @ 900MHz, 39.4 dB/100m @
1GHz• Length: 100 m

• Sheath Colour: Black
• Conductor Strand Type: Solid

5218284 Unterminated

BELDEN COAXIAL CABLE, RG214/U,
50 Ω, 25M
Pack size: 25 x MTR

• Terminated/Unterminated: Unterminated
• Coaxial Type: RG214/U
• Outer Diameter: 10.8 mm
• Characteristic Impedance: 50 Ω
• Attenuation: 4.3 dB/100m @ 50 MHz
• Length: 25 m
• Sheath Colour: Black
• Conductor Strand Type: Stranded

5218391 Unterminated

PHOENIX CONTACT DEK-OV-
12DC/24DC/3 SERIES SOLID STATE
Pack size: 1 x EA

• Mounting Type: DIN Rail
• Series: DEK-OV- 12DC/24DC/3
• Dimensions: 80 6.2 x 56 mm
• Operating Temperature Range: -20 → +60 °C
• Minimum Operating Temperature: -20 °C
• Length: 80 mm
• Depth: 56 mm
• Maximum Operating Temperature: +60 °C

5330031 DIN Rail

CROUZET, MILLENIUM 3, LOGIC
MODULE - 16 INPUTS, 10 OUTPUTS,
Pack size: 1 x EA

• Manufacturer Series: Millenium 3
• Number of Inputs: 16
• Output Type: Relay
• Input Type: Analogue, Digital
• Supply Voltage: 24 V dc
• Number of Outputs: 10
• Display Included: Yes
• Communication Port Type: Serial, USB

5369001 Millenium 3

ABB RCCB, 40A, 4 POLE, 30MA, TYPE
AC
Pack size: 1 x EA

• Circuit Breaker Type: RCCB
• Current Rating: 40 A
• Number of Poles: 4
• Trip Sensitivity: 30 mA
• Tripping Characteristics: Type AC
• Series: F200
• Mounting Style: DIN Rail Mount

5377428 RCCB

GREY FLAME RETARDANT TUBE,25.4M
BORE
Pack size: 1 x EA

• Sleeve Diameter: 25.4 mm
• Shrunk Diameter: 12.7 mm
• Colour: Grey
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 2:1
• Sleeve Length: 1.2 m
• Material: Polyolefin

5378128 25.4 mm

RS PRO HALOGEN FREE HEAT SHRINK
TUBING, BROWN 25.4MM SLEEVE DIA.
Pack size: 1 x EA

• Sleeve Diameter: 25.4 mm
• Shrunk Diameter: 12.7 mm
• Colour: Brown
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 2:1
• Sleeve Length: 1.2 m
• Material: Polyolefin

5378134 25.4 mm

KLAXON NEXUS SERIES AMBER
SOUNDER BEACON, 110 V AC, 230 V
Pack size: 1 x EA

• Supply Voltage: 110 V ac, 230 V ac
• Lens Colour: Amber
• Mounting Style: Surface Mount
• Current Type: AC
• Light Effect: Flashing
• Sounder Type: Electronic
• Decibels at 1 Metre: 110 dB
• Series: Nexus

5394748 110 V ac, 230 V ac

TESYS LR97 OVERCURRENT RELAY,7A
220V
Pack size: 1 x EA

• FLC Motor Rating: 1.2 → 7 A
• Contact Current Rating: 7 A
• Range: TeSys
• Series: LR97 D
• Mounting Style: Direct Contactor
• Power Rating: 55 W
• Normal State Configuration: NO/NC
• Terminal Type: Screw

5422477 1.2 → 7 A

SOLDERSLEEVE 0.6 TO 1.1MM

Pack size: 100 x EA

• Minimum Cable Diameter: 0.6 mm
• Maximum Cable Diameter: 1.95 mm
• Sleeve Length: 26 mm
• Material: Polyolefin
• Minimum Operating Temperature: -55 °C
• Maximum Operating Temperature: +125 °C
• Quantity: 1
• Colour: Transparent

5425612 0.6 mm

18

http://twen.rs-online.com/web/p/-/5130049
http://twen.rs-online.com/web/p/-/5130049
http://twen.rs-online.com/web/p/-/5130049
http://twen.rs-online.com/web/p/-/5130049
http://twen.rs-online.com/web/p/-/5145681
http://twen.rs-online.com/web/p/-/5145681
http://twen.rs-online.com/web/p/-/5145681
http://twen.rs-online.com/web/p/-/5145681
http://twen.rs-online.com/web/p/-/5168117
http://twen.rs-online.com/web/p/-/5168117
http://twen.rs-online.com/web/p/-/5168117
http://twen.rs-online.com/web/p/-/5168117
http://twen.rs-online.com/web/p/-/5187297
http://twen.rs-online.com/web/p/-/5187297
http://twen.rs-online.com/web/p/-/5187297
http://twen.rs-online.com/web/p/-/5187297
http://twen.rs-online.com/web/p/-/5214585
http://twen.rs-online.com/web/p/-/5214585
http://twen.rs-online.com/web/p/-/5214585
http://twen.rs-online.com/web/p/-/5214585
http://twen.rs-online.com/web/p/-/5217900
http://twen.rs-online.com/web/p/-/5217900
http://twen.rs-online.com/web/p/-/5217900
http://twen.rs-online.com/web/p/-/5217900
http://twen.rs-online.com/web/p/-/5218284
http://twen.rs-online.com/web/p/-/5218284
http://twen.rs-online.com/web/p/-/5218284
http://twen.rs-online.com/web/p/-/5218284
http://twen.rs-online.com/web/p/-/5218391
http://twen.rs-online.com/web/p/-/5218391
http://twen.rs-online.com/web/p/-/5218391
http://twen.rs-online.com/web/p/-/5218391
http://twen.rs-online.com/web/p/-/5330031
http://twen.rs-online.com/web/p/-/5330031
http://twen.rs-online.com/web/p/-/5330031
http://twen.rs-online.com/web/p/-/5330031
http://twen.rs-online.com/web/p/-/5369001
http://twen.rs-online.com/web/p/-/5369001
http://twen.rs-online.com/web/p/-/5369001
http://twen.rs-online.com/web/p/-/5369001
http://twen.rs-online.com/web/p/-/5377428
http://twen.rs-online.com/web/p/-/5377428
http://twen.rs-online.com/web/p/-/5377428
http://twen.rs-online.com/web/p/-/5377428
http://twen.rs-online.com/web/p/-/5378128
http://twen.rs-online.com/web/p/-/5378128
http://twen.rs-online.com/web/p/-/5378128
http://twen.rs-online.com/web/p/-/5378128
http://twen.rs-online.com/web/p/-/5378134
http://twen.rs-online.com/web/p/-/5378134
http://twen.rs-online.com/web/p/-/5378134
http://twen.rs-online.com/web/p/-/5378134
http://twen.rs-online.com/web/p/-/5394748
http://twen.rs-online.com/web/p/-/5394748
http://twen.rs-online.com/web/p/-/5394748
http://twen.rs-online.com/web/p/-/5394748
http://twen.rs-online.com/web/p/-/5422477
http://twen.rs-online.com/web/p/-/5422477
http://twen.rs-online.com/web/p/-/5422477
http://twen.rs-online.com/web/p/-/5422477
http://twen.rs-online.com/web/p/-/5425612
http://twen.rs-online.com/web/p/-/5425612
http://twen.rs-online.com/web/p/-/5425612


BE YOUR FIRST CHOICE

RS PRO CABLE TIE, ROLLER BALL,
360MM X 7.9 MM, METALLIC
Pack size: 100 x EA

• Length: 360 mm
• Width: 7.9 mm
• Colour: Metallic
• Material: Polyester Coated Stainless Steel
• Type: Roller Ball
• Quantity: 100
• Minimum Operating Temperature: -80 °C
• Maximum Operating Temperature: +150 °C

5474377 360 mm

SCHNEIDER ELECTRIC TESYS GV2
SERIES ENCLOSURE FOR USE WITH
Pack size: 1 x EA

• Accessory Type: Enclosure
• For Use With: GV2 K04, GV2ME Series
• Better World Product: Yes
• Better World Verification: Green Premium
• Series: TeSys GV2

6088472 Enclosure

SCHNEIDER ELECTRIC 20 → 25 A
TESYS MOTOR PROTECTION CIRCUIT
Pack size: 1 x EA

• Current Rating: 20 → 25 A
• Range: TeSys
• Motor Protection Component: Circuit Breaker
• Series: GV2P
• Overall Length: 89 mm
• Overall Width: 44.5 mm
• Overall Depth: 97 mm
• Voltage Rating: 690 V

6088539 20 → 25 A

SCHNEIDER ELECTRIC 1 → 1.6 A TESYS
MOTOR PROTECTION CIRCUIT
Pack size: 1 x EA

• Current Rating: 1 → 1.6 A
• Range: TeSys
• Motor Protection Component: Circuit Breaker
• Series: GV2R
• Overall Length: 89 mm
• Overall Width: 44.5 mm
• Overall Depth: 78.5 mm
• Voltage Rating: 690 V

6088551 1 → 1.6 A

SCHNEIDER ELECTRIC TESYS K LC1K
SERIES CONTACTOR, 230 V AC COIL,
Pack size: 1 x EA

• Contact Voltage Rating: 690 V ac
• Control Voltage: 230 V ac
• Coil Voltage: 230 V ac
• Contact Current Rating: 20 A
• Number of Poles: 4
• Range: TeSys K
• Series: LC1K
• Normal State Configuration: 4NO

6090144 690 V ac

SCHNEIDER ELECTRIC PILOT LIGHT

Pack size: 1 x EA

• Better World Product: Yes
• Better World Verification: Green Premium

6091737 Yes

SCHNEIDER ELECTRIC PILOT LIGHT

Pack size: 1 x EA

• Better World Product: Yes
• Better World Verification: Green Premium

6091743 Yes

SCHNEIDER ELECTRIC 3 KW DOL
STARTER, 440 V AC, IP657
Pack size: 1 x EA

• Power Rating: 3 kW
• Motor Starter Type: DOL
• Voltage Rating: 440 V ac
• IP Rating: IP657
• Number of Poles: 3P
• Motor Starter Functionality: Automatic
• Reversibility: Yes
• Additional Features: Disconnect Switch Included

6094118 3 kW

SCHNEIDER ELECTRIC 3P POLE PANEL
MOUNT ISOLATOR SWITCH - 20A
Pack size: 1 x EA

• Number of Poles: 3P
• Maximum Current: 20 A
• Mounting Type: Panel Mount
• Power Rating: 7.5 kW
• Voltage Rating: 690 V ac
• Electrical Phase: 3
• Handle Colour: Red
• Accepts Padlocks: Yes

6094304 3P

SCHNEIDER ELECTRIC HARMONY
XB6E SERIES ILLUMINATED PUSH
Pack size: 1 x EA

• Push Button Colour: White
• Mounting Type: Panel Mount
• Illuminated: Yes
• Push Button Style: Rectangular
• Contact Configuration: SPDT
• Panel Cut Out Diameter: 16 mm
• Series: Harmony XB6E
• IP Rating: IP65

6102411 White

SCHNEIDER ELECTRIC HARMONY XB
LIGHT BLOCK - BLUE, 230 V
Pack size: 1 x EA

• Block Type: Light Block
• Voltage Rating: 230 V
• Illumination Colour: Blue
• Series: Harmony XB
• Illumination Type: LED
• LED Included: Yes
• Terminal Type: Screw
• Body/Fixing Collar Included: No

6102972 Light Block

HELLERMANNTYTON CABLE TIE,
RELEASABLE, 195MM X 4.7 MM,
Pack size: 100 x EA

• Length: 195 mm
• Width: 4.7 mm
• Colour: Green
• Material: Nylon 66
• Type: Releasable
• Quantity: 25
• Minimum Operating Temperature: -40 °C
• Maximum Operating Temperature: +85 °C

6116971 195 mm

E2S A112 SERIES SURFACE MOUNT
ELECTRONIC SOUNDER, 230 V AC,
Pack size: 1 x EA

• Supply Voltage: 230 V ac
• IP Rating: IP55
• Decibels at 1 Metre: 119 dB
• Current Type: AC
• Number Of Tones: 45
• Housing Colour: Red
• Mounting Style: Surface Mount
• Application Type: Sounder

6156929 230 V ac

PHOENIX CONTACT MINI MCR SERIES
SIGNAL CONDITIONER, 24V DC,
Pack size: 1 x EA

• Module Type: Resistance/Potiposition Transducer
• Input Signal Type: Resistance
• Output Signal Type: Current, Voltage
• Supply Voltage: 24 V dc
• Input Range: 100 → 100000 Ω
• Output Range: 0 → 10 V, 0 → 20 mA
• Hazardous Area Certification: ATEX
• Mounting Type: DIN Rail Mount

6168944 Resistance/Potip

HEATSHRINK END CAP 15MM

Pack size: 1 x EA

• Type: End Cap
• Inside Diameter (Primary): 40 mm
• Adhesive Lined: Yes
• Material: Polyolefin Cross Linked (POX)
• Shrink Temperature: +135 °C
• Colour: Black
• Minimum Operating Temperature: -55 °C
• Maximum Operating Temperature: +80 °C

6223782 End Cap

PHOENIX CONTACT GREEN/YELLOW
UT 10-PE DIN RAIL TERMINAL BLOCK,
Pack size: 5 x EA

• Colour: Green/Yellow
• Number of Levels: Single
• American Wire Gauge: 20 → 6 AWG
• Series: UT 10-PE
• Termination Method: Screw
• Cable CSA: 0.5 → 16 mm²

• Current Rating: 76 A
• Minimum Operating Temperature: -60 °C

6246965 Green/Yellow
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AUTOMATION & CONTROL

PHOENIX CONTACT GREEN/YELLOW
UT 2.5-PE EARTH TERMINAL BLOCK,
Pack size: 10 x EA

• Colour: Green/Yellow
• Number of Levels: Single
• American Wire Gauge: 26 → 12 AWG
• Series: UT 2.5-PE
• Termination Method: Screw
• Cable CSA: 0.14 → 4 mm²

• Minimum Operating Temperature: -50 °C
• Maximum Operating Temperature: +110 °C

6273743 Green/Yellow

PHOENIX CONTACT GREY UT 4 FEED
THROUGH TERMINAL BLOCK, SINGLE
Pack size: 10 x EA

• Colour: Grey
• Number of Levels: Single
• American Wire Gauge: 26 → 12 AWG
• Series: UT 4
• Termination Method: Screw
• Cable CSA: 0.14 → 4 mm²

• Voltage Rating: 1 kV
• Current Rating: 32 A

6273872 Grey

PHOENIX CONTACT GREEN/YELLOW
UT 4-PE EARTH TERMINAL BLOCK,
Pack size: 10 x EA

• Colour: Green/Yellow
• Number of Levels: Single
• American Wire Gauge: 26 → 10 AWG
• Series: UT 4-PE
• Termination Method: Screw
• Cable CSA: 0.14 → 6 mm²

• Voltage Rating: 690 V
• Minimum Operating Temperature: -50 °C

6273894 Green/Yellow

PHOENIX CONTACT GREEN/YELLOW
UT 6-PE FEED THROUGH TERMINAL
Pack size: 10 x EA

• Colour: Green/Yellow
• Number of Levels: Single
• American Wire Gauge: 24 → 8 AWG
• Series: UT 6-PE
• Termination Method: Screw
• Cable CSA: 0.2 → 10 mm²

• Current Rating: 41 A
• Minimum Operating Temperature: -50 °C

6273917 Green/Yellow

DIN RAIL TERM BLOCK,UT4,TEST SKT
SCREWS
Pack size: 10 x EA

• Colour: Grey
• Number of Levels: Single
• American Wire Gauge: 26 → 10 AWG
• Series: UT 4-MT
• Termination Method: Screw
• Cable CSA: 0.14 → 6 mm²

• Current Rating: 20 A
• Voltage Rating: 500 V

6273939 Grey

EATON, XENERGY MCCB 3P 160A,
BREAKING CAPACITY 50 KA, FIXED
Pack size: 1 x EA

• Range: xEnergy
• Series: Eaton Moeller
• Number of Poles: 3
• Current Rating: 160 A
• Breaking Capacity (at Maximum Voltage Rating): 50 kA
• Rated AC Voltage: 690 V
• Rated DC Voltage: 750 V
• Mounting Style: Fixed

6288032 xEnergy

EATON 3P POLE ISOLATOR SWITCH -
20A MAXIMUM CURRENT, 6.5KW
Pack size: 1 x EA

• Number of Poles: 3P
• Maximum Current: 20 A
• IP Rating: IP65
• Power Rating: 6.5 kW
• Voltage Rating: 440 V ac
• Electrical Phase: 3
• Handle Colour: Red
• Accepts Padlocks: Yes

6292003 3P

DYMO RHINO® M1011 CABLE TIE
CABLE MARKER KIT
Pack size: 1 x EA

• Affixing Method: Cable Tie
• Printable: No
• Material: Aluminium, Steel
• Series: Rhino® M1011
• Resistant To: Weather
• Kit Includes: 1 Stainless Steel & 1 Aluminium Reel, Normal

& Reversed Image Wheel & Instruction Manual
• Kit or Accessory Type: Embossing

6295282 Cable Tie

PHOENIX CONTACT BLACK UK 6-
FSI/C FUSED DIN RAIL TERMINAL,
Pack size: 5 x EA

• Colour: Black
• Number of Levels: Single
• American Wire Gauge: 26 → 8 AWG
• Series: UK 6-FSI/C
• Termination Method: Screw
• Fused: Yes
• Voltage Rating: 250 V
• Current Rating: 30 A

6523335 Black

LAPP CABLE GLAND ADAPTOR, M20
EXTERIOR THREAD, M16 INTERIOR
Pack size: 5 x EA

• Exterior Thread Size: M20
• Interior Thread Size: M16
• Material: Nickel Plated Brass
• Type: Reducer
• Hazardous Area Certification: ATEX
• Thread Size: M20 → M16
• Colour: Metallic
• IP Rating: IP68

6644586 M20

BLACK LAPP NBR CABLE GLAND O-
RING, M20X 1.5MM
Pack size: 25 x EA

• Thread Size: M20
• Material: NBR
• Colour: Black
• Minimum Operating Temperature: -30 °C
• Maximum Operating Temperature: +100 °C
• Cross Sectional Thickness: 1.5 mm
• Size: M20 x 1.5mm

6644619 M20

KNIPEX RED PLASTIC

Pack size: 1 x EA

• Inside Diameter: 10 mm
• Length: 80 mm
• Width: 16 mm
• Colour: Red
• Material: Plastic

6654634 10 mm

RS PRO CONSTANT WATTAGE,
PARALLEL CIRCUIT TRACE HEATING
Pack size: 50 x MTR

• Cable Type: Constant Wattage, Parallel Circuit
• Output per Metre: 15 W
• Voltage Rating: 240 V ac
• Minimum Operating Temperature: -60 °C
• Maximum Operating Temperature: +200 °C
• Operating Temperature Range: -60 → +200 °C
• Length: 50 m
• Sheath Material: Silicone Rubber

6657419 Constant

SCHNEIDER ELECTRIC TESYS D LC1D
SERIES CONTACTOR, 230 V AC COIL,
Pack size: 1 x EA

• Control Voltage: 230 V ac
• Contact Voltage Rating: 690 V ac
• Coil Voltage: 230 V ac
• Contact Current Rating: 40 A
• Input Current: 60 A
• Power Rating: 18.5 kW
• Number of Poles: 3
• Series: LC1D

6658021 230 V ac

SCHNEIDER ELECTRIC TESYS D LC1D
SERIES CONTACTOR, 400 V AC COIL,
Pack size: 1 x EA

• Contact Voltage Rating: 690 V ac
• Coil Voltage: 400 V ac
• Contact Current Rating: 65 A
• Power Rating: 30 kW
• Number of Poles: 3
• Series: LC1D
• Range: TeSys D
• Normal State Configuration: 3NO

6658084 690 V ac

BLACK ROUNDTOP IP68 CABLE
GLAND,M32
Pack size: 5 x EA

• Thread Size: M32
• Maximum Cable Diameter: 25 mm
• Minimum Cable Diameter: 18 mm
• Material: Nylon 66
• Colour: Black
• IP Rating: IP68
• Locknut Included: Yes
• Maximum Operating Temperature: +85 °C

6694670 M32
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BE YOUR FIRST CHOICE

BLACK ROUNDTOP IP68 CABLE
GLAND,M25
Pack size: 5 x EA

• Thread Size: M25
• Maximum Cable Diameter: 18 mm
• Minimum Cable Diameter: 13 mm
• Material: Nylon 66
• Colour: Black
• IP Rating: IP68
• Locknut Included: Yes
• Maximum Operating Temperature: +85 °C

6694676 M25

PULS DIMENSION C-LINE SWITCH
MODE DIN RAIL POWER SUPPLY, 100
Pack size: 1 x EA

• Output Voltage: 24 V dc
• Output Current: 3.3 A
• AC or DC Input Voltage: ac, dc
• AC or DC Output Voltage: dc
• Input Voltage: 100 → 240 V ac
• Power Rating: 80 W
• Electrical Phase: 1
• Number of Outputs: 1

6700649 24 V dc

HELLERMANNTYTON CABLE TIE,
300MM X 4.6 MM, BLACK NYLON, PK-
Pack size: 100 x EA

• Length: 300 mm
• Width: 4.6 mm
• Colour: Black
• Material: Nylon 66
• Type: Non-Releasable
• Quantity: 100
• UV Resistant: Yes
• Minimum Operating Temperature: -40 °C

6741899 300 mm

MOFLASH LEDA125 SERIES AMBER
BUZZER BEACON, 230 V AC, IP65,
Pack size: 1 x EA

• Supply Voltage: 230 V ac
• Lens Colour: Amber
• Mounting Style: Surface Mount
• Current Type: AC
• Light Effect: Flashing, Steady
• Sounder Type: Buzzer
• Decibels at 1 Metre: 90 dB
• Series: LEDA125

6742016 230 V ac

LED BEACON W/ BUZZER,AMB,24VDC

Pack size: 1 x EA

• Supply Voltage: 24 V dc
• Lens Colour: Yellow
• Mounting Style: Surface Mount
• Current Type: DC
• Light Effect: Flashing, Steady
• Sounder Type: Buzzer
• Decibels at 1 Metre: 90 dB
• Series: LEDA125

6742019 24 V dc

HELLERMANNTYTON SPIRAL WRAP,
I.D 16MM, 150MM POLYETHYLENE
Pack size: 30 x MTR

• Minimum Cable Diameter: 16 mm
• Maximum Cable Diameter: 20 mm
• Colour: Black
• Internal Diameter: 16 mm
• Material: Polyethylene
• Maximum Bundle Diameter: 150 mm
• Minimum Operating Temperature: -60 °C
• Maximum Operating Temperature: +80 °C

6826858 16 mm

PHOENIX CONTACT GREEN/YELLOW
PT 2.5-PE EARTH TERMINAL BLOCK,
Pack size: 10 x EA

• Colour: Green/Yellow
• Number of Levels: Single
• American Wire Gauge: 26 → 12 AWG
• Series: PT 2.5-PE
• Termination Method: Push In
• Cable CSA: 0.14 → 4 mm²

• Hazardous Area Certification: ATEX
• Model Number: PT 2,5-PE

6879411 Green/Yellow

PHOENIX CONTACT GREY PT 2.5 FEED
THROUGH TERMINAL BLOCK, SINGLE
Pack size: 10 x EA

• Colour: Grey
• Number of Levels: Single
• American Wire Gauge: 26 → 12 AWG
• Series: PT 2.5
• Termination Method: Push In
• Cable CSA: 0.14 → 4 mm²

• Current Rating: 24 A
• Voltage Rating: 800 V

6879414 Grey

PHOENIX CONTACT GREY PT 2.5-
QUATTRO FEED THROUGH TERMINAL
Pack size: 10 x EA

• Colour: Grey
• Number of Levels: Single
• American Wire Gauge: 26 → 12 AWG
• Series: PT 2.5-QUATTRO
• Termination Method: Push In
• Cable CSA: 0.14 → 4 mm²

• Current Rating: 24 A
• Voltage Rating: 800 V

6879436 Grey

PHOENIX CONTACT GREY PTTB 2.5
DOUBLE LEVEL TERMINAL BLOCK,
Pack size: 10 x EA

• Colour: Grey
• Number of Levels: Double
• Series: PTTB 2.5
• Termination Method: Push In
• Cable CSA: 0.14 → 4 mm²

• Current Rating: 22 A
• Voltage Rating: 500 V
• Minimum Operating Temperature: -60 °C

6879638 Grey

COMBI JUNCTION
BOX,85X85X51MM,IP66 BLK
Pack size: 5 x EA

• Dimensions (L x W x H): 85 x 85 x 51 mm
• Material: Polypropylene
• Length: 85 mm
• Width: 85 mm
• Height: 51 mm
• IP Rating: IP66
• Colour: Black
• Number of Ways: 8

7000789 85 x 85 x 51 mm

BLACK HEATSHRINK TUBE 9/3MM I/D

Pack size: 5 x MTR

• Sleeve Diameter: 9 mm
• Shrunk Diameter: 3 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 3:1
• Sleeve Length: 5 m
• Material: Polyolefin

7004539 9 mm

BLACK HEATSHRINK TUBE 18/6MM I/D

Pack size: 3 x MTR

• Sleeve Diameter: 18 mm
• Shrunk Diameter: 6 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 3:1
• Sleeve Length: 3 m
• Material: Polyolefin

7004541 18 mm

BLACK HEATSHRINK TUBE 12/4MM I/D

Pack size: 4 x MTR

• Sleeve Diameter: 12 mm
• Shrunk Diameter: 4 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 3:1
• Sleeve Length: 4 m
• Material: Polyolefin

7004548 12 mm

GREEN/YELLOW HEATSHRINK TUBE
24/8MM I/D
Pack size: 3 x MTR

• Sleeve Diameter: 24 mm
• Shrunk Diameter: 8 mm
• Colour: Green, Yellow
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 3:1
• Sleeve Length: 3 m
• Material: Polyolefin

7004618 24 mm

BLACK LOW SHRINK TEMP TUBE
9.5MM I/D
Pack size: 6 x MTR

• Sleeve Diameter: 9.5 mm
• Shrunk Diameter: 4.8 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 2:1
• Sleeve Length: 6 m
• Material: Polyolefin

7004658 9.5 mm
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AUTOMATION & CONTROL

BRAINBOXES SERIAL DEVICE SERVER,
1 ETHERNET PORT, 1 SERIAL PORT,
Pack size: 1 x EA

• Interface: RS232
• Number of Serial Ports: 1
• Number of Ethernet Ports: 1
• Maximum Baud Rate: 1 Mbit/s

7033259 RS232

BRAINBOXES SERIAL DEVICE SERVER,
1 ETHERNET PORT, 2 SERIAL PORT,
Pack size: 1 x EA

• Interface: RS422, RS485
• Number of Serial Ports: 2
• Number of Ethernet Ports: 1
• Maximum Baud Rate: 1 Mbit/s

7033265 RS422, RS485

OMRON INVERTER DRIVE, 1.5 KW, 1
PHASE, 230 V AC, 8.0 A, 3G3MX2
Pack size: 1 x EA

• Power Rating: 1.5 kW
• Phase: 1
• Supply Voltage: 230 V
• Current Rating: 9.6 A
• Series: 3G3MX2
• For Use With: AC Motors
• Field Bus Communication Type: Profibus
• IP Rating: IP20

7051746 1.5 kW

HELLERMANNTYTON CABLE TIE,
390MM X 4.6 MM, BLACK NYLON, PK-
Pack size: 100 x EA

• Length: 390 mm
• Width: 4.6 mm
• Colour: Black
• Material: Nylon 66
• Type: Non-Releasable
• Quantity: 100
• UV Resistant: Yes
• Minimum Operating Temperature: -40 °C

7056362 390 mm

HELLERMANNTYTON CABLE TIE,
380MM X 7.6 MM, BLACK NYLON, PK-
Pack size: 100 x EA

• Length: 380 mm
• Width: 7.6 mm
• Colour: Black
• Material: Nylon 66
• Type: Non-Releasable
• Quantity: 100
• UV Resistant: Yes
• Minimum Operating Temperature: -40 °C

7056372 380 mm

SIEMENS SIRIUS INNOVATION 3RT2
SERIES CONTACTOR, 230 V AC COIL,
Pack size: 1 x EA

• Coil Voltage: 230 V ac
• Contact Voltage Rating: 400 V ac
• Contact Current Rating: 7 A
• Power Rating: 3 kW
• Number of Poles: 3
• Series: 3RT2
• Range: SIRIUS Innovation
• Normal State Configuration: 3NO

7061065 230 V ac

SIEMENS SIRIUS INNOVATION 3RT2
SERIES CONTACTOR, 230 V AC COIL,
Pack size: 1 x EA

• Coil Voltage: 230 V ac
• Contact Voltage Rating: 400 V ac
• Contact Current Rating: 12 A
• Power Rating: 5.5 kW
• Number of Poles: 3
• Series: 3RT2
• Range: SIRIUS Innovation
• Normal State Configuration: 3NO

7061178 230 V ac

SIEMENS SIRIUS INNOVATION 3RT2
SERIES CONTACTOR, 230 V AC COIL,
Pack size: 1 x EA

• Coil Voltage: 230 V ac
• Contact Voltage Rating: 400 V ac
• Contact Current Rating: 25 A
• Power Rating: 11 kW
• Number of Poles: 3
• Series: 3RT2
• Range: SIRIUS Innovation
• Normal State Configuration: 3NO

7061368 230 V ac

SIEMENS 2.8 → 4 A SIRIUS
INNOVATION MOTOR PROTECTION
Pack size: 1 x EA

• Current Rating: 2.8 → 4 A
• Range: Sirius Innovation
• Motor Protection Component: Circuit Breaker
• Supply Voltage: 690 V
• Series: 3RV2
• Overall Length: 109 mm
• Overall Width: 45 mm
• Overall Depth: 91 mm

7061800 2.8 → 4 A

CIRCUIT-BREAKER SCREW
CONNECTION 20A
Pack size: 1 x EA

• Current Rating: 14 → 20 A
• Range: Sirius Innovation
• Motor Protection Component: Circuit Breaker
• Series: 3RV2
• Overall Length: 97 mm
• Overall Width: 45 mm
• Overall Depth: 91 mm
• Voltage Rating: 690 V

7061853 14 → 20 A

CIRCUIT-BREAKER SCREW
CONNECTION 25A
Pack size: 1 x EA

• Current Rating: 20 → 25 A
• Range: Sirius Innovation
• Motor Protection Component: Circuit Breaker
• Supply Voltage: 20 → 690 V
• Series: 3RV2
• Overall Length: 97 mm
• Overall Width: 45 mm
• Overall Depth: 91 mm

7061863 20 → 25 A

PHOENIX CONTACT QUINT-
PS/1AC/24DC/40 SWITCH MODE DIN
Pack size: 1 x EA

• Output Voltage: 24 V dc
• Output Current: 40 A
• AC or DC Input Voltage: ac
• AC or DC Output Voltage: dc
• Input Voltage: 85 → 264 V ac
• Power Rating: 960 W
• Electrical Phase: 1
• Number of Outputs: 1

7080435 24 V dc

PHOENIX CONTACT GREY PT 4 FEED
THROUGH TERMINAL BLOCK, SINGLE
Pack size: 5 x EA

• Colour: Grey
• Number of Levels: Single
• American Wire Gauge: 24 → 10 AWG
• Series: PT 4
• Termination Method: Push In
• Cable CSA: 0.2 → 6 mm²

• Current Rating: 32 A
• Voltage Rating: 800 V

7081633 Grey

MANUAL MOTOR STARTER MS132-10

Pack size: 1 x EA

• Current Rating: 6.3 →10 A
• Motor Protection Component: Circuit Breaker
• Supply Voltage: 690 V
• Series: MS132
• Overall Length: 90 mm
• Overall Width: 45 mm
• Overall Depth: 81.25 mm
• Minimum Operating Temperature: -25 °C

7116470 6.3 →10 A

LAPP 3 CORE POWER CABLE, 1 MM²,
50M, BROWN/RED SILICONE SHEATH,
Pack size: 50 x MTR

• Cross Sectional Area: 1 mm²

• Number of Cores: 3
• Sheath Colour: Brown/Red
• Length: 50 m
• Sheath Material: Silicone
• Outer Diameter: 7 mm
• Voltage Rating: 500 V
• Standards Met: CE

7142299 1 mm²

LAPP ÖLFLEX CLASSIC 135 CH
CONTROL CABLE, 3 CORES, 2.5 MM²,
Pack size: 50 x MTR

• Series: ÖLFLEX CLASSIC 135 CH
• Number of Cores: 3
• Cross Sectional Area: 2.5 mm²

• Screened/Unscreened: Screened
• Length: 50 m
• Control Cable Type: CY
• Sheath Colour: Grey
• American Wire Gauge: 13 AWG

7191673 ÖLFLEX CLASSIC
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BE YOUR FIRST CHOICE

MEAN WELL 12W PLUG-IN AC/DC
ADAPTER 5V DC OUTPUT, 2.4A
Pack size: 1 x EA

• Adapter Type: Plug-In Adapter
• Plug Type: Type C
• Output Voltage: 5 V dc
• Input Voltage: 100 V ac, 110 V ac, 115 V ac, 120 V ac, 127 V

ac, 220 V ac, 230 V ac, 240 V ac
• Output Current: 2.4 A
• Maximum Temperature: +50 °C
• Output Connector: 2.1 x 5.5 x 11 mm Centre Positive
• Input Connector: EU Plug

7212134 Plug-In Adapter

NVENT SCHROFF SWITCHING POWER
SUPPLY, -12 V DC, 5 V DC, 12 V DC,
Pack size: 1 x EA

• Output Voltage: -12 V dc, 5 V dc, 12 V dc
• Output Current: 2.5 A, 8 A
• Power Rating: 100 W
• Number of Outputs: 3
• Input Voltage: 100 → 360 V dc, 90 → 254 V dc
• Mounting Type: 19" Rack Mount
• Length: 171.93 mm
• Series: MAXPOWER / MAX 312

7212770 -12 V dc, 5 V dc,

1.5MM PANEL WIRE UL-CSA-HAR 1015
BROWN
Pack size: 100 x MTR

• Cross Sectional Area: 1.5 mm²

• Sheath Colour: Brown
• American Wire Gauge: 15 AWG
• Cable Shape: Single Core
• Length: 100 m
• Insulation Material: PVC
• Outer Diameter: 3.1 mm
• Voltage Rating: 600 V

7244272 1.5 mm²

LAPP BLUE 2.5 MM² HOOK UP WIRE,
13 AWG, 100M, PVC INSULATION
Pack size: 100 x MTR

• Cross Sectional Area: 2.5 mm²

• Sheath Colour: Blue
• American Wire Gauge: 13 AWG
• Cable Shape: Single Core
• Length: 100 m
• Insulation Material: PVC
• Outer Diameter: 3.7 mm
• Voltage Rating: 600 V

7244308 2.5 mm²

LAPP ÖLFLEX® SERIES WHITE 1.5 MM²

HOOK UP WIRE, 30/30, 100M, PVC
Pack size: 100 x MTR

• Cross Sectional Area: 1.5 mm²

• Sheath Colour: White
• Cable Shape: Single Core
• Core Strands: 30/30
• Length: 100 m
• Insulation Material: PVC
• European Harmonised Code: H07V-K
• Outer Diameter: 3 mm

7244409 1.5 mm²

BELDEN CAT5E ETHERNET CABLE,
SF/UTP, GREEN FRNC SHEATH, 305M,
Pack size: 305 x MTR

• Length: 305 m
• LAN Category: Cat5e
• Terminated/Unterminated: Unterminated
• Sheath Colour: Green
• Shield Type: SF/UTP
• Shielded/Unshielded: Shielded
• Outer Sheath Material: FRNC
• Fire Behaviour: Flame Retardant, Low Smoke Zero

Halogen (LSZH)

7248791 305 m

SCHNEIDER ELECTRIC THERMAL
OVERLOAD RELAY - 1NO + 1NC, 23 →
Pack size: 1 x EA

• FLC Motor Rating: 23 → 32 A
• Contact Current Rating: 32 A
• Range: TeSys D
• Series: LRD
• Mounting Style: DIN Rail Mount
• Normal State Configuration: NO/NC
• Terminal Type: Screw
• Number Of Auxiliary Contacts: 2

7276201 23 → 32 A

OMRON DIN RAIL SINGLE FUNCTION
TIMER RELAY, 24 → 240V AC/DC, 1 →
Pack size: 1 x EA

• Supply Voltage: 24 → 240 V ac/dc
• Mounting Type: DIN Rail
• Number of Contacts: 2
• Time Range: 1 → 12 s, 10 → 120 s
• Mode of Operation: Star Delta
• Number of Timer Functions: Single
• Time Increment: Seconds
• Maximum Voltage: 24 V dc, 250 V ac

7334921 24 → 240 V ac/dc

SPDT MULTIFUNCTION TIMER,24-
240VAC/DC
Pack size: 1 x EA

• Supply Voltage: 24 → 240 V ac/dc
• Mounting Type: DIN Rail
• Number of Contacts: 1
• Time Range: 0.1 s → 1200 h
• Mode of Operation: Flicker OFF Start, Flicker ON Start,

Interval, OFF Delay, ON Delay, ON/OFF Delay, One
Shot Output

• Number of Timer Functions: Multi Function
• Contact Configuration: SPDT
• Time Increment: Hours, Minutes, Seconds

7334956 24 → 240 V ac/dc

SCHNEIDER ELECTRIC ACTI 9 IC60N
MCB, 2P POLES, 10A CURVE C, 400V
Pack size: 1 x EA

• Number of Poles: 2P
• Current Rating: 10 A
• Tripping Characteristics: Type C
• Rated AC Voltage: 400 V, 440 V, 100 → 130 V, 12 → 60 V,

220 → 240 V, 380 → 415 V
• Rated DC Voltage: 12 → 144 V
• Series: iC60N
• Model Number: A9F77210
• Range: Acti 9

7349068 2P

SCHNEIDER ELECTRIC ACTI 9 IC60H
MCB, 2P POLES, 10A CURVE C, 400V
Pack size: 1 x EA

• Number of Poles: 2P
• Current Rating: 10 A
• Tripping Characteristics: Type C
• Rated AC Voltage: 400 V, 440 V, 100 → 130 V, 12 → 60 V,

220 → 240 V, 380 → 415 V
• Rated DC Voltage: 12 → 144 V
• Series: iC60H
• Range: Acti 9
• Breaking Capacity (at Maximum Voltage Rating): 10 kA

7349286 2P

MULLER BW40 HOUR METER
COUNTER, 6 DIGIT, 60 HZ, 230 V AC
Pack size: 1 x EA

• Supply Voltage: 60 Hz, 230 V ac
• Count Mode: Hours
• Display Type: Analogue
• Input Type: Current, Voltage
• Connection Type: Plug In, Screw, Solder
• Reset Method: No Reset
• Number of Digits: 6
• Mounting Type: Panel Mount

7350194 60 Hz, 230 V ac

DIN RAIL 24 HOUR ANALOGUE TIME
SWITCH
Pack size: 1 x EA

• Supply Voltage: 230 V ac
• Type: Analogue
• Number of Channels: 1
• Units Measured: Hours
• Segment Length: 15 min
• Contact Configuration: SPDT
• Height: 90.4 mm
• Depth: 65.6 mm

7388697 230 V ac

PHOENIX CONTACT 24V DC INPUT
DIN RAIL UNINTERRUPTIBLE POWER
Pack size: 1 x EA

• Model: QUINT-UPS/24DC/24DC/20
• Power Rating: 480 W
• Output Voltage: 24 V dc
• Input Voltage: 24 V dc
• Mounting Type: DIN Rail
• Type: DC
• Current Rating: 20 A
• Length: 130 mm

7397869 QUINT-

PHOENIX CONTACT QUINT-PS/
1AC/24DC/10/CO SWITCH MODE DIN
Pack size: 1 x EA

• Output Voltage: 24 V dc
• Output Current: 10 A
• AC or DC Input Voltage: ac
• AC or DC Output Voltage: dc
• Input Voltage: 85 → 264 V ac
• Power Rating: 240 W
• Electrical Phase: 1
• Number of Outputs: 1

7397871 24 V dc

TDK-LAMBDA SWITCHING POWER
SUPPLY, 24V DC, 6.3A, 151W, 1
Pack size: 1 x EA

• Output Voltage: 24 V dc
• Output Current: 6.3 A
• Power Rating: 151 W
• Number of Outputs: 1
• Input Voltage: 120 → 370 V dc, 85 → 265 V ac
• Mounting Type: Chassis Mount
• Package Type: Open Frame
• Length: 188 mm

7398010 24 V dc

23

http://twen.rs-online.com/web/p/-/7212134
http://twen.rs-online.com/web/p/-/7212134
http://twen.rs-online.com/web/p/-/7212134
http://twen.rs-online.com/web/p/-/7212134
http://twen.rs-online.com/web/p/-/7212770
http://twen.rs-online.com/web/p/-/7212770
http://twen.rs-online.com/web/p/-/7212770
http://twen.rs-online.com/web/p/-/7212770
http://twen.rs-online.com/web/p/-/7244272
http://twen.rs-online.com/web/p/-/7244272
http://twen.rs-online.com/web/p/-/7244272
http://twen.rs-online.com/web/p/-/7244272
http://twen.rs-online.com/web/p/-/7244308
http://twen.rs-online.com/web/p/-/7244308
http://twen.rs-online.com/web/p/-/7244308
http://twen.rs-online.com/web/p/-/7244308
http://twen.rs-online.com/web/p/-/7244409
http://twen.rs-online.com/web/p/-/7244409
http://twen.rs-online.com/web/p/-/7244409
http://twen.rs-online.com/web/p/-/7244409
http://twen.rs-online.com/web/p/-/7248791
http://twen.rs-online.com/web/p/-/7248791
http://twen.rs-online.com/web/p/-/7248791
http://twen.rs-online.com/web/p/-/7248791
http://twen.rs-online.com/web/p/-/7276201
http://twen.rs-online.com/web/p/-/7276201
http://twen.rs-online.com/web/p/-/7276201
http://twen.rs-online.com/web/p/-/7276201
http://twen.rs-online.com/web/p/-/7334921
http://twen.rs-online.com/web/p/-/7334921
http://twen.rs-online.com/web/p/-/7334921
http://twen.rs-online.com/web/p/-/7334921
http://twen.rs-online.com/web/p/-/7334956
http://twen.rs-online.com/web/p/-/7334956
http://twen.rs-online.com/web/p/-/7334956
http://twen.rs-online.com/web/p/-/7334956
http://twen.rs-online.com/web/p/-/7349068
http://twen.rs-online.com/web/p/-/7349068
http://twen.rs-online.com/web/p/-/7349068
http://twen.rs-online.com/web/p/-/7349068
http://twen.rs-online.com/web/p/-/7349286
http://twen.rs-online.com/web/p/-/7349286
http://twen.rs-online.com/web/p/-/7349286
http://twen.rs-online.com/web/p/-/7349286
http://twen.rs-online.com/web/p/-/7350194
http://twen.rs-online.com/web/p/-/7350194
http://twen.rs-online.com/web/p/-/7350194
http://twen.rs-online.com/web/p/-/7350194
http://twen.rs-online.com/web/p/-/7388697
http://twen.rs-online.com/web/p/-/7388697
http://twen.rs-online.com/web/p/-/7388697
http://twen.rs-online.com/web/p/-/7388697
http://twen.rs-online.com/web/p/-/7397869
http://twen.rs-online.com/web/p/-/7397869
http://twen.rs-online.com/web/p/-/7397869
http://twen.rs-online.com/web/p/-/7397869
http://twen.rs-online.com/web/p/-/7397871
http://twen.rs-online.com/web/p/-/7397871
http://twen.rs-online.com/web/p/-/7397871
http://twen.rs-online.com/web/p/-/7397871
http://twen.rs-online.com/web/p/-/7398010
http://twen.rs-online.com/web/p/-/7398010
http://twen.rs-online.com/web/p/-/7398010
http://twen.rs-online.com/web/p/-/7398010


AUTOMATION & CONTROL

SIEMENS 11 KW SOFT STARTER, 400 V
AC, 3 PHASE, IP20
Pack size: 1 x EA

• Power Rating: 11 kW
• Motor Starter Type: Soft Start
• Range: SIRIUS
• Voltage Rating: 400 V
• Phase: 3
• Current Rating: 25 A
• IP Rating: IP20
• Overall Length: 154 mm

7464940 11 kW

S200 MCB 40A 2 POLE TYPE B 6KA

Pack size: 1 x EA

• Number of Poles: 2P
• Current Rating: 40 A
• Tripping Characteristics: Type B
• Rated AC Voltage: 400 V
• Model Number: S202-B40
• Range: System Pro M Compact
• Series: S200
• Breaking Capacity (at Maximum Voltage Rating): 6 kA

7467570 2P

S200 MCB 16A 2 POLE TYPE K 6KA

Pack size: 1 x EA

• Number of Poles: 2P
• Current Rating: 16 A
• Tripping Characteristics: Type K
• Rated AC Voltage: 400 V
• Model Number: S202-K16
• Series: S200
• Range: System Pro M Compact
• Breaking Capacity (at Maximum Voltage Rating): 6 kA

7467996 2P

SIEMENS 3SE5 SERIES ROLLER LEVER
INTERLOCK SWITCH, NO/NC, IP66,
Pack size: 1 x EA

• Actuator Type: Roller Lever
• Pole and Throw Configuration: DPST
• Normal State Configuration: NO/NC
• IP Rating: IP66, IP67
• Housing Material: Metal
• Connection Type: M20
• Series: 3SE5
• Length: 85.7 mm

7497599 Roller Lever

NVENT SCHROFF NOVASTAR SERIES
GREY 12U SERVER RACK
Pack size: 1 x EA

• Series: Novastar
• Rack Units: 12 U
• Colour: Grey

7540741 Novastar

SIEMENS CAT6A ETHERNET CABLE,
S/UTP, GREEN PVC SHEATH, 20M
Pack size: 20 x MTR

• Length: 20 m
• LAN Category: Cat6a
• Terminated/Unterminated: Unterminated
• Sheath Colour: Green
• Shield Type: S/UTP
• Shielded/Unshielded: Shielded
• Outer Sheath Material: PVC
• Conductor Strand Type: Stranded

7575150 20 m

WAGO GREEN/YELLOW 2002 EARTH
TERMINAL BLOCK, SINGLE LEVEL, 0.25
Pack size: 10 x EA

• Colour: Green/Yellow
• Number of Levels: Single
• American Wire Gauge: 22 → 12 AWG
• Series: 2002
• Termination Method: Clamp
• Cable CSA: 0.25 → 2.5 mm²

• Current Rating: 22 A
• Voltage Rating: 800 V

7581698 Green/Yellow

CABLE REPAIR SLEEVE 52/15 - 250MM
BK
Pack size: 1 x EA

• Sleeve Diameter: 52 mm
• Shrunk Diameter: 15 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: Yes
• Shrink Ratio: 4.5:1
• Sleeve Length: 250 mm
• Material: POX

7630958 52 mm

HELLERMANNTYTON ADHESIVE LINED
HEAT SHRINK TUBING, BLACK 52MM
Pack size: 1 x EA

• Sleeve Diameter: 52 mm
• Shrunk Diameter: 15 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: Yes
• Shrink Ratio: 4.5:1
• Sleeve Length: 1 m
• Material: POX

7630960 52 mm

CABLE REPAIR SLEEVE 100/30-
500MM BK
Pack size: 1 x EA

• Sleeve Diameter: 100 mm
• Shrunk Diameter: 30 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: Yes
• Shrink Ratio: 4.5:1
• Sleeve Length: 500 mm
• Material: POX

7630989 100 mm

HELLERMANNTYTON ADHESIVE LINED
HEAT SHRINK TUBING, BLACK 185MM
Pack size: 1 x EA

• Sleeve Diameter: 185 mm
• Shrunk Diameter: 55 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: Yes
• Shrink Ratio: 4.5:1
• Sleeve Length: 1 m
• Material: POX

7630995 185 mm

MEAN WELL SDR SWITCH MODE DIN
RAIL POWER SUPPLY, 88 → 264V AC
Pack size: 1 x EA

• Output Voltage: 12 V dc
• Output Current: 10 A
• AC or DC Input Voltage: ac
• AC or DC Output Voltage: dc
• Input Voltage: 88 → 264 V ac
• Power Rating: 120 W
• Electrical Phase: 1
• Number of Outputs: 1

7654657 12 V dc

ABB RCBO, 6A CURRENT RATING, 2P
POLES, 30MA TRIP SENSITIVITY, TYPE
Pack size: 1 x EA

• Current Rating: 6 A
• Number of Poles: 2
• Trip Sensitivity: 30 mA
• Tripping Characteristics: Type C
• Range: System Pro M Compact
• Circuit Breaker Type: RCBO
• Series: DS202C
• Mounting Style: DIN Rail Mount

7673793 6 A

ABB RCBO, 16A CURRENT RATING, 2P
POLES, 30MA TRIP SENSITIVITY, TYPE
Pack size: 1 x EA

• Current Rating: 16 A
• Number of Poles: 2
• Trip Sensitivity: 30 mA
• Tripping Characteristics: Type C
• Range: System Pro M Compact
• Circuit Breaker Type: RCBO
• Series: DS202C
• Rated AC Voltage: 240 V

7673816 16 A

ABB RCBO, 13A CURRENT RATING, 2P
POLES, 30MA TRIP SENSITIVITY, TYPE
Pack size: 1 x EA

• Current Rating: 13 A
• Number of Poles: 2
• Trip Sensitivity: 30 mA
• Tripping Characteristics: Type C
• Range: System Pro M Compact
• Circuit Breaker Type: RCBO
• Series: DS202C
• Mounting Style: DIN Rail Mount

7674295 13 A

ABB RCBO, 16A CURRENT RATING,
1P+N POLES, 30MA TRIP SENSITIVITY,
Pack size: 1 x EA

• Current Rating: 16 A
• Number of Poles: 1P+N
• Trip Sensitivity: 30 mA
• Tripping Characteristics: Type C
• Range: System Pro M Compact
• Circuit Breaker Type: RCBO
• Series: DS201
• Mounting Style: DIN Rail Mount

7674756 16 A
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BE YOUR FIRST CHOICE

HENSEL DK SERIES BLACK
THERMOPLASTIC JUNCTION BOX, 98
Pack size: 1 x EA

• Dimensions (L x W x H): 98 x 98 x 61 mm
• Material: Thermoplastic
• Length: 98 mm
• Width: 98 mm
• Height: 61 mm
• Colour: Black
• Current Rating: 20 A, 25 A
• Series: DK

7685793 98 x 98 x 61 mm

EATON XEFFECT MCB, 3P POLES, 32A
CURVE C, 230 → 400V AC, 6 KA
Pack size: 1 x EA

• Number of Poles: 3P
• Current Rating: 32 A
• Tripping Characteristics: Type C
• Rated AC Voltage: 230 → 400 V
• Series: Eaton Moeller
• Range: xEffect
• Breaking Capacity (at Maximum Voltage Rating): 6 kA
• Circuit Breaker Type: MCB

7694652 3P

EATON XEFFECT MCB, 4P POLES, 32A
CURVE C, 230 → 400V AC, 6 KA
Pack size: 1 x EA

• Number of Poles: 4P
• Current Rating: 32 A
• Tripping Characteristics: Type C
• Rated AC Voltage: 230 → 400 V
• Series: Eaton Moeller
• Range: xEffect
• Breaking Capacity (at Maximum Voltage Rating): 6 kA
• Circuit Breaker Type: MCB

7694659 4P

EATON XEFFECT MCB, 3P POLES, 63A
CURVE C, 230 → 400V AC, 6 KA
Pack size: 1 x EA

• Number of Poles: 3P
• Current Rating: 63 A
• Tripping Characteristics: Type C
• Rated AC Voltage: 230 → 400 V
• Series: Eaton Moeller
• Range: xEffect
• Breaking Capacity (at Maximum Voltage Rating): 6 kA
• Circuit Breaker Type: MCB

7694722 3P

EATON XEFFECT MCB, 4P POLES, 63A
CURVE C, 230 → 400V AC, 6 KA
Pack size: 1 x EA

• Number of Poles: 4P
• Current Rating: 63 A
• Tripping Characteristics: Type C
• Rated AC Voltage: 230 → 400 V
• Series: Eaton Moeller
• Range: xEffect
• Breaking Capacity (at Maximum Voltage Rating): 6 kA
• Circuit Breaker Type: MCB

7694734 4P

ABB CP-T SWITCH MODE DIN RAIL
POWER SUPPLY, 340 → 575V AC AC,
Pack size: 1 x EA

• Output Voltage: 24 V dc
• Output Current: 5 A
• AC or DC Input Voltage: ac, dc
• AC or DC Output Voltage: dc
• Input Voltage: 340 → 575 V ac
• Power Rating: 120 W
• Electrical Phase: 3
• Number of Outputs: 1

7724829 24 V dc

RS PRO 3 CORE POWER CABLE, 2.5
MM², 100M, BLACK CPE SHEATH, 25
Pack size: 100 x MTR

• Cross Sectional Area: 2.5 mm²

• Number of Cores: 3
• Sheath Colour: Black
• Length: 100 m
• Current Rating: 25 A
• Sheath Material: CPE
• Outer Diameter: 11.8 mm
• Voltage Rating: 450 V, 750 V

7739049 2.5 mm²

RS PRO 4 CORE POWER CABLE, 2.5
MM², 50M, BLACK CPE SHEATH, 25 A,
Pack size: 50 x MTR

• Cross Sectional Area: 2.5 mm²

• Number of Cores: 4
• Sheath Colour: Black
• Length: 50 m
• Current Rating: 25 A
• Sheath Material: CPE
• Outer Diameter: 13 mm
• Voltage Rating: 450 V, 750 V

7739064 2.5 mm²

RS PRO 4 CORE POWER CABLE, 2.5
MM², 100M, BLACK CPE SHEATH, 25
Pack size: 100 x MTR

• Cross Sectional Area: 2.5 mm²

• Number of Cores: 4
• Sheath Colour: Black
• Length: 100 m
• Current Rating: 25 A
• Sheath Material: CPE
• Outer Diameter: 13 mm
• Voltage Rating: 450 V, 750 V

7739070 2.5 mm²

RS PRO 5 CORE POWER CABLE, 2.5
MM², 100M, BLACK CPE SHEATH, 25
Pack size: 100 x MTR

• Cross Sectional Area: 2.5 mm²

• Number of Cores: 5
• Sheath Colour: Black
• Length: 100 m
• Current Rating: 25 A
• Sheath Material: CPE
• Outer Diameter: 14.4 mm
• Voltage Rating: 450 V, 750 V

7739089 2.5 mm²

RS PRO 5 CORE POWER CABLE, 6
MM², 100M, BLACK CPE SHEATH, 45
Pack size: 100 x MTR

• Cross Sectional Area: 6 mm²

• Number of Cores: 5
• Sheath Colour: Black
• Length: 100 m
• Current Rating: 45 A
• Sheath Material: CPE
• Outer Diameter: 19.1 mm
• Voltage Rating: 450 V, 750 V

7739092 6 mm²

TELEGARTNER 6 PORT SC MULTIMODE
DUPLEX FIBRE OPTIC PATCH PANEL
Pack size: 1 x EA

• Connector Type: SC
• Number of Ports: 6
• Number of Populated Ports: 6
• Single/Multimode: Multimode
• Simplex/Duplex: Duplex
• Dimensions: 35 x 125 x 140 mm
• Depth: 140 mm
• Height: 35 mm

7739449 SC

RS PRO STEEL WALL BOX, IP66, 800
MM X 600 MM X 260MM
Pack size: 1 x EA

• External Height: 800 mm
• External Width: 600 mm
• External Depth: 260 mm
• Body Material: Steel
• Transparent Door: No
• IP Rating: IP66
• Chassis Plate: Yes
• Door Lock Type: Double Lock System

7755369 800 mm

RS PRO STEEL WALL BOX, IP66, 500
MM X 400 MM X 200MM
Pack size: 1 x EA

• External Height: 500 mm
• External Width: 400 mm
• External Depth: 200 mm
• Body Material: Steel
• Transparent Door: No
• IP Rating: IP66
• Chassis Plate: Yes
• Door Lock Type: Single Lock System

7755814 500 mm

RS PRO 3 CORE POWER CABLE, 1.5
MM², 100M, BLACK PVC SHEATH,
Pack size: 100 x MTR

• Cross Sectional Area: 1.5 mm²

• Number of Cores: 3
• Sheath Colour: Black
• Length: 100 m
• Cable Type: 3183Y
• Current Rating: 16 A
• Sheath Material: PVC
• Outer Diameter: 7.99 mm

7756123 1.5 mm²

ABB PHASE MONITORING RELAY, 3
PHASE, DPDT, DIN RAIL
Pack size: 1 x EA

• Monitoring Application: Phase
• Electrical Phase: 3
• Contact Configuration: DPDT
• Mounting Type: DIN Rail
• Phase Sensitivity: Phase Failure, Phase Sequence
• Time Delay: 500 ms
• Frequency Sensing Range: 45 → 65 Hz
• Series: CM-PFS

7757936 Phase
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AUTOMATION & CONTROL

SCHNEIDER ELECTRIC ACTI 9 IC60N
MCB, 2P POLES, 4A CURVE B, 440V
Pack size: 1 x EA

• Number of Poles: 2P
• Current Rating: 4 A
• Tripping Characteristics: Type B
• Rated AC Voltage: 440 V
• Rated DC Voltage: 125 V
• Range: Acti 9
• Series: iC60N
• Breaking Capacity (at Maximum Voltage Rating): 6 kA

7763382 2P

PHOENIX CONTACT GREY STTBS 2.5
DIN RAIL TERMINAL BLOCK, DOUBLE
Pack size: 5 x EA

• Colour: Grey
• Number of Levels: Double
• American Wire Gauge: 28 → 12 AWG
• Series: STTBS 2.5
• Termination Method: Spring Clamp
• Current Rating: 22 A
• Voltage Rating: 500 V
• Model Number: STTBS 2,5

7767918 Grey

TB,BLACK,FOR 6.3 X 32 MM G FUSE
INSERTS
Pack size: 5 x EA

• Colour: Black
• Number of Levels: Single
• Series: UT 6-HESI (6.3X32)
• American Wire Gauge: 24 → 8 AWG
• Termination Method: Screw
• Fused: Yes
• Current Rating: 10 A
• Voltage Rating: 630 V

7768277 Black

OMRON S8VK-C SWITCH MODE DIN
RAIL POWER SUPPLY, 85 → 264V AC
Pack size: 1 x EA

• Output Voltage: 24 V dc
• Output Current: 2.5 A
• AC or DC Input Voltage: ac, dc
• AC or DC Output Voltage: dc
• Input Voltage: 85 → 264 V ac
• Power Rating: 60 W
• Electrical Phase: 1
• Number of Outputs: 1

7866456 24 V dc

OMRON S8VK-C SWITCH MODE DIN
RAIL POWER SUPPLY, 85 → 264V AC
Pack size: 1 x EA

• Output Voltage: 24 V dc
• Output Current: 20 A
• AC or DC Input Voltage: ac, dc
• AC or DC Output Voltage: dc
• Input Voltage: 85 → 264 V ac
• Power Rating: 480 W
• Electrical Phase: 1
• Number of Outputs: 1

7866462 24 V dc

SCHNEIDER ELECTRIC DIN RAIL
SINGLE FUNCTION TIMER RELAY, 24 →
Pack size: 1 x EA

• Supply Voltage: 24 → 240 V ac/dc
• Mounting Type: DIN Rail
• Mode of Operation: ON Delay
• Time Range: 0.1 s → 100 h
• Number of Timer Functions: Single
• Contact Configuration: Solid State
• Time Increment: Hours, Minutes, Seconds
• Maximum Current: 20 A

7912708 24 → 240 V ac/dc

SCHNEIDER ELECTRIC ACTI 9 IC60H
MCB, 3P POLES, 32A CURVE B, 440V
Pack size: 1 x EA

• Number of Poles: 3P
• Current Rating: 32 A
• Tripping Characteristics: Type B
• Rated AC Voltage: 440 V, 12 → 133 V, 220 → 240 V, 380 →

415 V
• Rated DC Voltage: 100 → 133 V
• Range: Acti 9
• Series: iC60H
• Breaking Capacity (at Maximum Voltage Rating): 10 kA

7913237 3P

ACTI9 IC60H MCB 2 POLE 6A CURVE
C
Pack size: 1 x EA

• Number of Poles: 2P
• Current Rating: 6 A
• Tripping Characteristics: Type C
• Rated AC Voltage: 440 V, 12 → 133 V, 220 → 240 V, 380 →

415 V
• Rated DC Voltage: 100 → 133 V
• Series: iC60H
• Range: Acti 9
• Breaking Capacity (at Maximum Voltage Rating): 10 kA

7913332 2P

ACTI9 IC60H MCB 2 POLE 16A CURVE
C
Pack size: 1 x EA

• Number of Poles: 2P
• Current Rating: 16 A
• Tripping Characteristics: Type C
• Rated AC Voltage: 440 V, 12 → 133 V, 220 → 240 V, 380 →

415 V
• Rated DC Voltage: 100 → 133 V
• Series: iC60H
• Range: Acti 9
• Breaking Capacity (at Maximum Voltage Rating): 10 kA

7913344 2P

ACTI9 IC60H MCB 3 POLE 10A CURVE
C
Pack size: 1 x EA

• Number of Poles: 3P
• Current Rating: 10 A
• Tripping Characteristics: Type C
• Rated AC Voltage: 440 V, 12 → 133 V, 220 → 240 V, 380 →

415 V
• Rated DC Voltage: 100 → 133 V
• Range: Acti 9
• Series: iC60H
• Breaking Capacity (at Maximum Voltage Rating): 10 kA

7913388 3P

ACTI9 IC60H MCB 3 POLE 25A CURVE
C
Pack size: 1 x EA

• Number of Poles: 3P
• Current Rating: 25 A
• Tripping Characteristics: Type C
• Rated AC Voltage: 440 V, 12 → 133 V, 220 → 240 V, 380 →

415 V
• Rated DC Voltage: 100 → 133 V
• Series: iC60H
• Range: Acti 9
• Breaking Capacity (at Maximum Voltage Rating): 10 kA

7913394 3P

ACTI9 IC60H MCB 3 POLE 32A CURVE
C
Pack size: 1 x EA

• Number of Poles: 3P
• Current Rating: 32 A
• Tripping Characteristics: Type C
• Rated AC Voltage: 440 V, 12 → 133 V, 220 → 240 V, 380 →

415 V
• Rated DC Voltage: 100 → 133 V
• Range: Acti 9
• Series: iC60H
• Breaking Capacity (at Maximum Voltage Rating): 10 kA

7913398 3P

ACTI9 IC60H MCB 3 POLE 63A CURVE
D
Pack size: 1 x EA

• Number of Poles: 3P
• Current Rating: 63 A
• Tripping Characteristics: Type D
• Rated AC Voltage: 440 V, 12 → 133 V, 220 → 240 V, 380 →

415 V
• Rated DC Voltage: 100 → 133 V
• Range: Acti 9
• Series: iC60H
• Breaking Capacity (at Maximum Voltage Rating): 10 kA

7913580 3P

TELEMECANIQUE SENSORS
INDUCTIVE BLOCK-STYLE PROXIMITY
Pack size: 1 x EA

• Sensor Technology: Inductive
• Body Style: Block
• Detection Range: 15 mm
• Terminal Type: PG13.5 Gland
• Supply Voltage: 24 → 240 V ac/dc
• IP Rating: IP65, IP67, IP69K
• Length: 40 mm
• Width: 40 mm

7931807 Inductive

STAINLESS STEEL LOCKNUT M20X1.5

Pack size: 5 x EA

• Material: Stainless Steel
• Thread Size: M20
• Colour: Silver
• IP Rating: IP68
• Minimum Operating Temperature: -15 °C
• Maximum Operating Temperature: +200 °C
• Series: SKINDICHT

7960063 Stainless Steel

PR ELECTRONICS 4100 SERIES
UNIVERSAL TRANSMITTER, 19.2 → 300
Pack size: 1 x EA

• Module Type: Universal Signal Converter
• Input Signal Type: Universal
• Output Signal Type: Current, Voltage, Relay
• Supply Voltage: 19.2 → 300 V dc, 21.6 → 253 V ac
• Input Range: 10 MΩ, 20 Ω, 0 → 12 V dc, 0 → 20 mA, 4 → 20

mA
• Output Range: 0 → 10 V dc, 0 → 20 mA
• Mounting Type: DIN Rail Mount
• Operating Temperature Range: -20 → +60 °C

7966884 Universal Signal
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BE YOUR FIRST CHOICE

RS PRO PRESSURE SENSOR, 0BAR
MIN, 100BAR MAX, CURRENT OUTPUT,
Pack size: 1 x EA

• Pressure Reading Type: Relative
• Minimum Pressure Reading: 0 bar
• Maximum Pressure Reading: 100 bar
• Accuracy: ±0.25 %
• Output Type: Current
• Media Measured: Air, Gas, Hydraulic Fluid, Liquid,

Water
• Process Connection: G1/4
• Analogue Output: 4 → 20 mA

7975021 Relative

ABB SRX SERIES 304 STAINLESS STEEL
WALL BOX, IP66, 600 MM X 400 MM X
Pack size: 1 x EA

• External Height: 600 mm
• External Width: 400 mm
• External Depth: 200 mm
• Body Material: 304 Stainless Steel
• Transparent Door: No
• IP Rating: IP66
• Chassis Plate: Yes
• Door Lock Type: Key

7990578 600 mm

LAPP ÖLFLEX ROBUST 215 C CONTROL
CABLE, 4 CORES, 2.5 MM²,
Pack size: 50 x MTR

• Series: ÖLFLEX ROBUST 215 C
• Number of Cores: 4
• Cross Sectional Area: 2.5 mm²

• Screened/Unscreened: Screened
• Cable Shape: Twisted Pair
• Sheath Colour: Black
• American Wire Gauge: 13 AWG
• Outer Diameter: 10 mm

8003363 ÖLFLEX ROBUST

2 FAN FAN TRAY

Pack size: 1 x EA

• Type: Fan Module
• Number of Fans: 2
• Air Flow: 95 → 115 cfm
• Dimensions: 135 x 326 x 39 mm
• Height: 39 mm
• Length: 135 mm
• Width: 326 mm

8020311 Fan Module

RS PRO 9U-RACK SERVER CABINET,
488 X 600 X 560MM
Pack size: 1 x EA

• Rack Units: 9 U
• Mounting Type: Wall
• External Height: 488 mm
• External Width: 600 mm
• External Depth: 560 mm
• External Dimensions: 488 x 600 x 560 mm
• Colour: Grey
• External Case Material: Steel

8020333 9 U

UNIFOX-CT 4,8

Pack size: 1 x EA

• Series: UNIFOX
• Cable Tie Capacity: 2.2 → 4.8 mm
• Material: Metal

8034531 UNIFOX

PHOENIX CONTACT GREEN, YELLOW
USLKG 4 MODULAR TERMINAL BLOCK,
Pack size: 1 x EA

• Colour: Green, Yellow
• Number of Levels: Single
• American Wire Gauge: 24 → 12 AWG
• Series: USLKG 4
• Termination Method: Screw
• Cable CSA: 4 mm²

• Minimum Operating Temperature: -60 °C
• Maximum Operating Temperature: +105 °C

8038264 Green, Yellow

PHOENIX CONTACT GREEN, YELLOW
USLKG 3 FEED THROUGH TERMINAL
Pack size: 1 x EA

• Colour: Green, Yellow
• Number of Levels: Single
• American Wire Gauge: 24 → 12 AWG
• Series: USLKG 3
• Termination Method: Screw
• Model Number: USLKG 3

8038277 Green, Yellow

PHOENIX CONTACT STEEL
PERFORATED DIN RAIL, TOP HAT
Pack size: 1 x EA

• Compatibility: Top Hat
• Length: 2 m
• Width: 35 mm
• Height: 7.5 mm
• DIN Rail Type: Perforated
• Material: Steel

8039491 Top Hat

PHOENIX CONTACT BLACK UK 5-
HESILED 24 N FUSED DIN RAIL
Pack size: 50 x EA

• Colour: Black
• Number of Levels: Single
• American Wire Gauge: 24 → 10 AWG
• Series: UK 5-HESILED 24 N
• Termination Method: Screw
• Cable CSA: 0.2 → 6 mm²

• Fused: Yes
• Current Rating: 6.3 A

8041239 Black

LAPP TWISTED PAIR DATA CABLE, 1
PAIRS, 0.5 MM², 2 CORES, 20 AWG,
Pack size: 50 x MTR

• Number of Pairs: 1
• Cross Sectional Area: 0.5 mm²

• Number of Cores: 2
• American Wire Gauge: 20 AWG
• Screened/Unscreened: Screened
• Shield Type: S/UTP
• Sheath Colour: Grey
• Cable Type: Li2YCY

8079067 1

LAPP TWISTED PAIR DATA CABLE, 2
PAIRS, 0.25 MM², 4 CORES, 24 AWG,
Pack size: 50 x MTR

• Number of Pairs: 2
• Cross Sectional Area: 0.25 mm²

• Number of Cores: 4
• American Wire Gauge: 24 AWG
• Screened/Unscreened: Screened
• Shield Type: S/UTP
• Sheath Colour: Grey
• Cable Type: LiHCH

8079183 2

LAPP TWISTED PAIR DATA CABLE, 3
PAIRS, 0.25 MM², 6 CORES, 24 AWG,
Pack size: 50 x MTR

• Number of Pairs: 3
• Cross Sectional Area: 0.25 mm²

• Number of Cores: 6
• American Wire Gauge: 24 AWG
• Screened/Unscreened: Screened
• Shield Type: S/UTP
• Sheath Colour: Grey
• Cable Type: LiHCH

8079186 3

LIMIT SWITCH SIDE ROTARY ROLLER
LEVER
Pack size: 1 x EA

• Actuator Type: Adjustable Roller Lever
• Pole and Throw Configuration: DPDT
• Normal State Configuration: 2NO/2NC
• IP Rating: IP67
• Maximum Current: 10 A
• Housing Material: Die Cast Zinc
• Maximum AC Voltage: 600 V
• Maximum DC Voltage: 250 V

8083126 Adjustable Roller

SIEMENS PLC EXPANSION MODULE
FOR USE WITH S7-1200 SERIES, 100 X
Pack size: 1 x EA

• Accessory Type: PLC Expansion Module
• For Use With: S7-1200 Series
• Input Type: RS232
• Output Type: RS422/485
• Dimensions: 100 x 30 x 75 mm

8104166 PLC Expansion

RS PRO MID-BLUE 4 MM² HOOK UP
WIRE, 12 AWG, 52/0.3 MM, 100M,
Pack size: 100 x MTR

• Cross Sectional Area: 4 mm²

• Sheath Colour: Mid-blue
• American Wire Gauge: 12 AWG
• Cable Shape: Single Core
• Core Strands: 52/0.3 mm
• Length: 100 m
• Insulation Material: PVC
• Voltage Rating: 1 kV

8111436 4 mm²
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AUTOMATION & CONTROL

RS PRO BLACK 4 MM² HOOK UP
WIRE, 12 AWG, 52/0.3 MM, 100M,
Pack size: 100 x MTR

• Cross Sectional Area: 4 mm²

• Sheath Colour: Black
• American Wire Gauge: 12 AWG
• Cable Shape: Single Core
• Core Strands: 52/0.3 mm
• Length: 100 m
• Insulation Material: PVC
• Outer Diameter: 4.3 mm

8111442 4 mm²

RS PRO GREEN/YELLOW 4 MM²

HOOK UP WIRE, 12 AWG, 52/0.3 MM,
Pack size: 100 x MTR

• Cross Sectional Area: 4 mm²

• Sheath Colour: Green/Yellow
• American Wire Gauge: 12 AWG
• Cable Shape: Single Core
• Core Strands: 52/0.3 mm
• Length: 100 m
• Insulation Material: PVC
• Voltage Rating: 1 kV

8111445 4 mm²

RS PRO BROWN 4 MM² HOOK UP
WIRE, 12 AWG, 52/0.3 MM, 100M,
Pack size: 100 x MTR

• Cross Sectional Area: 4 mm²

• Sheath Colour: Brown
• American Wire Gauge: 12 AWG
• Cable Shape: Single Core
• Core Strands: 52/0.3 mm
• Length: 100 m
• Insulation Material: PVC
• Voltage Rating: 1 kV

8111451 4 mm²

CABLE TIE 450X4.8 BLACK UV
RESISTANT
Pack size: 100 x EA

• Length: 450 mm
• Width: 4.8 mm
• Colour: Black
• Material: Nylon 66
• Type: Non-Releasable
• Quantity: 100
• UV Resistant: Yes
• Fire Behaviour: Flame Retardant

8111502 450 mm

RS PRO CABLE TIE, HEAT STABILISED,
203MM X 2.5 MM, BLACK NYLON, PK-
Pack size: 100 x EA

• Length: 203 mm
• Width: 2.5 mm
• Colour: Black
• Material: Nylon 66
• Type: Heat Stabilised
• Quantity: 100
• Maximum Operating Temperature: +105 °C
• Fire Behaviour: Flame Retardant

8111571 203 mm

MISTRAL65 CONSUMER UNIT, CLEAR
4 MOD
Pack size: 1 x EA

• Series: Mistral65
• Number of Ways (Total): 4
• Current Rating: 63 A
• Dimensions: 202 x 152 x 117 mm
• Housing Material: Plastic
• International Protection Rating: IP65
• Width: 152 mm
• Depth: 117 mm

8111880 Mistral65

HEAT SHRINK  BLACK 3:1, 9MM TO
3MM, 1M
Pack size: 1 x EA

• Sleeve Diameter: 9 mm
• Shrunk Diameter: 3 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 3:1
• Sleeve Length: 1 m
• Material: Polyolefin

8112665 9 mm

3M ADHESIVE LINED HEAT SHRINK
TUBING, BLACK 12MM SLEEVE DIA. X
Pack size: 1 x EA

• Sleeve Diameter: 12 mm
• Shrunk Diameter: 3 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: Yes
• Shrink Ratio: 4.5:1
• Sleeve Length: 1 m
• Material: Polyolefin

8112697 12 mm

3M ADHESIVE LINED HEAT SHRINK
TUBING, BLACK 32MM SLEEVE DIA. X
Pack size: 1 x EA

• Sleeve Diameter: 32 mm
• Colour: Black
• Shrunk Diameter: 7 mm
• Sleeve Type: Heat Shrink
• Adhesive Lined: Yes
• Shrink Ratio: 4.5:1
• Sleeve Length: 1 m
• Material: Polyolefin

8112704 32 mm

3M ADHESIVE LINED HEAT SHRINK
TUBING, BLACK 19MM SLEEVE DIA. X
Pack size: 1 x EA

• Sleeve Diameter: 19 mm
• Shrunk Diameter: 6 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: Yes
• Shrink Ratio: 4.5:1
• Sleeve Length: 1 m
• Material: Polyolefin

8112707 19 mm

3M ADHESIVE LINED HEAT SHRINK
TUBING, BLACK 38MM SLEEVE DIA. X
Pack size: 1 x EA

• Sleeve Diameter: 38 mm
• Shrunk Diameter: 12 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: Yes
• Shrink Ratio: 4.5:1
• Sleeve Length: 1 m
• Material: Polyolefin

8112713 38 mm

3M ADHESIVE LINED HEAT SHRINK
TUBING, BLACK 50MM SLEEVE DIA. X
Pack size: 1 x EA

• Sleeve Diameter: 50 mm
• Colour: Black
• Shrunk Diameter: 18 mm
• Sleeve Type: Heat Shrink
• Adhesive Lined: Yes
• Shrink Ratio: 4.5:1
• Sleeve Length: 1 m
• Material: Polyolefin

8112716 50 mm

COLD SHRINK END CAP EPDM FOR
45.5-84.3MM
Pack size: 1 x EA

• Type: End Cap
• Material: Rubber
• Colour: Black
• Shrunk Diameter (Primary): 45.5 mm
• Series: EC

8112732 End Cap

RS PRO GREEN/YELLOW 6 MM² HOOK
UP WIRE, 9 AWG, 84/0.3 MM, 100M,
Pack size: 100 x MTR

• Cross Sectional Area: 6 mm²

• Sheath Colour: Green/Yellow
• American Wire Gauge: 9 AWG
• Cable Shape: Single Core
• Core Strands: 84/0.3 mm
• Length: 100 m
• Insulation Material: PVC
• Outer Diameter: 6.3 mm

8114554 6 mm²

THOMAS & BETTS CABLE TIES, DOUBLE
HEADED, 360MM X 9 MM, BLACK
Pack size: 100 x EA

• Length: 360 mm
• Width: 9 mm
• Colour: Black
• Material: Polyester
• Type: Double Headed
• Quantity: 100
• UV Resistant: Yes
• Minimum Operating Temperature: -40 °C

8125497 360 mm

BALLUFF INDUCTIVE BARREL-STYLE
PROXIMITY SENSOR, M12 X 1, 1.5 MM
Pack size: 1 x EA

• Sensor Technology: Inductive
• Body Style: Barrel
• Thread Size: M12 x 1
• Output Type: PNP
• Detection Range: 1.5 mm
• Terminal Type: 4-Pin M12 Connector
• IP Rating: IP68
• Supply Voltage: 10 → 30 V dc

8141058 Inductive
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AUTOMATION & CONTROL

SCHNEIDER ELECTRIC HARMONY XB4
SERIES PUSH BUTTON, PANEL MOUNT,

Pack size: 1 x EA

• Push Button Colour: Red
• Mounting Type: Panel Mount
• Illuminated: No
• Contact Configuration: SPST
• Push Button Style: Round
• Panel Cut Out Diameter: 22 mm
• Series: Harmony XB4
• Better World Product: Yes

8153975 Red

RS PRO ORANGE 6 MM² HOOK UP
WIRE, 10 AWG, 84/0.3 MM, 100M,

Pack size: 100 x MTR

• Cross Sectional Area: 6 mm²

• Sheath Colour: Orange
• American Wire Gauge: 10 AWG
• Cable Shape: Single Core
• Core Strands: 84/0.3 mm
• Length: 100 m
• Insulation Material: PVC
• Outer Diameter: 5.1 mm

8158630 6 mm²

TELEMECANIQUE SENSORS
INDUCTIVE BARREL-STYLE PROXIMITY

Pack size: 1 x EA

• Sensor Technology: Inductive
• Thread Size: M18 x 1
• Body Style: Barrel
• Output Type: PNP
• Detection Range: 8 mm
• Terminal Type: Cable
• Supply Voltage: 12 → 48 V dc
• IP Rating: IP68, IP69K

8163695 Inductive

GIC COUNTER, 6 DIGIT, 90 → 264 V
AC

Pack size: 1 x EA

• Supply Voltage: 90 → 264 V ac
• Input Type: Voltage
• Connection Type: Spade Terminal
• Reset Method: No Reset
• Number of Digits: 6
• Mounting Type: Panel Mount
• Digit Height: 3.6 mm
• Display Range: 99999.9

8184581 90 → 264 V ac

THOMAS & BETTS CABLE TIES,
WEATHER RESISTANT, 185.67MM X

Pack size: 1000 x EA

• Length: 185.67 mm
• Width: 4.83 mm
• Colour: Black
• Material: Nylon 66
• Type: Weather Resistant
• Quantity: 1000
• UV Resistant: Yes
• Minimum Operating Temperature: -40 °C

8186972 185.67 mm

THOMAS & BETTS CABLE TIES,
WEATHER RESISTANT, 203.2MM X

Pack size: 1000 x EA

• Length: 203.2 mm
• Width: 2.29 mm
• Colour: Black
• Material: Nylon 66
• Type: Weather Resistant
• Quantity: 1000
• UV Resistant: Yes
• Minimum Operating Temperature: -40 °C

8186975 203.2 mm

THOMAS & BETTS CABLE TIES,
WEATHER RESISTANT, 139.7MM X 3.56

Pack size: 1000 x EA

• Length: 139.7 mm
• Width: 3.56 mm
• Colour: Black
• Material: Nylon 66
• Type: Weather Resistant
• Quantity: 1000
• UV Resistant: Yes
• Minimum Operating Temperature: -60 °C

8186994 139.7 mm

THOMAS & BETTS CABLE TIES,
WEATHER RESISTANT, 762MM X 6.86

Pack size: 500 x EA

• Length: 762 mm
• Width: 6.86 mm
• Colour: Natural
• Material: Nylon 66
• Type: Weather Resistant
• Quantity: 500
• UV Resistant: Yes
• Minimum Operating Temperature: -40 °C

8187004 762 mm

RS PRO 5 CORE POWER CABLE, 6
MM², 50M, BLACK CPE SHEATH,

Pack size: 50 x MTR

• Cross Sectional Area: 6 mm²

• Number of Cores: 5
• Sheath Colour: Black
• Length: 50 m
• Sheath Material: CPE
• Outer Diameter: 19.1 mm
• Voltage Rating: 450/750 V ac
• Number of Strands: 84

8213254 6 mm²

ROUND TOPCABLE GLANDM20 X 1.5
GREY  IP68

Pack size: 10 x EA

• Thread Size: M20
• Maximum Cable Diameter: 14 mm
• Minimum Cable Diameter: 10 mm
• Material: Nylon 66
• Colour: Grey
• IP Rating: IP68
• Locknut Included: Yes
• Standards Met: UL 94 V-2

8229741 M20

ROUND TOPCABLE GLANDM25 X 1.5
GREY  IP68

Pack size: 10 x EA

• Thread Size: M25
• Maximum Cable Diameter: 18 mm
• Minimum Cable Diameter: 13 mm
• Material: Nylon 66
• Colour: Grey
• IP Rating: IP68
• Locknut Included: Yes
• Standards Met: UL 94 V-2

8229745 M25

ROUND TOPCABLE GLANDM16 X 1.5
GREY  IP68

Pack size: 10 x EA

• Thread Size: M16
• Maximum Cable Diameter: 10 mm
• Minimum Cable Diameter: 5 mm
• Material: Nylon 66
• Colour: Grey
• IP Rating: IP68
• Locknut Included: Yes
• Standards Met: UL 94 V-2

8229748 M16

ROUND TOPCABLE GLANDM20S X 1.5
GREYIP68

Pack size: 10 x EA

• Thread Size: M20
• Maximum Cable Diameter: 14 mm
• Minimum Cable Diameter: 10 mm
• Material: Nylon 66
• Colour: Grey
• IP Rating: IP68
• Locknut Included: Yes
• Standards Met: UL 94 V-2

8229757 M20

ROUND TOPCABLE GLANDM25S X 1.5
BLACKIP68

Pack size: 10 x EA

• Thread Size: M25
• Maximum Cable Diameter: 18 mm
• Minimum Cable Diameter: 13 mm
• Material: Nylon 66
• Colour: Black
• IP Rating: IP68
• Locknut Included: Yes
• Standards Met: UL 94 V-2

8229763 M25

ROUND TOPCABLE GLANDM20 X 1.5
WHITE IP68

Pack size: 10 x EA

• Thread Size: M20
• Maximum Cable Diameter: 14 mm
• Minimum Cable Diameter: 10 mm
• Material: Nylon 66
• Colour: White
• IP Rating: IP68
• Locknut Included: Yes
• Standards Met: UL 94 V-2

8229776 M20

SIEMENS, LOGO!, I/O MODULE - 4
INPUTS, 4 OUTPUTS, RELAY, FOR USE

Pack size: 1 x EA

• For Use With: LOGO! 8, LOGO! 8.2
• Manufacturer Series: LOGO!
• Number of Inputs: 4
• Number of Digital Inputs: 4
• Output Type: Relay
• Input Type: Digital
• Supply Voltage: 24 V dc
• Number of Digital Outputs: 4

8251688 LOGO! 8, LOGO!
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BE YOUR FIRST CHOICE

SIEMENS, LOGO!, I/O MODULE - 2
INPUTS, FOR USE WITH LOGO! 8,

Pack size: 1 x EA

• For Use With: LOGO! 8, LOGO! 8.2
• Manufacturer Series: LOGO!
• Number of Inputs: 2
• Number of Analogue Inputs: 2
• Input Type: Analogue
• Supply Voltage: 12 → 24 V dc
• Programming Interface: Computer
• Mounting Type: DIN Rail

8251694 LOGO! 8, LOGO!

LOVATO RCCB, 63A, 3P+N POLE,
300MA, TYPE AC

Pack size: 1 x EA

• Circuit Breaker Type: RCCB
• Current Rating: 63 A
• Number of Poles: 3P+N
• Trip Sensitivity: 300 mA
• Tripping Characteristics: Type AC
• Series: P1RC
• Terminal Contact Type: Screw
• Mounting Style: DIN Rail Mount

8256103 RCCB

RITTAL CARBON STEEL CABLE
SHUNTING RING FOR USE WITH TS IT

Pack size: 10 x EA

• Type: Cable Shunting Ring
• Dimensions: 85 x 125 mm
• For Use With: TS IT Cabinet
• Material: Carbon Steel
• Number of Rings: 10

8262843 Cable Shunting

RS PRO CONTROL CABLE, 7 CORES,
0.5 MM², YY, UNSCREENED, 50M,

Pack size: 50 x MTR

• Number of Cores: 7
• Cross Sectional Area: 0.5 mm²

• Screened/Unscreened: Unscreened
• Length: 50 m
• Control Cable Type: YY
• Sheath Colour: Grey
• American Wire Gauge: 20 AWG
• Outer Diameter: 6.7 mm

8274293 7

RS PRO CONTROL CABLE, 7 CORES,
0.75 MM², YY, UNSCREENED, 50M,

Pack size: 50 x MTR

• Number of Cores: 7
• Cross Sectional Area: 0.75 mm²

• Screened/Unscreened: Unscreened
• Length: 50 m
• Control Cable Type: YY
• Sheath Colour: Grey
• American Wire Gauge: 18 AWG
• Outer Diameter: 7.3 mm

8274296 7

SIEMENS SITOP PSU200M SWITCH
MODE DIN RAIL POWER SUPPLY, 85 →

Pack size: 1 x EA

• Output Voltage: 24 V dc
• Output Current: 5 A
• AC or DC Input Voltage: ac
• AC or DC Output Voltage: dc
• Input Voltage: 85 → 264 V ac
• Power Rating: 120 W
• Electrical Phase: 1, 2
• Number of Outputs: 1

8285678 24 V dc

RS PRO METALLIC NICKEL PLATED
BRASS CABLE GLAND, M16 THREAD,

Pack size: 5 x EA

• Thread Size: M16
• Maximum Cable Diameter: 10 mm
• Minimum Cable Diameter: 5 mm
• Material: Nickel Plated Brass
• Colour: Metallic
• IP Rating: IP68
• Locknut Included: Yes
• Minimum Operating Temperature: -40 °C

8319021 M16

M20 BRASS CABLE GLAND +
LOCKNUT,8-14MM

Pack size: 5 x EA

• Thread Size: M20
• Maximum Cable Diameter: 14 mm
• Minimum Cable Diameter: 8 mm
• Material: Nickel Plated Brass
• Colour: Metallic
• IP Rating: IP68
• Locknut Included: Yes
• Minimum Operating Temperature: -40 °C

8319024 M20

M25 BRASS CABLE GLAND +
LOCKNUT,9-16MM

Pack size: 5 x EA

• Thread Size: M25
• Maximum Cable Diameter: 16 mm
• Minimum Cable Diameter: 9 mm
• Material: Nickel Plated Brass
• Colour: Metallic
• IP Rating: IP68
• Locknut Included: Yes
• Minimum Operating Temperature: -40 °C

8319028 M25

RS PRO METALLIC NICKEL PLATED
BRASS CABLE GLAND, M50 THREAD,

Pack size: 1 x EA

• Thread Size: M50
• Maximum Cable Diameter: 38 mm
• Minimum Cable Diameter: 31 mm
• Material: Nickel Plated Brass
• Colour: Metallic
• IP Rating: IP68
• Locknut Included: Yes
• Minimum Operating Temperature: -40 °C

8319034 M50

220 → 240 V AC, 220 → 250V DC
SHUNT TRIP SHUNT TRIP FOR USE

Pack size: 1 x EA

• Range: SACE Tmax XT
• Series: SOR-C XT1-XT4
• For Use With: Tmax XT1, Tmax XT2, Tmax XT3, Tmax XT4
• Type: Shunt Trip
• Rated Control Voltage: 220 → 240 V ac, 220 → 250 V dc

8319197 SACE Tmax XT

ABB, ABB COMPACT, PANEL MOUNT
RED LED BUZZER, 22MM CUTOUT,

Pack size: 1 x EA

• Pilot Light Type: Pilot Light Complete Unit
• Voltage Rating: 24 V ac/dc
• Pilot Light Colour: Red
• Cutout Diameter: 22 mm
• Lamp Type: LED
• Mounting Type: Panel Mount
• IP Rating: IP66, IP67, IP69K
• Terminal Type: Screw

8352738 Pilot Light

RS PRO BLACK 1.5 MM² HOOK UP
WIRE, 15 AWG, 100M, POLYOLEFIN

Pack size: 100 x MTR

• Cross Sectional Area: 1.5 mm²

• Sheath Colour: Black
• Cable Shape: Round
• American Wire Gauge: 15 AWG
• Length: 100 m
• European Harmonised Code: H07Z-K
• Insulation Material: Polyolefin Cross-linked EI5, Type EI

5 to EN 50363-5
• Voltage Rating: 750 V

8360798 1.5 mm²

RS PRO 1 CORE POWER CABLE, 16
MM², 100M, BLACK, 750 V

Pack size: 100 x MTR

• Cross Sectional Area: 16 mm²

• Number of Cores: 1
• Sheath Colour: Black
• Length: 100 m
• Outer Diameter: 10.8 → 13.4 mm
• Voltage Rating: 750 V
• Number of Strands: 151
• Conductor Strand Type: Stranded

8360855 16 mm²

RS PRO GREEN/YELLOW 6 MM² HOOK
UP WIRE

Pack size: 100 x MTR

• Cross Sectional Area: 6 mm²

• Sheath Colour: Green/Yellow
• European Harmonised Code: H07V-R
• Voltage Rating: 750 V
• Outer Diameter: 4.3 → 5.2 mm
• Standards Met: Euroclass Eca
• Fire Behaviour: Flame Retardant
• Series: 6491X

8360919 6 mm²

100-250V50/60HZ-DC 4-POLE
CONTACTOR

Pack size: 1 x EA

• Coil Voltage: 230 V ac
• Contact Voltage Rating: 690 V ac
• Contact Current Rating: 100 A
• Power Rating: 22 kW
• Number of Poles: 4
• Series: AF
• Range: AF52-40-00-13
• Normal State Configuration: 4NO

8376932 230 V ac
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AUTOMATION & CONTROL

LAPP SKINTOP SERIES METALLIC
NICKEL PLATED BRASS CABLE GLAND,

Pack size: 1 x EA

• Thread Size: M16
• Maximum Cable Diameter: 10 mm
• Minimum Cable Diameter: 4.5 mm
• Material: Nickel Plated Brass
• Colour: Metallic
• Series: SKINTOP
• IP Rating: IP68
• Locknut Included: No

8395331 M16

LAPP SILVER NICKEL PLATED BRASS
CABLE GLAND LOCKNUT, PG16

Pack size: 5 x EA

• Material: Nickel Plated Brass
• Thread Size: PG16
• Colour: Silver
• Minimum Operating Temperature: -60 °C
• Maximum Operating Temperature: +200 °C

8395378 Nickel Plated

LAPP SILVER NICKEL PLATED BRASS
CABLE GLAND LOCKNUT, M25

Pack size: 5 x EA

• Material: Nickel Plated Brass
• Thread Size: M25
• Colour: Silver
• Minimum Operating Temperature: -60 °C
• Maximum Operating Temperature: +200 °C
• Series: SKINDICHT

8395390 Nickel Plated

TURCK PLUG IN POWER RELAY, 24V
DC COIL, 5A SWITCHING CURRENT,

Pack size: 1 x EA

• Coil Voltage: 24 V dc
• Contact Configuration: 4PDT
• Mounting Type: Plug In
• Switching Current: 5 A
• Number of Poles: 4
• Latching: No
• Terminal Type: Plug In
• Maximum Switching Voltage (AC): 250 V

8423824 24 V dc

SCHNEIDER ELECTRIC TESYS D LC1D
SERIES CONTACTOR, 200 V AC COIL,

Pack size: 1 x EA

• Coil Voltage: 200 V ac
• Number of Poles: 3
• Contact Voltage Rating: 300 V dc, 690 V ac
• Contact Current Rating: 32 A
• Range: TeSys D
• Power Rating: 7.5 kW
• Series: LC1D
• Normal State Configuration: 3NO

8451627 200 V ac

SCHNEIDER ELECTRIC TESYS D LC1D
SERIES CONTACTOR, 24 V AC COIL,

Pack size: 1 x EA

• Contact Voltage Rating: 300 V dc, 690 V ac
• Coil Voltage: 24 V ac
• Contact Current Rating: 50 A
• Power Rating: 18.5 kW
• Number of Poles: 3
• Range: TeSys D
• Series: LC1D
• Normal State Configuration: 3NO

8451904 300 V dc, 690 V

PHOENIX CONTACT BLACK UK6-
FSI/C-LED60 FUSED DIN RAIL

Pack size: 50 x EA

• Colour: Black
• Number of Levels: Single
• American Wire Gauge: 26 → 14 AWG
• Series: UK6-FSI/C-LED60
• Termination Method: Screw
• Cable CSA: 0.2 → 10 mm²

• Fused: Yes
• Current Rating: 30 A

8558588 Black

CARLO GAVAZZI SPD SWITCH MODE
DIN RAIL POWER SUPPLY, 85 → 264V

Pack size: 1 x EA

• Output Voltage: 24 V dc
• Output Current: 2.5 A
• AC or DC Input Voltage: ac, dc
• AC or DC Output Voltage: dc
• Input Voltage: 85 → 264 V ac
• Power Rating: 60 W
• Electrical Phase: 1
• Number of Outputs: 1

8577387 24 V dc

CARLO GAVAZZI PHASE, VOLTAGE
MONITORING RELAY, 3, 3+N PHASE,

Pack size: 1 x EA

• Monitoring Application: Phase, Voltage
• Electrical Phase: 3, 3+N
• Contact Configuration: SPDT
• Voltage Sensing Range: 510 → 793 V ac
• Voltage Sensitivity: Overvoltage, Undervoltage
• Mounting Type: DIN Rail
• Phase Sensitivity: Asymmetry, Phase Loss, Phase

Sequence, Tolerance
• Time Delay: 1 s, 6 s

8577700 Phase, Voltage

RITTAL WM SERIES GREY CARBON
STEEL JUNCTION BOX, IP66, 500 X

Pack size: 1 x EA

• Dimensions (L x W x H): 500 x 210 x 500 mm
• Material: Carbon Steel
• Length: 500 mm
• Width: 210 mm
• Height: 500 mm
• IP Rating: IP66
• Colour: Grey
• Series: WM

8604240 500 x 210 x 500

RS PRO BLANKING BLANKING PLUG,
M20 X 1.5, 19.9MM HOLE DIAMETER,

Pack size: 100 x EA

• Thread Size: M20 x 1.5
• Hole Diameter: 19.9 mm
• Material: Nylon 66
• Plug Type: Blanking
• Diameter: 24 mm
• Threaded/Unthreaded: Threaded
• Colour: Black
• Series: 86597

8659742 M20 x 1.5

SCREW PLUGNYLON 66 94V-2BLACK
M50X1.5

Pack size: 10 x EA

• Thread Size: M50 x 1.5
• Hole Diameter: 49.9 mm
• Material: Nylon 66
• Plug Type: Blanking
• Diameter: 55.5 mm
• Threaded/Unthreaded: Threaded
• Colour: Black
• Series: 86597

8659767 M50 x 1.5

EATON XSTART SERIES CONTACTOR,
24 V AC COIL, 3-POLE, 25 A, 11 KW,

Pack size: 1 x EA

• Coil Voltage: 24 V ac
• Number of Poles: 3
• Contact Voltage Rating: 400 V ac
• Contact Current Rating: 25 A
• Series: Eaton Moeller
• Range: xStart
• Power Rating: 11 kW
• Normal State Configuration: 3NO

8661259 24 V ac

EATON AUXILIARY CONTACT, 2
CONTACT, 1NC + 1NO, SIDE MOUNT

Pack size: 1 x EA

• Number of Contacts: 2
• Normal State Configuration: 1NC + 1NO
• Mounting Style: Side Mount
• Series: Eaton Moeller
• Contact Current Rating: 10 A
• Terminal Type: Screw
• Pole and Throw Configuration: DPDT
• Maximum Operating Temperature: +50 °C

8661495 2

SIEMENS 3SU1 SERIES TWIST RELEASE
EMERGENCY STOP PUSH BUTTON,

Pack size: 1 x EA

• Mounting Type: Surface Mount
• Contact Configuration: 1NC
• Push Button Actuation: Twist Release
• Illuminated: No
• Series: 3SU1
• IP Rating: IP66, IP67, IP69
• Colour: Red
• Depth: 112.5 mm

8742305 Surface Mount

SCHNEIDER ELECTRIC RXZ 14 PIN
<250V DIN RAIL RELAY SOCKET, FOR

Pack size: 1 x EA

• Voltage: <250 V
• For Use With: RXZ Series Relay Sockets
• Series: RXZ
• Number of Contacts: 14
• Current Rating: 10 A
• Better World Product: Yes
• Mounting Type: DIN Rail
• Termination Type: Screw

8841317 <250 V
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BE YOUR FIRST CHOICE

BLACK JUNCTION BOX,
104X104X70MM

Pack size: 1 x EA

• Dimensions (L x W x H): 104 x 104 x 70 mm
• Material: Polycarbonate
• Length: 104 mm
• Width: 104 mm
• Height: 70 mm
• Colour: Black
• Number of Ways: 7
• Cable Entry: Knock Out

8842300 104 x 104 x 70 mm

WEIDMÜLLER DIN RAIL MOUNT
ETHERNET SWITCH, 5 RJ45 PORTS

Pack size: 1 x EA

• RJ45 Ports: 5
• Mounting: DIN Rail
• Maximum Operating Temperature: +60 °C
• Maximum Supply Voltage: 60 V dc
• Minimum Operating Temperature: -10 °C

8936792 5

SCHNEIDER ELECTRIC DIN RAIL
SINGLE FUNCTION TIMER RELAY, 24 →

Pack size: 1 x EA

• Supply Voltage: 24 → 240 V ac/dc
• Mounting Type: DIN Rail
• Mode of Operation: ON Delay
• Time Range: 0.05 → 1 s, 0.3 → 3 s, 1 → 10 s, 10 → 100 s, 3 →

30 h, 3 → 30 min, 3 → 30 s, 30 → 300 h, 30 → 300 min, 30
→ 300 s

• Number of Contacts: 1
• Number of Timer Functions: Single
• Contact Configuration: SPDT
• Time Increment: Hours, Minutes, Seconds

8968673 24 → 240 V ac/dc

RS PRO BLACK 1.5 MM² HOOK UP
WIRE, 27/0.25 MM, 100M, PVC

Pack size: 100 x MTR

• Cross Sectional Area: 1.5 mm²

• Sheath Colour: Black
• Core Strands: 27/0.25 mm
• Length: 100 m
• European Harmonised Code: H07V-K
• Insulation Material: PVC
• Outer Diameter: 3.4 mm
• Voltage Rating: 750 V

9028394 1.5 mm²

RS PRO GREEN/YELLOW 1.5 MM²

HOOK UP WIRE, 27/0.25 MM, 100M,

Pack size: 100 x MTR

• Cross Sectional Area: 1.5 mm²

• Sheath Colour: Green/Yellow
• Core Strands: 27/0.25 mm
• Length: 100 m
• European Harmonised Code: H07V-K
• Insulation Material: PVC
• Outer Diameter: 3.4 mm
• Voltage Rating: 750 V

9028401 1.5 mm²

RS PRO GREEN/YELLOW 4 MM²

HOOK UP WIRE, 50/0.3 MM, 100M,

Pack size: 100 x MTR

• Cross Sectional Area: 4 mm²

• Sheath Colour: Green/Yellow
• Core Strands: 50/0.3 mm
• Length: 100 m
• European Harmonised Code: H07V-K
• Insulation Material: PVC
• Outer Diameter: 4.8 mm
• Voltage Rating: 750 V

9028432 4 mm²

RS PRO 18W PLUG-IN AC/DC
ADAPTER 9V DC OUTPUT, 2A OUTPUT

Pack size: 1 x EA

• Adapter Type: Plug-In Adapter
• Plug Type: European, Interchangeable UK, US Plugtop
• Output Voltage: 9 V dc
• Input Voltage: 100 V ac, 110 V ac, 115 V ac, 120 V ac, 127 V

ac, 220 V ac, 230 V ac, 240 V ac
• Output Current: 2 A
• Maximum Temperature: +40 °C
• Output Connector: 2.1 x 5.5 x 12 mm Centre Positive
• Input Connector: Universal Plug

9032873 Plug-In Adapter

BALLUFF CIRCULAR CONNECTOR, 5
CONTACTS, M12 CONNECTOR,

Pack size: 1 x EA

• Number of Contacts: 5
• Connector Size: M12
• Plug/Socket: Socket
• Contact Gender: Female
• IP Rating: IP67
• Current Rating: 4 A
• Body Orientation: Straight
• Voltage Rating: 250 V ac/dc

9055080 5

EUROTHERM SOLID STATE RELAY, 16 A
LOAD, DIN RAIL MOUNT, 240 V LOAD,

Pack size: 1 x EA

• Maximum Load Current: 16 A
• Mounting Type: DIN Rail
• Maximum Load Voltage: 240 V
• Maximum Control Voltage: 32 V dc
• Minimum Control Voltage: 5 V dc
• Switching Type: DC
• Control Voltage Range: 5 → 32 V dc
• Terminal Type: Screw

9060903 16 A

EUROTHERM SOLID STATE RELAY, 25
A LOAD, DIN RAIL MOUNT, 240 V

Pack size: 1 x EA

• Maximum Load Current: 25 A
• Mounting Type: DIN Rail
• Maximum Load Voltage: 240 V
• Minimum Control Voltage: 5 V dc
• Maximum Control Voltage: 32 V dc
• Switching Type: DC
• Control Voltage Range: 5 → 32 V dc
• Terminal Type: Screw

9060907 25 A

RS PRO DARK BLUE 1 MM² HOOK UP
WIRE, 18 AWG, 32/0.2 MM, 100M,

Pack size: 100 x MTR

• Cross Sectional Area: 1 mm²

• Sheath Colour: Dark Blue
• American Wire Gauge: 18 AWG
• Cable Shape: Wire
• Core Strands: 32/0.2 mm
• Length: 100 m
• Insulation Material: PVC
• Voltage Rating: 1 kV

9062707 1 mm²

RS PRO SLIDE ON CABLE MARKER KIT,
BLACK, BLUE, BROWN, GREEN, GREY,

Pack size: 1 x KT

• Affixing Method: Slide On
• Legend: -, +, 0 → 9, Earth, L, N, Plain, R, S, T
• Minimum Cable Diameter: 3.5 mm
• Maximum Cable Diameter: 8 mm
• Colour: Black, Blue, Brown, Green, Grey, Orange, Red,

Violet, White, Yellow
• Quantity: 2700
• Printable: No
• Material: PVC

9140605 Slide On

RS PRO CAT5E ETHERNET CABLE,
U/UTP, PURPLE PVC SHEATH, 305M,

Pack size: 305 x MTR

• Length: 305 m
• LAN Category: Cat5e
• Terminated/Unterminated: Unterminated
• Sheath Colour: Purple
• Shield Type: U/UTP
• Shielded/Unshielded: Unshielded
• Outer Sheath Material: PVC
• Fire Behaviour: Low Smoke Zero Halogen (LSZH)

9164080 305 m

SCHNEIDER ELECTRIC 30 W MANUAL
STARTER

Pack size: 1 x EA

• Power Rating: 30 W
• Range: TeSys T
• Mounting Type: DIN Rail
• Series: TeSys T
• Better World Product: Yes
• Better World Verification: Green Premium
• Standards Met: ABS, ATEX, BV, CCC, CSA, CSA C22.2

No. 14, C-TICK, DNV, EAC, EN 60947-4-1, EN/IEC 60068,
EN/IEC 60068-2-30, EN/IEC 60070-2-11, EN/IEC 60695-2-
12, EN/IEC 60947-1, EN/IEC 60947-4-1, EN/IEC 61000-4-5,
GL, IACS E10, IEC 60947-4-1, KERI, LROS (Lloyds register

9176516 30 W

WEIDMULLER PRO ECO DIN RAIL
POWER SUPPLY, 85 → 264V AC AC,

Pack size: 1 x EA

• Output Voltage: 12 V dc
• Output Current: 10 A
• AC or DC Input Voltage: ac, dc
• AC or DC Output Voltage: dc
• Input Voltage: 85 → 264 V ac
• Power Rating: 120 W
• Electrical Phase: 1
• Number of Outputs: 1

9236536 12 V dc

WEIDMULLER PRO MAX SWITCH
MODE DIN RAIL POWER SUPPLY, 85 →

Pack size: 1 x EA

• Output Voltage: 24 V dc
• Output Current: 5 A
• AC or DC Input Voltage: ac, dc
• AC or DC Output Voltage: dc
• Input Voltage: 85 → 277 V ac
• Power Rating: 120 W
• Electrical Phase: 1
• Number of Outputs: 1

9236548 24 V dc
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