
Internal

Wind energy
Electronics 

twen.rs-online.com

RTWEnquiry@rs.rsgroup.com

0800  088  238



ELECTRONICS

RS PRO LC TO LC DUPLEX SINGLE
MODE OS1 FIBRE OPTIC CABLE,

Pack size: 1 x EA

• Connector 1: LC
• Length: 1 m
• Connector 2: LC
• Propagation Mode: Single Mode
• Terminated/Unterminated: Terminated
• Core Diameter: 9/125 µm
• Sheath Colour: Yellow
• Cable Construction: Duplex

135597 LC

NIPT TNC PLUG - RG58
CABLE,50OHM

Pack size: 1 x EA

• Coaxial Connector Type: TNC Connector
• Gender: Male
• Mounting Type: Cable Mount
• Impedance: 50 Ω
• Termination Method: Crimp, Solder
• Body Orientation: Straight
• Cable Type: RG58/U
• Body Plating: Nickel

136538 TNC Connector

RS PRO YELLOW LED INDICATOR
LAMP, 24V AC/DC, TELEPHONE SLIDE

Pack size: 1 x EA

• Voltage Rating: 24 V ac/dc
• Lamp Type: LED
• Light Output Colour: Yellow
• Intensity: 300 mcd
• Lamp Base: Telephone Slide
• Chip Type: Single Chip
• Diameter: 6.8 mm
• Length: 45 mm

204158 24 V ac/dc

RS PRO GREEN LED INDICATOR LAMP,
28V AC/DC, TELEPHONE SLIDE BASE,

Pack size: 1 x EA

• Voltage Rating: 28 V ac/dc
• Lamp Type: LED
• Light Output Colour: Green
• Intensity: 2100 mcd
• Lamp Base: Telephone Slide
• Chip Type: Single Chip
• Diameter: 6.8 mm
• Length: 45 mm

204170 28 V ac/dc

RS PRO WHITE LED INDICATOR LAMP,
24V AC/DC, E10 BASE, 10MM

Pack size: 1 x EA

• Voltage Rating: 24 V ac/dc
• Lamp Type: LED
• Light Output Colour: White
• Intensity: 2070 mcd
• Lamp Base: E10
• Chip Type: Single Chip
• Diameter: 10 mm
• Length: 25.25 mm

204710 24 V ac/dc

RS PRO RED LED INDICATOR LAMP,
28V DC, TELEPHONE SLIDE BASE,

Pack size: 1 x EA

• Voltage Rating: 28 V dc
• Lamp Type: LED
• Light Output Colour: Red
• Intensity: 45 mcd
• Lamp Base: Telephone Slide
• Chip Type: Multichip
• Diameter: 6.8 mm
• Length: 45 mm

205117 28 V dc

RS PRO WHITE LED INDICATOR LAMP,
6V AC/DC, E10 BASE, 10MM

Pack size: 1 x EA

• Voltage Rating: 6 V ac/dc
• Lamp Type: LED
• Light Output Colour: White
• Intensity: 2070 mcd
• Lamp Base: E10
• Chip Type: Single Chip
• Diameter: 10 mm
• Length: 25.25 mm

207523 6 V ac/dc

9 WAY M-M SUB-MIN D GENDER
CHANGER

Pack size: 1 x EA

• Converts From Gender: Male
• Converts From Type: 9 Way D-Sub
• Converts To Gender: Male
• Converts To Type: 9 Way D-Sub

218239 Male

RS PRO WHITE LED INDICATOR LAMP,
28V AC/DC, MIDGET GROOVE BASE,

Pack size: 1 x EA

• Voltage Rating: 28 V ac/dc
• Lamp Type: LED
• Light Output Colour: White
• Intensity: 2070 mcd
• Lamp Base: Midget Groove
• Chip Type: Single Chip
• Diameter: 6 mm
• Length: 16 mm

225975 28 V ac/dc

PFANNENBERG PF 66.000 SERIES
FILTER FAN, 230 V AC, AC

Pack size: 1 x EA

• Unimpeded Air Flow: 1741 m³/h
• Noise Level: 63 dB
• Filtered Air Flow: 640 m³/h
• Input Current: 660 mA
• Input Power Rating: 150 W
• AC or DC Operation: AC
• Face Dimensions: 320 x 320 mm
• Installation Depth: 150 mm

250933 1741 m³/h

PFANNENBERG PF 43.000 SERIES
FILTER FAN, 230 V AC, AC

Pack size: 1 x EA

• Unimpeded Air Flow: 380.8 m³/h
• Noise Level: 42 dB
• Filtered Air Flow: 256 m³/h
• Input Current: 320 mA
• Input Power Rating: 45 W
• AC or DC Operation: AC
• Face Dimensions: 252 x 252 mm
• Installation Depth: 113 mm

251065 380.8 m³/h

BLU 2P+E TRAILING SKT 2M LEAD,16A
230V

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Socket
• Pole Format: 2P + E
• Voltage Rating: 200 → 250 V
• Mounting Type: Surface Mount
• IP Rating: IP44
• Colour: Blue

410163 16 A

SCAME, BLOCK 3 IP44 RED WALL
MOUNT 2P + E RCD INDUSTRIAL

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Socket
• Pole Format: 2P + E
• Voltage Rating: 230 V
• Mounting Type: Wall Mount
• Gender: Female
• Termination Method: Pre-Wired
• Series: Block 3

410179 16 A

SCAME BLUE SOCKET, RATED AT 32A,
346 → 415 V

Pack size: 1 x EA

• Current Rating: 32 A
• Plug/Socket: Socket
• Pole Format: 3P + N + E
• Voltage Rating: 346 → 415 V
• IP Rating: IP67
• Colour: Blue

410353 32 A

CAT 6 SHIELDED TOOL & DIE

Pack size: 1 x EA

• Crimp Connector Type: RJ45 Cat 6 Shielded Plug
• Crimp Tool Type: Crimping Tool
• Operation: Hand
• Ratcheting: Yes

413415 RJ45 Cat 6

RS PRO 10A T CERAMIC CARTRIDGE
FUSE, 6.3 X 32MM

Pack size: 10 x EA

• Current Rating: 10 A
• Fuse Size: 6.3 x 32 mm
• Fuse Speed: T
• Voltage Rating: 500 V ac
• Body Material: Ceramic
• UL Class: UL 248-13

414061 10 A
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BE YOUR FIRST CHOICE

SIBA 160A NH FUSE, NH00, 500V AC

Pack size: 3 x EA

• Current Rating: 160 A
• Fuse Size: NH00
• Voltage Rating: 500 V ac
• Fuse Standard: IEC 60269-2-1
• Application Category: gG
• Tag Width: 6 mm
• High Rupture Capacity: Yes
• Overall Length: 78 mm

421744 160 A

RS PRO CRIMP DIE SET, TERMINAL

Pack size: 1 x EA

• Crimp Connector Type: Terminal
• Maximum Wire Size (mm²): 16 mm²

• Terminal Insulation: Uninsulated
• Series: D36

445908 Terminal

AMPLIMITE HDP-20 D-SUB CABLE
SOCKET,9WAY

Pack size: 1 x EA

• Number of Contacts: 9
• Gender: Female
• Body Orientation: Straight
• Mounting Type: Cable Mount
• Termination Method: Crimp
• Current Rating: 3.7 A
• Housing Material: Steel
• Voltage Rating: 250 V ac

446737 9

WHITE INSUL BOOTLACE
FERRULE,0.5MMSQ.

Pack size: 100 x EA

• Maximum Wire Size (mm²): 0.5 mm²

• Pin Diameter: 1.3 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: White
• Pin Length: 8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 22 AWG

458689 0.5 mm²

BLUE INSUL BOOTLACE FERRULE,8MM
PIN

Pack size: 100 x EA

• Maximum Wire Size (mm²): 0.75 mm²

• Pin Diameter: 1.5 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Blue
• Pin Length: 8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 20 AWG

458695 0.75 mm²

RED INSUL BOOTLACE
FERRULE,8MMPIN 1MMSQ.

Pack size: 100 x EA

• Maximum Wire Size (mm²): 1 mm²

• Pin Diameter: 1.7 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Red
• Pin Length: 8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 18 AWG

458702 1 mm²

RS PRO INSULATED CRIMP BOOTLACE
FERRULE, 8MM PIN LENGTH, 2MM PIN

Pack size: 100 x EA

• Maximum Wire Size (mm²): 1.5 mm²

• Pin Diameter: 2 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Black
• Pin Length: 8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 16 AWG

458718 1.5 mm²

GREY INSULATED BOOTLACE
FERRULE,8MM PIN

Pack size: 100 x EA

• Maximum Wire Size (mm²): 2.5 mm²

• Pin Diameter: 2.6 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Grey
• Pin Length: 8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 14 AWG

458724 2.5 mm²

OR INSULATED BOOTLACE
FERRULE,12MM PIN

Pack size: 100 x EA

• Maximum Wire Size (mm²): 4 mm²

• Pin Diameter: 3.2 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Orange
• Pin Length: 12 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 12 AWG

458730 4 mm²

WHITE INSULATED BOOTLACE
FERRULE,8MM PIN

Pack size: 100 x EA

• Maximum Wire Size (mm²): 0.75 mm²

• Pin Diameter: 1.5 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: White
• Pin Length: 8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 20 AWG

458752 0.75 mm²

BLUE INSULATED BOOTLACE
FERRULE,8MM PIN

Pack size: 100 x EA

• Maximum Wire Size (mm²): 2.5 mm²

• Pin Diameter: 2.6 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Blue
• Pin Length: 8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 14 AWG

458780 2.5 mm²

GRN INSULATED BOOTLACE
FERRULE,12MM PIN

Pack size: 100 x EA

• Maximum Wire Size (mm²): 6 mm²

• Pin Diameter: 3.9 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Green
• Pin Length: 12 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 10 AWG

458897 6 mm²

MENNEKES IP67 RED WALL MOUNT 5P
RIGHT ANGLE SOCKET, RATED AT

Pack size: 1 x EA

• Current Rating: 63 A
• Plug/Socket: Socket
• Pole Format: 3P + N + E
• Voltage Rating: 415 V
• Mounting Type: Wall Mount
• Gender: Female
• Body Orientation: Right Angle
• IP Rating: IP67

465536 63 A

MENNEKES SWITCHABLE IP67
INDUSTRIAL INTERLOCK SOCKET

Pack size: 1 x EA

• Plug/Socket: Socket
• Pole Format: 3PN+E
• Switchable: Yes
• Colour: Red
• IP Rating: IP67
• Voltage Rating: 400 V
• Current Rating: 63 A
• Body Orientation: Straight

465564 Socket

RS PRO FEMALE CRIMP D-SUB
CONNECTOR CONTACT, GOLD OVER

Pack size: 10 x EA

• Gender: Female
• Wire Size: 24 → 20 AWG
• Contact Material: Copper Alloy
• Contact Plating: Gold over Nickel
• Termination Method: Crimp
• Contact Type: Socket
• Current Rating: 5 A
• Maximum Wire Size (AWG): 20 AWG

481156 Female

MENNEKES SWITCHABLE IP44
INDUSTRIAL INTERLOCK SOCKET

Pack size: 1 x EA

• Plug/Socket: Socket
• Pole Format: 2P+E
• Switchable: Yes
• Colour: Blue
• IP Rating: IP44
• Voltage Rating: 230 V
• Current Rating: 16 A
• Body Orientation: Straight

490403 Socket
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ELECTRONICS

RS PRO 500VA 1 OUTPUT CHASSIS
MOUNTING TRANSFORMER, 230V AC

Pack size: 1 x EA

• Primary Voltage Rating: 230 V ac, 245 V ac, 400 V ac,
415 V ac

• Secondary Voltage Rating: 230 V ac
• Power Rating: 500 VA
• Number of Outputs: 1
• Mounting Type: Panel
• Length: 120 mm
• Width: 143 mm
• Depth: 130 mm

504228 230 V ac, 245 V

M8 HD RING CRIMP
TERMINAL,16SQ.MM WIRE

Pack size: 10 x EA

• Insulation: Uninsulated
• Inner Ring Diameter: 8.4 mm
• Maximum Wire Size (mm²): 16 mm²

• Stud Size: M8
• Contact Plating: Tin
• Contact Material: Copper
• Overall Length: 30.7 mm

531059 Uninsulated

M10 HD RING CRIMP
TERMINAL,50SQ.MM WIRE

Pack size: 10 x EA

• Insulation: Uninsulated
• Inner Ring Diameter: 10.4 mm
• Maximum Wire Size (mm²): 50 mm²

• Stud Size: M10
• Contact Plating: Tin
• Contact Material: Copper
• Overall Length: 43.2 mm

531891 Uninsulated

RED CRIMP SHROUDED RECEPTACLE,
6.3/0.8MM

Pack size: 100 x EA

• Type: Receptacle
• Minimum Wire Size (mm²): 0.5 mm²

• Gender: Female
• Maximum Wire Size (mm²): 1.5 mm²

• Tab Size: 6.3 x 0.8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 16 AWG
• Minimum Wire Size (AWG): 22 AWG

534351 Receptacle

RS PRO INSULATED RING TERMINAL,
M6 STUD SIZE, 2.5MM² TO 6MM²

Pack size: 100 x EA

• Insulation: Insulated
• Insulation Material: PVC
• Outer Ring Diameter: 11 mm
• Inner Ring Diameter: 6.35 mm
• Maximum Wire Size (mm²): 6 mm²

• Minimum Wire Size (mm²): 2.5 mm²

• Maximum Wire Size (AWG): 10 AWG
• Minimum Wire Size (AWG): 12 AWG

534430 Insulated

BLUE M6 CRIMP SPADE TERMINAL1.5-
2.5SQ.MM

Pack size: 100 x EA

• Insulation: Insulated
• Width: 11 mm
• Insulation Material: Vinyl
• Minimum Wire Size (mm²): 1.5 mm²

• Maximum Wire Size (mm²): 2.5 mm²

• Minimum Wire Size (AWG): 16 AWG
• Maximum Wire Size (AWG): 14 AWG
• Stud Size: M6

534604 Insulated

BLUE CRIMP FEMALE
RECEPTACLE,0.25IN/B

Pack size: 100 x EA

• Type: Receptacle
• Minimum Wire Size (mm²): 1.5 mm²

• Gender: Female
• Maximum Wire Size (mm²): 2.5 mm²

• Tab Size: 6.3 x 0.8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 14 AWG
• Minimum Wire Size (AWG): 16 AWG

534698 Receptacle

RS PRO CAT6 MALE RJ45 TO MALE
RJ45 ETHERNET CABLE, U/UTP, BLUE

Pack size: 1 x EA

• Length: 10 m
• LAN Category: Cat6
• Terminated/Unterminated: Terminated
• Sheath Colour: Blue
• Connector 1: RJ45
• Shield Type: U/UTP
• Connector 2: RJ45
• Shielded/Unshielded: Unshielded

556291 10 m

RS PRO CAT3 25 PORT RJ45 VOICE
PATCH PANEL UTP 1U BLACK

Pack size: 1 x EA

• LAN Category: Cat3
• Number of Ports: 25
• Interface Type: RJ45
• Shield Type: UTP
• Rack Height: 1 U
• Height: 44.4 mm
• Width: 483 mm
• Depth: 115 mm

557266 Cat3

RS PRO 1.6A T GLASS CARTRIDGE
FUSE, 5 X 20MM

Pack size: 10 x EA

• Current Rating: 1.6 A
• Fuse Size: 5 x 20 mm
• Fuse Speed: T
• Voltage Rating: 250 V ac
• Body Material: Glass

563728 1.6 A

8 WAY RJ45 TO 9 WAY D PLUG DATA
ADAPTOR

Pack size: 1 x EA

• Converts From Gender: Male
• Converts From Type: 9 Way D-Sub
• Converts To Gender: Female
• Converts To Type: RJ45

818693 Male

8 WAY RJ45 TO 9 WAY D SKT DATA
ADAPTOR

Pack size: 1 x EA

• Converts From Gender: Female
• Converts From Type: 9 Way D-Sub
• Converts To Gender: Female
• Converts To Type: RJ45

818700 Female

PLUG GUARD

Pack size: 1 x EA

• Accessory Type: Plug
• For Use With: Plug

1115502 Plug

MENNEKES YELLOW INDUSTRIAL
POWER, 110 → 130 V

Pack size: 1 x EA

• Number of Sockets: 3
• Voltage Rating: 110 → 130 V
• Colour: Yellow

1115530 3

16A3P 6H230V WALL MOUNT
RECEPTACLE IP67

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Socket
• Pole Format: 3P
• Voltage Rating: 230 V
• Mounting Type: Wall Mount
• IP Rating: IP67
• Colour: Blue
• Gender: Female

1115535 16 A

D-SUB CONTACT INSERT SHELL SIZE 1

Pack size: 10 x EA

• Converts From Gender: Male
• Converts From Type: 9 Way D-Sub
• Converts To Gender: Male
• Converts To Type: 9 Way D-Sub

1116137 Male
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BE YOUR FIRST CHOICE

PHOENIX CONTACT MALE 9 PIN D-SUB
TO FEMALE 9 PIN D-SUB SERIAL

Pack size: 1 x EA

• Connector 1: 9 Pin D-sub
• Connector 2: 9 Pin D-sub
• Connector 1 Gender: Male
• Connector 2 Gender: Female
• Length: 5 m
• Sheath Colour: Grey
• Standards Met: EAC Approval
• Voltage Rating: 125 V

1116151 9 Pin D-sub

D-SUB CONTACT INSERT SHELL SIZE 1

Pack size: 10 x EA

• Converts From Gender: Female
• Converts From Type: 9 Way D-Sub
• Converts To Gender: Female
• Converts To Type: 9 Way D-Sub

1116160 Female

HIRSCHMANN CIRCULAR
CONNECTOR, 3 + PE CONTACTS,

Pack size: 1 x EA

• Number of Contacts: 4
• Mounting Type: Flange Mount
• Plug/Socket: Socket
• Contact Gender: Female
• Termination Method: Screw
• IP Rating: IP67
• Current Rating: 16.0 A
• Body Orientation: Straight

1151935 4

OPTRONICS 2.5MM FOAM CLEANING
BUDS

Pack size: 1 x EA

• Cleaner Type: Buds
• Application: End Connector, Inside Enclosure
• Package Type: Pack
• Package Size: 100 pcs
• Size: 2.5 mm

1214193 Buds

FUJIKURA FIBRE OPTIC CLEANING
PEN

Pack size: 1 x EA

• Cleaner Type: Pen
• Application: FC Connector, SC Connector, ST

Connector
• Package Type: Pen
• Size: 2.5 mm

1214195 Pen

FUJIKURA FIBRE OPTIC CLEANING
PEN

Pack size: 1 x EA

• Cleaner Type: Pen
• Application: LC Connector, MU Connector
• Package Type: Pen
• Size: 1.25 mm

1214196 Pen

ETHERCON CAT6A CABLE
CONNECTOR NICKEL

Pack size: 1 x EA

• Accessory Type: CAT6A Cable Connector
• For Use With: etherCON Connectors
• Series: etherCON

1216995 CAT6A Cable

ETHERCON CAT6A D SHAPE
FEEDTHROUGH

Pack size: 1 x EA

• Accessory Type: CAT6A D shape Connector
• For Use With: etherCON Connectors
• Series: etherCON

1216997 CAT6A D shape

RS PRO HAND RATCHETING
CRIMPING TOOL FOR BOOTLACE

Pack size: 1 x EA

• Crimp Connector Type: Bootlace Ferrule
• Crimp Tool Type: Crimping Tool
• Operation: Hand
• Ratcheting: Yes
• Overall Length: 176 mm

1221790 Bootlace Ferrule

RS PRO HAND RATCHETING
CRIMPING TOOL FOR BOOTLACE

Pack size: 1 x EA

• Crimp Connector Type: Bootlace Ferrule
• Crimp Tool Type: Crimping Tool
• Operation: Hand
• Ratcheting: Yes
• Overall Length: 176 mm

1221791 Bootlace Ferrule

ROSENBERGER STRAIGHT 50Ω RF
ADAPTER TNC SOCKET TO TNC

Pack size: 1 x EA

• Adapter Type A: TNC
• Adapter Type B: TNC
• Gender A: Female
• Gender B: Female
• Impedance: 50 Ω
• Body Orientation: Straight
• Operating Frequency: 10 GHz
• Contact Plating: Gold

1222180 TNC

QUICK ACTING FUSE KIT

Pack size: 1 x EA

• Fuse Type: Non-Resettable
• Kit Includes: FSF fuses

1223327 Non-Resettable

FUSE KIT

Pack size: 1 x EA

• Fuse Type: Non-Resettable
• Kit Includes: FST fuses

1223333 Non-Resettable

GERMAN BOOTLACE FERRULE,
GREEN, 16MM SQ

Pack size: 100 x EA

• Maximum Wire Size (mm²): 16 mm²

• Pin Diameter: 5.8 mm
• Insulation Material: PP
• Number of Entries: 1
• Colour: Green
• Pin Length: 12 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 6 AWG

1225204 16 mm²

BOOTLACE FERRULE, UNINSULATED,
0.5MM SQ

Pack size: 100 x EA

• Maximum Wire Size (mm²): 0.5 mm²

• Pin Diameter: 1 mm
• Number of Entries: 1
• Pin Length: 10 mm
• Insulation: Uninsulated
• Maximum Wire Size (AWG): 20 AWG
• Overall Length: 10 mm
• Series: WE

1225213 0.5 mm²

RS PRO 3.3KVA SITE TRANSFORMER,
230V AC PRIMARY, 110 (55V

Pack size: 1 x EA

• Primary Voltage Rating: 230 V ac
• Secondary Voltage Rating: 110 (55V-0V-55V) V
• Power Rating: 3.3 kVA
• Output Current: 2 x 16 A
• Plug Type: BS 1363
• Socket Type: BS EN 60309
• Weight: 18 kg
• Length: 195 mm

1226705 230 V ac
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ELECTRONICS

RS PRO 2.25KVA SITE TRANSFORMER,
230V AC PRIMARY, 110 (55V

Pack size: 1 x EA

• Primary Voltage Rating: 230 V ac
• Secondary Voltage Rating: 110 (55V-0V-55V) V
• Power Rating: 2.25 kVA
• Output Current: 2 x 16 A
• Plug Type: BS 1363
• Socket Type: BS EN 60309
• Weight: 16 kg
• Length: 195 mm

1226711 230 V ac

RS PRO 3.3KVA SITE TRANSFORMER,
110V PRIMARY, 230V SECONDARY, 2

Pack size: 1 x EA

• Primary Voltage Rating: 110 V
• Secondary Voltage Rating: 230 V
• Power Rating: 3.3 kVA
• Output Current: 2 x 16 A
• Plug Type: BS EN 60309
• Socket Type: BS EN 60309
• Weight: 18 kg
• Length: 195 mm

1226712 110 V

RS PRO 3KVA SITE TRANSFORMER,
230V AC PRIMARY, 110 (55V

Pack size: 1 x EA

• Primary Voltage Rating: 230 V ac
• Secondary Voltage Rating: 110 (55V-0V-55V) V
• Power Rating: 3 kVA
• Output Current: 1 x 16 A, 1 x 32 A
• Plug Type: BS 1363
• Socket Type: BS EN 60309
• Weight: 18 kg
• Length: 195 mm

1226716 230 V ac

UNIVERSAL TRANSFORMER 250VA
2X115V

Pack size: 1 x EA

• Primary Voltage Rating: 208 V ac, 230 V ac, 380 V ac,
400 V ac, 415 V ac, 440 V ac, 460 V ac, 480 V ac, 500 V
ac, 525 V ac, 550 V ac, 575 V ac, 600 V ac

• Secondary Voltage Rating: 2x115 V ac
• Power Rating: 250 VA
• Mounting Type: DIN Rail
• Length: 96 mm
• Width: 102 mm
• Depth: 110 mm
• Dimensions: 96 x 102 x 110 mm

1232501 208 V ac, 230 V

RS PRO 400VA CHASSIS MOUNTING
TRANSFORMER, 2 X 115V AC

Pack size: 1 x EA

• Primary Voltage Rating: 208 V ac, 230 V ac, 380 V ac,
400 V ac, 415 V ac, 440 V ac, 460 V ac, 480 V ac, 500 V
ac, 525 V ac, 550 V ac, 575 V ac, 600 V ac

• Secondary Voltage Rating: 2 x 115 V ac
• Power Rating: 400 VA
• Mounting Type: Screw Mount
• Length: 120 mm
• Width: 104 mm
• Depth: 118 mm
• Dimensions: 104 x 120 x 118 mm

1232502 208 V ac, 230 V

RS PRO 750VA SITE TRANSFORMER,
230V AC PRIMARY, 230V

Pack size: 1 x EA

• Primary Voltage Rating: 230 V ac
• Secondary Voltage Rating: 230 V
• Power Rating: 750 VA
• Plug Type: SCHUKO
• Socket Type: Schuko
• Weight: 12 kg
• Length: 195 mm
• Width: 195 mm

1237383 230 V ac

RS PRO 1.0KVA SITE TRANSFORMER,
230V AC PRIMARY, 110V SECONDARY

Pack size: 1 x EA

• Primary Voltage Rating: 230 V ac
• Secondary Voltage Rating: 110 V
• Power Rating: 1.0 kVA
• Plug Type: BS 1363
• Socket Type: BS EN 60309
• Weight: 11 kg
• Length: 195 mm
• Width: 195 mm

1237384 230 V ac

SIRETTA QUARTZ-LITE-W21-UMTS(EU)
4G LTE, 1 X SIM, 2 X LAN PORTS

Pack size: 1 x EA

• Router Type: Modem Router
• Wireless Connectivity: 4G LTE
• Model: QUARTZ-LITE-W21-UMTS(EU)
• Network Speed: 150 Mbit/s
• Wireless Data Rate: 150 Mbit/s
• WiFi Standard: 802.11 b/g/n
• WiFi Band: 0.9 GHz, 2.1 GHz
• Dimensions: 73.5 x 103 x 23.5 mm

1248858 Modem Router

RS PRO YELLOW INSULATED FEMALE
SPADE CONNECTOR, RECEPTACLE,

Pack size: 100 x EA

• Type: Receptacle
• Minimum Wire Size (mm²): 4 mm²

• Gender: Female
• Maximum Wire Size (mm²): 6 mm²

• Tab Size: 6.35 x 0.8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 10 AWG
• Minimum Wire Size (AWG): 12 AWG

1251948 Receptacle

CRIMP TAB TERMINAL, 6.35MM, 16-14
AWG

Pack size: 100 x EA

• Type: Tab
• Minimum Wire Size (mm²): 1.5 mm²

• Gender: Male
• Maximum Wire Size (mm²): 2.5 mm²

• Tab Width: 6.35 mm
• Tab Size: 6.35 x 0.8 mm
• Tab Thickness: 0.8 mm
• Insulation: Insulated

1251953 Tab

RS PRO YELLOW INSULATED MALE
SPADE CONNECTOR, TAB, 6.35 X

Pack size: 100 x EA

• Type: Tab
• Gender: Male
• Minimum Wire Size (mm²): 4 mm²

• Maximum Wire Size (mm²): 6 mm²

• Tab Size: 6.35 x 0.8 mm
• Tab Width: 6.35 mm
• Tab Thickness: 0.8 mm
• Insulation: Insulated

1251954 Tab

SCAME IP44 RED CABLE MOUNT 3P +
N + E INDUSTRIAL POWER PLUG,

Pack size: 1 x EA

• Current Rating: 64 A
• Plug/Socket: Plug
• Pole Format: 3P + N + E
• Voltage Rating: 415 V
• Mounting Type: Cable Mount
• IP Rating: IP44
• Colour: Red
• Gender: Male

1254438 64 A

SCAME IP44 RED CABLE MOUNT 3P +
N + E INDUSTRIAL POWER SOCKET,

Pack size: 1 x EA

• Current Rating: 64 A
• Plug/Socket: Socket
• Pole Format: 3P + N + E
• Voltage Rating: 415 V
• Mounting Type: Cable Mount
• IP Rating: IP44
• Colour: Red
• Gender: Female

1254442 64 A

4G/GSM/868MHZ OMNI ANTENNA
WALL MOUNT

Pack size: 1 x EA

• RF Protocols: 2G (GSM/GPRS), 3G (UTMS), 4G (LTE),
ISM Band

• Frequency Range: 1710 → 2700 MHz, 680 → 960 MHz
• Antenna Physical Form: Rod
• Antenna Mounting Type: Wall/Pole
• Gain: 6 dBi
• Antenna Directivity: Omnidirectional
• Lead Length: 3 m

1258198 2G (GSM/GPRS),

ABB, EASY & SAFE IP67 RED WALL
MOUNT 3P + N + E RIGHT ANGLE

Pack size: 1 x EA

• Current Rating: 32 A
• Plug/Socket: Plug
• Pole Format: 3P + N + E
• Voltage Rating: 415 V
• Mounting Type: Wall Mount
• IP Rating: IP67
• Colour: Red
• Gender: Male

1358556 32 A

HARTING HINGED FRAME, HAN-
MODULAR SERIES , FOR USE WITH

Pack size: 1 x EA

• Accessory Type: Hinged Frame
• Series: Han-Modular
• For Use With: Han Modular 6 Module A-F

1361443 Hinged Frame
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BE YOUR FIRST CHOICE

LEGRAND IP67 RED CABLE MOUNT 3P
+ N + E INDUSTRIAL POWER PLUG,

Pack size: 1 x EA

• Current Rating: 64 A
• Plug/Socket: Plug
• Pole Format: 3P + N + E
• Voltage Rating: 415 V
• Mounting Type: Cable Mount
• IP Rating: IP67
• Colour: Red
• Gender: Male

1361467 64 A

CRIMP,TUBULAR END
SLEEVE,BLUE,2.50MM2

Pack size: 500 x EA

• Maximum Wire Size (mm²): 2.5 mm²

• Pin Diameter: 2.2 mm
• Insulation Material: Plastic
• Number of Entries: 1
• Colour: Blue
• Pin Length: 8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 14 AWG

1361897 2.5 mm²

CRIMP,TUBULAR END
SLEEVE,GREY,0.75MM2

Pack size: 500 x EA

• Maximum Wire Size (mm²): 0.75 mm²

• Pin Diameter: 1.2 mm
• Insulation Material: Plastic
• Number of Entries: 1
• Colour: Grey
• Pin Length: 8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 18 AWG

1361940 0.75 mm²

LEGRAND IP67 RED CABLE MOUNT 3P
+ N + E INDUSTRIAL POWER SOCKET,

Pack size: 1 x EA

• Current Rating: 125 A
• Plug/Socket: Socket
• Pole Format: 3P + N + E
• Voltage Rating: 415 V
• Mounting Type: Cable Mount
• IP Rating: IP67
• Colour: Red
• Gender: Female

1362726 125 A

BALS IP44 RED CABLE MOUNT 3P + N
+ E INDUSTRIAL POWER SOCKET,

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Socket
• Pole Format: 3P + N + E
• Voltage Rating: 415 V
• Mounting Type: Cable Mount
• IP Rating: IP44
• Colour: Red
• Body Orientation: Straight

1365686 16 A

32A 400V 5P CONNECTOR IP44 QC
MG

Pack size: 1 x EA

• Current Rating: 32 A
• Plug/Socket: Socket
• Pole Format: 3P + N + E
• Voltage Rating: 415 V
• Mounting Type: Cable Mount
• IP Rating: IP44
• Colour: Red
• Body Orientation: Straight

1365699 32 A

32A 400V 5P PLUG IP67 QC MG

Pack size: 1 x EA

• Current Rating: 32 A
• Plug/Socket: Plug
• Pole Format: 3P + N + E
• Voltage Rating: 415 V
• Mounting Type: Cable Mount
• IP Rating: IP67
• Colour: Red
• Gender: Male

1365715 32 A

HARTING HEAVY DUTY POWER
CONNECTOR MODULE, FEMALE, HAN-

Pack size: 1 x EA

• Gender: Female
• Series: Han-Modular
• Type: Han PE-Module
• Mounting Type: Cable Mount
• Range: Han
• Number of Contacts: 1
• Contact Material: Copper Alloy
• Body Orientation: Side Entry

1503921 Female

WJ FURSE COPPER ALLOY EARTH
CLAMP MAX. CONDUCTOR SIZE 26 X

Pack size: 10 x EA

• Clamp/Clip Type: Rod to Tape Clamp
• Nominal Rod Diameter: 12.7 mm
• Maximum Conductor Size: 26 x 12 mm
• Material: Copper Alloy

1532961 Rod to Tape

WJ FURSE COPPER ALLOY EARTH
CLAMP NOMINAL ROD DIA. 16MM

Pack size: 10 x EA

• Clamp/Clip Type: Rod to Cable Clamp
• Nominal Rod Diameter: 16 mm
• Material: Copper Alloy

1532963 Rod to Cable

BROWN INSULATED BOOTLACE
FERRULE,10MMSQ.

Pack size: 100 x EA

• Maximum Wire Size (mm²): 10 mm²

• Pin Diameter: 4.9 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Brown
• Pin Length: 12 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 7 AWG

1571244 10 mm²

IVORY INSULATED BOOTLACE
FERRULE,10SQ.MM

Pack size: 100 x EA

• Maximum Wire Size (mm²): 10 mm²

• Pin Diameter: 4.9 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Ivory
• Pin Length: 12 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 8 AWG

1573931 10 mm²

TRANSFORMER 400/230V 63VA

Pack size: 1 x EA

• Primary Voltage Rating: 380V ac, 400V ac, 420V ac
• Secondary Voltage Rating: 230 V ac
• Power Rating: 63 VA
• Mounting Type: DIN Rail
• Number of Outputs: 1
• Length: 78 mm
• Width: 88 mm
• Depth: 89 mm

1587429 380V ac, 400V

TE CONNECTIVITY 50Ω STRAIGHT
CABLE MOUNT, N CONNECTOR ,

Pack size: 25 x EA

• Gender: Female
• Coaxial Connector Type: N Connector
• Mounting Type: Cable Mount
• Impedance: 50 Ω
• Termination Method: Crimp
• Body Orientation: Straight
• Cable Type: RG213/U, RG8 A/U
• Operating Frequency: 0 to 11 GHz

1613770 Female

JST, GTR INSULATED CRIMP
BOOTLACE FERRULE, 8MM PIN

Pack size: 500 x EA

• Maximum Wire Size (mm²): 1 mm²

• Pin Diameter: 1.4 mm
• Insulation Material: PP
• Number of Entries: 1
• Colour: Yellow
• Pin Length: 8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 18 AWG

1617856 1 mm²

FIELD ASSEMBLY RJ45 PLUG MFP8
CAT.6A

Pack size: 1 x EA

• Ethernet Connector Type: RJ45 Connector
• Gender: Male
• LAN Category: Cat6a
• Mounting Type: Cable Mount
• Number of Ports: 1
• Number of Ways: 8
• Shield Type: Shielded
• Orientation: Straight

1618158 RJ45 Connector
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ELECTRONICS

AMJ MODULE K CAT.6A T568B

Pack size: 1 x EA

• Ethernet Connector Type: RJ45 Connector
• Gender: Female
• LAN Category: Cat6a
• Shield Type: Shielded
• Orientation: Straight
• Length: 17.9 mm
• Width: 44.3 mm
• Depth: 23.8 mm

1618164 RJ45 Connector

AMPHENOL ICC 9 WAY PANEL MOUNT
D-SUB CONNECTOR SOCKET

Pack size: 25 x EA

• Number of Contacts: 9
• Gender: Female
• Body Orientation: Straight
• Mounting Type: Panel Mount
• Termination Method: Screw Terminal
• Current Rating: 7.5 A
• Housing Material: Steel
• Voltage Rating: 300.0 V

1620511 9

TE CONNECTIVITY PIDG FASTON .187
BLUE INSULATED FEMALE SPADE

Pack size: 500 x EA

• Type: Receptacle
• Minimum Wire Size (mm²): 1.3 mm²

• Series: PIDG FASTON .187
• Gender: Female
• Maximum Wire Size (mm²): 2 mm²

• Tab Size: 4.8 x 0.8 mm
• Insulation: Insulated
• Minimum Wire Size (AWG): 16 AWG

1642676 Receptacle

AMPHENOL ICC 9 WAY PANEL MOUNT
D-SUB CONNECTOR PLUG

Pack size: 40 x EA

• Number of Contacts: 9
• Gender: Male
• Body Orientation: Straight
• Mounting Type: Panel Mount
• Termination Method: Screw Terminal
• Current Rating: 7.5 A
• Housing Material: Steel
• Voltage Rating: 300.0 V

1702600 9

HAN CONTACTS MALE 10A CRIMP
CONTACT MINIMUM WIRE SIZE 1MM²

Pack size: 100 x EA

• Series: Han Contacts
• Accessory Type: Crimp Contact
• For Use With: Heavy Duty Power Connector
• Range: Han CD, Han Com, Han D, Han DD, Han DDD,

Han Q, Han Quintax
• Voltage Rating: 250 V
• Current Rating: 10 A
• Minimum Wire Size (mm²): 1 mm²

• Gender: Male

1737418 Han Contacts

HARTING HEAVY DUTY POWER
CONNECTOR MODULE, 16A, MALE,

Pack size: 2 x EA

• Current Rating: 16 A
• Gender: Male
• Series: Han-Modular
• Type: Connector Module
• Voltage Rating: 400 V
• Range: Han EE Quick Lock
• Number of Contacts: 8

1737488 16 A

HAN CONTACTS MALE 10A CRIMP
CONTACT MINIMUM WIRE SIZE

Pack size: 100 x EA

• Series: Han Contacts
• Accessory Type: Crimp Contact
• For Use With: Heavy Duty Power Connector
• Range: Han CD, Han Com, Han D, Han DD, Han DDD,

Han Q, Han Quintax
• Voltage Rating: 250 V
• Current Rating: 10 A
• Minimum Wire Size (mm²): 2.5 mm²

• Gender: Male

1737511 Han Contacts

WICKMANN 7.5A BROWN BLADE CAR
FUSE, 32V DC

Pack size: 3000 x EA

• Current Rating: 7.5 A
• Fuse Type: Blade
• Blade Size: Mini
• Voltage Rating: 32 V dc
• Colour: Brown
• Length: 10.9 mm
• Width: 3.8 mm
• Height: 8.8 mm

1740225 7.5 A

WICKMANN 4A T CERAMIC
CARTRIDGE FUSE, 5 X 20MM

Pack size: 5 x EA

• Current Rating: 4 A
• Fuse Size: 5 x 20 mm
• Fuse Speed: T
• Voltage Rating: 400 V dc, 500 V ac
• Body Material: Ceramic
• Series: 477
• Fuse Standard: IEC 60127-2

1740634 4 A

FUSE - MINI 32VDC 7.5A 3000 PC

Pack size: 50 x EA

• Current Rating: 7.5 A
• Fuse Type: Blade
• Blade Size: Mini
• Voltage Rating: 32 V dc
• Colour: Brown
• Length: 10.9 mm
• Width: 3.8 mm
• Height: 8.8 mm

1740711 7.5 A

HAN 3A RJ45 10G CAT6 PLUG INSERT,
8P IDC

Pack size: 1 x EA

• Gender: Male
• Series: Han A
• Type: Connector Insert
• Termination Method: IDC
• Pole Format: 8P
• Mounting Type: Cable Mount
• Number of Contacts: 8
• Body Orientation: Straight

1751225 Male

HARTING HAN HPR HEAVY DUTY
POWER CONNECTOR HOOD, M20

Pack size: 10 x EA

• Series: Han HPR
• Type: Hood
• Thread Size: M20
• Mounting Type: Cable Mount
• Manufacturer Size Code: 3
• Body Orientation: Top Entry
• Termination Method: Screw

1751361 Han HPR

REVCONNECT 10GX CATEGORY 6A
UNSHIELDED J

Pack size: 24 x EA

• Ethernet Connector Type: RJ45 Connector
• Gender: Female
• LAN Category: Cat6a
• Number of Ports: 1
• Mounting Type: Cable Mount
• Shield Type: UTP
• Orientation: Straight
• Length: 16.25 mm

1763694 RJ45 Connector

RS PRO SPLICE CONNECTOR,
YELLOW, INSULATED 12 → 10 AWG, 4 →

Pack size: 100 x EA

• Minimum Wire Size (mm²): 4 mm²

• Wire Size: 12 → 10 AWG, 4 → 6 mm²

• Maximum Wire Size (mm²): 6 mm²

• Overall Length: 26.5 mm
• Diameter: 6.3 mm
• Minimum Wire Size (AWG): 12 AWG
• Insulation: Insulated
• Maximum Wire Size (AWG): 10 AWG

1787223 4 mm²

NYLON-INSULATED CORD END
TERMINALS (E SE

Pack size: 100 x EA

• Maximum Wire Size (mm²): 1 mm²

• Pin Diameter: 1.7 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Yellow
• Pin Length: 8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 18 AWG

1787301 1 mm²

NYLON-INSULATED CORD END
TERMINALS (E SE

Pack size: 100 x EA

• Maximum Wire Size (mm²): 1 mm²

• Pin Diameter: 1.7 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Red
• Pin Length: 10 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 18 AWG

1787302 1 mm²
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BE YOUR FIRST CHOICE

NYLON-INSULATED CORD END
TERMINALS (E SE

Pack size: 100 x EA

• Maximum Wire Size (mm²): 1 mm²

• Pin Diameter: 1.7 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Yellow
• Pin Length: 10 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 18 AWG

1787303 1 mm²

NYLON-INSULATED CORD END
TERMINALS (E SE

Pack size: 100 x EA

• Maximum Wire Size (mm²): 1.5 mm²

• Pin Diameter: 2 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Red
• Pin Length: 8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 16 AWG

1787308 1.5 mm²

RS PRO INSULATED CRIMP BOOTLACE
FERRULE, 12MM PIN LENGTH, 2MM

Pack size: 100 x EA

• Maximum Wire Size (mm²): 1.5 mm²

• Pin Diameter: 2 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Black
• Pin Length: 12 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 16 AWG

1787312 1.5 mm²

NYLON-INSULATED CORD END
TERMINALS (E SE

Pack size: 100 x EA

• Maximum Wire Size (mm²): 1.5 mm²

• Pin Diameter: 2 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Red
• Pin Length: 12 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 16 AWG

1787313 1.5 mm²

NYLON-INSULATED CORD END
TERMINALS (E SE

Pack size: 100 x EA

• Maximum Wire Size (mm²): 2.5 mm²

• Pin Diameter: 2.5 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Blue
• Pin Length: 12 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 14 AWG

1787317 2.5 mm²

NYLON-INSULATED CORD END
TERMINALS (E SE

Pack size: 100 x EA

• Maximum Wire Size (mm²): 4 mm²

• Pin Diameter: 3.2 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Grey
• Pin Length: 8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 12 AWG

1787319 4 mm²

NYLON-INSULATED CORD END
TERMINALS (E SE

Pack size: 100 x EA

• Maximum Wire Size (mm²): 6 mm²

• Pin Diameter: 3.9 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Green
• Pin Length: 10 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 10 AWG

1787324 6 mm²

NON-INSULATED CORD END
TERMINALS 6 A.W.G

Pack size: 100 x EA

• Maximum Wire Size (mm²): 16 mm²

• Pin Diameter: 6.2 mm, 7.2 mm
• Number of Entries: 1
• Pin Length: 12 mm
• Insulation: Uninsulated
• Maximum Wire Size (AWG): 6 AWG
• Overall Length: 12 mm

1787359 16 mm²

NYLON-INSULATED TWIN CORD END
TERMINALS

Pack size: 100 x EA

• Maximum Wire Size (mm²): 2 x 1.0 mm²

• Pin Diameter: 2.4 mm
• Insulation Material: Nylon
• Number of Entries: 2
• Colour: Red
• Pin Length: 10 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 2 x 18 AWG

1788740 2 x 1.0 mm²

NYLON-INSULATED TWIN CORD END
TERMINALS

Pack size: 100 x EA

• Maximum Wire Size (mm²): 2 x 1.5 mm²

• Pin Diameter: 2.6 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Black
• Pin Length: 12 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 2 x 16 AWG

1788742 2 x 1.5 mm²

MENNEKES SWITCHABLE IP67
INDUSTRIAL INTERLOCK SOCKET

Pack size: 1 x EA

• Plug/Socket: Socket
• Pole Format: 2P+E
• Switchable: Yes
• Colour: Yellow
• IP Rating: IP67
• Voltage Rating: 110 V
• Current Rating: 16 A
• Body Orientation: Straight

1844255 Socket

GREY 2ENTRY BOOTLACE
FERRULE,0.75SQ.MM

Pack size: 100 x EA

• Maximum Wire Size (mm²): 2 x 0.75 mm²

• Pin Diameter: 1.8 mm
• Insulation Material: Nylon
• Number of Entries: 2
• Colour: Grey
• Pin Length: 8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 2 x 20 AWG

1849654 2 x 0.75 mm²

STARTECH LC TO SC DUPLEX SINGLE
MODE OS1 FIBRE OPTIC CABLE,

Pack size: 1 x EA

• Connector 1: LC
• Length: 1 m
• Connector 2: SC
• Propagation Mode: Single Mode
• Terminated/Unterminated: Terminated
• Core Diameter: 9/125 µm
• Sheath Colour: Yellow
• Cable Construction: Duplex

1862019 LC

RS PRO 2-PORT RJ45 MODULAR
COUPLER, SHIELDED

Pack size: 1 x EA

• Type: Modular Coupler
• Interface Type: RJ45
• Number of Ports: 2
• Shield Type: Shielded
• Wiring Configuration: Straight Through
• Length: 18.54 mm
• Width: 21 mm
• Depth: 27.46 mm

1863111 Modular Coupler

HAN D FEMALE 10A CRIMP CONTACT
MINIMUM WIRE SIZE 2.5MM²

Pack size: 100 x EA

• Series: Han D
• Accessory Type: Crimp Contact
• For Use With: Heavy Duty Power Connector
• Range: Han CD, Han Com, Han D, Han DD, Han DDD,

Han Q, Han Quintax
• Voltage Rating: 250 V
• Current Rating: 10 A
• Minimum Wire Size (mm²): 2.5 mm²

• Gender: Female

1903374 Han D

TE CONNECTIVITY, XCT UNINSULATED
RING TERMINAL, 8MM STUD SIZE,

Pack size: 100 x EA

• Series: XCT
• Insulation: Uninsulated
• Inner Ring Diameter: 8.3 mm
• Maximum Wire Size (mm²): 16 mm²

• Minimum Wire Size (mm²): 16 mm²

• Minimum Wire Size (AWG): 5 AWG
• Maximum Wire Size (AWG): 5 AWG
• Stud Size: 8 mm

1903712 XCT
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ELECTRONICS

STARTECH.COM MALE CAT6 RJ45
CONNECTOR

Pack size: 1 x EA

• Ethernet Connector Type: RJ45 Connector
• Gender: Male
• LAN Category: Cat6
• Mounting Type: Cable Mount
• Number of Ports: 1
• Number of Ways: 8
• Connector Type: RJ45 Modular Plug
• Orientation: Straight

1929541 RJ45 Connector

STARTECH.COM CAT6 MALE RJ45 TO
MALE RJ45 ETHERNET CABLE, U/UTP,

Pack size: 1 x EA

• Length: 15 m
• LAN Category: Cat6
• Terminated/Unterminated: Terminated
• Sheath Colour: Yellow
• Connector 1: RJ45
• Shield Type: U/UTP
• Connector 2: RJ45
• Shielded/Unshielded: Unshielded

1929575 15 m

TNC STRAIGHT JACK CRIMP,
RG58C/U, LMR195

Pack size: 1 x EA

• Gender: Female
• Coaxial Connector Type: TNC Connector
• Mounting Type: Cable Mount
• Impedance: 50 Ω
• Termination Method: Crimp
• Body Orientation: Straight
• Cable Type: RG58 C/U
• Size: 31.8 x 14.3 mm

1938029 Female

RS PRO 50Ω STRAIGHT CABLE
MOUNT, TNC CONNECTOR , PLUG

Pack size: 1 x EA

• Gender: Male
• Coaxial Connector Type: TNC Connector
• Mounting Type: Cable Mount
• Impedance: 50 Ω
• Body Orientation: Straight
• Cable Type: RG213/U, RG214/U, RG393/U
• Size: 47 x 17.5 mm
• Operating Frequency: 0 to 11 GHz

1938192 Male

MECATRACTION, C UNINSULATED
TUBULAR RING TERMINAL, M12 STUD

Pack size: 2 x EA

• Series: C
• Insulation: Uninsulated
• Outer Ring Diameter: 37 mm
• Inner Ring Diameter: 12.8 mm
• Maximum Wire Size (mm²): 240 mm²

• Stud Size: M12
• Contact Plating: Tin
• Contact Material: Copper

2007086 C

RS PRO STRAIGHT FEMALE 5 WAY
M12 TO STRAIGHT MALE 5 WAY M12

Pack size: 1 x EA

• Connector 1: M12
• Connector 2: M12
• Connector 1 Gender: Female
• Connector 2 Gender: Male
• Connector 1 Number of Contacts: 5
• Connector 2 Number of Contacts: 5
• Connector 1 Orientation: Straight
• Connector 2 Orientation: Straight

2067654 M12

NYLON-INSULATED CORD END
(BOOTLACE FERRU

Pack size: 50 x EA

• Maximum Wire Size (mm²): 35 mm²

• Pin Diameter: 8.3 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Beige
• Pin Length: 18 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 2 AWG

2069703 35 mm²

NON-INSULATED CORD END
(BOOTLACE FERRULE

Pack size: 100 x EA

• Maximum Wire Size (mm²): 16 mm²

• Pin Diameter: 5.8 mm
• Number of Entries: 1
• Pin Length: 18 mm
• Insulation: Uninsulated
• Maximum Wire Size (AWG): 6 AWG
• Series: RS Pro

2069707 16 mm²

NON-INSULATED CORD END
(BOOTLACE FERRULE

Pack size: 100 x EA

• Maximum Wire Size (mm²): 35 mm²

• Pin Diameter: 8.3 mm
• Number of Entries: 1
• Pin Length: 18 mm
• Insulation: Uninsulated
• Maximum Wire Size (AWG): 2 AWG
• Series: RS Pro

2069711 35 mm²

NYLON-INSULATED TWIN CORD END
(BOOTLACE

Pack size: 100 x EA

• Maximum Wire Size (mm²): 2 x 2.5 mm²

• Pin Diameter: 2.9 mm
• Insulation Material: Nylon
• Number of Entries: 2
• Colour: Blue
• Pin Length: 12 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 2 x 14 AWG

2069717 2 x 2.5 mm²

RS PRO CIRCULAR CONNECTOR, 4
CONTACTS, CABLE MOUNTPLUG AND

Pack size: 1 x PR

• Number of Contacts: 4
• Mounting Type: Cable Mount
• Connector Size: Standard
• Plug/Socket: Plug, Socket
• Contact Gender: Female, Male
• Termination Method: Solder
• IP Rating: IP67
• Current Rating: 30 A

2072310 4

KEMET C4AF POLYPROPYLENE
CAPACITOR PP, 250V AC, 10%, 33ΜF

Pack size: 1 x EA

• Capacitance: 33 µF
• Voltage: 250 V ac
• Tolerance: 10 %
• Series: C4AF

2078839 33 µF

RS PRO INSULATED RING TERMINAL,
M8 STUD SIZE, 1.5MM² TO 2.5MM²

Pack size: 100 x EA

• Insulation: Insulated
• Insulation Material: PVC
• Outer Ring Diameter: 12 mm
• Inner Ring Diameter: 8.4 mm
• Minimum Wire Size (mm²): 1.5 mm²

• Maximum Wire Size (mm²): 2.5 mm²

• Maximum Wire Size (AWG): 14 AWG
• Minimum Wire Size (AWG): 16 AWG

2082509 Insulated

RS PRO 4 POLE M12 DIN, 4A, 250 V
IP67, SCREW LOCK, FEMALE, CABLE

Pack size: 1 x EA

• Number of Contacts: 4
• Gender: Female
• Mounting Type: Cable Mount
• Connector Size: M12
• Mating Type: Screw Lock
• Termination Method: Solder
• Body Orientation: Straight
• Current Rating: 4 A

2100236 4

UNINSULATED BOOTLACE
FERRULE,0.5SQ.MM

Pack size: 100 x EA

• Maximum Wire Size (mm²): 0.5 mm²

• Pin Diameter: 1.3 mm
• Number of Entries: 1
• Pin Length: 8 mm
• Insulation: Uninsulated
• Maximum Wire Size (AWG): 22 AWG
• Overall Length: 8 mm

2114252 0.5 mm²

RS PRO IP67 BLUE CABLE MOUNT 2P +
E INDUSTRIAL POWER PLUG, RATED

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Plug
• Pole Format: 2P + E
• Voltage Rating: 200 → 250 V
• Mounting Type: Cable Mount
• IP Rating: IP67
• Colour: Blue
• Body Orientation: Straight

2144105 16 A
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BE YOUR FIRST CHOICE

SOCKET 16A 2P+G 6H 240V       IP67

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Socket
• Pole Format: 2P + E
• Voltage Rating: 200 → 250 V
• Mounting Type: Cable Mount
• IP Rating: IP67
• Colour: Blue
• Body Orientation: Straight

2144202 16 A

CLIPSAL ELECTRICAL, 56 SERIES IP66
ORANGE CABLE MOUNT 3P + E

Pack size: 1 x EA

• Current Rating: 32 A
• Plug/Socket: Plug
• Pole Format: 3P + E
• Voltage Rating: 500 V
• Mounting Type: Cable Mount
• Body Orientation: Angled
• Series: 56 Series
• IP Rating: IP66

2150430 32 A

CIF DOUBLE SIDED ADHESIVE
SQUARE, 50MM X 25M

Pack size: 1 x EA

• Width: 50 mm
• Length: 25 m

2189191 50 mm

EAO GREEN MOMENTARY PUSH
BUTTON HEAD, IP65

Pack size: 1 x EA

• Push Button Colour: Green
• Push Button Actuation: Momentary
• IP Rating: IP65
• Mounting Type: Panel Mount
• Maximum Operating Temperature: +55 °C
• Minimum Operating Temperature: -20 °C

2194214 Green

MODULAR CRIMPER

Pack size: 1 x EA

• Crimp Tool Type: Crimping Tool
• Operation: Hand
• For Use With: Ethernet Cat5/5e/6/6a Cable, Telephone

Wire &amp; Coaxial Cable
• Ratcheting: Yes

2233263 Crimping Tool

YELLOW 2P+E IP67 POWER TOP
PLUG,16A 110V

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Plug
• Pole Format: 3P
• Voltage Rating: 110 V
• Mounting Type: Cable Mount
• IP Rating: IP67
• Colour: Yellow
• Gender: Male

2359966 16 A

MENNEKES, POWERTOP IP67 RED
CABLE MOUNT 3P + N + E INDUSTRIAL

Pack size: 1 x EA

• Current Rating: 32 A
• Plug/Socket: Plug
• Pole Format: 3P + N + E
• Voltage Rating: 415 V
• Mounting Type: Cable Mount
• Gender: Male
• Body Orientation: Straight
• Termination Method: Screw Terminal

2360023 32 A

MENNEKES, POWERTOP IP67 RED
CABLE MOUNT 3P + N + E INDUSTRIAL

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Plug
• Pole Format: 3P + N + E
• Voltage Rating: 415 V
• Mounting Type: Cable Mount
• Gender: Male
• Body Orientation: Straight
• Termination Method: Screw Terminal

2360045 16 A

YELLOW 2P+E IP67 POWER TOP
SKT,16A 110V

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Socket
• Pole Format: 3P
• Voltage Rating: 110 V
• Mounting Type: Cable Mount
• IP Rating: IP67
• Colour: Yellow
• Gender: Female

2360219 16 A

BLUE 3P IP67 POWER TOP
SOCKET,16A 230V

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Socket
• Pole Format: 3P
• Voltage Rating: 230 V
• Mounting Type: Cable Mount
• IP Rating: IP67
• Colour: Blue
• Gender: Female

2360253 16 A

MENNEKES, POWERTOP IP44 RED
CABLE MOUNT 3P + N + E INDUSTRIAL

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Socket
• Pole Format: 3P + N + E
• Voltage Rating: 415 V
• Mounting Type: Cable Mount
• Gender: Female
• Body Orientation: Straight
• Termination Method: Screw Terminal

2360382 16 A

RED 3PN+E IP67 POWER TOP
SOCKET,16A 400V

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Socket
• Pole Format: 3P + N + E
• Voltage Rating: 415 V
• Mounting Type: Cable Mount
• Gender: Female
• Body Orientation: Straight
• Termination Method: Screw Terminal

2360398 16 A

RED 3PN+E IP44 POWER TOP
SOCKET,32A 400V

Pack size: 1 x EA

• Current Rating: 32 A
• Plug/Socket: Socket
• Pole Format: 3P + N + E
• Voltage Rating: 415 V
• Mounting Type: Cable Mount
• Gender: Female
• Body Orientation: Straight
• Termination Method: Screw Terminal

2360405 32 A

MENNEKES, POWERTOP IP67 RED
CABLE MOUNT 3P + N + E INDUSTRIAL

Pack size: 1 x EA

• Current Rating: 32 A
• Plug/Socket: Socket
• Pole Format: 3P + N + E
• Voltage Rating: 415 V
• Mounting Type: Cable Mount
• Gender: Female
• Body Orientation: Straight
• Termination Method: Screw Terminal

2360427 32 A

RS PRO UNINSULATED RING
TERMINAL, M12 STUD SIZE TO 95MM²

Pack size: 10 x EA

• Insulation: Uninsulated
• Inner Ring Diameter: 12.7 mm
• Maximum Wire Size (mm²): 95 mm²

• Stud Size: M12
• Contact Plating: Tin
• Contact Material: Copper
• Overall Length: 53.2 mm

2414669 Uninsulated

RS PRO CRIMPING DIE SET, TERMINAL

Pack size: 1 x EA

• Crimp Connector Type: Terminal
• Minimum Wire Size (mm²): 120 mm²

• Maximum Wire Size (mm²): 150 mm²

• Terminal Insulation: Uninsulated

2414748 Terminal
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ELECTRONICS

PRESSMASTER KCC 2511 HAND
RATCHETING CRIMPING TOOL FOR

Pack size: 1 x EA

• Series: KCC 2511
• Crimp Tool Type: Crimping Tool
• Crimp Connector Type: Coaxial
• Operation: Hand
• Ratcheting: Yes

2418380 KCC 2511

9 WAY D SUB-MIN NULL MODEM
ADAPTOR

Pack size: 1 x EA

• Converts From Gender: Male
• Converts From Type: 9 Way D-Sub
• Converts To Gender: Female
• Converts To Type: 9 Way D-Sub

2430374 Male

TE CONNECTIVITY PIDG
INTRODUCTION SERVICE PIDG

Pack size: 1 x EA

• Type: PIDG Introduction Service
• Connector Type: PIDG Splices/Terminals, Plasti-Grip

Terminals
• Kit Contents: Case, Flanged Spade, Partition, PG Butt

Splice, PIDG Ring Tongue, PIDG Spade, SRS Line Splice
Connector, SRS PIDG Faton Receptacle, SRS PIDG
Piggyback Faston

2431052 PIDG

METAL FILM RESISTOR LAB KIT,0.6W

Pack size: 1 x EA

• Mounting Type: Through Hole
• Resistance Range: 1 Ω → 10 MΩ
• Series: LR1RS
• Number of Pieces: 20
• Resistance Tolerance: ±1 %
• Maximum Power Rating: 0.6 W

2476724 Through Hole

BLUE INSUL BOOTLACE
FERRULE,12MM PIN

Pack size: 100 x EA

• Maximum Wire Size (mm²): 0.75 mm²

• Pin Diameter: 1.5 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Blue
• Pin Length: 12 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 20 AWG

2503422 0.75 mm²

FRENCH FERRULE & CRIMP
TOOL,0.75-10SQ.MM

Pack size: 1 x EA

• Type: French Colour Coded
• Connector Type: Bootlace Ferrule
• Kit Contents: 0.5mm² → 10mm² Wire End Ferrules and

crimp tool
• Contact Plating: Tin
• Contact Material: Copper

2660288 French Colour

BEL-STEWART 940-SP MALE RJ45
CONNECTOR, 940-SP

Pack size: 5 x EA

• Ethernet Connector Type: RJ45 Connector
• Gender: Male
• Number of Ports: 1
• Mounting Type: Cable Mount
• Number of Ways: 8
• Shield Type: Shielded
• Orientation: Straight
• Depth: 34.16 mm

2904780 RJ45 Connector

RS PRO TELEPHONE SLIDE INDICATOR
LIGHT, CLEAR, 30 V, 40 MA, 5000H

Pack size: 5 x EA

• Voltage Rating: 30 V
• Lamp Base: Telephone Slide
• Current Rating: 40 mA
• Diameter: 6.8 mm
• Lamp Size: T6.8
• Length: 44 mm
• Lens Colour: Clear
• Luminosity: 3.6 lm

2945220 30 V

RADIALL 50Ω STRAIGHT CABLE
MOUNT, TNC CONNECTOR , PLUG

Pack size: 1 x EA

• Coaxial Connector Type: TNC Connector
• Gender: Male
• Mounting Type: Cable Mount
• Impedance: 50 Ω
• Termination Method: Clamp
• Body Orientation: Straight
• Cable Type: RG141, RG142, RG223, RG400, RG58
• Size: Standard

2958226 TNC Connector

2 CAVITY DIE HEAD TOOL,35-
50SQ.MM WIRE

Pack size: 1 x EA

• Series: PZ03
• Crimp Tool Type: Crimping Tool
• Crimp Connector Type: Bootlace Ferrule
• Operation: Hand
• Wire Size (mm²): 35 - 50 mm²

• Ratcheting: Yes

2972941 PZ03

AMPHENOL, MS3106A 7 WAY CABLE
MOUNT MIL SPEC CIRCULAR

Pack size: 1 x EA

• Number of Contacts: 7
• Contact Gender: Female
• Voltage Rating: 500 V ac, 700 V dc
• Shell Size: 16S
• Mounting Type: Cable Mount
• Military Standard: MIL-DTL-5015
• Termination Method: Solder
• Mating Type: Screw Coupling

2982471 7

AMPHENOL, MS3102A 7 WAY BOX
MOUNT MIL SPEC CIRCULAR

Pack size: 1 x EA

• Number of Contacts: 7
• Gender: Female
• Contact Gender: Male
• Voltage Rating: 500 V ac, 700 V dc
• Shell Size: 16S
• Mounting Type: Box Mount
• Military Standard: MIL-DTL-5015
• Termination Method: Solder

2982522 7

STRAIGHT MULTIPOLE CABLE
CLAMP,SIZE 16

Pack size: 1 x EA

• Cable Clip/Clamp Style: Cable Clamp
• Maximum Bundle Diameter: 14.27 mm
• Affixing Method: Screw
• Material: Aluminium Alloy
• Colour: Olive Drab
• Length: 23.37 mm
• Width: 28.45 mm
• Dimensions [L x W (x D)]: 23.37 x 28.45 mm

2982617 Cable Clamp

RED INSULATED BOOTLACE
FERRULE,35MMSQ.

Pack size: 25 x EA

• Maximum Wire Size (mm²): 35 mm²

• Pin Diameter: 8.7 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Red
• Pin Length: 25 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 2 AWG

3117870 35 mm²

GREEN INSULATED BOOTLACE
FERRULE,16SQ.MM

Pack size: 50 x EA

• Maximum Wire Size (mm²): 16 mm²

• Pin Diameter: 6.2 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Green
• Pin Length: 12 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 6 AWG

3117892 16 mm²

WHITE 2 ENTRY BOOTLACE
FERRULE,0.5SQ.MM

Pack size: 100 x EA

• Maximum Wire Size (mm²): 2 x 0.5 mm²

• Pin Diameter: 1.5 mm
• Insulation Material: Nylon
• Number of Entries: 2
• Colour: White
• Pin Length: 8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 2 x 22 AWG

3117971 2 x 0.5 mm²
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GRY 2 ENTRY BOOTLACE
FERRULE,4SQ.MM WIRE

Pack size: 100 x EA

• Maximum Wire Size (mm²): 2 x 4 mm²

• Pin Diameter: 3.8 mm
• Insulation Material: Nylon
• Number of Entries: 2
• Colour: Grey
• Pin Length: 12 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 2 x 12 AWG

3117993 2 x 4 mm²

YEL 2 ENTRY BOOTLACE
FERRULE,6SQ.MM WIRE

Pack size: 100 x EA

• Maximum Wire Size (mm²): 2 x 6 mm²

• Pin Diameter: 4.9 mm
• Insulation Material: Nylon
• Number of Entries: 2
• Colour: Yellow
• Pin Length: 14 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 2 x 10 AWG

3118003 2 x 6 mm²

BLUE 2 ENTRY BOOTLACE
FERRULE,16SQ.MM

Pack size: 50 x EA

• Maximum Wire Size (mm²): 2 x 16 mm²

• Pin Diameter: 8.7 mm
• Insulation Material: Nylon
• Number of Entries: 2
• Colour: Blue
• Pin Length: 14 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 2 x 6 AWG

3118025 2 x 16 mm²

HARTING HAND RATCHETING
CRIMPING TOOL FOR CRIMP

Pack size: 1 x EA

• Crimp Connector Type: Crimp Contact
• Crimp Tool Type: Crimping Tool
• Operation: Hand
• Ratcheting: Yes
• Overall Length: 255 mm

3136607 Crimp Contact

PHOENIX CONTACT 3.81MM PITCH 4
WAY PLUGGABLE TERMINAL BLOCK,

Pack size: 5 x EA

• Pluggable Terminal Block Type: Plug
• Number of Contacts: 4
• Pitch: 3.81 mm
• Series: FK-MCP 1.5/ 4-ST-3.81
• Number of Rows: 1
• Body Orientation: Straight
• Mounting Type: Cable Mount
• Termination Method: Spring Cage

3149827 Plug

PHOENIX CONTACT 3.81MM PITCH 2
WAY PLUGGABLE TERMINAL BLOCK,

Pack size: 5 x EA

• Pluggable Terminal Block Type: Plug
• Number of Contacts: 2
• Pitch: 3.81 mm
• Series: FK-MCP 1.5/ 2-ST-3.81
• Number of Rows: 1
• Body Orientation: Straight
• Mounting Type: Cable Mount
• Termination Method: Spring Cage

3149883 Plug

AUTOMOTIVE IGNITION SWITCH, 70 A
@ 12 V 4-WAY

Pack size: 1 x EA

• Number of Positions: 4
• Switch Operation: Off-Start
• Key Trapping: Yes
• Contact Current Rating: 70 A @ 12 V
• Application: Automotive
• Depth Behind Panel: 69 mm
• Voltage Rating (DC): 24 V

3254862 4

RS PRO MALE RJ45 CONNECTOR

Pack size: 100 x EA

• Gender: Male
• Ethernet Connector Type: RJ45 Connector
• Mounting Type: Cable Mount
• Number of Ways: 8P8C
• Shield Type: Unshielded
• Orientation: Straight
• Contact Material: Phosphor Bronze
• Contact Plating: Gold

3316386 Male

KNIPEX CRIMPING TOOL, 187 MM
OVERALL

Pack size: 1 x EA

• Overall Length: 187 mm

3368078 187 mm

KNIPEX CRIMPING TOOL, 180 MM
OVERALL

Pack size: 1 x EA

• Overall Length: 180 mm

3368179 180 mm

RS PRO RJ45 FEMALE COUPLER,
CAT5E, UTP

Pack size: 1 x EA

• Type: Coupler
• Interface Type: RJ45 Female
• LAN Category: Cat5e
• Shield Type: UTP
• Wiring Configuration: Straight Through
• Length: 17.3 mm
• Width: 16.3 mm
• Depth: 28 mm

3409624 Coupler

RS PRO RJ45 FEMALE COUPLER,
CAT5E, STP

Pack size: 1 x EA

• Type: Coupler
• Interface Type: RJ45 Female
• LAN Category: Cat5e
• Shield Type: STP
• Wiring Configuration: Straight Through
• Length: 18 mm
• Width: 17 mm
• Depth: 28.7 mm

3409630 Coupler

CARROLL & MEYNELL 1KVA
AUTOTRANSFORMER, 230V AC

Pack size: 1 x EA

• Primary Voltage Rating: 230 V ac
• Secondary Voltage Rating: 114.2 V ac
• Power Rating: 1 kVA
• Core Type: Bobbin
• Length: 205 mm
• Width: 260 mm
• Dimensions: 205 x 195 x 260 mm
• Depth: 190 mm

3476652 230 V ac

HIRSCHMANN CIRCULAR
CONNECTOR, 3 + PE CONTACTS,

Pack size: 1 x EA

• Number of Contacts: 4
• Mounting Type: Cable Mount
• Connector Size: M22
• Plug/Socket: Plug
• Contact Gender: Male
• Termination Method: Screw
• IP Rating: IP67
• Current Rating: 16 A

3594384 4

6 WAY NICKEL FINISH XLR CABLE
MOUNT SKT

Pack size: 1 x EA

• Number of Contacts: 6
• Gender: Female
• Mounting Type: Cable Mount
• Body Orientation: Straight
• Contact Plating: Silver over Nickel
• Housing Material: Zinc
• Current Rating: 7.5 A
• Voltage Rating: 50 V

3646283 6

RED IP67 3PN+E SWITCHED
INTERLOCK SKT16A

Pack size: 1 x EA

• Plug/Socket: Socket
• Pole Format: 3PN+E
• Switchable: Yes
• Colour: Red
• IP Rating: IP67
• Voltage Rating: 400 V
• Current Rating: 16 A
• Body Orientation: Straight

3674092 Socket
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ELECTRONICS

MENNEKES SWITCHABLE IP44
INDUSTRIAL INTERLOCK SOCKET

Pack size: 1 x EA

• Plug/Socket: Socket
• Pole Format: 3PN+E
• Switchable: Yes
• Colour: Red
• IP Rating: IP44
• Voltage Rating: 400 V
• Current Rating: 32 A
• Body Orientation: Straight

3674121 Socket

MENNEKES IP44 RED CABLE MOUNT
3P + N + E INDUSTRIAL POWER PLUG,

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Plug
• Pole Format: 3P + N + E
• Voltage Rating: 415 V
• Mounting Type: Cable Mount
• Gender: Male
• Body Orientation: Straight
• Termination Method: Screwless

3715569 16 A

EBM-PAPST 7100 N SERIES AXIAL FAN,
24 V DC, DC OPERATION, 308M³/H,

Pack size: 1 x EA

• Supply Voltage: 24 V dc
• AC or DC Operation: DC
• Power Consumption: 12 W
• Maximum Current: 500 mA
• Depth: 38 mm
• Air Flow: 308 m³/h
• Dimensions: 150 x 38 mm
• Noise Level: 53 dB

3972245 24 V dc

RING TERMINALS M10/120MM

Pack size: 10 x EA

• Insulation: Uninsulated
• Maximum Wire Size (mm²): 120 mm²

• Minimum Wire Size (mm²): 120 mm²

• Stud Size: M10
• Contact Material: Copper
• Contact Plating: Tin
• Overall Length: 65 mm

3982078 Uninsulated

SERVICE AND REPAIR DURASEAL KIT 1
OF 125

Pack size: 1 x EA

• Type: DuraSeal Service and Repair
• Connector Type: Heat Shrink Terminals and Splices
• Kit Contents: Receptacle, Ring, Spade, Splice

4089681 DuraSeal Service

DURASEAL CRIMP SPLICE AND
TERMINAL KIT

Pack size: 1 x EA

• Type: DuraSeal Service and Repair
• Connector Type: Heat Shrink Terminals and Splices
• Kit Contents: 0 x Duraseal Splice, 10 x Durseal Spade,

100 x Durseal Ring Terminal, 25 x Durseal Receptacle
• Contact Material: Copper

4089697 DuraSeal Service

WEIDMULLER INSULATED CRIMP
BOOTLACE FERRULE, 10MM PIN

Pack size: 500 x EA

• Maximum Wire Size (mm²): 0.5 mm²

• Pin Diameter: 1 mm
• Insulation Material: PP
• Number of Entries: 1
• Colour: White
• Pin Length: 10 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 20 AWG

4146740 0.5 mm²

WEIDMULLER INSULATED CRIMP
BOOTLACE FERRULE, 8MM PIN

Pack size: 500 x EA

• Maximum Wire Size (mm²): 2.5 mm²

• Pin Diameter: 2.2 mm
• Insulation Material: PP
• Number of Entries: 1
• Colour: Blue
• Pin Length: 8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 14 AWG

4146756 2.5 mm²

GREY DIN STANDARD
FERRULE,0.75SQ.MM WIRE

Pack size: 500 x EA

• Maximum Wire Size (mm²): 0.75 mm²

• Pin Diameter: 1.2 mm
• Insulation Material: PP
• Number of Entries: 1
• Colour: Grey
• Pin Length: 8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 18 AWG

4146762 0.75 mm²

RED DIN STANDARD FERRULE,1SQ.MM
WIRE

Pack size: 500 x EA

• Maximum Wire Size (mm²): 1 mm²

• Pin Diameter: 1.4 mm
• Insulation Material: PP
• Number of Entries: 1
• Colour: Red
• Pin Length: 8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 17 AWG

4146778 1 mm²

BLACK DIN STANDARD
FERRULE,1.5SQ.MM WIRE

Pack size: 500 x EA

• Maximum Wire Size (mm²): 1.5 mm²

• Pin Diameter: 1.7 mm
• Insulation Material: PP
• Number of Entries: 1
• Colour: Black
• Pin Length: 8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 16 AWG

4146784 1.5 mm²

GREY DIN STANDARD
FERRULE,4SQ.MM WIRE

Pack size: 500 x EA

• Maximum Wire Size (mm²): 4 mm²

• Pin Diameter: 2.8 mm
• Insulation Material: PP
• Number of Entries: 1
• Colour: Grey
• Pin Length: 10 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 12 AWG

4146790 4 mm²

YELLOW DIN STANDARD
FERRULE,6SQ.MM WIRE

Pack size: 100 x EA

• Maximum Wire Size (mm²): 6 mm²

• Pin Diameter: 3.5 mm
• Insulation Material: PP
• Number of Entries: 1
• Colour: Yellow
• Pin Length: 12 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 10 AWG

4146813 6 mm²

WEIDMULLER INSULATED CRIMP
BOOTLACE FERRULE, 12MM PIN

Pack size: 100 x EA

• Maximum Wire Size (mm²): 16 mm²

• Pin Diameter: 5.8 mm
• Insulation Material: PP
• Number of Entries: 1
• Colour: Blue
• Pin Length: 12 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 6 AWG

4146829 16 mm²

HAN-COM(R) GOLDSKT CRIMP
CONTACT,1SQ.MM

Pack size: 50 x EA

• Series: Han D
• Accessory Type: Crimp Contact
• For Use With: Heavy Duty Power Connectors
• Range: Han CD, Han Com, Han D, Han DD, Han DDD,

Han Q, Han Quintax
• Voltage Rating: 250 V
• Current Rating: 10 A
• Gender: Female

4178781 Han D

BULGIN CIRCULAR CONNECTOR, 3
CONTACTS, CABLE MOUNT,

Pack size: 1 x EA

• Number of Contacts: 3
• Mounting Type: Cable Mount
• Connector Size: Miniature
• Plug/Socket: Socket
• Contact Gender: Female
• Termination Method: Crimp, Solder
• IP Rating: IP68, IP69K
• Current Rating: 8.0 A

4260969 3
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BE YOUR FIRST CHOICE

HELLERMANNTYTON 630 PIECES
INSULATED TERMINAL CRIMP

Pack size: 1 x EA

• Type: 630 Pieces
• Connector Type: Insulated Terminal
• Kit Contents: Cable Tie Tool, Cable Ties, Crimp Tool,

Insulated Terminals
• Contact Plating: Tin
• Contact Material: Copper

4415535 630 Pieces

RS PRO 2-PORT RJ45 T-ADAPTER,
CAT5E, UNSHIELDED

Pack size: 1 x EA

• Type: T-Adapter
• Interface Type: RJ45
• LAN Category: Cat5e
• Number of Ports: 2
• Shield Type: Unshielded
• Wiring Configuration: Straight Through
• Extension Length: 170 mm

4439165 T-Adapter

EATON 440MA F MELAMINE
CARTRIDGE FUSE, 10 X 35MM

Pack size: 5 x EA

• Current Rating: 440 mA
• Fuse Size: 10 x 35 mm
• Fuse Speed: F
• Voltage Rating: 1 kV ac, 1 kV dc
• Body Material: Melamine
• UL Class: UL Recognized
• Series: Eaton Bussman

4597918 440 mA

EATON 11A F MELAMINE CARTRIDGE
FUSE, 10 X 38MM

Pack size: 5 x EA

• Current Rating: 11 A
• Fuse Size: 10 x 38 mm
• Fuse Speed: F
• Voltage Rating: 1 kV ac
• Body Material: Melamine
• UL Class: UL 248-14
• Series: Eaton Bussman

4597924 11 A

IP44  2P+E STRAIGHT PLUG,16A 230V

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Plug
• Pole Format: 3P
• Voltage Rating: 230 V
• Mounting Type: Cable Mount
• IP Rating: IP44
• Colour: Blue
• Gender: Male

4646183 16 A

MENNEKES, AM-TOP IP44 RED CABLE
MOUNT 3P + N + E INDUSTRIAL

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Plug
• Pole Format: 3P + N + E
• Voltage Rating: 415 V
• Mounting Type: Cable Mount
• Gender: Male
• Body Orientation: Straight
• Termination Method: Screw Terminal

4646206 16 A

MENNEKES, AM-TOP IP44 RED CABLE
MOUNT 3P + N + E INDUSTRIAL

Pack size: 1 x EA

• Current Rating: 32 A
• Plug/Socket: Plug
• Pole Format: 3P + N + E
• Voltage Rating: 415 V
• Mounting Type: Cable Mount
• Gender: Male
• Body Orientation: Straight
• Termination Method: Screw Terminal

4646240 32 A

2P+E MENNEKES(R)STRAIGHT
SOCKET,16A 110V

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Socket
• Pole Format: 3P
• Voltage Rating: 110 V
• Mounting Type: Cable Mount
• IP Rating: IP44
• Colour: Yellow
• Gender: Female

4646256 16 A

2P+E MENNEKES(R)STRAIGHT
SOCKET,16A 230V

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Socket
• Pole Format: 3P
• Voltage Rating: 230 V
• Mounting Type: Cable Mount
• IP Rating: IP44
• Colour: Blue
• Gender: Female

4646262 16 A

MENNEKES, AM-TOP IP44 RED CABLE
MOUNT 3P + N + E INDUSTRIAL

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Socket
• Pole Format: 3P + N + E
• Voltage Rating: 415 V
• Mounting Type: Cable Mount
• Gender: Female
• Body Orientation: Straight
• Termination Method: Screw Terminal

4646290 16 A

KNIPEX CRIMPING TOOL, 220 MM
OVERALL

Pack size: 1 x EA

• Overall Length: 220 mm

4920150 220 mm

IP67 2P+E STRAIGHT CABLE PLUG,16A
110V

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Plug
• Pole Format: 3P
• Voltage Rating: 110 V
• Mounting Type: Cable Mount
• IP Rating: IP67
• Colour: Yellow
• Gender: Male

4925824 16 A

IP67 3P STRAIGHT CABLE PLUG,16A
230V

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Plug
• Pole Format: 3P
• Voltage Rating: 230 V
• Mounting Type: Cable Mount
• IP Rating: IP67
• Colour: Blue
• Gender: Male

4925846 16 A

MENNEKES, AM-TOP IP67 YELLOW
CABLE MOUNT 3P INDUSTRIAL

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Socket
• Pole Format: 3P
• Voltage Rating: 110 V
• Mounting Type: Cable Mount
• IP Rating: IP67
• Colour: Yellow
• Gender: Female

4925868 16 A

IP67 2P+E STRAIGHT CABLE
SOCKET,32A 230V

Pack size: 1 x EA

• Current Rating: 32 A
• Plug/Socket: Socket
• Pole Format: 3P
• Voltage Rating: 230 V
• Mounting Type: Cable Mount
• IP Rating: IP67
• Colour: Blue
• Gender: Female

4925874 32 A

IP67 2P+E STRAIGHT CABLE PLUG,32A
230V

Pack size: 1 x EA

• Current Rating: 32 A
• Plug/Socket: Plug
• Pole Format: 3P
• Voltage Rating: 230 V
• Mounting Type: Cable Mount
• IP Rating: IP67
• Colour: Blue
• Gender: Male

4925953 32 A
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ELECTRONICS

MENNEKES, AM-TOP IP67 RED CABLE
MOUNT 3P + N + E INDUSTRIAL

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Plug
• Pole Format: 3P + N + E
• Voltage Rating: 415 V
• Mounting Type: Cable Mount
• Gender: Male
• Body Orientation: Straight
• Termination Method: Screw Terminal

4925969 16 A

MENNEKES, AM-TOP IP67 RED CABLE
MOUNT 3P + N + E INDUSTRIAL

Pack size: 1 x EA

• Current Rating: 32 A
• Plug/Socket: Plug
• Pole Format: 3P + N + E
• Voltage Rating: 415 V
• Mounting Type: Cable Mount
• Gender: Male
• Body Orientation: Straight
• Termination Method: Screw Terminal

4925981 32 A

IP67 2P+E STRAIGHT CABLE
SOCKET,16A 230V

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Socket
• Pole Format: 3P
• Voltage Rating: 230 V
• Mounting Type: Cable Mount
• IP Rating: IP67
• Colour: Blue
• Gender: Female

4926007 16 A

MENNEKES, AM-TOP IP67 RED CABLE
MOUNT 3P + N + E INDUSTRIAL

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Socket
• Pole Format: 3P + N + E
• Voltage Rating: 415 V
• Mounting Type: Cable Mount
• Gender: Female
• Body Orientation: Straight
• Termination Method: Screw Terminal

4926035 16 A

MENNEKES, AM-TOP IP67 RED CABLE
MOUNT 3P + N + E INDUSTRIAL

Pack size: 1 x EA

• Current Rating: 32 A
• Plug/Socket: Socket
• Pole Format: 3P + N + E
• Voltage Rating: 415 V
• Mounting Type: Cable Mount
• Gender: Female
• Body Orientation: Straight
• Termination Method: Screw Terminal

4926057 32 A

HARTING GUIDE BUSHING, HAN-
MODULAR SERIES , FOR USE WITH

Pack size: 10 x EA

• Accessory Type: Guide Bushing
• Range: Han Modular
• Series: Han-Modular
• For Use With: Heavy Duty Power Connectors

5126258 Guide Bushing

3 POLE
CONNECTOR,SCREW,FEMALE,6-

Pack size: 1 x EA

• Pole Format: 3
• Series: RST20i3
• Gender: Female
• Plug/Socket: Socket
• Colour: Black
• Type: Connector
• Mounting Type: Cable Mount
• Current Rating: 20 A

5131884 3

3 POLE CONNECTOR,SCREW,MALE,6-
10MM

Pack size: 1 x EA

• Pole Format: 3
• Series: RST20i3
• Gender: Male
• Plug/Socket: Plug
• Colour: Black
• Type: Circular
• Mounting Type: Cable Mount
• Current Rating: 20 A

5131941 3

BOOTLACE FERRULE KIT.0.5-2.5MM
SQ CABLE

Pack size: 1 x EA

• Type: 400 Piece
• Connector Type: Bootlace Ferrule
• Kit Contents: 400 Ferules for 0.5 → 2.5mm Cable

Diameter

5132540 400 Piece

GREY BOOTLACE FERRULE,0.75MM
SQ CABLE

Pack size: 500 x EA

• Maximum Wire Size (mm²): 0.75 mm²

• Pin Diameter: 1.5 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Grey
• Pin Length: 8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 20 AWG

5132590 0.75 mm²

RED BOOTLACE FERRULE,1.0MM SQ
CABLE

Pack size: 500 x EA

• Maximum Wire Size (mm²): 1 mm²

• Pin Diameter: 1.7 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Red
• Pin Length: 8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 18 AWG

5132607 1 mm²

YELLOW BOOTLACE FERRULE,6MM SQ
CABLE

Pack size: 100 x EA

• Maximum Wire Size (mm²): 6 mm²

• Pin Diameter: 3.5 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Yellow
• Pin Length: 12 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 10 AWG

5132641 6 mm²

BLUE BOOTLACE FERRULE,16MM SQ
CABLE

Pack size: 100 x EA

• Maximum Wire Size (mm²): 16 mm²

• Pin Diameter: 5.8 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Blue
• Pin Length: 12 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 6 AWG

5132663 16 mm²

BOURNS 100KΩ ROTARY
POTENTIOMETER 1-GANG PANEL

Pack size: 1 x EA

• Potentiometer Type: Rotary
• Maximum Resistance: 100 kΩ
• Number of Gangs: 1
• Number of Turns: 1
• Power Rating: 0.5 W
• Electrical Taper: Linear
• Element Material: Conductive Plastic
• Mounting Type: Panel Mount

5225248 Rotary

PLUG,PROTOP,110V,16A,2P+E,YELLO
W

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Plug
• Pole Format: 3P
• Voltage Rating: 110 V
• Mounting Type: Cable Mount
• IP Rating: IP44
• Colour: Yellow
• Gender: Male

5305754 16 A

PLUGSTARTOP,230V,16A,2P+E,BLUE

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Plug
• Pole Format: 3P
• Voltage Rating: 230 V
• Mounting Type: Cable Mount
• IP Rating: IP44
• Colour: Blue
• Gender: Male

5305798 16 A
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BE YOUR FIRST CHOICE

SOCKET,STARTOP,230V,16A,2P+E,BL
UE

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Socket
• Pole Format: 3P
• Voltage Rating: 230 V
• Mounting Type: Cable Mount
• IP Rating: IP44
• Colour: Blue
• Gender: Female

5306224 16 A

SOCKET,STARTOP,230V,16A,3P+E,BL
UE

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Socket
• Pole Format: 4P
• Voltage Rating: 230 V
• Mounting Type: Cable Mount
• IP Rating: IP44
• Colour: Blue
• Gender: Female

5306230 16 A

RS PRO RF CONNECTOR KIT RF
COAXIAL INTER SERIES ADAPTER KIT 2

Pack size: 1 x EA

• Kit Type: RF Coaxial Inter Series Adapter Kit
• Kit Contents: 2 x Spanners & is Supplied in a Zip-Up Soft

Case, 30 RF Coaxial Adapters for Interconnecting BNC,
FME, MCX, Mini UHF, MMCX, N, SMB, SMC & SMA Series,
SSMB, TNC, VHF

• Cable Type: Coaxial

5308882 RF Coaxial Inter

NEUTRIK CABLE MOUNT XLR
CONNECTOR, MALE, 50 V, 3 WAY,

Pack size: 1 x EA

• Number of Contacts: 3
• Gender: Male
• Mounting Type: Cable Mount
• Body Orientation: Straight
• Colour: Natural
• Contact Plating: Silver
• Housing Material: Zinc
• Termination Method: Solder

5345459 3

SIMPLEX ST-ST PATCH
LEAD,62.5/125UM 3M

Pack size: 1 x EA

• Connector 1: ST
• Length: 3 m
• Connector 2: ST
• Propagation Mode: Multi Mode
• Terminated/Unterminated: Terminated
• Core Diameter: 62.5/125 µm
• Sheath Colour: Orange
• Cable Construction: Simplex

5357345 ST

LC SINGLEMODE DUPLEX ADAPTER

Pack size: 1 x EA

• Connector Type: LC to LC
• Single/Multimode: Single Mode
• Simplex/Duplex: Duplex
• Colour: Blue
• Insertion Loss: 0.1 dB
• Housing Material: Ceramic
• Connector Type A: LC
• Connector Type B: LC

5367617 LC to LC

M3 CONTROLLER PC USB CABLE

Pack size: 1 x EA

• Accessory Type: Cable
• For Use With: Millenium III Series

5369174 Cable

LITTELFUSE 50MA T GLASS
CARTRIDGE FUSE, 5 X 20MM

Pack size: 10 x EA

• Current Rating: 50 mA
• Fuse Size: 5 x 20 mm
• Fuse Speed: T
• Voltage Rating: 250 V ac
• Body Material: Glass
• Series: 218

5413906 50 mA

LITTELFUSE 100MA T GLASS
CARTRIDGE FUSE, 5 X 20MM

Pack size: 10 x EA

• Current Rating: 100 mA
• Fuse Size: 5 x 20 mm
• Fuse Speed: T
• Voltage Rating: 250 V ac
• Body Material: Glass
• Series: 218

5414173 100 mA

SUNON DP SERIES AXIAL FAN, 230 V
AC, AC OPERATION, 161.4M³/H, 21W,

Pack size: 1 x EA

• Supply Voltage: 220 → 240 V ac
• AC or DC Operation: AC
• Height: 120 mm
• Power Consumption: 21 W
• Width: 120 mm
• Maximum Current: 120 mA
• Depth: 38 mm
• Air Flow: 161.4 m³/h

5440706 220 → 240 V ac

NIPT BNC CRIMP PLUG BULK KIT-
RG59 CABLE

Pack size: 100 x EA

• Coaxial Connector Type: BNC Connector
• Gender: Male
• Mounting Type: Cable Mount
• Impedance: 75 Ω
• Termination Method: Crimp
• Body Orientation: Straight
• Cable Type: RG59
• Bulkhead: No

5463579 BNC Connector

CRIMP BNC R/A PLG FOR RG58
CABLE,50OHM

Pack size: 1 x EA

• Coaxial Connector Type: BNC Connector
• Gender: Male
• Mounting Type: Cable Mount
• Impedance: 50 Ω
• Termination Method: Crimp
• Body Orientation: Right Angle
• Cable Type: RG58
• Bulkhead: No

5463872 BNC Connector

CRIMP BNC STRAIGHT PLUG-RG58
CABLE,50OHM

Pack size: 1 x EA

• Coaxial Connector Type: BNC Connector
• Gender: Male
• Mounting Type: Cable Mount
• Impedance: 50 Ω
• Termination Method: Crimp
• Body Orientation: Straight
• Cable Type: RG58
• Bulkhead: No

5464853 BNC Connector

TRANSFORMER, ABL6TS25U

Pack size: 1 x EA

• Primary Voltage Rating: 230 →  400 V
• Secondary Voltage Rating: 230 V ac
• Power Rating: 250 VA
• Number of Outputs: 1
• Mounting Type: Chassis
• Length: 120 mm
• Width: 120 mm
• Depth: 120 mm

6086498 230 →  400 V

RS PRO INSULATED RING TERMINAL,
M8 STUD SIZE, 4MM² TO 6MM² WIRE

Pack size: 100 x EA

• Insulation: Insulated
• Insulation Material: Vinyl
• Outer Ring Diameter: 15 mm
• Inner Ring Diameter: 8.4 mm
• Minimum Wire Size (mm²): 4 mm²

• Maximum Wire Size (mm²): 6 mm²

• Maximum Wire Size (AWG): 10 AWG
• Minimum Wire Size (AWG): 12 AWG

6139283 Insulated

RS PRO INSULATED RING TERMINAL,
M6 STUD SIZE, 1.5MM² TO 2.5MM²

Pack size: 100 x EA

• Insulation: Insulated
• Insulation Material: Vinyl
• Outer Ring Diameter: 12 mm
• Inner Ring Diameter: 6.4 mm
• Minimum Wire Size (mm²): 1.5 mm²

• Maximum Wire Size (mm²): 2.5 mm²

• Maximum Wire Size (AWG): 14 AWG
• Minimum Wire Size (AWG): 16 AWG

6139328 Insulated

17

http://twen.rs-online.com/web/p/-/5306224
http://twen.rs-online.com/web/p/-/5306224
http://twen.rs-online.com/web/p/-/5306224
http://twen.rs-online.com/web/p/-/5306224
http://twen.rs-online.com/web/p/-/5306230
http://twen.rs-online.com/web/p/-/5306230
http://twen.rs-online.com/web/p/-/5306230
http://twen.rs-online.com/web/p/-/5306230
http://twen.rs-online.com/web/p/-/5308882
http://twen.rs-online.com/web/p/-/5308882
http://twen.rs-online.com/web/p/-/5308882
http://twen.rs-online.com/web/p/-/5308882
http://twen.rs-online.com/web/p/-/5345459
http://twen.rs-online.com/web/p/-/5345459
http://twen.rs-online.com/web/p/-/5345459
http://twen.rs-online.com/web/p/-/5345459
http://twen.rs-online.com/web/p/-/5357345
http://twen.rs-online.com/web/p/-/5357345
http://twen.rs-online.com/web/p/-/5357345
http://twen.rs-online.com/web/p/-/5357345
http://twen.rs-online.com/web/p/-/5367617
http://twen.rs-online.com/web/p/-/5367617
http://twen.rs-online.com/web/p/-/5367617
http://twen.rs-online.com/web/p/-/5369174
http://twen.rs-online.com/web/p/-/5369174
http://twen.rs-online.com/web/p/-/5369174
http://twen.rs-online.com/web/p/-/5413906
http://twen.rs-online.com/web/p/-/5413906
http://twen.rs-online.com/web/p/-/5413906
http://twen.rs-online.com/web/p/-/5413906
http://twen.rs-online.com/web/p/-/5414173
http://twen.rs-online.com/web/p/-/5414173
http://twen.rs-online.com/web/p/-/5414173
http://twen.rs-online.com/web/p/-/5414173
http://twen.rs-online.com/web/p/-/5440706
http://twen.rs-online.com/web/p/-/5440706
http://twen.rs-online.com/web/p/-/5440706
http://twen.rs-online.com/web/p/-/5440706
http://twen.rs-online.com/web/p/-/5463579
http://twen.rs-online.com/web/p/-/5463579
http://twen.rs-online.com/web/p/-/5463579
http://twen.rs-online.com/web/p/-/5463579
http://twen.rs-online.com/web/p/-/5463872
http://twen.rs-online.com/web/p/-/5463872
http://twen.rs-online.com/web/p/-/5463872
http://twen.rs-online.com/web/p/-/5463872
http://twen.rs-online.com/web/p/-/5464853
http://twen.rs-online.com/web/p/-/5464853
http://twen.rs-online.com/web/p/-/5464853
http://twen.rs-online.com/web/p/-/5464853
http://twen.rs-online.com/web/p/-/6086498
http://twen.rs-online.com/web/p/-/6086498
http://twen.rs-online.com/web/p/-/6086498
http://twen.rs-online.com/web/p/-/6139283
http://twen.rs-online.com/web/p/-/6139283
http://twen.rs-online.com/web/p/-/6139283
http://twen.rs-online.com/web/p/-/6139283
http://twen.rs-online.com/web/p/-/6139328
http://twen.rs-online.com/web/p/-/6139328
http://twen.rs-online.com/web/p/-/6139328
http://twen.rs-online.com/web/p/-/6139328


ELECTRONICS

RS PRO INSULATED RING TERMINAL,
M10 STUD SIZE, 4MM² TO 6MM² WIRE

Pack size: 100 x EA

• Insulation: Insulated
• Insulation Material: Vinyl
• Outer Ring Diameter: 15 mm
• Inner Ring Diameter: 10.5 mm
• Minimum Wire Size (mm²): 4 mm²

• Maximum Wire Size (mm²): 6 mm²

• Maximum Wire Size (AWG): 10 AWG
• Minimum Wire Size (AWG): 12 AWG

6139457 Insulated

RS PRO INSULATED RING TERMINAL,
M5 STUD SIZE, 4MM² TO 6MM² WIRE

Pack size: 100 x EA

• Insulation: Insulated
• Insulation Material: Vinyl
• Outer Ring Diameter: 9.5 mm
• Inner Ring Diameter: 5.3 mm
• Minimum Wire Size (mm²): 4 mm²

• Maximum Wire Size (mm²): 6 mm²

• Maximum Wire Size (AWG): 10 AWG
• Minimum Wire Size (AWG): 12 AWG

6139659 Insulated

YEL CRIMP BLADE
TERMINAL,31X18X2MM

Pack size: 100 x EA

• Gender: Male
• Insulation: Insulated
• Insulation Material: Vinyl
• Minimum Wire Size (mm²): 4 mm²

• Shrouded/Unshrouded: Unshrouded
• Maximum Wire Size (mm²): 6 mm²

• Minimum Wire Size (AWG): 12 AWG
• Overall Length: 31 mm

6139801 Male

750 PIECE CRIMP TERMINAL AND
SPLICE KIT

Pack size: 1 x KT

• Type: 750 Piece
• Connector Type: Insulated Terminal
• Kit Contents: Butt Splice, Ring, Spade

6139974 750 Piece

HYDRAULIC CRIMP TOOL,25-
185SQ.MM

Pack size: 1 x EA

• Crimp Connector Type: Tubular Cable Lug
• Crimp Tool Type: Crimping Tool
• Operation: Hydraulic
• Overall Length: 386 mm

6241285 Tubular Cable

RJ45 TO 9 WAY D SKT.

Pack size: 1 x EA

• Converts From Gender: Female
• Converts From Type: 9 Way D-Sub
• Converts To Gender: Female
• Converts To Type: RJ45

6256243 Female

SWITCHCRAFT MALE 3.5MM STEREO
JACK TO MALE 3.5MM STEREO JACK

Pack size: 1 x EA

• Connector 1: 3.5mm Stereo Jack
• Connector 2: 3.5mm Stereo Jack
• Connector 1 Gender: Male
• Connector 2 Gender: Male
• Length: 1.8 m
• Sheath Colour: Black

6287180 3.5mm Stereo

RS PRO AV ADAPTER, FEMALE RCA TO
MALE BNC

Pack size: 1 x EA

• Converts From Gender: Female
• Converts From Type: RCA
• Converts To Gender: Male
• Converts To Type: BNC
• Type: Audio, Video
• End 1: Female RCA (1)
• End 2: Male BNC (1)
• End 1 Number of Connectors: 1

6657592 Female

MALE /FEMALE LOW PROFILE AV
CABLE 5M

Pack size: 1 x EA

• Connector 1: VGA
• Connector 2: VGA
• Connector 1 Gender: Male
• Connector 2 Gender: Female
• Length: 5 m
• Sheath Colour: Blue

6659541 VGA

PLUG RED 3PN+E IP44 63A 400V

Pack size: 1 x EA

• Current Rating: 64 A
• Plug/Socket: Plug
• Pole Format: 3P + N + E
• Voltage Rating: 415 V
• Mounting Type: Cable Mount
• IP Rating: IP44
• Colour: Red
• Gender: Male

6796892 64 A

MENNEKES, POWERTOP PLUS IP67
RED CABLE MOUNT 3P + N + E

Pack size: 1 x EA

• Current Rating: 64 A
• Plug/Socket: Socket
• Pole Format: 3P + N + E
• Voltage Rating: 415 V
• Mounting Type: Cable Mount
• IP Rating: IP67
• Colour: Red
• Gender: Female

6796899 64 A

MENNEKES, POWERTOP PLUS IP67
RED CABLE MOUNT 3P + E INDUSTRIAL

Pack size: 1 x EA

• Current Rating: 125 A
• Plug/Socket: Plug
• Pole Format: 3P + E
• Voltage Rating: 415 V
• Mounting Type: Cable Mount
• IP Rating: IP67
• Colour: Red
• Gender: Male

6796921 125 A

PLUG RED 3P+E IP67 32A 415V
REEFER

Pack size: 1 x EA

• Current Rating: 32 A
• Plug/Socket: Plug
• Pole Format: 4P
• Voltage Rating: 415 V
• Mounting Type: Cable Mount
• IP Rating: IP67
• Colour: Red
• Gender: Male

6796943 32 A

CONNECTOR RED 3P+E  32A 415V
REEFER

Pack size: 1 x EA

• Current Rating: 32 A
• Plug/Socket: Socket
• Pole Format: 4P
• Voltage Rating: 415 V
• Mounting Type: Cable Mount
• IP Rating: IP67
• Colour: Red
• Gender: Female

6796946 32 A

PANEL SOCKET 2P+E IP67 16A 230V

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Socket
• Pole Format: 3P
• Voltage Rating: 230 V
• Mounting Type: Panel Mount
• IP Rating: IP67
• Colour: Blue
• Gender: Female

6796974 16 A

TE CONNECTIVITY INSULATED CRIMP
BOOTLACE FERRULE, 8MM PIN

Pack size: 100 x EA

• Maximum Wire Size (mm²): 1.5 mm²

• Pin Diameter: 1.7 mm
• Insulation Material: Plastic
• Number of Entries: 1
• Colour: Black
• Pin Length: 8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 16 AWG

6805801 1.5 mm²
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BE YOUR FIRST CHOICE

FTDI CHIP USB MALE RS232
CONVERTER

Pack size: 1 x EA

• Connector A: USB Male
• Connector B: RS232

6877828 USB Male

USB TO RS422 CONVERTER CABLE,
WIRE, 1.8M

Pack size: 1 x EA

• Input Port: USB
• Output Port: RS232
• Number of Ports: 1
• Bus Type: USB 2.0

6877831 USB

EOZ PUSH BUTTON SWITCH,
MOMENTARY, PANEL MOUNT, 16.2MM

Pack size: 1 x EA

• Push Button Colour: Silver
• Switch Operation: Momentary
• Mounting Type: Panel Mount
• Illuminated: No
• Contact Configuration: Single Pole Single Throw (SPST)
• Push Button Style: Round
• Contact Material: Silver Alloy
• Panel Cut Out Diameter: 16.2 mm

6903261 Silver

EBM-PAPST 600 F SERIES AXIAL FAN,
24 V DC, DC OPERATION, 29M³/H,

Pack size: 1 x EA

• Supply Voltage: 24 V dc
• AC or DC Operation: DC
• Height: 60 mm
• Width: 60 mm
• Power Consumption: 1.1 W
• Maximum Current: 45 mA
• Depth: 15 mm
• Dimensions: 60 x 60 x 15 mm

6963553 24 V dc

HARTING HEAVY DUTY POWER
CONNECTOR MODULE, 16A, MALE,

Pack size: 1 x EA

• Current Rating: 16 A
• Gender: Male
• Series: Han-Modular
• Type: Connector Module
• Voltage Rating: 400 V
• Range: Han EE Quick Lock
• Number of Contacts: 8

7008060 16 A

N STRAIGHT JACK, CRIMP, RG214/U

Pack size: 1 x EA

• Gender: Female
• Coaxial Connector Type: N Connector
• Mounting Type: Cable Mount
• Impedance: 50 Ω
• Termination Method: Crimp
• Body Orientation: Straight
• Cable Type: RG214/U
• Operating Frequency: 0 to 11 GHz

7123056 Female

HARTING RJ INDUSTRIAL MALE RJ45
CONNECTOR CAT6, 9451

Pack size: 1 x EA

• Gender: Male
• Ethernet Connector Type: RJ45 Connector
• LAN Category: Cat6
• Mounting Type: Cable Mount
• Number of Ways: 8
• Shield Type: Shielded
• Orientation: Straight
• IP Rating: IP20

7148544 Male

320A,CHASSIS MOUNT PLUG
W/SOLDER CONTACT

Pack size: 1 x EA

• Number of Contacts: 2
• Number of Rows: 1
• Body Orientation: Straight
• Shrouded/Unshrouded: Shrouded
• Connector System: Wire to Wire
• Termination Method: Solder
• Current Rating: 320.0 A

7153612 2

HUBER+SUHNER STRAIGHT 50Ω RF
ADAPTER N SOCKET TO SMA SOCKET

Pack size: 1 x EA

• Adapter Type A: N
• Adapter Type B: SMA
• Gender A: Female
• Gender B: Female
• Impedance: 50 Ω
• Body Orientation: Straight
• Operating Frequency: 12.4 GHz
• Polarity: Normal

7164741 N

SCAME IP44 YELLOW CABLE MOUNT
2P + E INDUSTRIAL POWER PLUG,

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Plug
• Pole Format: 2P + E
• Voltage Rating: 110 V
• Mounting Type: Cable Mount
• IP Rating: IP44
• Colour: Yellow
• Gender: Male

7249079 16 A

SCAME IP44 RED CABLE MOUNT 3P +
N + E INDUSTRIAL POWER PLUG,

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Plug
• Pole Format: 3P + N + E
• Voltage Rating: 415 V
• Mounting Type: Cable Mount
• IP Rating: IP44
• Colour: Red
• Gender: Male

7249085 16 A

SCAME IP44 YELLOW CABLE MOUNT
2P + E INDUSTRIAL POWER PLUG,

Pack size: 1 x EA

• Current Rating: 32 A
• Plug/Socket: Plug
• Pole Format: 2P + E
• Voltage Rating: 110 V
• Mounting Type: Cable Mount
• IP Rating: IP44
• Colour: Yellow
• Gender: Male

7249094 32 A

SCAME IP67 RED CABLE MOUNT 3P +
E INDUSTRIAL POWER PLUG, RATED

Pack size: 1 x EA

• Current Rating: 125 A
• Plug/Socket: Plug
• Pole Format: 3P + E
• Voltage Rating: 415 V
• Mounting Type: Cable Mount
• IP Rating: IP67
• Colour: Red
• Gender: Male

7249151 125 A

GLANDED SOCKET 3P+E 63A 400V
IP67

Pack size: 1 x EA

• Current Rating: 64 A
• Plug/Socket: Socket
• Pole Format: 3P + E
• Voltage Rating: 415 V
• Mounting Type: Cable Mount
• IP Rating: IP66, IP67
• Colour: Red
• Gender: Female

7249160 64 A

GLANDED PLUG 2P+E 16A 110V IP67

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Plug
• Pole Format: 2P + E
• Voltage Rating: 110 V
• Mounting Type: Cable Mount
• IP Rating: IP66, IP67
• Colour: Yellow
• Gender: Male

7249182 16 A

GLANDED PLUG 3P+N+E 16A 400V
IP67

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Plug
• Pole Format: 3P + N + E
• Voltage Rating: 415 V
• Mounting Type: Cable Mount
• IP Rating: IP66, IP67
• Colour: Red
• Gender: Male

7249198 16 A
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ELECTRONICS

GLANDED PLUG 3P+N+E 32A 400V
IP67

Pack size: 1 x EA

• Current Rating: 32 A
• Plug/Socket: Plug
• Pole Format: 3P + N + E
• Voltage Rating: 415 V
• Mounting Type: Cable Mount
• IP Rating: IP67
• Colour: Red
• Gender: Male

7249209 32 A

USB TO RS422 SERIAL CONVERTER
CABLE 5M

Pack size: 1 x EA

• Input Port: USB
• Output Port: RS422
• Number of Ports: 1
• Bus Type: USB 2.0

7300161 USB

RS PRO SC TO SC DUPLEX MULTI
MODE OM1 FIBRE OPTIC CABLE,

Pack size: 1 x EA

• Connector 1: SC
• Length: 25 m
• Connector 2: SC
• Propagation Mode: Multi Mode
• Terminated/Unterminated: Terminated
• Core Diameter: 62.5/125 µm
• Sheath Colour: Orange
• Cable Construction: Duplex

7388506 SC

AMPHENOL ICC 8655MH SERIES DIE
CAST ZINC D SUB BACKSHELL, 9

Pack size: 1 x EA

• Number of Contacts: 9
• D-Sub Shell Size: E
• Housing Material: Die Cast Zinc
• Body Orientation: Straight
• Colour: Silver
• Strain Relief: Yes
• Housing Material Plating: Nickel
• Series: 8655MH

7401223 9

RS PRO MALE DISPLAYPORT TO MALE
DISPLAYPORT, PVC CABLE, 2M

Pack size: 1 x EA

• Connector 1: DisplayPort
• Connector 2: DisplayPort
• Connector 1 Gender: Male
• Connector 2 Gender: Male
• Length: 2 m
• Outer Sheath Material: PVC
• Sheath Colour: Black
• Shielding: Shielded

7406688 DisplayPort

ABB SWITCHABLE IP44 INDUSTRIAL
INTERLOCK SOCKET 3PN+E,

Pack size: 1 x EA

• Plug/Socket: Socket
• Pole Format: 3PN+E
• Switchable: Yes
• Colour: Red
• IP Rating: IP44
• Voltage Rating: 415 V
• Current Rating: 63 A
• Body Orientation: Straight

7491933 Socket

HEAVY DUTY STEEL GROUNDING
CLIP, 100A

Pack size: 1 x EA

• Current Rating: 100 A
• Jaw Opening: 41 mm
• Contact Material: Zinc-Plated Steel
• Insulated: No

7564627 100 A

TOPTHERM FILTER FAN, 25CU.M/H
230V

Pack size: 1 x EA

• Unimpeded Air Flow: 25 m³/h
• Noise Level: 43 dB
• Filtered Air Flow: 18 m³/h
• Input Current: 52 mA
• Input Power Rating: 9 W
• AC or DC Operation: ac
• Face Dimensions: 116.5 x 116.5 mm
• Installation Depth: 43 mm

7569758 25 m³/h

TOPTHERM FILTER FAN, 66CU.M/H
230V

Pack size: 1 x EA

• Unimpeded Air Flow: 66 m³/h
• Noise Level: 49 dB
• Filtered Air Flow: 50 m³/h
• Input Current: 110 mA
• Input Power Rating: 19 W
• AC or DC Operation: ac
• Face Dimensions: 148.5 x 148.5 mm
• Installation Depth: 58.5 mm

7569767 66 m³/h

TOPTHERM FILTER FAN, 120CU.M/H
230V

Pack size: 1 x EA

• Unimpeded Air Flow: 120 m³/h
• Noise Level: 49 dB
• Filtered Air Flow: 100 m³/h
• Input Current: 110 mA
• Input Power Rating: 17 W
• AC or DC Operation: ac
• Face Dimensions: 204 x 204 mm
• Installation Depth: 90 mm

7569777 120 m³/h

N PLUG CRIMP STRAIGHT FOR
RG58/RG144

Pack size: 1 x EA

• Gender: Male
• Coaxial Connector Type: N Connector
• Mounting Type: Cable Mount
• Impedance: 50 Ω
• Termination Method: Crimp, Solder
• Body Orientation: Straight
• Cable Type: RG58
• Size: Medium

7581600 Male

RS PRO STRAIGHT 50Ω RF ADAPTER N
PLUG TO SMA SOCKET 11GHZ

Pack size: 1 x EA

• Adapter Type: N Plug to SMA Socket
• Adapter Type A: N
• Adapter Type B: SMA
• Gender A: Male
• Gender B: Female
• Impedance: 50 Ω
• Body Orientation: Straight
• Operating Frequency: 11 GHz

7581616 N Plug to SMA

IE FC RJ45 PLUG 180 2X2

Pack size: 1 x EA

• Ethernet Connector Type: RJ45 Connector
• Gender: Male
• LAN Category: Cat5
• Mounting Type: Cable Mount
• Number of Ways: 4
• Shield Type: Shielded
• Orientation: Straight
• IP Rating: IP20

7589193 RJ45 Connector

SIEMENS FASTCONNECT MALE RJ45
CONNECTOR CAT6, 6GK1901

Pack size: 1 x EA

• Gender: Male
• Ethernet Connector Type: RJ45 Connector
• LAN Category: Cat6
• Connector Type: RJ45
• Shield Type: FTP
• Orientation: Straight
• IP Rating: IP20
• Length: 16 mm

7589197 Male

SWITCHCRAFT EH SERIES RJ45
ADAPTER, CAT6, SHIELDED

Pack size: 1 x EA

• Type: Adapter
• Interface Type: RJ45
• LAN Category: Cat6
• Shield Type: Shielded
• Length: 26 mm
• Width: 31 mm
• Depth: 30 mm
• Series: EH

7684422 Adapter

SCAME IP67 RED PANEL MOUNT 3P +
N + E RIGHT ANGLE INDUSTRIAL

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Socket
• Pole Format: 3P + N + E
• Voltage Rating: 415 V
• Mounting Type: Panel Mount
• IP Rating: IP67
• Colour: Red
• Gender: Female

7800753 16 A
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BE YOUR FIRST CHOICE

SOCKET OUTLET 2P+E IP67 16A 6H
200-250V

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Socket
• Pole Format: 2P + E
• Voltage Rating: 230 V
• Mounting Type: Wall Mount
• IP Rating: IP66, IP67
• Colour: Blue
• Gender: Female

7812702 16 A

SCAME IP66, IP67 YELLOW WALL
MOUNT 2P + E INDUSTRIAL POWER

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Socket
• Pole Format: 2P + E
• Voltage Rating: 110 V
• Mounting Type: Wall Mount
• IP Rating: IP66, IP67
• Colour: Yellow
• Gender: Female

7812709 16 A

SCAME IP66, IP67 RED WALL MOUNT
3P + N + E INDUSTRIAL POWER

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Socket
• Pole Format: 3P + N + E
• Voltage Rating: 415 V
• Mounting Type: Wall Mount
• IP Rating: IP66, IP67
• Colour: Red
• Gender: Female

7812715 16 A

SANYO DENKI SAN ACE 9GA SERIES
AXIAL FAN, 24 V DC, DC OPERATION,

Pack size: 1 x EA

• Supply Voltage: 24 V dc
• AC or DC Operation: DC
• Height: 92 mm
• Width: 92 mm
• Power Consumption: 4.8 W
• Depth: 25 mm
• Maximum Current: 200 mA
• Dimensions: 92 x 92 x 25 mm

7815082 24 V dc

VISHAY, 22Ω 500W THICK FILM
CHASSIS MOUNT RESISTOR

Pack size: 1 x EA

• Resistance: 22 Ω
• Power Rating: 500 W
• Series: RPS500
• Package/Case: Planar
• Tolerance: ±5 %
• Technology: Thick Film
• Termination Style: Screw
• Minimum Operating Temperature: -55 °C

7891210 22 Ω

RS PRO CAT6 MALE RJ45 TO MALE
RJ45 ETHERNET CABLE, F/UTP, BLACK

Pack size: 1 x EA

• Length: 30 m
• LAN Category: Cat6
• Terminated/Unterminated: Terminated
• Sheath Colour: Black
• Connector 1: RJ45
• Shield Type: F/UTP
• Connector 2: RJ45
• Shielded/Unshielded: Shielded

7917037 30 m

AC FAN KIT, 160CU.M/H 230V, FILTER,
LEAD

Pack size: 1 x EA

• Supply Voltage: 230 V ac
• Height: 119 mm
• AC or DC Operation: AC
• Power Consumption: 19 W
• Width: 119 mm
• Depth: 38 mm
• Air Flow: 160 m³/h
• Dimensions: 119 x 119 x 38 mm

7972255 230 V ac

RS PRO 50Ω STRAIGHT CABLE
MOUNT, TNC CONNECTOR , PLUG

Pack size: 1 x EA

• Coaxial Connector Type: TNC Connector
• Gender: Male
• Mounting Type: Cable Mount
• Impedance: 50 Ω
• Termination Method: Crimp
• Body Orientation: Straight
• Polarity: Reverse

8004334 TNC Connector

CAT6 RJ45 SHIELDED MODULAR
PLUG, 8/8

Pack size: 1 x EA

• Ethernet Connector Type: RJ45 Connector
• Gender: Male
• LAN Category: Cat6
• Number of Ports: 1 x 1
• Mounting Type: Cable Mount
• Number of Ways: 8P8C
• Shield Type: Shielded
• Length: 11.69 mm

8006826 RJ45 Connector

CAT6 RJ45 MODULAR PLUG,
W/STRAIN RELIEF

Pack size: 1 x EA

• Gender: Male
• Ethernet Connector Type: RJ45 Connector
• LAN Category: Cat6
• Mounting Type: Cable Mount
• Number of Ways: 8P8C
• Length: 11.69 mm
• Width: 8.18 mm
• Depth: 22.48 mm

8006829 Male

HARTING HEAVY DUTY POWER
CONNECTOR MODULE, 16A, FEMALE,

Pack size: 1 x EA

• Current Rating: 16 A
• Gender: Female
• Series: Han-Modular
• Type: Quick Lock Module
• Termination Method: Quick Lock
• Number of Rows: 4
• Voltage Rating: 400 V
• Mounting Type: Cable Mount

8055376 16 A

FEMALE CONN.5W BLACK 6-10
OD,RST20I5S

Pack size: 1 x EA

• Pole Format: 5
• Series: RST20i5
• Gender: Female
• Number of Ways: 1
• Plug/Socket: Plug
• Colour: Black
• Type: Connector
• Mounting Type: Cable Mount

8101564 5

SOCKET PG9 LED 2 POLE +
EARTHING-12VDC

Pack size: 5 x EA

• Pole Format: 2P+E
• DIN 43650 Type: DIN 43650 A
• Voltage Rating: 12 V dc
• Gender: Female
• Indicator Light: Yes
• Mounting Type: Cable Mount
• Cable Gland Size: PG9
• Colour: Transparent

8118272 2P+E

CARROLL & MEYNELL 3KVA SITE
TRANSFORMER, 110V AC PRIMARY,

Pack size: 1 x EA

• Primary Voltage Rating: 110 V ac
• Secondary Voltage Rating: 230 V
• Power Rating: 3 kVA
• Output Current: 2 x 16 A
• Series: CM3000
• Plug Type: BS EN 60309
• Socket Type: BS EN 60309
• Weight: 18 kg

8129572 110 V ac

CLIPSAL ELECTRICAL, 56 IP56, IP66
GREY PANEL MOUNT 3P + N + E

Pack size: 1 x EA

• Current Rating: 32 A
• Plug/Socket: Socket
• Pole Format: 3P + N + E
• Voltage Rating: 500 V
• Mounting Type: Panel Mount
• Gender: Female
• Body Orientation: Straight
• Termination Method: Screw

8163948 32 A

ROSENBERGER STRAIGHT 50Ω RF
ADAPTER SMA PLUG TO N SOCKET

Pack size: 1 x EA

• Adapter Type: SMA Plug to N Socket
• Adapter Type A: SMA
• Adapter Type B: N
• Gender A: Male
• Gender B: Female
• Impedance: 50 Ω
• Body Orientation: Straight
• Polarity: Normal

8194162 SMA Plug to N
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ELECTRONICS

ROSENBERGER STRAIGHT 50Ω RF
ADAPTER N SOCKET TO SMA SOCKET

Pack size: 1 x EA

• Adapter Type: N Socket to SMA Socket
• Adapter Type A: N
• Adapter Type B: SMA
• Gender A: Female
• Gender B: Female
• Impedance: 50 Ω
• Body Orientation: Straight
• Polarity: Normal

8194178 N Socket to SMA

ROSENBERGER 50Ω STRAIGHT CABLE
MOUNT, N CONNECTOR , JACK,

Pack size: 1 x EA

• Gender: Female
• Coaxial Connector Type: N Connector
• Mounting Type: Cable Mount
• Impedance: 50 Ω
• Termination Method: Crimp
• Body Orientation: Straight
• Cable Type: Flexible
• Operating Frequency: 0 to 11 GHz

8194431 Female

LEGRAND, P17 TEMPRA PRO IP44 RED
WALL MOUNT 3P + N + E INDUSTRIAL

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Socket
• Pole Format: 3P + N + E
• Voltage Rating: 415 V
• Mounting Type: Wall Mount
• IP Rating: IP44
• Colour: Red
• Gender: Female

8211911 16 A

LEGRAND, P17 TEMPRA PRO IP66,
IP67 RED CABLE MOUNT 3P + N + E

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Socket
• Pole Format: 3P + N + E
• Voltage Rating: 415 V
• Mounting Type: Cable Mount
• IP Rating: IP66, IP67
• Colour: Red
• Gender: Female

8211999 16 A

LEGRAND, P17 TEMPRA PRO IP66,
IP67 RED CABLE MOUNT 3P + N + E

Pack size: 1 x EA

• Current Rating: 16 A
• Plug/Socket: Plug
• Pole Format: 3P + N + E
• Voltage Rating: 415 V
• Mounting Type: Cable Mount
• IP Rating: IP66, IP67
• Colour: Red
• Gender: Male

8212002 16 A

S PLUG 400V 32A 3P+E IP67

Pack size: 1 x EA

• Current Rating: 32 A
• Plug/Socket: Plug
• Pole Format: 3P + E
• Voltage Rating: 415 V
• Mounting Type: Cable Mount
• IP Rating: IP66, IP67
• Colour: Red
• Gender: Male

8212059 32 A

LEGRAND, P17 TEMPRA PRO IP66,
IP67 RED WALL MOUNT 3P + E

Pack size: 1 x EA

• Current Rating: 32 A
• Plug/Socket: Socket
• Pole Format: 3P + E
• Voltage Rating: 415 V
• Mounting Type: Wall Mount
• IP Rating: IP66, IP67
• Colour: Red
• Gender: Female

8212068 32 A

MH CONNECTORS MH3101 SERIES
SINGLE-PORT RJ45 COUPLER, CAT6A,

Pack size: 1 x EA

• Type: Coupler
• Interface Type: RJ45
• LAN Category: Cat6a
• Number of Ports: 1
• Shield Type: STP
• Length: 16.8 mm
• Width: 16.1 mm
• Depth: 30 mm

8212939 Coupler

EBM-PAPST 7100 N SERIES AXIAL FAN,
24 V DC, DC OPERATION, 360M³/H,

Pack size: 1 x EA

• Supply Voltage: 24 V dc
• AC or DC Operation: DC
• Power Consumption: 19 W
• Depth: 38 mm
• Air Flow: 360 m³/h
• Dimensions: 150 x 38 mm
• Noise Level: 58 dB
• Fan Speed: 3350 rpm

8260843 24 V dc

ABB, EASY & SAFE IP44 RED CABLE
MOUNT 3P + E INDUSTRIAL POWER

Pack size: 1 x EA

• Current Rating: 64 A
• Plug/Socket: Plug
• Pole Format: 3P + E
• Voltage Rating: 415 V
• Mounting Type: Cable Mount
• IP Rating: IP44
• Colour: Red
• Gender: Male

8305176 64 A

3M TEMFLEX 1755 CLOTH TAPE, 18M X
19.1MM, BLACK, RUBBER FINISH

Pack size: 1 x EA

• Tape Type: Cloth Tape
• Colour: Black
• Width: 19.1 mm
• Length: 18 m
• Backing Material: Cotton
• Thickness: 0.33 mm
• Adhesive Material: Rubber
• Adhesion Strength: 4.3 N/cm

8409026 Cloth Tape

M12 HD RING CRIMP
TERMINAL,70SQ.MM WIRE

Pack size: 50 x EA

• Insulation: Uninsulated
• Outer Ring Diameter: 22.5 mm
• Inner Ring Diameter: 12.7 mm
• Maximum Wire Size (mm²): 70 mm²

• Minimum Wire Size (mm²): 70 mm²

• Stud Size: 12 mm
• Contact Material: Copper
• Contact Plating: Tin

8417649 Uninsulated

M10 HD RING CRIMP
TERMINAL,150SQ.MM WIRE

Pack size: 10 x EA

• Insulation: Uninsulated
• Outer Ring Diameter: 30.8 mm
• Inner Ring Diameter: 10.3 mm
• Maximum Wire Size (mm²): 150 mm²

• Minimum Wire Size (mm²): 150 mm²

• Stud Size: 10 mm
• Contact Material: Copper
• Contact Plating: Tin

8417667 Uninsulated

HARTING HEAVY DUTY POWER
CONNECTOR INSERT, 10A, MALE, HAN

Pack size: 1 x EA

• Current Rating: 10 A
• Gender: Male
• Series: HAN Brid
• Type: Connector Insert
• Voltage Rating: 24 V

8427567 10 A

HAN 200A AXIAL MODULE  FEMALE 25
40 MM

Pack size: 1 x EA

• Current Rating: 200 A
• Gender: Female
• Series: Han-Modular
• Type: Axial Module
• Termination Method: Screw
• Voltage Rating: 1 kV
• Number of Contacts: 1
• Contact Plating: Silver

8430068 200 A

CRIMP TERMINAL KIT INSULATED

Pack size: 1 x EA

• Connector Type: Insulated Terminal
• Kit Contents: (10) BSV10X, (10) BSV14X, (10) BSV18X, (10)

DNF14-250, (10) DNF18-250, (10) JN418-212 Nylon Wire
Joint, (10) PV10-8R, (20) PV18-6F, (20) PV18-8R Vinyl Ring
Terminal, PV10-10R Vinyl Ring Terminal, PV14-10R, PV14-
8F Vinyl Fork Terminal

8478868 Insulated
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BE YOUR FIRST CHOICE

PATCH PANEL 8 PORT DIN RAIL
MOUNT

Pack size: 1 x EA

• Accessory Type: DIN Rail Mount Copper Patch Panel

8485468 DIN Rail Mount

HAN E HMC MALE 16A CRIMP
CONTACT MINIMUM WIRE SIZE

Pack size: 10 x EA

• Series: Han E HMC
• Accessory Type: Crimp Contact
• For Use With: HMC Connector
• Voltage Rating: 500 V
• Current Rating: 16 A
• Minimum Wire Size (mm²): 0.75 mm²

• Gender: Male
• Maximum Wire Size (mm²): 0.75 mm²

8743547 Han E HMC

RS PRO 5MM PITCH 2 WAY
PLUGGABLE TERMINAL BLOCK, PLUG,

Pack size: 10 x EA

• Pluggable Terminal Block Type: Plug
• Number of Contacts: 2
• Pitch: 5 mm
• Series: 910
• Number of Rows: 1
• Body Orientation: Straight
• Mounting Type: Through Hole
• Termination Method: Screw

8744773 Plug

CAT5E SHIELDED INLINE COUPLER

Pack size: 1 x EA

• Type: Coupler
• Interface Type: RJ45 Female
• LAN Category: Cat5e
• Number of Ports: 1
• Shield Type: Shielded
• Wiring Configuration: Straight Through
• Length: 25 mm
• Width: 23.5 mm

8857696 Coupler

DELUXE D-SUB CRIMP TOOL 18-22 &
24-30AWG

Pack size: 1 x EA

• Crimp Connector Type: D-sub
• Crimp Tool Type: Crimping Tool
• Operation: Hand
• Ratcheting: Yes

8863168 D-sub

SCAME, OPTIMA IP67 RED PANEL
MOUNT 6P + E INDUSTRIAL POWER

Pack size: 1 x EA

• Current Rating: 32 A
• Plug/Socket: Socket
• Pole Format: 6P + E
• Voltage Rating: 415 V
• Mounting Type: Panel Mount
• Gender: Female
• Body Orientation: Straight
• Termination Method: Crimp

8937997 32 A

SCAME IP66 RED CABLE MOUNT 3P +
N + E POWER CONNECTOR PLUG

Pack size: 1 x EA

• Current Rating: 125 A
• Plug/Socket: Plug
• Pole Format: 3P + N + E
• Voltage Rating: 346 → 415 V
• Hazardous Area Certification: ATEX, IECEx
• Mounting Type: Cable Mount
• IP Rating: IP66
• Colour: Red

8938076 125 A

FUSE KIT 5X20 FAST/SLOW
GLASS+PLUG TOP

Pack size: 1 x EA

• Fuse Type: BS 1362, F, T
• Kit Includes: (30) Fuses for Standard 13A Plugs, (60)

Fast Acting Glass 5 x 20 mm Fuses, (90) Slow Acting
Glass 5 x 20 mm Fuses

• Series: RSEFK

8938546 BS 1362, F, T

CRIMP TOOL 2.54MM, 3.25MM,
10.9MM

Pack size: 1 x EA

• Crimp Tool Type: Crimping Tool
• Operation: Hand
• Ratcheting: Yes

9162744 Crimping Tool

HARTING RJ INDUSTRIAL MALE RJ45
CONNECTOR CAT6, 9451

Pack size: 1 x EA

• Gender: Male
• Ethernet Connector Type: RJ45 Connector
• LAN Category: Cat6
• Mounting Type: Cable Mount
• Number of Ways: 8
• Shield Type: Shielded
• Orientation: Straight
• IP Rating: IP20

7148544 Male
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