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TEST & MEASUREMENT
BK PRECISION 891 BENCH LCR METER
100MF, 100 MΩ, 9999H
Pack size: 1 x EA
• Maximum Capacitance Measurement: 100 mF
• Maximum Resistance Measurement: 100 MΩ
• Maximum Inductance Measurement: 9999 H
• Maximum Test Frequency: 300 kHz
• Bench/Handheld: Bench
• Display Type: LCD
• Power Source: Mains
• Dimensions: 258 x 113 x 381 mm

1217581 100 mF

RS PRO AVM-01 VANE ANEMOMETER,
45M/S MAX, MEASURES AIR
Pack size: 1 x EA
• Measurement Parameters: Air Velocity
• Model Number (p): AVM-01
• Maximum Air Velocity: 45 m/s
• Best Air Velocity Accuracy: ±3% ±0.3
• Air Velocity Resolution: 0.1 m/s
• Probe Type: Vane
• Maximum Temperature: +60 °C
• Temperature Measurement Resolution: 0.1 °C

1232202 Air Velocity

RS PRO ILM1332A LIGHT METER,
0.01LX TO 200000LX, ±3 %
Pack size: 1 x EA
• Maximum Light Level: 200000 lx
• Minimum Light Level: 0.01 lx
• Best Accuracy: ±3 %
• Resolution: 0.1 lx
• Sensor Type: Photodiode
• Battery Life: 200 h
• Battery Type: 9V
• Power Source: Battery

1232220 200000 lx

5-DIGIT LASER TACHOMETER,10-
99999RPM 1MW
Pack size: 1 x EA
• Best Accuracy: ±0.05 %
• Category: Laser
• Battery Type: 1.5 V AA
• Display Type: LCD
• Dimensions: 72 x 37 x 190 mm
• Weight: 250 g
• Height: 190 mm
• Length: 72 mm

1238771 ±0.05 %

RS PRO HANDHELD OHMMETER,
20000 Ω MAX, 100ΜΩ RESOLUTION, 4
Pack size: 1 x EA
• Maximum Resistance Measurement: 20000 Ω
• Resistance Measurement Resolution: 100 µΩ
• Measurement Type: 4 Wire
• Power Source: Battery
• Handheld: Yes
• Weight: 700 g
• Height: 160 mm
• Length: 100 mm

1240940 20000 Ω

RS PRO INSULATION PIERCING CLIP
SET, 10A
Pack size: 1 x PR
• Lead Type: Insulation Piercing Clip Set
• Product Type: Automotive Back Probe with Cable

Piercer Adapter
• Current Rating: 10 A
• Minimum Operating Temperature: -20 °C
• Maximum Operating Temperature: +70 °C

1247405 Insulation

EA ELEKTRO-AUTOMATIK EA-PSI 9000
T SERIES DIGITAL BENCH POWER
Pack size: 1 x EA
• Output Voltage: 0 → 200 V
• Bench Power Supply Type: Programmable DC Power

Supply
• Output Current: 4 A
• Number of Outputs: 1
• Type: Digital
• Series: EA-PSI 9000 T
• Power Rating: 320 W
• Supply Voltage: 90 → 264 V ac

1386102 0 → 200 V

DIGITAL SOUND LEVEL METER +SD

Pack size: 1 x EA
• Maximum Sound Level: 130 dB
• Minimum Sound Level: 30 dB
• Resolution: 0.1 dB
• Weighting: A, C, Z
• Display Type: LCD
• Battery Type: NEDA 1604
• Fast/Slow Time Averaging: Both
• Data Logging: No

1464650 130 dB

RS PRO RS-95 SOUND LEVEL METER,
35DB TO 130DB, 8KHZ MAX
Pack size: 1 x EA
• Maximum Sound Level: 130 dB
• Minimum Sound Level: 35 dB
• Weighting: A, C
• Display Type: LCD
• Battery Type: 9V
• Interface Type: Bluetooth
• Maximum Frequency: 8 kHz
• Minimum Frequency: 31.5 Hz

1558902 130 dB

HIRSCHMANN TEST & MEASUREMENT
RED MALE BANANA PLUG, 4 MM
Pack size: 1 x EA
• Colour: Red
• Gender: Male
• Termination Method: Screw
• Voltage Rating: 60 V dc
• Current Rating: 30 A
• Connector Size: 4 mm
• Contact Plating: Nickel
• Spring Contact: Yes

1560064 Red

HIRSCHMANN TEST & MEASUREMENT
BLACK MALE BANANA PLUG, 4 MM
Pack size: 1 x EA
• Colour: Black
• Gender: Male
• Termination Method: Screw
• Voltage Rating: 60 V dc
• Current Rating: 30 A
• Connector Size: 4 mm
• Contact Plating: Nickel
• Spring Contact: Yes

1560070 Black

FLUKE 287 HANDHELD DIGITAL
MULTIMETER, TRUE RMS, 10A AC MAX,
Pack size: 1 x EA
• Multimeter Type: Handheld
• Display Type: Digital
• Functions Measured: AC Current, AC Voltage,

Capacitance, DC Current, DC Voltage, Frequency,
Resistance, Temperature

• True RMS: Yes
• Absolute Maximum Resistance Measurement: 500 MΩ
• Absolute Maximum AC Current Measurement: 10 A ac
• Absolute Maximum DC Voltage Measurement: 1000 V dc
• Absolute Maximum DC Current Measurement: 10 A dc

156724 Handheld

FLUKE 289 HANDHELD DIGITAL
MULTIMETER, TRUE RMS, 10A AC MAX,
Pack size: 1 x EA
• Multimeter Type: Handheld
• Display Type: Digital
• True RMS: Yes
• Functions Measured: AC Current, AC Voltage,

Capacitance, Continuity, DC Current, DC Voltage,
Resistance, Temperature

• Absolute Maximum AC Current Measurement: 10 A ac
• Absolute Maximum AC Voltage Measurement: 1000 V ac
• Absolute Maximum Resistance Measurement: 500 MΩ
• Absolute Maximum DC Voltage Measurement: 1000 V dc

156730 Handheld

TEST CABLE REEL

Pack size: 1 x EA
• Accessory Type: Extension Reel
• Cable Length: 30 m
• Cable Colour: Green
• Plug Size: 4 mm
• Safety Category: CAT II 1000 V, CAT III 600 V
• Safety Category Level: CAT II, CAT III
• Safety Category Voltage: 600 V, 1000 V

1750168 Extension Reel

RS PRO LA8085USB LED MAGNIFYING
LAMP WITH TABLE LAMP, 3DIOPTRE,
Pack size: 1 x EA
• Dioptre: 3 dioptre
• Lens Size: 100 mm
• Maximum Reach: 48 cm
• Magnifier Type: Table Lamp
• Lamp Type: LED
• Lamp Wattage: 7.5 W
• Operating Voltage: 5 V dc
• Weight: 1.1 kg

1835234 3 dioptre

FLUKE MULTIMETER FUSE, 440MA,
1000V, 10.3 (DIA.) X 35MM, 10.3MM
Pack size: 1 x EA
• Accessory Type: Fuse
• For Use With: Series III
• Current: 440 mA
• Voltage: 1000 V
• Breaking Capacity: 10 kA
• Material: HBC Ceramic
• Dimensions: 10.3 (Dia.) x 35 mm
• Diameter: 10.3 mm

2010251 Fuse
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BE YOUR FIRST CHOICE
RS PRO 150MM DIGITAL CALIPER
0.0005 IN, 0.01 MM RESOLUTION,
Pack size: 1 x EA
• Caliper Type: Digital
• Capacity: 150 mm
• Imperial or Metric: Both
• Display Type: LCD
• Accuracy: 0.03 mm
• Resolution: 0.0005 in, 0.01 mm

2436615 Digital

ABSOLUTE ELECTRONIC
CALIPER,150MM/6IN
Pack size: 1 x EA
• Caliper Type: Digital
• Capacity: 150 mm
• Imperial or Metric: Both
• Display Type: Digital
• Accuracy: ±0.02 mm
• Resolution: 0.01 mm

2455676 Digital

BRANNAN WALL MOUNT GLASS
THERMOMETER, +50 °C MAX
Pack size: 1 x EA
• Maximum Temperature Measurement: +50 °C
• Filling Type: Red Spirit
• Application: Laboratory
• Thermometer Type: Wall Mount
• Temperature Scale: Centigrade
• Dimensions: 205 x 45 x 10 mm
• Height: 10 mm
• Length: 205 mm

3047175 +50 °C

FLUKE TPAK MULTIMETER HANGING
KIT
Pack size: 1 x EA
• Accessory Type: TPAK Multimeter Hanging Kit
• For Use With: Fluke Digital Multimeters

3317402 TPAK Multimeter

FLUKE LVD2 NON CONTACT VOLTAGE
DETECTOR
Pack size: 1 x EA
• Battery Type: AAA
• Power Source: Battery
• Safety Category: CAT IV 600 V
• Maximum Operating Temperature: +50 °C
• Model Number (p): LVD2

336328 AAA

FLUKE 52 II WIRED DIGITAL
THERMOMETER FOR INDUSTRIAL USE,
Pack size: 1 x EA
• Absolute Maximum Temperature Measurement: +1767 °C
• Model Number: 52 II
• Thermometer Type: Wired
• Probe Type: E, J, K, N, R, S, T
• Application: Industrial
• Best Accuracy: ±0.05 %
• Number of Temperature Inputs: 2
• Resolution: 0.1 °C

3534455 +1767 °C

FLUKE 179 HANDHELD DIGITAL
MULTIMETER, TRUE RMS, 10A AC MAX,
Pack size: 1 x EA
• Multimeter Type: Handheld
• Display Type: Digital
• True RMS: Yes
• Functions Measured: AC Current, AC Voltage,

Capacitance, Continuity, DC Current, DC Voltage,
Diode, Frequency, Resistance, Temperature

• Absolute Maximum AC Voltage Measurement: 1000 V ac
• Absolute Maximum DC Current Measurement: 10 A dc
• Absolute Maximum DC Voltage Measurement: 1000 V dc
• Absolute Maximum AC Current Measurement: 10 A ac

3944492 Handheld

500MM RED STANDARD TEST
LEAD,2MM PLUG
Pack size: 1 x EA
• Lead Length: 500 mm
• Current Rating: 10 A
• Colour: Red
• Test Lead Type: 2 mm Connector Test Leads
• Voltage Rating: 30 V ac, 60 V dc
• Connector A Gender: Male
• Connector B Gender: Male
• Connector A Stackable: Yes

405411 500 mm

500MM BLACK STANDARD TEST
LEAD,2MM PLUG
Pack size: 1 x EA
• Lead Length: 500 mm
• Current Rating: 10 A
• Colour: Black
• Test Lead Type: 2 mm Connector Test Leads
• Voltage Rating: 30 V ac, 60 V dc
• Connector A Gender: Male
• Connector B Gender: Male
• Connector A Stackable: Yes

405427 500 mm

HALDA DGD-9 FORCE GAUGE,
RANGE: 9.8N
Pack size: 1 x EA
• Range: 9.8 N
• Best Accuracy: ±2 %
• Measurement Units: g

432227 9.8 N

SCHUTZINGER SET 3177 TEST LEAD KIT

Pack size: 1 x EA
• Lead Type: Test Lead Kit

4342500 Test Lead Kit

BLACK GOLD PLATED
ADAPTOR,4MMPLUG/2MMSKT
Pack size: 1 x EA
• Colour: Black
• Plug Size: 4 mm
• Socket Size: 2 mm
• Contact Material: Brass
• Contact Plating: Gold
• Current Rating: 25 A
• Voltage Rating: 30 V ac, 60 V dc
• Gender: Male to Female

445009 Black

RED GOLD PLATED
ADAPTOR,4MMPLUG/2MMSKT
Pack size: 1 x EA
• Colour: Red
• Plug Size: 4 mm
• Socket Size: 2 mm
• Contact Material: Brass
• Contact Plating: Gold
• Current Rating: 25 A
• Voltage Rating: 30 V ac, 60 V dc
• Gender: Male to Female

445015 Red

FLUKE 87V HANDHELD DIGITAL
MULTIMETER, TRUE RMS, 10A AC MAX,
Pack size: 1 x EA
• Multimeter Type: Handheld
• Display Type: Digital
• True RMS: Yes
• Functions Measured: AC Current, AC Voltage,

Capacitance, Continuity, DC Current, DC Voltage,
Diode, Frequency, Resistance, Temperature

• Absolute Maximum DC Current Measurement: 10 A dc
• Absolute Maximum AC Voltage Measurement: 1000 V ac
• Absolute Maximum AC Current Measurement: 10 A ac
• Absolute Maximum DC Voltage Measurement: 1000 V dc

4802355 Handheld

RS PRO CROCODILE CLIP, NICKEL-
PLATED STEEL CONTACT, 5A, RED
Pack size: 10 x EA
• Current Rating: 5 A
• Jaw Opening: 8 mm
• Contact Material: Nickel-Plated Steel
• Insulated: Yes
• Colour: Red
• Insulation Material: PVC

483843 5 A

RS PRO CROCODILE CLIP, NICKEL-
PLATED STEEL CONTACT, 5A, BLACK
Pack size: 10 x EA
• Current Rating: 5 A
• Jaw Opening: 8 mm
• Contact Material: Nickel-Plated Steel
• Insulated: Yes
• Colour: Black
• Insulation Material: PVC

483859 5 A
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TEST & MEASUREMENT
FLUKE TEST PROBE, 60V

Pack size: 1 x SET
• Voltage Rating: 60 V
• Colour: Black, Red
• Test Probe Type: Test Probe Accessory

4933285 60 V

RADIALL BLACK MALE BANANA PLUG,
4 MM CONNECTOR, 30A, 750V AC,
Pack size: 1 x EA
• Colour: Black
• Gender: Male
• Voltage Rating: 750 V ac
• Current Rating: 30 A
• Connector Size: 4 mm
• Contact Plating: Nickel, Tin
• Spring Contact: Yes
• Length: 61 mm

4995198 Black

RADIALL RED MALE BANANA PLUG, 4
MM CONNECTOR, 30A, 750V AC,
Pack size: 1 x EA
• Colour: Red
• Gender: Male
• Voltage Rating: 750 V ac
• Current Rating: 30 A
• Connector Size: 4 mm
• Contact Plating: Nickel, Tin
• Spring Contact: Yes
• Length: 61 mm

4995205 Red

LASCAR TEMPERATURE & HUMIDITY
DATA LOGGER, USB, BATTERY-
Pack size: 1 x EA
• Number of Input Channels: 1
• Model Number: EL-USB-2-LCD
• Sensor Type: Humidity, Temperature
• Measurement Parameters: Humidity, Temperature, Dew

Point
• Interface Type: USB
• Data Logger Type: Temperature & Humidity
• Maximum Temperature Measurement: +80 °C
• Power Source: Battery

500711 1

DISPENSER MANUAL SYRINGE GUN
30CC
Pack size: 1 x EA
• Accessory Type: Manual Syringe Gun
• For Use With: TS700 Series
• Pack Size: 1

5057540 Manual Syringe

TESTO NTC AIR TEMPERATURE PROBE,
50 (SHAFT TIP) MM, 115 (SHAFT) MM
Pack size: 1 x EA
• Sensor Type: NTC
• Probe Type: Air
• Probe Length: 50 (Shaft Tip) mm, 115 (shaft) mm
• Probe Diameter: 4 (Shaft Tip) mm, 5 (Shaft) mm
• Maximum Temperature Measurement: +125 °C
• Cable Length: 1.1 m
• Best Accuracy: ±0.2 °C
• For Use With: testo 110, testo 112, testo 175, testo 176,

testo 550s, testo 557s, testo 570s, testo 720

5120525 NTC

STAUBLI CROCODILE CLIP 4 MM
CONNECTION, 32A, BLACK, RED
Pack size: 1 x PR
• Current Rating: 32 A
• Jaw Opening: 20 mm
• Insulated: Yes
• Colour: Black, Red
• Connector Type: 4 mm

5181047 32 A

FLUKE 1507 INSULATION TESTER, 50V
MIN, 1000V MAX, 10GΩ MAX, CAT III
Pack size: 1 x EA
• Tester Type: Insulation Tester
• Minimum Test Voltage: 50 V
• Maximum Test Voltage: 1000 V
• Maximum Insulation Resistance Measurement: 10 GΩ
• Test Current: 200 mA
• Battery Life: 1000 Insulation Tests
• Minimum Operating Temperature: -20 °C
• Maximum Operating Temperature: +50 °C

5186008 Insulation Tester

RHOPOINT A210-091 HANDHELD
OHMMETER, 200 Ω MAX, 100ΜΩ
Pack size: 1 x EA
• Maximum Resistance Measurement: 200 Ω
• Resistance Measurement Resolution: 100 µΩ
• Measurement Type: 4 Wire
• Battery Type: PP3
• Power Source: Battery
• Handheld: Yes
• Weight: 510 g
• Height: 150 mm

611953 200 Ω

FLUKE 117 DIGITAL MULTIMETER

Pack size: 1 x EA
• Multimeter Type: Handheld
• Display Type: Digital
• Functions Measured: AC Current, AC Voltage,

Capacitance, Continuity, DC Current, DC Voltage,
Diode, Frequency, Resistance

• True RMS: Yes
• Absolute Maximum DC Voltage Measurement: 600 V dc
• Absolute Maximum DC Current Measurement: 10 A dc
• Absolute Maximum AC Voltage Measurement: 600 V ac
• Absolute Maximum AC Current Measurement: 10 A ac

6161460 Handheld

CROPICO DO4002 HANDHELD
OHMMETER, 400 Ω MAX, 1ΜΩ
Pack size: 1 x EA
• Maximum Resistance Measurement: 400 Ω
• Resistance Measurement Resolution: 1 µΩ
• Measurement Type: 4 Wire
• Battery Type: AA
• Power Source: Battery
• Handheld: Yes
• Weight: 800 g
• Height: 130 mm

6718864 400 Ω

KEYSIGHT TECHNOLOGIES U1701B
HANDHELD CAPACITANCE METER
Pack size: 1 x EA
• Maximum Capacitance Measurement: 199.99 mF
• Battery Life: 80 h
• Battery Type: 9V
• Bench/Handheld: Handheld
• Display Type: LCD
• Power Source: Battery, Mains
• Dimensions: 41 x 87 x 184 mm
• Weight: 320 g

6978892 199.99 mF

FLUKE 381 CLAMP METER, 1KA DC,
MAX CURRENT 2.5KA AC CAT III 1000
Pack size: 1 x EA
• Absolute Maximum AC Current Measurement: 2.5 kA ac
• Absolute Maximum DC Current Measurement: 1 kA dc
• Absolute Maximum AC Voltage Measurement: 1 k V ac
• Absolute Maximum DC Voltage Measurement: 1 k V dc
• Absolute Maximum Resistance Measurement: 60 kΩ
• Model Number: 381
• AC Current Measurement Resolution: 100 mA
• DC Current Measurement Resolution: 100 mA

7051923 2.5 kA ac

AIM-TTI PL SERIES DIGITAL BENCH
POWER SUPPLY, 0 → 120V, 0 →
Pack size: 1 x EA
• Output Voltage: 0 → 120 V
• Bench Power Supply Type: Precision DC Power Supply
• Output Current: 0 → 750 mA
• Number of Outputs: 1
• Series: PL
• Type: Linear
• Power Rating: 90 W
• Supply Voltage: 115 V ac, 230 V ac

7072866 0 → 120 V

FLUKE 971 HANDHELD HYGROMETER,
±2.5 %RH ACCURACY, +60°C MAX,
Pack size: 1 x EA
• Absolute Maximum Temperature Measurement: +60 °C
• Maximum Humidity Measurement: 95 %RH
• Hygrometer Type: Digital Hygrometer
• Best Temperature Measurement Accuracy: ±0.5 °C
• Temperature Measurement Resolution: 0.1 °C
• Model Number (p): 971
• Best Humidity Measurement Accuracy: ±2.5 %RH
• Humidity Measurement Resolution: 0.1 %RH

7244193 +60 °C

STAUBLI BLACK FEMALE BANANA
SOCKET, 4 MM CONNECTOR, SCREW
Pack size: 1 x EA
• Colour: Black
• Gender: Female
• Termination Method: Screw
• Voltage Rating: 1000 V
• Connector Size: 4 mm
• Current Rating: 32 A
• Contact Plating: Nickel
• Length: 73.5 mm

7260515 Black

http://twen.rs-online.com/web/p/-/4933285
http://twen.rs-online.com/web/p/-/4933285
http://twen.rs-online.com/web/p/-/4933285
http://twen.rs-online.com/web/p/-/4995198
http://twen.rs-online.com/web/p/-/4995198
http://twen.rs-online.com/web/p/-/4995198
http://twen.rs-online.com/web/p/-/4995198
http://twen.rs-online.com/web/p/-/4995205
http://twen.rs-online.com/web/p/-/4995205
http://twen.rs-online.com/web/p/-/4995205
http://twen.rs-online.com/web/p/-/4995205
http://twen.rs-online.com/web/p/-/0500711
http://twen.rs-online.com/web/p/-/0500711
http://twen.rs-online.com/web/p/-/0500711
http://twen.rs-online.com/web/p/-/0500711
http://twen.rs-online.com/web/p/-/5057540
http://twen.rs-online.com/web/p/-/5057540
http://twen.rs-online.com/web/p/-/5057540
http://twen.rs-online.com/web/p/-/5057540
http://twen.rs-online.com/web/p/-/5120525
http://twen.rs-online.com/web/p/-/5120525
http://twen.rs-online.com/web/p/-/5120525
http://twen.rs-online.com/web/p/-/5120525
http://twen.rs-online.com/web/p/-/5181047
http://twen.rs-online.com/web/p/-/5181047
http://twen.rs-online.com/web/p/-/5181047
http://twen.rs-online.com/web/p/-/5181047
http://twen.rs-online.com/web/p/-/5186008
http://twen.rs-online.com/web/p/-/5186008
http://twen.rs-online.com/web/p/-/5186008
http://twen.rs-online.com/web/p/-/5186008
http://twen.rs-online.com/web/p/-/0611953
http://twen.rs-online.com/web/p/-/0611953
http://twen.rs-online.com/web/p/-/0611953
http://twen.rs-online.com/web/p/-/0611953
http://twen.rs-online.com/web/p/-/0611953
http://twen.rs-online.com/web/p/-/0611953
http://twen.rs-online.com/web/p/-/6161460
http://twen.rs-online.com/web/p/-/6161460
http://twen.rs-online.com/web/p/-/6161460
http://twen.rs-online.com/web/p/-/6718864
http://twen.rs-online.com/web/p/-/6718864
http://twen.rs-online.com/web/p/-/6718864
http://twen.rs-online.com/web/p/-/6718864
http://twen.rs-online.com/web/p/-/6718864
http://twen.rs-online.com/web/p/-/6718864
http://twen.rs-online.com/web/p/-/6978892
http://twen.rs-online.com/web/p/-/6978892
http://twen.rs-online.com/web/p/-/6978892
http://twen.rs-online.com/web/p/-/6978892
http://twen.rs-online.com/web/p/-/7051923
http://twen.rs-online.com/web/p/-/7051923
http://twen.rs-online.com/web/p/-/7051923
http://twen.rs-online.com/web/p/-/7051923
http://twen.rs-online.com/web/p/-/7072866
http://twen.rs-online.com/web/p/-/7072866
http://twen.rs-online.com/web/p/-/7072866
http://twen.rs-online.com/web/p/-/7072866
http://twen.rs-online.com/web/p/-/7244193
http://twen.rs-online.com/web/p/-/7244193
http://twen.rs-online.com/web/p/-/7244193
http://twen.rs-online.com/web/p/-/7244193
http://twen.rs-online.com/web/p/-/7260515
http://twen.rs-online.com/web/p/-/7260515
http://twen.rs-online.com/web/p/-/7260515
http://twen.rs-online.com/web/p/-/7260515


BE YOUR FIRST CHOICE
AIM-TTI CPX SERIES DIGITAL BENCH
POWER SUPPLY, 0 → 60V, 0 → 20A, 1-
Pack size: 1 x EA
• Output Voltage: 0 → 60 V
• Bench Power Supply Type: Autoranging Power Supply
• Output Current: 0 → 20 A
• Number of Outputs: 1
• Type: Digital
• Series: CPX
• Power Rating: 420 W
• Supply Voltage: 110 → 240 V ac

7377186 0 → 60 V

HIRSCHMANN TEST & MEASUREMENT
BLACK MALE BANANA PLUG, 4 MM
Pack size: 1 x EA
• Colour: Black
• Gender: Male
• Termination Method: Screw
• Voltage Rating: 60 V dc
• Current Rating: 30 A
• Connector Size: 4 mm
• Contact Plating: Nickel
• Spring Contact: Yes

738884 Black

HIRSCHMANN TEST & MEASUREMENT
RED MALE BANANA PLUG, 4 MM
Pack size: 1 x EA
• Colour: Red
• Gender: Male
• Termination Method: Screw
• Voltage Rating: 30 V ac, 60 V dc
• Current Rating: 30 A
• Connector Size: 4 mm
• Contact Plating: Nickel
• Spring Contact: Yes

738890 Red

FLUKE TL175 TEST LEAD KIT, CAT III,
CAT IV, 10A
Pack size: 1 x EA
• Lead Type: Test Lead Kit
• Product Type: Test leads
• Connector Type: Shrouded
• Current Rating: 10 A
• Safety Category Voltage: 1000 V, 600 V
• Safety Category: CAT III 1000 V, CAT IV 600 V
• Minimum Operating Temperature: -20 °C
• Maximum Operating Temperature: +55 °C

7414358 Test Lead Kit

FLUKE 62 MAX INFRARED
THERMOMETER, -30°C MIN, +500°C
Pack size: 1 x EA
• Absolute Maximum Temperature Measurement: +500 °C
• Temperature Scale: Centigrade, Fahrenheit
• Absolute Minimum Temperature Measurement: -30 °C
• Best Accuracy: ±1.5 %
• Distance to Spot Ratio: 10:1
• Emissivity: 0.1 → 1
• Model Number (p): 62 MAX
• Resolution: 0.1 °C

7600385 +500 °C

FLUKE 62 MAX PLUS INFRARED
THERMOMETER, -30°C MIN, +650°C
Pack size: 1 x EA
• Absolute Maximum Temperature Measurement: +650 °C
• Temperature Scale: Centigrade, Fahrenheit
• Absolute Minimum Temperature Measurement: -30 °C
• Best Accuracy: ±1 %
• Distance to Spot Ratio: 12:1
• Emissivity: 0.1 → 1
• Model Number (p): 62 MAX PLUS
• Resolution: 0.1 °C

7600389 +650 °C

MEGGER 1002-647 INSULATION
TESTER HV TEST LEAD SET, FOR USE
Pack size: 1 x EA
• Accessory Type: HV Test Lead Set
• For Use With: MIT510/2

7639276 HV Test Lead Set

FLUKE 325 CLAMP METER, 400A DC,
MAX CURRENT 400A AC CAT III 600V,
Pack size: 1 x EA
• Absolute Maximum AC Current Measurement: 400 A ac
• Absolute Maximum DC Current Measurement: 400 A dc
• Absolute Maximum AC Voltage Measurement: 600 V ac
• Absolute Maximum DC Voltage Measurement: 600 V dc
• Absolute Maximum Resistance Measurement: 40 kΩ
• Model Number: 325
• AC Current Measurement Resolution: 10 mA
• DC Current Measurement Resolution: 10 mA

7653660 400 A ac

LED 3.5X ILLUMINATED HANDHELD

Pack size: 1 x EA
• Magnifier Type: Magnifying Glass with Light
• Magnification Power: 3.5 X
• Optical Power: 10 dioptre
• Lens Diameter: 75 x 50 mm
• Illuminated: Yes
• Battery Operated: Yes
• Battery Type: 2 x AA

7802825 Magnifying Glass

4MM TEST LEAD, SILICONE, RED,2M

Pack size: 1 x EA
• Lead Length: 2 m
• Current Rating: 32 A
• Colour: Red
• Test Lead Type: 4 mm Connector Test Leads
• Voltage Rating: 600 V
• Connector A Gender: Male
• Connector B Gender: Male
• Connector A Shrouded: Yes

7865413 2 m

FLUKE 107 HANDHELD DIGITAL
MULTIMETER, 10A AC MAX, 10A DC
Pack size: 1 x EA
• Multimeter Type: Handheld
• Display Type: Digital
• True RMS: No
• Functions Measured: AC Current, AC Voltage,

Capacitance, DC Current, DC Voltage, Resistance
• Absolute Maximum AC Voltage Measurement: 600 V ac
• Absolute Maximum AC Current Measurement: 10 A ac
• Absolute Maximum DC Current Measurement: 10 A dc
• Absolute Maximum DC Voltage Measurement: 600 V dc

7904104 Handheld

STAUBLI BLACK FEMALE BANANA
SOCKET, 4 MM CONNECTOR, SCREW
Pack size: 1 x EA
• Colour: Black
• Gender: Female
• Termination Method: Screw
• Voltage Rating: 600 V
• Current Rating: 32 A
• Connector Size: 4 mm
• Contact Plating: Nickel
• Spring Contact: Yes

8112870 Black

STAUBLI RED FEMALE BANANA
SOCKET, 4 MM CONNECTOR, SCREW
Pack size: 1 x EA
• Colour: Red
• Gender: Female
• Termination Method: Screw
• Voltage Rating: 600 V
• Current Rating: 32 A
• Connector Size: 4 mm
• Contact Plating: Nickel
• Spring Contact: Yes

8112873 Red

MITUTOYO 150MM DIGITAL CALIPER,
METRIC
Pack size: 1 x EA
• Caliper Type: Digital
• Capacity: 150 mm
• Imperial or Metric: Metric
• Display Type: Digital
• Accuracy: ±0.02 mm

8336449 Digital

RS PRO 150MM DIGITAL CALIPER
0.0005 IN, 0.01 MM RESOLUTION,
Pack size: 1 x EA
• Caliper Type: Digital
• Capacity: 150 mm
• Imperial or Metric: Both
• Display Type: Digital
• Accuracy: 0.03 mm
• Resolution: 0.0005 in, 0.01 mm

8412518 Digital

FLUKE TEST LEAD KIT WITH 1 PAIR
(RED/BLACK) OF TEST LEADS WITH
Pack size: 1 x EA
• Kit Contents: 1 Pair (Red/Black) of Test Leads with 4mm

Banana Plug and Mini-Hooks

8507704 1 Pair (Red/Black)
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TEST & MEASUREMENT
TEST CLIP MINI LEAD SET

Pack size: 1 x SET
• Lead Length: 460 mm
• Current Rating: 5 A
• Colour: Black, Green, Red, White, Yellow
• Test Lead Type: Clip Connector Test Leads
• Voltage Rating: 300 V
• Connector A Shrouded: Yes
• Connector B Shrouded: Yes
• Connector B Orientation: Straight

8883752 460 mm

TEST CLIP HD LEAD SET

Pack size: 1 x SET
• Lead Length: 300 mm
• Current Rating: 7 A
• Colour: Black, Green, Red, White, Yellow
• Test Lead Type: Clip Connector Test Leads
• Voltage Rating: 300 V
• Connector A Shrouded: Yes
• Connector B Shrouded: Yes
• Connector B Orientation: Straight

8883755 300 mm

MEGGER MIT410 2 INSULATION
TESTER, 10V MIN, 1000V MAX, 200GΩ
Pack size: 1 x EA
• Tester Type: Insulation Tester
• Minimum Test Voltage: 10 V
• Maximum Test Voltage: 1000 V
• Maximum Insulation Resistance Measurement: 200 GΩ
• Display Type: Analogue, Dual Digital
• Test Current: 205 mA
• Battery Life: 3000 5-second tests
• Minimum Operating Temperature: -20 °C

9214510 Insulation Tester

MEGGER MIT410 2 INSULATION
TESTER, 10V MIN, 1000V MAX, 200GΩ
Pack size: 1 x EA
• Tester Type: Insulation Tester
• Minimum Test Voltage: 10 V
• Maximum Test Voltage: 1000 V
• Maximum Insulation Resistance Measurement: 200 GΩ
• Display Type: Analogue, Dual Digital
• Test Current: 205 mA
• Battery Life: 2200 (OFF) Test @ 55 s, 2200 (ON) Test @ 5

s
• Minimum Operating Temperature: -20 °C

9214514 Insulation Tester

twcn.rs-online.com

RTWEnquiry@rs.rsgroup.com
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