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AUTOMATION & CONTROL
PHOENIX CONTACT E/UK SERIES END
STOP FOR USE WITH NS 32 OR NS
Pack size: 10 x EA
• Accessory Type: End Clamp
• Series: E/UK
• For Use With: NS 32 or NS 35/7.5 DIN rail
• Mounting Type: DIN Rail Mount
• Colour: Grey
• Material: Polyamide
• Hazardous Area Certification: ATEX

1012723 End Clamp

ESSENTRA SPIRAL WRAP, I.D 8.2MM,
50MM POLYETHYLENE (PE)
Pack size: 1 x EA
• Minimum Cable Diameter: 8.2 mm
• Maximum Cable Diameter: 12 mm
• Colour: Natural
• Internal Diameter: 8.2 mm
• Material: PE
• Maximum Bundle Diameter: 50 mm
• Minimum Operating Temperature: -30 °C
• Maximum Operating Temperature: +40 °C

1025836 8.2 mm

MEAN WELL SWITCHING POWER
SUPPLY, LRS-35-5RS, 5V DC, 7A,
Pack size: 1 x EA
• Output Voltage: 5 V dc
• Output Current: 7 A
• Power Rating: 35 W
• Number of Outputs: 1
• Input Voltage: 120 → 373 V dc, 85 → 264 V ac
• Mounting Type: Chassis Mount
• Package Type: Enclosed
• Length: 99 mm

1065822 5 V dc

BLACK HEATSHRINK TUBING,38MM
BORE
Pack size: 1 x EA
• Sleeve Diameter: 38 mm
• Shrunk Diameter: 19 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 2:1
• Sleeve Length: 1.2 m
• Material: Polyolefin

1132322 38 mm

YELLOW HEATSHRINK TUBING,9.5MM
BORE
Pack size: 1 x EA
• Sleeve Diameter: 9.5 mm
• Shrunk Diameter: 4.8 mm
• Colour: Yellow
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 2:1
• Sleeve Length: 1.2 m
• Material: Polyolefin

1132401 9.5 mm

RECOM RP20-FR DC-DC CONVERTER,
12V DC/ 1.67A OUTPUT, 43 → 160 V DC
Pack size: 1 x EA
• Output Voltage: 12 V dc
• Input Voltage Range: 43 → 160 V dc
• Power Rating: 20 W
• Input Voltage Nominal: 110 V dc
• Output Current: 1.67 A
• Mounting Type: Through Hole
• Isolated: Yes
• Number of Outputs: 1

1228234 12 V dc

IFM ELECTRONIC ULTRASONIC
BARREL-STYLE PROXIMITY SENSOR,
Pack size: 1 x EA
• Sensor Technology: Ultrasonic
• Body Style: Barrel
• Thread Size: M18 x 1
• Output Type: Analogue, PNP
• Detection Range: 200 → 2200 mm
• Terminal Type: 5-Pin M12 Connector
• Supply Voltage: 10 → 30 V dc
• IP Rating: IP67

1232462 Ultrasonic

TRACOPOWER SWITCHING POWER
SUPPLY, TMG 30112, 12V DC, 2.5A,
Pack size: 1 x EA
• Output Voltage: 12 V dc
• Output Current: 2.5 A
• Power Rating: 30 W
• Number of Outputs: 1
• Input Voltage: 120 → 370 V dc, 90 → 305 V ac
• Mounting Type: PCB Mount
• Package Type: Encapsulated
• Length: 64 mm

1232790 12 V dc

RS PRO CABLE TIE, ROLLER BALL,
840MM X 12 MM, STEEL STAINLESS
Pack size: 100 x EA
• Length: 840 mm
• Width: 12 mm
• Colour: Steel
• Material: Stainless Steel
• Type: Roller Ball
• Minimum Operating Temperature: -40 °C
• Maximum Operating Temperature: +300 °C
• Fire Behaviour: Halogen Free

1235028 840 mm

SCHNEIDER ELECTRIC PHASE,
VOLTAGE MONITORING RELAY, 3
Pack size: 1 x EA
• Monitoring Application: Phase, Voltage
• Electrical Phase: 3
• Voltage Sensing Range: 380 → 480 V ac
• Contact Configuration: DPDT
• Voltage Sensitivity: Overvoltage, Undervoltage
• Mounting Type: DIN Rail
• Phase Sensitivity: Phase Failure, Phase Sequence
• Time Delay: 0.1 → 30 s

1240184 Phase, Voltage

COSEL STMGFW DC-DC CONVERTER,
±12V DC/ 1.25A OUTPUT, 18 → 76 V DC
Pack size: 1 x EA
• Output Voltage: ±12 V dc
• Input Voltage Range: 18 → 76 V dc
• Power Rating: 30 W
• Input Voltage Nominal: 48 V dc
• Output Current: 1.25 A
• Mounting Type: PCB Mount
• Isolated: Yes
• Number of Outputs: 2

1328120 ±12 V dc

TELEMECANIQUE SENSORS
INDUCTIVE BARREL-STYLE PROXIMITY
Pack size: 1 x EA
• Sensor Technology: Inductive
• Body Style: Barrel
• Thread Size: M12 x 1
• Output Type: PNP
• Detection Range: 4 mm
• Terminal Type: Cable
• IP Rating: IP65, IP67
• Supply Voltage: 12 → 24 V dc

1336327 Inductive

AUER SIGNAL ESV SERIES PANEL
MOUNT BUZZER, 12 → 24 V AC/DC, IP
Pack size: 1 x EA
• Supply Voltage: 12 → 24 V ac/dc
• IP Rating: IP 65
• Current Type: AC, DC
• Number Of Tones: 2
• Mounting Style: Panel Mount
• Diameter: 30 mm
• Application Type: Buzzer
• Minimum Decibel: 77 dB

1350751 12 → 24 V ac/dc

CONTACTOR 50A 3P AC3 24VDC
COIL
Pack size: 1 x EA
• Coil Voltage: 24 V dc
• Number of Poles: 3
• Contact Voltage Rating: 690 V ac
• Contact Current Rating: 50 A
• Series: LC1D
• Range: TeSys D
• Power Rating: 22 kW
• Normal State Configuration: 3NO

1353962 24 V dc

HELLERMANNTYTON ARROWTAG
CABLE TIE CABLE MARKERS, BLACK
Pack size: 100 x EA
• Affixing Method: Cable Tie
• Colour: Black
• Length: 63 mm
• Width: 9 mm
• Quantity: 100
• Printable: No
• Material: Nylon 66
• Minimum Operating Temperature: -40 °C

1383510 Cable Tie

MEAN WELL RSD-30 DC-DC
CONVERTER, 12V DC/ 2.5A OUTPUT, 9
Pack size: 1 x EA
• Output Voltage: 12 V dc
• Input Voltage Range: 9 → 36 V dc
• Power Rating: 30 W
• Input Voltage Nominal: 9 → 36 V dc
• Output Current: 2.5 A
• Mounting Type: Chassis Mount
• Isolated: Yes
• Number of Outputs: 1

1408099 12 V dc
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BE YOUR FIRST CHOICE
MEAN WELL RSD-60 DC-DC
CONVERTER, 24V DC/ 2.5A OUTPUT,
Pack size: 1 x EA
• Output Voltage: 24 V dc
• Input Voltage Range: 40 → 160 V dc
• Power Rating: 60 W
• Input Voltage Nominal: 40 → 160 V dc
• Output Current: 2.5 A
• Mounting Type: Chassis Mount
• Isolated: Yes
• Number of Outputs: 1

1408121 24 V dc

ADHESIVE LINED HEATSHRINK
TUBING,9MM
Pack size: 1 x EA
• Sleeve Diameter: 9 mm
• Shrunk Diameter: 3 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: Yes
• Shrink Ratio: 3:1
• Sleeve Length: 1.2 m
• Material: Polyolefin

1573802 9 mm

ADHESIVE LINED HEATSHRINK
TUBING,18MM
Pack size: 1 x EA
• Sleeve Diameter: 18 mm
• Shrunk Diameter: 6 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: Yes
• Shrink Ratio: 3:1
• Sleeve Length: 1.2 m
• Material: Polyolefin

1573824 18 mm

RECOM REC3 DC-DC CONVERTER,
5V DC/ 600MA OUTPUT, 4.5 → 9 V DC
Pack size: 15 x EA
• Output Voltage: 5 V dc
• Input Voltage Range: 4.5 → 9 V dc
• Power Rating: 3 W
• Input Voltage Nominal: 5 V dc
• Output Current: 600 mA
• Mounting Type: Through Hole
• Isolated: Yes
• Number of Outputs: 1

1622774 5 V dc

IDEC YW SERIES ILLUMINATED PUSH
BUTTON COMPLETE UNIT, PANEL
Pack size: 1 x EA
• Illuminated: Yes
• Mounting Type: Panel Mount
• Push Button Style: Round
• Contact Configuration: SPST
• Push Button Colour: Yellow
• Panel Cut Out Diameter: 22 mm
• Series: YW
• IP Rating: IP65

1682609 Yes

HELLERMANNTYTON EXPANDABLE
BRAIDED NYLON 66 GREY CABLE
Pack size: 10 x MTR
• Sleeve Diameter: 20 mm
• Colour: Grey
• Material: Nylon 66
• Sleeve Length: 10 m
• Braided: Yes
• Expandable: Yes
• Minimum Cable Diameter: 15 mm
• Maximum Cable Diameter: 23 mm

1705469 20 mm

TE CONNECTIVITY HEAT SHRINK
TUBING, GREEN 12MM SLEEVE DIA. X
Pack size: 1 x EA
• Sleeve Diameter: 12 mm
• Shrunk Diameter: 6 mm
• Colour: Green
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 2:1
• Sleeve Length: 1.5 m
• Material: Polyolefin

1705986 12 mm

BLACK HEATSHRINK TUBING,2.4MM
BORE
Pack size: 1 x EA
• Sleeve Diameter: 2.4 mm
• Shrunk Diameter: 1.2 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 2:1
• Sleeve Length: 1.2 m
• Material: Polyolefin

1706377 2.4 mm

BLACK HEATSHRINK TUBING,3.2MM
BORE
Pack size: 1 x EA
• Sleeve Diameter: 3.2 mm
• Shrunk Diameter: 1.6 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 2:1
• Sleeve Length: 1.2 m
• Material: Polyolefin

1706383 3.2 mm

BLACK HEATSHRINK TUBING,6.4MM
BORE
Pack size: 1 x EA
• Sleeve Diameter: 6.4 mm
• Shrunk Diameter: 3.2 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 2:1
• Sleeve Length: 1.2 m
• Material: Polyolefin

1706406 6.4 mm

BLACK HEATSHRINK TUBING,9.5MM
BORE
Pack size: 1 x EA
• Sleeve Diameter: 9.5 mm
• Shrunk Diameter: 4.8 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 2:1
• Sleeve Length: 1.2 m
• Material: Polyolefin

1706412 9.5 mm

BLACK HEATSHRINK TUBING,12.7MM
BORE
Pack size: 1 x EA
• Sleeve Diameter: 12.7 mm
• Shrunk Diameter: 6.4 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 2:1
• Sleeve Length: 1.2 m
• Material: Polyolefin

1706428 12.7 mm

BLACK HEATSHRINK TUBING,19MM
BORE
Pack size: 1 x EA
• Sleeve Diameter: 19 mm
• Shrunk Diameter: 9.5 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 2:1
• Sleeve Length: 1.2 m
• Material: Polyolefin

1706434 19 mm

CLEAR HEATSHRINK TUBING,4.8MM
BORE
Pack size: 1 x EA
• Sleeve Diameter: 4.8 mm
• Shrunk Diameter: 2.4 mm
• Colour: Clear
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 2:1
• Sleeve Length: 1.2 m
• Material: Polyolefin

1706614 4.8 mm

CLEAR HEATSHRINK TUBING,12.7MM
BORE
Pack size: 1 x EA
• Sleeve Diameter: 12.7 mm
• Shrunk Diameter: 6.4 mm
• Colour: Clear
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 2:1
• Sleeve Length: 1.2 m
• Material: Polyolefin

1706642 12.7 mm

CLEAR HEATSHRINK TUBING,19MM
BORE
Pack size: 1 x EA
• Sleeve Diameter: 19 mm
• Shrunk Diameter: 9.5 mm
• Colour: Clear
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 2:1
• Sleeve Length: 1.2 m
• Material: Polyolefin

1706658 19 mm

3

http://twen.rs-online.com/web/p/-/1408121
http://twen.rs-online.com/web/p/-/1408121
http://twen.rs-online.com/web/p/-/1408121
http://twen.rs-online.com/web/p/-/1408121
http://twen.rs-online.com/web/p/-/1573802
http://twen.rs-online.com/web/p/-/1573802
http://twen.rs-online.com/web/p/-/1573802
http://twen.rs-online.com/web/p/-/1573802
http://twen.rs-online.com/web/p/-/1573824
http://twen.rs-online.com/web/p/-/1573824
http://twen.rs-online.com/web/p/-/1573824
http://twen.rs-online.com/web/p/-/1573824
http://twen.rs-online.com/web/p/-/1622774
http://twen.rs-online.com/web/p/-/1622774
http://twen.rs-online.com/web/p/-/1622774
http://twen.rs-online.com/web/p/-/1622774
http://twen.rs-online.com/web/p/-/1682609
http://twen.rs-online.com/web/p/-/1682609
http://twen.rs-online.com/web/p/-/1682609
http://twen.rs-online.com/web/p/-/1682609
http://twen.rs-online.com/web/p/-/1705469
http://twen.rs-online.com/web/p/-/1705469
http://twen.rs-online.com/web/p/-/1705469
http://twen.rs-online.com/web/p/-/1705469
http://twen.rs-online.com/web/p/-/1705986
http://twen.rs-online.com/web/p/-/1705986
http://twen.rs-online.com/web/p/-/1705986
http://twen.rs-online.com/web/p/-/1705986
http://twen.rs-online.com/web/p/-/1706377
http://twen.rs-online.com/web/p/-/1706377
http://twen.rs-online.com/web/p/-/1706377
http://twen.rs-online.com/web/p/-/1706377
http://twen.rs-online.com/web/p/-/1706383
http://twen.rs-online.com/web/p/-/1706383
http://twen.rs-online.com/web/p/-/1706383
http://twen.rs-online.com/web/p/-/1706383
http://twen.rs-online.com/web/p/-/1706406
http://twen.rs-online.com/web/p/-/1706406
http://twen.rs-online.com/web/p/-/1706406
http://twen.rs-online.com/web/p/-/1706406
http://twen.rs-online.com/web/p/-/1706412
http://twen.rs-online.com/web/p/-/1706412
http://twen.rs-online.com/web/p/-/1706412
http://twen.rs-online.com/web/p/-/1706412
http://twen.rs-online.com/web/p/-/1706428
http://twen.rs-online.com/web/p/-/1706428
http://twen.rs-online.com/web/p/-/1706428
http://twen.rs-online.com/web/p/-/1706428
http://twen.rs-online.com/web/p/-/1706434
http://twen.rs-online.com/web/p/-/1706434
http://twen.rs-online.com/web/p/-/1706434
http://twen.rs-online.com/web/p/-/1706434
http://twen.rs-online.com/web/p/-/1706614
http://twen.rs-online.com/web/p/-/1706614
http://twen.rs-online.com/web/p/-/1706614
http://twen.rs-online.com/web/p/-/1706614
http://twen.rs-online.com/web/p/-/1706642
http://twen.rs-online.com/web/p/-/1706642
http://twen.rs-online.com/web/p/-/1706642
http://twen.rs-online.com/web/p/-/1706642
http://twen.rs-online.com/web/p/-/1706658
http://twen.rs-online.com/web/p/-/1706658
http://twen.rs-online.com/web/p/-/1706658
http://twen.rs-online.com/web/p/-/1706658


AUTOMATION & CONTROL
XP POWER RDH300 DC-DC
CONVERTER, 24V DC/ 12.5A OUTPUT,
Pack size: 1 x EA
• Output Voltage: 24 V dc
• Input Voltage Range: 43 → 160 V dc
• Power Rating: 300 W
• Input Voltage Nominal: 72 V dc
• Output Current: 12.5 A
• Mounting Type: Through Hole
• Isolated: Yes
• Number of Outputs: 1

1723105 24 V dc

DIN RAIL POWER SUPPLY 12V 120W

Pack size: 1 x EA
• Output Voltage: 12 V dc
• Input Voltage Range: 16.8 → 33.6 V dc
• Power Rating: 120 W
• Input Voltage Nominal: 24 V dc
• Output Current: 10 A
• Mounting Type: DIN Rail Mount
• Isolated: Yes
• Number of Outputs: 1

1757783 12 V dc

ALPHA WIRE PREMIUM SERIES BLACK
0.23 MM² HOOK UP WIRE, 24 AWG,
Pack size: 30 x MTR
• Cross Sectional Area: 0.23 mm²
• Sheath Colour: Black
• American Wire Gauge: 24 AWG
• Core Strands: 7/0.20 mm
• Length: 30 m
• Insulation Material: PTFE
• Outer Diameter: 1.12 mm
• Voltage Rating: 600 V

1770968 0.23 mm²

RNF 3000 HEATSHRINK

Pack size: 1 x EA
• Sleeve Diameter: 18 mm
• Shrunk Diameter: 6 mm
• Colour: Red
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 3:1
• Sleeve Length: 1.2 m
• Material: Polyolefin

1779319 18 mm

RNF 3000 HEATSHRINK

Pack size: 1 x EA
• Sleeve Diameter: 18 mm
• Shrunk Diameter: 6 mm
• Colour: Clear
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 3:1
• Sleeve Length: 1.2 m
• Material: Polyolefin

1779375 18 mm

MEAN WELL PLUG IN POWER SUPPLY,
FOR USE WITH GE12I, GE18I, GE24I,
Pack size: 1 x EA
• Accessory Type: AC Plug
• For Use With: GE12I, GE18I, GE24I, GE30I
• Mounting Style: Plug-In
• Plug Type: UK

1783436 AC Plug

RS PRO CABLE TIE, 100MM X 2.5 MM,
NATURAL NYLON, PK-100
Pack size: 100 x EA
• Length: 100 mm
• Width: 2.5 mm
• Colour: Natural
• Material: Nylon 66
• Type: Non-Releasable
• Quantity: 100
• Minimum Operating Temperature: -40 °C
• Maximum Operating Temperature: +85 °C

178462 100 mm

DIN RAIL POWER SUPPLY 48V 240W

Pack size: 1 x EA
• Output Voltage: 48 V dc
• Input Voltage Range: 16.8 → 33.6 V dc
• Power Rating: 240 W
• Input Voltage Nominal: 16.8 → 33.6 V dc
• Output Current: 5 A
• Mounting Type: DIN Rail Mount
• Isolated: Yes
• Number of Outputs: 1

1792847 48 V dc

RS PRO EXPANDABLE BRAIDED PET
BLACK CABLE SLEEVE, 5MM
Pack size: 25 x MTR
• Sleeve Diameter: 5 mm
• Colour: Black
• Material: PET
• Sleeve Length: 25 m
• Braided: Yes
• Expandable: Yes
• Minimum Cable Diameter: 3 mm
• Maximum Cable Diameter: 9 mm

1797007 5 mm

RS PRO DIGITAL AMMETER, 90MM X
90MM
Pack size: 1 x EA
• Cutout Height: 90 mm
• Cutout Width: 90 mm
• Depth: 55 mm
• Meter Accuracy: Class 1.0

1797575 90 mm

RS PRO BLACK 2.5 MM² HOOK UP
WIRE, 50/0.25 MM, 100M
Pack size: 100 x MTR
• Cross Sectional Area: 2.5 mm²
• Sheath Colour: Black
• Core Strands: 50/0.25 mm
• Length: 100 m
• Voltage Rating: 1 kV dc, 600 V ac
• Outer Diameter: 3.7 mm
• Maximum Operating Temperature: +105 °C
• Current Rating: 30 A

1805956 2.5 mm²

RS PRO EXPANDABLE BRAIDED TIN
PLATED COPPER CABLE SLEEVE,
Pack size: 10 x MTR
• Sleeve Diameter: 7.5 mm
• Material: Tin Plated Copper
• Sleeve Length: 10 m
• Braided: Yes
• Expandable: Yes
• Minimum Cable Diameter: 7 mm
• Maximum Cable Diameter: 14 mm
• Minimum Operating Temperature: -65 °C

1811983 7.5 mm

RS PRO EXPANDABLE BRAIDED TIN
PLATED COPPER CABLE SLEEVE,
Pack size: 10 x MTR
• Sleeve Diameter: 10 mm
• Material: Tin Plated Copper
• Sleeve Length: 10 m
• Braided: Yes
• Expandable: Yes
• Minimum Cable Diameter: 8 mm
• Maximum Cable Diameter: 22 mm
• Minimum Operating Temperature: -65 °C

1811984 10 mm

RS PRO EXPANDABLE BRAIDED TIN
PLATED COPPER CABLE SLEEVE,
Pack size: 10 x MTR
• Sleeve Diameter: 12.5 mm
• Material: Tin Plated Copper
• Sleeve Length: 10 m
• Braided: Yes
• Expandable: Yes
• Minimum Cable Diameter: 11 mm
• Maximum Cable Diameter: 24 mm
• Minimum Operating Temperature: -65 °C

1811985 12.5 mm

RS PRO EXPANDABLE BRAIDED TIN
PLATED COPPER CABLE SLEEVE,
Pack size: 10 x MTR
• Sleeve Diameter: 20 mm
• Material: Tin Plated Copper
• Sleeve Length: 10 m
• Braided: Yes
• Expandable: Yes
• Minimum Cable Diameter: 3.5 mm
• Maximum Cable Diameter: 7.5 mm
• Minimum Operating Temperature: -65 °C

1811986 20 mm

MEAN WELL DC-DC CONVERTER, 24V
DC/ 6.3A OUTPUT, 19 → 36 V DC
Pack size: 1 x EA
• Output Voltage: 24 V dc
• Input Voltage Range: 19 → 36 V dc
• Power Rating: 150 W
• Input Voltage Nominal: 24 V dc
• Output Current: 6.3 A
• Mounting Type: Chassis Mount
• Isolated: Yes
• Number of Outputs: 1

183742 24 V dc
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BE YOUR FIRST CHOICE
RECOM RP12-AR DC-DC CONVERTER,
24V DC/ 500MA OUTPUT, 36 → 185 V
Pack size: 1 x EA
• Output Voltage: 24 V dc
• Input Voltage Range: 36 → 185 V dc
• Power Rating: 12 W
• Input Voltage Nominal: 36 → 160 V dc
• Output Current: 500 mA
• Mounting Type: Through Hole
• Isolated: Yes
• Number of Outputs: 1

1855481 24 V dc

STARTECH.COM RACK SCREWS AND
CAGE NUTS FOR USE WITH SERVER
Pack size: 1 x EA
• Type: Rack Screws and Cage Nuts
• For Use With: Server Racks and Cabinets
• Material: Metal
• Thread Size: M6
• Quantity: 20
• Dimensions: 12 x 5 x 22 mm
• Height: 22 mm
• Length: 12 mm

1862992 Rack Screws and

OMRON 14 PIN 2250V AC DIN RAIL
RELAY SOCKET, FOR USE WITH
Pack size: 1 x EA
• Voltage: 2250 V ac
• For Use With: Miniature Power Relays
• Accessory Type: Socket
• Termination Type: Screw
• Number of Contacts: 14
• Current Rating: 6 A
• Mounting Type: DIN Rail

1864180 2250 V ac

HELLERMANNTYTON EXPANDABLE
BRAIDED PET BLACK CABLE SLEEVE,
Pack size: 5 x MTR
• Sleeve Diameter: 12 mm
• Colour: Black
• Material: PET
• Sleeve Length: 5 m
• Braided: Yes
• Expandable: Yes
• Minimum Cable Diameter: 8 mm
• Maximum Cable Diameter: 17 mm

1874672 12 mm

HELLERMANNTYTON 6.5MM NATURAL,
POLYAMIDE P CLIP
Pack size: 100 x EA
• Closed Inside Diameter: 6.5 mm
• Width: 10 mm
• Fixing Hole Diameter: 4.2 mm
• Material: Polyamide
• Coating/Lining: None
• Colour: Natural

1877609 6.5 mm

XENON LP 18-30VDC 1W AMBER

Pack size: 1 x EA
• Supply Voltage: 18 → 30 V dc
• Light Effect: Flashing
• Lens Colour: Amber
• Mounting Style: Stud Mount, Surface Mount
• Bulb Type: Xenon
• Current Consumption: 40 mA
• Current Type: DC
• Base Diameter: 76 mm

1879652 18 → 30 V dc

RS PRO AMBER FLASHING BEACON,
10 → 100 V DC, 20 → 72 V AC, STUD
Pack size: 1 x EA
• Supply Voltage: 10 → 100 V dc, 20 → 72 V ac
• Light Effect: Flashing
• Lens Colour: Amber
• Mounting Style: Stud Mount, Surface Mount
• Bulb Type: Xenon
• Current Consumption: 110 mA
• Current Type: AC, DC
• Base Diameter: 76 mm

1879654 10 → 100 V dc, 20

OMRON H3CR SERIES DIN RAIL,
PANEL MOUNT TIMER RELAY, 24V
Pack size: 1 x EA
• Supply Voltage: 24 V ac/dc
• Mounting Type: DIN Rail, Panel Mount
• Mode of Operation: Flicker OFF
• Time Range: 0.05 s → 30 h
• Number of Contacts: 2
• Number of Timer Functions: Single
• Time Increment: Hours, Seconds
• Maximum Current: 5 A

1884578 24 V ac/dc

ENTRELEC CPV SERIES CLEAR COVER
FOR USE WITH DIN RAIL TERMINAL
Pack size: 1 x EA
• Accessory Type: Cover
• Series: CPV
• For Use With: Terminal Block

193685 Cover

ENTRELEC SCFCV SERIES END COVER
FOR USE WITH DIN RAIL TERMINAL
Pack size: 10 x EA
• Accessory Type: Cover Support
• Series: SCFCV
• For Use With: Terminal Block

193691 Cover Support

OMRON 14 PIN 250V AC DIN RAIL
RELAY SOCKET, FOR USE WITH
Pack size: 1 x EA
• Voltage: 250 V ac
• For Use With: MY4IN, MY4IN1, MY4IN1-D2, MY4IN-CR,

MY4IN-D2, MY4N, MY4N1, MY4N1-D2, MY4N-CR, MY4N-
D2, MY4ZIN, MY4ZIN1, MY4ZIN1-D2, MY4ZIN-CR, MY4ZIN-
D2, MY4ZN, MY4ZN1, MY4ZN1-D2, MY4ZN-CR, MY4ZN-D2

• Termination Type: Screw
• Number of Contacts: 14
• Current Rating: 10 A
• Mounting Type: DIN Rail

1966147 250 V ac

TRACOPOWER TSR 1E DC-DC
CONVERTER, 5V DC/ 1000MA
Pack size: 1 x EA
• Output Voltage: 5 V dc
• Input Voltage Range: 7 → 36 V dc
• Power Rating: 5 W
• Input Voltage Nominal: 24 V dc
• Output Current: 1000 mA
• Mounting Type: Through Hole
• Isolated: No
• Number of Outputs: 1

2047578 5 V dc

PHOENIX CONTACT CURRENT,
VOLTAGE MONITORING RELAY, SPST,
Pack size: 1 x EA
• Monitoring Application: Current, Voltage
• Contact Configuration: SPST
• Mounting Type: DIN Rail
• Series: TC MOBILE I/O X200-4G
• Width: 72 mm
• Operating Temperature Range: +70 °C
• Maximum Operating Temperature: +70 °C
• Length: 62 mm

2074835 Current, Voltage

BLACK FLAMERETARDANT
TUBE,4.8MM BORE,LSF
Pack size: 5 x EA
• Sleeve Diameter: 4.8 mm
• Shrunk Diameter: 2.4 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 2:1
• Sleeve Length: 1.2 m
• Material: Polyolefin

2116220 4.8 mm

BLACK FLAMERETARDANT
TUBE,6.4MM BORE,LSF
Pack size: 5 x EA
• Sleeve Diameter: 6.4 mm
• Shrunk Diameter: 3.2 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 2:1
• Sleeve Length: 1.2 m
• Material: Polyolefin

2116236 6.4 mm

THOMAS & BETTS CABLE TIES, 92MM X
2.3 MM, WHITE NYLON, PK-100
Pack size: 100 x EA
• Length: 92 mm
• Width: 2.3 mm
• Colour: White
• Material: Nylon 66
• Type: Non-Releasable
• Quantity: 100
• Minimum Operating Temperature: -40 °C
• Maximum Operating Temperature: +65 °C

2128065 92 mm
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AUTOMATION & CONTROL
HELLERMANNTYTON SELF ADHESIVE
BLACK CABLE TIE MOUNT 28 MM X
Pack size: 100 x EA
• Colour: Black
• Cable Tie Width Acceptance: 5.4 mm
• Length: 28 mm
• Width: 28 mm
• Fixing Hole Diameter: 4 mm
• Self Adhesive: Yes
• Material: Nylon 66
• Series: MB

219869 Black

HELLERMANNTYTON SELF ADHESIVE
BLACK CABLE TIE MOUNT 19 MM X
Pack size: 100 x EA
• Colour: Black
• Cable Tie Width Acceptance: 4.1 mm
• Length: 19 mm
• Width: 19 mm
• Fixing Hole Diameter: 3.1 mm
• Self Adhesive: Yes
• Material: Nylon 66
• Series: MB

219875 Black

UNICASE WITHOUT HANDLE,
250X260X90MM
Pack size: 1 x EA
• Body Material: Aluminium
• External Length: 250 mm
• External Width: 260 mm
• External Height: 90 mm
• External Dimensions: 250 x 260 x 90 mm
• Colour: Grey
• IP Rating: IP40
• Series: Unicase

222115 Aluminium

RS PRO SELF ADHESIVE NATURAL
CABLE TIE MOUNT 19.5 MM X 19.5MM,
Pack size: 50 x EA
• Colour: Natural
• Cable Tie Width Acceptance: 4.6 mm
• Length: 19.5 mm
• Width: 19.5 mm
• Fixing Hole Diameter: 3.2 mm
• Self Adhesive: Yes
• Material: Nylon 66
• Minimum Operating Temperature: -28 °C

227996 Natural

HELLERMANNTYTON CABLE TIE, UV
RESISTANT, 200MM X 2.5 MM, BLACK
Pack size: 100 x EA
• Length: 200 mm
• Width: 2.5 mm
• Colour: Black
• Material: Nylon 66
• Type: UV Resistant
• Quantity: 100
• UV Resistant: Yes
• Minimum Operating Temperature: -40 °C

2319205 200 mm

RS PRO CABLE TIE, 368MM X 4.8 MM,
BLACK NYLON, PK-100
Pack size: 100 x EA
• Length: 368 mm
• Width: 4.8 mm
• Colour: Black
• Material: Nylon 66
• Type: Non-Releasable
• Quantity: 100
• Minimum Operating Temperature: -40 °C
• Maximum Operating Temperature: +85 °C

233483 368 mm

RS PRO CABLE TIE, 300MM X 4.8 MM,
BLACK NYLON, PK-100
Pack size: 100 x EA
• Length: 300 mm
• Width: 4.8 mm
• Colour: Black
• Material: Nylon 66
• Type: Non-Releasable
• Quantity: 100
• Minimum Operating Temperature: -40 °C
• Maximum Operating Temperature: +85 °C

233487 300 mm

RS PRO BLACK CABLE TIE MOUNT 10
MM X 15MM, 4.8MM MAX. CABLE TIE
Pack size: 250 x EA
• Colour: Black
• Cable Tie Width Acceptance: 4.8 mm
• Length: 15 mm
• Width: 10 mm
• Fixing Hole Diameter: 3.5 mm
• Self Adhesive: No
• Material: Nylon 66
• Series: HC

233663 Black

RNF 3000 HEATSHRINK

Pack size: 1 x EA
• Sleeve Diameter: 6 mm
• Shrunk Diameter: 2 mm
• Colour: Yellow
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 3:1
• Sleeve Length: 1.2 m
• Material: Polyolefin

2344964 6 mm

TELEMECANIQUE SENSORS OSISENSE
XC SERIES LEVER LIMIT SWITCH,
Pack size: 1 x EA
• Actuator Type: Lever
• Pole and Throw Configuration: DP
• Normal State Configuration: NO/NC
• IP Rating: IP65
• Maximum Current: 3 A
• Housing Material: Plastic
• Maximum AC Voltage: 240 V
• Maximum DC Voltage: 250 V

236029 Lever

OMRON H3YN SERIES DIN RAIL,
PANEL MOUNT TIMER RELAY, 24V DC,
Pack size: 1 x EA
• Supply Voltage: 24 V dc
• Mounting Type: DIN Rail, Panel Mount
• Mode of Operation: Flicker OFF Start, Flicker ON Start,

Interval, ON Delay
• Time Range: 0.1 s → 10 min
• Number of Contacts: 4
• Number of Timer Functions: Multi Function
• Time Increment: Minutes, Seconds
• Maximum Current: 3 A

2361385 24 V dc

TE CONNECTIVITY BLACK 1 MM²
HARSH ENVIRONMENT WIRE, 0.25
Pack size: 100 x MTR
• Cross Sectional Area: 1 mm²
• Sheath Colour: Black
• Cable Shape: Single Core
• Core Strands: 0.25 mm
• Length: 100 m
• Insulation Material: Polymer
• Outer Diameter: 1.75 mm
• Voltage Rating: 1.3 kV ac, 750 V ac

2441273 1 mm²

TE CONNECTIVITY BLACK 1.5 MM²
HARSH ENVIRONMENT WIRE, 0.23
Pack size: 100 x MTR
• Cross Sectional Area: 1.5 mm²
• Sheath Colour: Black
• Cable Shape: Single Core
• Core Strands: 0.23 mm
• Length: 100 m
• Insulation Material: Polymer
• Outer Diameter: 2.08 mm
• Voltage Rating: 1.3 kV ac, 750 V ac

2441289 1.5 mm²

NVENT SCHROFF GUIDE RAIL GUIDE
RAIL FOR USE WITH PCBS OR PLUG-IN
Pack size: 10 x EA
• Type: Guide Rail
• Primary Keyword: Guide Rail
• Dimensions: 160 mm
• For Use With: PCBs or plug-in units
• Material: Polycarbonate
• Quantity: 10

2457848 Guide Rail

MOFLASH AE35M SERIES PANEL
MOUNT HORN, 12 V, 24 V, 95DB AT 1
Pack size: 1 x EA
• Supply Voltage: 12 V dc, 24 V dc
• IP Rating: IP30
• Decibels at 1 Metre: 95 dB
• Current Type: DC
• Number Of Tones: 2
• Housing Colour: White
• Mounting Style: Panel Mount
• Diameter: 50 mm

249788 12 V dc, 24 V dc

TE CONNECTIVITY FLEXLITE SERIES
BLACK 1 MM² HIGH TEMPERATURE
Pack size: 100 x MTR
• Cross Sectional Area: 1 mm²
• Sheath Colour: Black
• Cable Shape: Single Core
• Core Strands: 19/0.25 mm
• Length: 100 m
• Insulation Material: ETFE
• Outer Diameter: 1.62 mm
• Voltage Rating: 600 V

2532054 1 mm²
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BE YOUR FIRST CHOICE
DARK GREY SPIRAL
WRAPPING,4.2MM BORE
Pack size: 1 x EA
• Minimum Cable Diameter: 4.1 mm
• Maximum Cable Diameter: 8.2 mm
• Colour: Grey
• Internal Diameter: 4.1 mm
• Material: Polyolefin
• Maximum Bundle Diameter: 8.2 mm
• Fire Behaviour: Flame Retardant
• Minimum Operating Temperature: -40 °C

2650590 4.1 mm

MITSUBISHI RS232 USB A MALE TO DB-
9 MALE CONVERTER CABLE
Pack size: 1 x EA
• Bus Type: RS232
• Connector A: USB A
• Connector A Gender: Male
• Connector B: DB-9
• Connector B Gender: Male
• USB Standard: USB 1.1

272860 RS232

HIGH TEMPERATURE HEATSHRINK 6.4
MM
Pack size: 1 x EA
• Sleeve Diameter: 6.4 mm
• Shrunk Diameter: 3.2 mm
• Colour: Clear
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 2:1
• Sleeve Length: 1.2 m
• Material: PVDF

2777932 6.4 mm

RS PRO NON-REVERSIBLE
TEMPERATURE SENSITIVE LABEL, 44°C
Pack size: 10 x EA
• Minimum Temperature Sensitivity: 44 °C
• Maximum Temperature Sensitivity: 62 °C
• Number of Temperature Levels: 6
• Orientation: Horizontal
• Reversibility: No
• Label Length: 32 mm
• Label Width: 12 mm

285920 44 °C

RS PRO NON-REVERSIBLE
TEMPERATURE SENSITIVE LABEL, 65°C
Pack size: 10 x EA
• Minimum Temperature Sensitivity: 65 °C
• Maximum Temperature Sensitivity: 93 °C
• Number of Temperature Levels: 6
• Orientation: Horizontal
• Reversibility: No
• Label Length: 32 mm
• Label Width: 12 mm

285936 65 °C

RS PRO NON-REVERSIBLE
TEMPERATURE SENSITIVE LABEL, 99°C
Pack size: 10 x EA
• Minimum Temperature Sensitivity: 99 °C
• Maximum Temperature Sensitivity: 127 °C
• Number of Temperature Levels: 6
• Orientation: Horizontal
• Reversibility: No
• Label Length: 32 mm
• Label Width: 12 mm

285942 99 °C

RS PRO NON-REVERSIBLE
TEMPERATURE SENSITIVE LABEL, 40°C
Pack size: 10 x EA
• Minimum Temperature Sensitivity: 40 °C
• Maximum Temperature Sensitivity: 54 °C
• Number of Temperature Levels: 5
• Orientation: Circle
• Reversibility: No
• Label Diameter: 14 mm

285964 40 °C

RS PRO NON-REVERSIBLE
TEMPERATURE SENSITIVE LABEL, 60°C
Pack size: 10 x EA
• Minimum Temperature Sensitivity: 60 °C
• Maximum Temperature Sensitivity: 82 °C
• Number of Temperature Levels: 5
• Orientation: Circle
• Reversibility: No
• Label Diameter: 14 mm

285970 60 °C

RS PRO NON-REVERSIBLE
TEMPERATURE SENSITIVE LABEL, 88°C
Pack size: 10 x EA
• Minimum Temperature Sensitivity: 88 °C
• Maximum Temperature Sensitivity: 110 °C
• Number of Temperature Levels: 5
• Orientation: Circle
• Reversibility: No
• Label Diameter: 14 mm

285986 88 °C

LEM LA SERIES CURRENT
TRANSFORMER, 36A INPUT, 36:1, 25
Pack size: 1 x EA
• Current Ratio: 36:1
• Sensor Technology: Closed Loop
• Supply Voltage: 15 V
• Input Current: 36 A
• Output Current: 25 mArms
• Overall Height: 16.45 mm
• Overall Width: 26 mm
• Overall Depth: 29.2 mm

286311 36:1

LEM LV SERIES CURRENT
TRANSFORMER, 14A INPUT, 14:1, 25
Pack size: 1 x EA
• Current Ratio: 14:1
• Sensor Technology: Closed Loop
• Supply Voltage: 12 → 15 V
• Input Current: 14 A
• Output Current: 25 mA
• Overall Height: 16.45 mm
• Overall Width: 26 mm
• Overall Depth: 29.2 mm

286361 14:1

HELLERMANNTYTON EXPANDABLE
BRAIDED PET BLACK CABLE SLEEVE,
Pack size: 10 x MTR
• Sleeve Diameter: 15 mm
• Colour: Black
• Material: PET
• Sleeve Length: 10 m
• Braided: Yes
• Expandable: Yes
• Minimum Cable Diameter: 5 mm
• Maximum Cable Diameter: 21 mm

3029127 15 mm

BLACK ADHESIVE LINED TUBING,8-
2MM I/D
Pack size: 1 x EA
• Sleeve Diameter: 8 mm
• Shrunk Diameter: 2 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: Yes
• Shrink Ratio: 4:1
• Sleeve Length: 1.2 m
• Material: Polyolefin

3161631 8 mm

BLACK ADHESIVE LINED TUBING,32-
8MM I/D
Pack size: 1 x EA
• Sleeve Diameter: 32 mm
• Shrunk Diameter: 8 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: Yes
• Shrink Ratio: 4:1
• Sleeve Length: 1.2 m
• Material: Polyolefin

3161675 32 mm

HELLERMANNTYTON CABLE TIE,
200MM X 4.6 MM, WHITE NYLON, PK-
Pack size: 100 x EA
• Length: 200 mm
• Width: 4.6 mm
• Colour: White
• Material: Nylon 66
• Type: Non-Releasable
• Quantity: 100
• Minimum Operating Temperature: -40 °C
• Maximum Operating Temperature: +85 °C

3214498 200 mm

BRADY R4310 WHITE HEATSHRINK
LABELS, 25.4MM WIDTH, 5.97MM
Pack size: 100 x EA
• Product Type: Heatshrink Labels
• Label Height: 5.97 mm
• Label Width: 25.4 mm
• Label Quantity: 100
• Background Colour: White
• Series: R4310
• Material: Polyolefin

3247628 Heatshrink Labels
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AUTOMATION & CONTROL
BRADY R4310 YELLOW HEATSHRINK
LABELS, 25.4MM WIDTH, 5.97MM
Pack size: 100 x EA
• Product Type: Heatshrink Labels
• Label Height: 5.97 mm
• Label Width: 25.4 mm
• Label Quantity: 100
• Background Colour: Yellow
• Series: R4310
• Material: Polyolefin
• Works With Printer Models: BMP61, BMP71  (with media

adapter), M611, TLS 2200, TLS-PC LINK

3247690 Heatshrink Labels

DIN RAIL MOUNT 8 PIN SOCKET FOR
TIMER
Pack size: 1 x EA
• Accessory Type: Socket
• For Use With: H3CR-A Series, H3CR-F Series, H3CR-G

Series, H3CR-H Series

329468 Socket

TE CONNECTIVITY BLACK 0.6 MM²
HARSH ENVIRONMENT WIRE, 20
Pack size: 100 x MTR
• Cross Sectional Area: 0.6 mm²
• Sheath Colour: Black
• American Wire Gauge: 20 AWG
• Cable Shape: Single Core
• Core Strands: 19/32
• Length: 100 m
• Insulation Material: ETFE
• Voltage Rating: 600 V

3299449 0.6 mm²

SCHNEIDER ELECTRIC KNOB
SELECTOR SWITCH - (SPDT) 22MM
Pack size: 1 x EA
• Selector Switch Type: Selector Switch Complete Unit
• Number of Positions: 2
• Actuator Type: Knob
• Contact Configuration: SPDT
• IP Rating: IP67, IP69K
• Angle of Throw: 90 °
• Maximum Current: 10 A
• Series: Harmony XB4

3308688 Selector Switch

SCHNEIDER ELECTRIC HARMONY XB4
SERIES PUSH BUTTON SWITCH, PANEL
Pack size: 1 x EA
• Mounting Type: Panel Mount
• Series: Harmony XB4
• Voltage Rating: 250 V
• Better World Product: Yes
• Better World Verification: Green Premium
• Manufacturer Part No.: XB4BV63
• Terminal Type: Screw
• Body Material: Metal

3308874 Panel Mount

SCHNEIDER ELECTRIC HARMONY XB4
SERIES PUSH BUTTON SWITCH, PANEL
Pack size: 1 x EA
• Mounting Type: Panel Mount
• Series: Harmony XB4
• Voltage Rating: 250 V
• Better World Product: Yes
• Better World Verification: Green Premium
• Manufacturer Part No.: XB4BV64
• Terminal Type: Screw
• Body Material: Metal

3308880 Panel Mount

SCHNEIDER ELECTRIC HARMONY XB4
SERIES 2 POSITION SELECTOR
Pack size: 1 x EA
• Actuator Colour: Black
• Illuminated: No
• Number of Positions: 2
• Cutout Diameter: 22 mm
• Actuator Type: Standard Handle
• Switch Actuation: Latching
• Series: Harmony XB4
• IP Rating: IP67, IP69K

3309041 Black

SCHNEIDER ELECTRIC HARMONY XB
SERIES PUSH BUTTON SWITCH, 1NO
Pack size: 1 x EA
• Contact Configuration: 1NO
• Series: Harmony XB
• Better World Product: Yes
• Better World Verification: Green Premium
• Terminal Type: Screw
• Manufacturer Part No.: ZBE101

3310473 1NO

RS PRO SINGLE CORE 0.62MM
DIAMETER COPPER WIRE, 200M
Pack size: 1 x EA
• Cross Sectional Area: 0.26 mm²
• American Wire Gauge: 23 AWG
• Core Strands: 1/0.56 mm
• Insulation Material: PUR
• Outer Diameter: 0.62 mm
• Length: 200 m
• Finish: Enamelled
• Wire Style: EN 60317/20

357750 0.26 mm²

HELLERMANNTYTON CABLE TIE,
INSIDE SERRATED, 390MM X 4.7 MM,
Pack size: 100 x EA
• Length: 390 mm
• Width: 4.7 mm
• Colour: Black
• Material: Nylon 66
• Type: Inside Serrated
• Quantity: 100
• UV Resistant: Yes
• Minimum Operating Temperature: -40 °C

3592164 390 mm

BLACK BRASS CABLE GLAND, M20
THREAD, 15.5MM MIN, 21.1MM MAX,
Pack size: 2 x EA
• Thread Size: M20
• Maximum Cable Diameter: 21.1 mm
• Minimum Cable Diameter: 15.5 mm
• Material: Brass
• Colour: Black
• IP Rating: IP66
• Locknut Included: Yes
• Hazardous Area Certification: ATEX

369056 M20

SCHNEIDER ELECTRIC TESYS
PNEUMATIC TIMER
Pack size: 1 x EA
• Accessory Type: Pneumatic Timer
• Range: TeSys
• Timer Function: Analogue (OFF Delay)
• Timer Range: 0.1 → 30 s
• Better World Product: Yes
• Voltage Rating: 690 V
• Series: D
• Current Rating: 10 A

3949857 Pneumatic Timer

BLACK STD HEATSHRINK
SLEEVE,6.4MM BORE
Pack size: 5 x EA
• Sleeve Diameter: 6.4 mm
• Shrunk Diameter: 3.2 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 2:1
• Sleeve Length: 1.2 m
• Material: Polyolefin

398183 6.4 mm

BLACK STD HEATSHRINK
SLEEVE,3.2MM BORE
Pack size: 5 x EA
• Sleeve Diameter: 3.2 mm
• Shrunk Diameter: 1.6 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 2:1
• Sleeve Length: 1.2 m
• Material: Polyolefin

398206 3.2 mm

YELLOW STD HEATSHRINK
SLEEVE,3.2MM BORE
Pack size: 5 x EA
• Sleeve Diameter: 3.2 mm
• Shrunk Diameter: 1.6 mm
• Colour: Yellow
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 2:1
• Sleeve Length: 1.2 m
• Material: Polyolefin

399502 3.2 mm

YELLOW STD HEATSHRINK
SLEEVE,4.8MM BORE
Pack size: 5 x EA
• Sleeve Diameter: 4.8 mm
• Shrunk Diameter: 2.4 mm
• Colour: Yellow
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 2:1
• Sleeve Length: 1.2 m
• Material: Polyolefin

399518 4.8 mm
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BE YOUR FIRST CHOICE
YELLOW STD HEATSHRINK
SLEEVE,6.4MM BORE
Pack size: 5 x EA
• Sleeve Diameter: 6.4 mm
• Shrunk Diameter: 3.2 mm
• Colour: Yellow
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 2:1
• Sleeve Length: 1.2 m
• Material: Polyolefin

399524 6.4 mm

CLEAR STD HEATSHRINK
SLEEVE,9.5MM BORE
Pack size: 5 x EA
• Sleeve Diameter: 9.5 mm
• Shrunk Diameter: 4.8 mm
• Colour: Clear
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 2:1
• Sleeve Length: 1.2 m
• Material: Polyolefin

399940 9.5 mm

HELLERMANNTYTON EXPANDABLE
BRAIDED PET BLACK CABLE SLEEVE,
Pack size: 30 x MTR
• Sleeve Diameter: 20 mm
• Colour: Black
• Material: PET
• Sleeve Length: 30 m
• Braided: Yes
• Expandable: Yes
• Minimum Cable Diameter: 12 mm
• Maximum Cable Diameter: 32 mm

404112 20 mm

HELLERMANNTYTON EXPANDABLE
BRAIDED PET BLACK CABLE SLEEVE,
Pack size: 30 x MTR
• Sleeve Diameter: 12 mm
• Colour: Black
• Material: PET
• Sleeve Length: 30 m
• Braided: Yes
• Expandable: Yes
• Minimum Cable Diameter: 6 mm
• Maximum Cable Diameter: 19 mm

404128 12 mm

RS PRO EXPANDABLE BRAIDED PET
BLACK CABLE SLEEVE, 15MM
Pack size: 5 x MTR
• Sleeve Diameter: 15 mm
• Colour: Black
• Material: PET
• Sleeve Length: 5 m
• Braided: Yes
• Expandable: Yes
• Minimum Cable Diameter: 10 mm
• Maximum Cable Diameter: 25 mm

408205 15 mm

RS PRO EXPANDABLE BRAIDED PET
BLACK CABLE SLEEVE, 10MM
Pack size: 5 x MTR
• Sleeve Diameter: 10 mm
• Colour: Black
• Material: PET
• Sleeve Length: 5 m
• Braided: Yes
• Expandable: Yes
• Minimum Cable Diameter: 6 mm
• Maximum Cable Diameter: 18 mm

408209 10 mm

YELLOW CLIP ON CABLE
MARKER,SIZE 2 0-9
Pack size: 200 x EA
• Affixing Method: Snap On
• Legend: 0 → 9
• Minimum Cable Diameter: 2.8 mm
• Maximum Cable Diameter: 3.8 mm
• Colour: Yellow
• Length: 3 mm
• Width: 5.6 mm
• Quantity: 200

4084686 Snap On

HELLERMANNTYTON WIC2 SNAP ON
CABLE MARKERS, YELLOW, PRE-
Pack size: 200 x EA
• Affixing Method: Snap On
• Legend: -; +; A; E; Earth; L; N; R; S; T
• Minimum Cable Diameter: 2.8 mm
• Maximum Cable Diameter: 3.8 mm
• Colour: Yellow
• Length: 3 mm
• Width: 5.6 mm
• Quantity: 200

4084692 Snap On

ENTRELEC CPV SERIES CLEAR COVER
FOR USE WITH DIN RAIL TERMINAL
Pack size: 1 x EA
• Accessory Type: Cover
• Series: CPV
• For Use With: Terminal Block

4132353 Cover

ENTRELEC SCFCV SERIES END COVER
FOR USE WITH DIN RAIL TERMINAL
Pack size: 10 x EA
• Accessory Type: Cover Support
• Series: SCFCV
• For Use With: Terminal Block

4132369 Cover Support

HELLERMANNTYTON EXPANDABLE
BRAIDED PET GREY CABLE SLEEVE,
Pack size: 10 x MTR
• Sleeve Diameter: 5 mm
• Colour: Grey
• Material: PET
• Sleeve Length: 10 m
• Braided: Yes
• Expandable: Yes
• Minimum Cable Diameter: 5 mm
• Maximum Cable Diameter: 11 mm

4198511 5 mm

HELLERMANNTYTON EXPANDABLE
BRAIDED PET GREY CABLE SLEEVE,
Pack size: 10 x MTR
• Sleeve Diameter: 11 mm
• Colour: Grey
• Material: PET
• Sleeve Length: 10 m
• Braided: Yes
• Expandable: Yes
• Minimum Cable Diameter: 11 mm
• Maximum Cable Diameter: 17 mm

4198527 11 mm

ENTRELEC SNA SERIES GREY DIN RAIL
TERMINAL BLOCK, 25MM², SINGLE-
Pack size: 1 x EA
• Colour: Grey
• Number of Levels: Single
• Series: SNA
• Termination Method: Bolt
• Cable CSA: 25 mm²
• Current Rating: 101 A
• Voltage Rating: 1 kV ac
• Pitch: 26 mm

424226 Grey

ENTRELEC SNA SERIES GREY DIN RAIL
TERMINAL BLOCK, 4MM², SINGLE-
Pack size: 10 x EA
• Colour: Grey
• Number of Levels: Single
• Series: SNA
• Termination Method: Screw
• Cable CSA: 4 mm²
• Current Rating: 32 A
• Voltage Rating: 800 V ac
• Pitch: 6 mm

424759 Grey

ENTRELEC FEM SERIES END COVER
FOR USE WITH DIN RAIL TERMINAL
Pack size: 5 x EA
• Accessory Type: End Section
• Series: FEM
• For Use With: Terminal Block

424866 End Section

UNSHIELDED EUROPAC PRO
CASE,235MM D 3U
Pack size: 1 x EA
• Rack Units: 3 U
• Series: EuropacPRO
• Horizontal Pitch: 84 HP
• Depth: 235 mm
• Colour: Natural
• Material: Aluminium, Stainless Steel

4372602 3 U

9

http://twen.rs-online.com/web/p/-/0399524
http://twen.rs-online.com/web/p/-/0399524
http://twen.rs-online.com/web/p/-/0399524
http://twen.rs-online.com/web/p/-/0399524
http://twen.rs-online.com/web/p/-/0399940
http://twen.rs-online.com/web/p/-/0399940
http://twen.rs-online.com/web/p/-/0399940
http://twen.rs-online.com/web/p/-/0399940
http://twen.rs-online.com/web/p/-/0404112
http://twen.rs-online.com/web/p/-/0404112
http://twen.rs-online.com/web/p/-/0404112
http://twen.rs-online.com/web/p/-/0404112
http://twen.rs-online.com/web/p/-/0404128
http://twen.rs-online.com/web/p/-/0404128
http://twen.rs-online.com/web/p/-/0404128
http://twen.rs-online.com/web/p/-/0404128
http://twen.rs-online.com/web/p/-/0408205
http://twen.rs-online.com/web/p/-/0408205
http://twen.rs-online.com/web/p/-/0408205
http://twen.rs-online.com/web/p/-/0408205
http://twen.rs-online.com/web/p/-/0408209
http://twen.rs-online.com/web/p/-/0408209
http://twen.rs-online.com/web/p/-/0408209
http://twen.rs-online.com/web/p/-/0408209
http://twen.rs-online.com/web/p/-/4084686
http://twen.rs-online.com/web/p/-/4084686
http://twen.rs-online.com/web/p/-/4084686
http://twen.rs-online.com/web/p/-/4084686
http://twen.rs-online.com/web/p/-/4084692
http://twen.rs-online.com/web/p/-/4084692
http://twen.rs-online.com/web/p/-/4084692
http://twen.rs-online.com/web/p/-/4084692
http://twen.rs-online.com/web/p/-/4132353
http://twen.rs-online.com/web/p/-/4132353
http://twen.rs-online.com/web/p/-/4132353
http://twen.rs-online.com/web/p/-/4132353
http://twen.rs-online.com/web/p/-/4132369
http://twen.rs-online.com/web/p/-/4132369
http://twen.rs-online.com/web/p/-/4132369
http://twen.rs-online.com/web/p/-/4132369
http://twen.rs-online.com/web/p/-/4198511
http://twen.rs-online.com/web/p/-/4198511
http://twen.rs-online.com/web/p/-/4198511
http://twen.rs-online.com/web/p/-/4198511
http://twen.rs-online.com/web/p/-/4198527
http://twen.rs-online.com/web/p/-/4198527
http://twen.rs-online.com/web/p/-/4198527
http://twen.rs-online.com/web/p/-/4198527
http://twen.rs-online.com/web/p/-/0424226
http://twen.rs-online.com/web/p/-/0424226
http://twen.rs-online.com/web/p/-/0424226
http://twen.rs-online.com/web/p/-/0424226
http://twen.rs-online.com/web/p/-/0424759
http://twen.rs-online.com/web/p/-/0424759
http://twen.rs-online.com/web/p/-/0424759
http://twen.rs-online.com/web/p/-/0424759
http://twen.rs-online.com/web/p/-/0424866
http://twen.rs-online.com/web/p/-/0424866
http://twen.rs-online.com/web/p/-/0424866
http://twen.rs-online.com/web/p/-/0424866
http://twen.rs-online.com/web/p/-/4372602
http://twen.rs-online.com/web/p/-/4372602
http://twen.rs-online.com/web/p/-/4372602
http://twen.rs-online.com/web/p/-/4372602


AUTOMATION & CONTROL
SES STERLING EXPANDABLE BRAIDED
PET BLACK CABLE SLEEVE, 12MM
Pack size: 50 x MTR
• Sleeve Diameter: 12 mm
• Colour: Black
• Material: PET
• Sleeve Length: 50 m
• Braided: Yes
• Expandable: Yes
• Minimum Cable Diameter: 12 mm
• Maximum Cable Diameter: 24 mm

4381892 12 mm

LAPP BLACK FLAME RETARDANT
FIBREGLASS PA CABLE GLAND
Pack size: 5 x EA
• Material: Fibreglass PA
• Thread Size: M20
• Colour: Black
• IP Rating: IP68
• Minimum Operating Temperature: -20 °C
• Maximum Operating Temperature: +100 °C
• Fire Behaviour: Flame Retardant

4443108 Fibreglass PA

IP65 LOW LID BOX, 220X170X80MM

Pack size: 1 x EA
• Dimensions (L x W x H): 200 x 170 x 80 mm
• Material: Thermoplastic
• Length: 220 mm
• Width: 170 mm
• Height: 80 mm
• IP Rating: IP65
• Colour: Grey

455071 200 x 170 x 80

PHOENIX CONTACT UK 16 N SERIES
GREY DIN RAIL TERMINAL BLOCK, 4 →
Pack size: 5 x EA
• Colour: Grey
• Number of Levels: Single
• American Wire Gauge: 14 → 4 AWG
• Series: UK 16 N
• Termination Method: Screw
• Cable CSA: 4 → 16 mm²
• Current Rating: 76 A
• Voltage Rating: 800 V

4580932 Grey

PRYSMIAN CW20S SERIES STEEL
CABLE GLAND KIT, M20 THREAD, 8MM
Pack size: 1 x KT
• Thread Size: M20
• Maximum Cable Diameter: 15.8 mm
• Minimum Cable Diameter: 8 mm
• Material: Steel
• Series: CW20S
• IP Rating: IP66
• Number of Pieces: 9
• Number of Cores: 1

4634297 M20

RS PRO STEEL PERFORATED DIN RAIL,
TOP HAT COMPATIBLE, 500MM X
Pack size: 1 x EA
• Compatibility: Top Hat
• Length: 500 mm
• Width: 35 mm
• Height: 7.5 mm
• DIN Rail Type: Perforated
• Material: Steel

467406 Top Hat

RS PRO STEEL PERFORATED DIN RAIL,
TOP HAT COMPATIBLE, 1M X 35MM X
Pack size: 4 x EA
• Compatibility: Top Hat
• Length: 1 m
• Width: 35 mm
• Height: 7.5 mm
• DIN Rail Type: Perforated
• Material: Steel

467416 Top Hat

RS PRO STEEL PERFORATED DIN RAIL,
DEEP TOP HAT COMPATIBLE, 1M X
Pack size: 4 x EA
• Compatibility: Deep Top Hat
• Length: 1 m
• Width: 35 mm
• Height: 15 mm
• DIN Rail Type: Perforated
• Material: Steel

467428 Deep Top Hat

RS PRO 6.4MM NATURAL NYLON P
CLIP
Pack size: 100 x EA
• Closed Inside Diameter: 6.4 mm
• Width: 10 mm
• Fixing Hole Diameter: 4.6 mm
• Material: Nylon
• Coating/Lining: None
• Colour: Natural

479544 6.4 mm

RS PRO ADHESIVE LINED HEAT
SHRINK TUBING, BLACK 12.7MM
Pack size: 1 x EA
• Sleeve Diameter: 12.7 mm
• Shrunk Diameter: 4 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: Yes
• Shrink Ratio: 3:1
• Sleeve Length: 1.2 m
• Material: Polyolefin

4811810 12.7 mm

BLK ADHESIVE LINED HEATSHRINK
TUBE24/8MM
Pack size: 1 x EA
• Sleeve Diameter: 24 mm
• Shrunk Diameter: 8 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: Yes
• Shrink Ratio: 3:1
• Sleeve Length: 1.2 m
• Material: Polyolefin

4811832 24 mm

ENTRELEC ECP SERIES PARTITION
PLATE FOR USE WITH DIN RAIL
Pack size: 4 x EA
• Accessory Type: Partition
• Series: ECP
• For Use With: Terminal Block

4843700 Partition

WAGO 264 SERIES GREY FEED
THROUGH TERMINAL BLOCK, 2.5MM²,
Pack size: 10 x EA
• Colour: Grey
• Number of Levels: Single
• American Wire Gauge: 28 → 12 AWG
• Series: 264
• Termination Method: Cage Clamp
• Cable CSA: 2.5 mm²
• Fused: No
• Voltage Rating: 600 V

4843895 Grey

WAGO 264 SERIES END AND
INTERMEDIATE PLATE FOR USE WITH
Pack size: 10 x EA
• Accessory Type: End Plate
• Series: 264
• For Use With: Terminal Block
• Colour: Grey

4843924 End Plate

WAGO 249 SERIES END STOP FOR
USE WITH DIN RAIL 15
Pack size: 10 x EA
• Accessory Type: End Stop
• Series: 249
• For Use With: Terminal Block
• Colour: Grey

4843930 End Stop

OMRON PLUG IN POWER RELAY, 24V
DC COIL, 3A SWITCHING CURRENT,
Pack size: 1 x EA
• Coil Voltage: 24 V dc
• Contact Configuration: 4PDT
• Mounting Type: Plug In
• Switching Current: 3 A
• Number of Poles: 4
• Latching: No
• Terminal Type: Plug In
• Maximum Switching Voltage (AC): 250 V ac

4882575 24 V dc
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BE YOUR FIRST CHOICE
RS PRO BRAIDED WIRE, M6 STUD
SIZE, 24 X 20 X 0.2 MM, 0.25M BS EN
Pack size: 1 x EA
• Size: 24 x 20 x 0.2 mm
• Conductor Material: Tinned Copper
• Cross Sectional Area: 15.08 mm²
• Length: 0.25 m
• Conductor Resistance: 1174 Ω/km
• Stud Size: M6
• Cable Shape: Single Core
• Standards Met: BS EN 13602:2002, BS4109

489163 24 x 20 x 0.2 mm

TE CONNECTIVITY DIN RAIL POWER
RELAY, 24V DC COIL, 10A SWITCHING
Pack size: 1 x EA
• Coil Voltage: 24 V dc
• Contact Configuration: 3PDT
• Mounting Type: DIN Rail
• Switching Current: 10 A
• Number of Poles: 3
• Latching: No
• Terminal Type: Screw
• Length: 73.5 mm

4940384 24 V dc

WAGO TOPJOB S, 2002 SERIES
JUMPER BAR FOR USE WITH 2002
Pack size: 10 x EA
• Accessory Type: 2-Pole Jumper Bar
• Series: TOPJOB S, 2002
• For Use With: Terminal Block
• Current Rating: 25 A
• Colour: Light Grey
• Number of Ways: 2
• Voltage Rating: 800 V
• Contact Dimensions: 19 x 8.6 x 4.1 mm

5076591 2-Pole Jumper

BOPLA EUROMAS SERIES GREY ABS
ENCLOSURE, IP66, FLANGED, GREY
Pack size: 1 x EA
• Body Material: ABS
• External Length: 160 mm
• External Height: 55 mm
• External Width: 80 mm
• External Dimensions: 160 x 80 x 55 mm
• IP Rating: IP66
• Colour: Grey
• Lid Colour: Grey

507933 ABS

BOPLA EUROMAS SERIES GREY ABS
ENCLOSURE, IP66, FLANGED, GREY
Pack size: 1 x EA
• Body Material: ABS
• External Length: 120 mm
• External Height: 55 mm
• External Width: 80 mm
• External Dimensions: 120 x 80 x 55 mm
• IP Rating: IP66
• Colour: Grey
• Lid Colour: Grey

507949 ABS

DYMO HEAT SHRINK TUBING, WHITE
6MM SLEEVE DIA. X 1.5M LENGTH 3:1
Pack size: 1 x EA
• Sleeve Diameter: 6 mm
• Shrunk Diameter: 1.2 mm
• Colour: White
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 3:1
• Sleeve Length: 1.5 m
• Material: Polyolefin

5156760 6 mm

DYMO BLACK ON YELLOW
HEATSHRINK LABELS, 1.5 M LENGTH, 6
Pack size: 1 x EA
• Tape Width: 6 mm
• Background Colour: Yellow
• Print Colour: Black
• Tape Length: 1.5 m

5156798 6 mm

DYMO HEAT SHRINK TUBING, YELLOW
9MM SLEEVE DIA. X 1.5M LENGTH 3:1
Pack size: 1 x EA
• Sleeve Diameter: 9 mm
• Shrunk Diameter: 1.7 mm
• Colour: Yellow
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 3:1
• Sleeve Length: 1.5 m
• Material: Polyolefin

5156805 9 mm

RS PRO BLACK DIE CAST ALUMINIUM
ENCLOSURE, BLACK LID, 114.4 X 63.7
Pack size: 1 x EA
• Body Material: Die Cast Aluminium
• External Length: 114.4 mm
• External Height: 55.1 mm
• External Width: 63.7 mm
• External Dimensions: 114.4 x 63.7 x 55.1 mm
• Colour: Black
• Lid Colour: Black
• Flanged: No

5174049 Die Cast

HELLERMANNTYTON CABLE TIE,
200MM X 4.6 MM, BLACK NYLON, PK-
Pack size: 100 x EA
• Length: 200 mm
• Width: 4.6 mm
• Colour: Black
• Material: Nylon 66
• Type: Non-Releasable
• Quantity: 100
• Minimum Operating Temperature: -40 °C
• Maximum Operating Temperature: +105 °C

5424293 200 mm

TE CONNECTIVITY TRANSPARENT
POLYOLEFIN SOLDER SLEEVE 32.5MM
Pack size: 100 x EA
• Minimum Cable Diameter: 2.8 mm
• Maximum Cable Diameter: 7.3 mm
• Sleeve Length: 32.5 mm
• Material: Polyolefin
• Minimum Operating Temperature: -55 °C
• Maximum Operating Temperature: +125 °C
• Quantity: 1
• Colour: Transparent

5425713 2.8 mm

RS PRO NON-REVERSIBLE
TEMPERATURE SENSITIVE LABEL, 116°C
Pack size: 10 x EA
• Minimum Temperature Sensitivity: 116 °C
• Maximum Temperature Sensitivity: 154 °C
• Number of Temperature Levels: 8
• Orientation: Vertical
• Reversibility: No
• Label Length: 18 mm
• Label Width: 51 mm

555415 116 °C

RS PRO NON-REVERSIBLE
TEMPERATURE SENSITIVE LABEL,
Pack size: 10 x EA
• Minimum Temperature Sensitivity: 160 °C
• Maximum Temperature Sensitivity: 199 °C
• Number of Temperature Levels: 8
• Orientation: Vertical
• Reversibility: No
• Label Length: 18 mm
• Label Width: 51 mm

555421 160 °C

HEAD, ZB4BK1533

Pack size: 1 x EA
• Actuator Colour: Green
• Illuminated: Yes
• Number of Positions: 3
• Cutout Diameter: 22 mm
• Actuator Type: Standard Handle
• Switch Actuation: Spring Return to Centre
• Series: Harmony XB4
• IP Rating: IP66, IP67, IP69

6092465 Green

SCHNEIDER ELECTRIC XENG SERIES
CONTACT BLOCK, 2NO + 1NC
Pack size: 1 x EA
• Block Type: Contact Block
• Series: XENG
• Contact Configuration: 2NO + 1NC
• Current Rating: 10 A
• Better World Product: Yes
• Better World Verification: Green Premium

6096827 Contact Block

FINDER 48 SERIES INTERFACE RELAY,
DIN RAIL MOUNT, 24V AC COIL, SPDT,
Pack size: 1 x EA
• Coil Voltage: 24 V ac
• Contact Configuration: SPDT
• Mounting Type: DIN Rail
• Number of Poles: 1
• Maximum Input Voltage: 26.4 V
• Minimum Input Voltage: 19.2 V
• Terminal Type: Screw
• Switching Voltage: 250 → 400 V

6237264 24 V ac

11

http://twen.rs-online.com/web/p/-/0489163
http://twen.rs-online.com/web/p/-/0489163
http://twen.rs-online.com/web/p/-/0489163
http://twen.rs-online.com/web/p/-/0489163
http://twen.rs-online.com/web/p/-/4940384
http://twen.rs-online.com/web/p/-/4940384
http://twen.rs-online.com/web/p/-/4940384
http://twen.rs-online.com/web/p/-/4940384
http://twen.rs-online.com/web/p/-/5076591
http://twen.rs-online.com/web/p/-/5076591
http://twen.rs-online.com/web/p/-/5076591
http://twen.rs-online.com/web/p/-/5076591
http://twen.rs-online.com/web/p/-/0507933
http://twen.rs-online.com/web/p/-/0507933
http://twen.rs-online.com/web/p/-/0507933
http://twen.rs-online.com/web/p/-/0507933
http://twen.rs-online.com/web/p/-/0507949
http://twen.rs-online.com/web/p/-/0507949
http://twen.rs-online.com/web/p/-/0507949
http://twen.rs-online.com/web/p/-/0507949
http://twen.rs-online.com/web/p/-/5156760
http://twen.rs-online.com/web/p/-/5156760
http://twen.rs-online.com/web/p/-/5156760
http://twen.rs-online.com/web/p/-/5156760
http://twen.rs-online.com/web/p/-/5156798
http://twen.rs-online.com/web/p/-/5156798
http://twen.rs-online.com/web/p/-/5156798
http://twen.rs-online.com/web/p/-/5156798
http://twen.rs-online.com/web/p/-/5156805
http://twen.rs-online.com/web/p/-/5156805
http://twen.rs-online.com/web/p/-/5156805
http://twen.rs-online.com/web/p/-/5156805
http://twen.rs-online.com/web/p/-/5174049
http://twen.rs-online.com/web/p/-/5174049
http://twen.rs-online.com/web/p/-/5174049
http://twen.rs-online.com/web/p/-/5174049
http://twen.rs-online.com/web/p/-/5424293
http://twen.rs-online.com/web/p/-/5424293
http://twen.rs-online.com/web/p/-/5424293
http://twen.rs-online.com/web/p/-/5424293
http://twen.rs-online.com/web/p/-/5425713
http://twen.rs-online.com/web/p/-/5425713
http://twen.rs-online.com/web/p/-/5425713
http://twen.rs-online.com/web/p/-/5425713
http://twen.rs-online.com/web/p/-/0555415
http://twen.rs-online.com/web/p/-/0555415
http://twen.rs-online.com/web/p/-/0555415
http://twen.rs-online.com/web/p/-/0555415
http://twen.rs-online.com/web/p/-/0555421
http://twen.rs-online.com/web/p/-/0555421
http://twen.rs-online.com/web/p/-/0555421
http://twen.rs-online.com/web/p/-/0555421
http://twen.rs-online.com/web/p/-/6092465
http://twen.rs-online.com/web/p/-/6092465
http://twen.rs-online.com/web/p/-/6092465
http://twen.rs-online.com/web/p/-/6096827
http://twen.rs-online.com/web/p/-/6096827
http://twen.rs-online.com/web/p/-/6096827
http://twen.rs-online.com/web/p/-/6096827
http://twen.rs-online.com/web/p/-/6237264
http://twen.rs-online.com/web/p/-/6237264
http://twen.rs-online.com/web/p/-/6237264
http://twen.rs-online.com/web/p/-/6237264


AUTOMATION & CONTROL
PSR37-600-70 SOFTSTART, 18.5KW,
37A
Pack size: 1 x EA
• Power Rating: 18.5 kW
• Motor Starter Type: Soft Start
• Voltage Rating: 600 V
• Phase: 3
• Current Rating: 37 A
• IP Rating: IP10, IP20
• Motor Starter Functionality: Manual
• Overall Length: 153 mm

6566562 18.5 kW

ENTRELEC BAM4 SERIES END STOP
FOR USE WITH SNK TERMINAL BLOCK,
Pack size: 10 x EA
• Accessory Type: End Stop
• Series: BAM
• For Use With: Terminal Block
• Hazardous Area Certification: ATEX

6663357 End Stop

TRACOPOWER TMV DC-DC
CONVERTER, 5V DC/ 200MA OUTPUT,
Pack size: 1 x EA
• Output Voltage: 5 V dc
• Input Voltage Range: 21.6 → 26.4 V dc
• Power Rating: 1 W
• Input Voltage Nominal: 24 V dc
• Output Current: 200 mA
• Mounting Type: Through Hole
• Isolated: Yes
• Number of Outputs: 1

6664048 5 V dc

RS PRO BLACK NYLON CABLE GLAND,
M20 THREAD, 10MM MIN, 14MM MAX,
Pack size: 5 x EA
• Thread Size: M20
• Maximum Cable Diameter: 14 mm
• Minimum Cable Diameter: 10 mm
• Material: Nylon 66
• Colour: Black
• IP Rating: IP68
• Locknut Included: Yes
• Minimum Operating Temperature: -60 °C

6694673 M20

ABB R600 SERIES INTERFACE RELAY,
DIN RAIL MOUNT, 110V AC/DC COIL,
Pack size: 1 x EA
• Coil Voltage: 110 V ac/dc
• Contact Configuration: SPDT
• Mounting Type: DIN Rail
• Load Current Rating: 6 A
• Maximum Input Voltage: 250 V ac
• Terminal Type: Screw
• Switching Voltage: 5 V → 250 V ac
• Depth: 6 mm

6699978 110 V ac/dc

HELLERMANNTYTON ARROWTAG
CABLE TIE CABLE MARKERS,
Pack size: 100 x EA
• Affixing Method: Cable Tie
• Legend: -0
• Minimum Cable Diameter: 2.5 mm
• Maximum Cable Diameter: 6 mm
• Colour: Natural
• Length: 63 mm
• Width: 9 mm
• Quantity: 100

6868625 Cable Tie

YELLOW HEATSHRINK TUBE 12/4MM
I/D
Pack size: 4 x MTR
• Sleeve Diameter: 12 mm
• Shrunk Diameter: 4 mm
• Colour: Yellow
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 3:1
• Sleeve Length: 4 m
• Material: Polyolefin

7004481 12 mm

RS PRO HEAT SHRINK TUBING, BLACK
3MM SLEEVE DIA. X 10M LENGTH 3:1
Pack size: 10 x MTR
• Sleeve Diameter: 3 mm
• Colour: Black
• Shrunk Diameter: 1 mm
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 3:1
• Sleeve Length: 10 m
• Material: Polyolefin

7004532 3 mm

RS PRO HEAT SHRINK TUBING, BLACK
6MM SLEEVE DIA. X 7M LENGTH 3:1
Pack size: 7 x MTR
• Sleeve Diameter: 6 mm
• Colour: Black
• Shrunk Diameter: 2 mm
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 3:1
• Sleeve Length: 7 m
• Material: Polyolefin

7004535 6 mm

BLACK HEATSHRINK TUBE 18/6MM I/D

Pack size: 3 x MTR
• Sleeve Diameter: 18 mm
• Shrunk Diameter: 6 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 3:1
• Sleeve Length: 3 m
• Material: Polyolefin

7004541 18 mm

BLACK HEATSHRINK TUBE 12/4MM I/D

Pack size: 4 x MTR
• Sleeve Diameter: 12 mm
• Shrunk Diameter: 4 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 3:1
• Sleeve Length: 4 m
• Material: Polyolefin

7004548 12 mm

ANSMANN 18W PLUG-IN AC/DC
ADAPTER 3V DC OUTPUT, 1.5A
Pack size: 1 x EA
• Adapter Type: Plug-In Adapter
• Plug Type: Australia, European, UK, US
• Output Voltage: 3 V dc, 4.5 V dc, 5 V dc, 6 V dc, 7.5 V dc,

9 V dc, 12 V dc
• Input Voltage: 100 V ac, 110 V ac, 115 V ac, 120 V ac, 127 V

ac, 220 V ac, 230 V ac, 240 V ac
• Output Current: 1.5 A
• Maximum Temperature: +25 °C
• Output Connector: Interchangeable
• Input Connector: Universal Plug

7023268 Plug-In Adapter

BMP71 PERMASLEEVE 3:1 WHT
25.78X8.51MM
Pack size: 1000 x EA
• Product Type: Heatshrink Labels
• Label Height: 8.51 mm
• Label Width: 25.4 mm
• Label Quantity: 1000
• Background Colour: White
• Series: B-342 PermaSleeve
• Material: Polyolefin
• Works With Printer Models: BMP61, BMP71, M611, TLS

2200, TLS-PC LINK

7117809 Heatshrink Labels

RAYTECH GEL FILLED CABLE JOINT
KIT, STRAIGHT JOINT TYPE , 4 X 1.5 →
Pack size: 1 x EA
• Product Type: Cable Joint Kit
• Joint Type: Straight
• Cable Size: 4 x 1.5 → 10 mm²
• Number of Cores: 4
• Dimensions: 180 x 50 mm
• Kit Includes: Cable Ties, Enclosure with Phase

Separator, Instructions, Polymeric Resin, Sealing Tape
• Application: Unshielded
• Material: Gel Filled

7133829 Cable Joint Kit

LAPP ÖLFLEX® H05V-K SERIES BLACK
0.75 MM² HOOK UP WIRE, 24/32,
Pack size: 100 x MTR
• Cross Sectional Area: 0.75 mm²
• Sheath Colour: Black
• Cable Shape: Single Core
• Core Strands: 24/32
• Length: 100 m
• European Harmonised Code: H05V-K
• Insulation Material: PVC
• Outer Diameter: 2.4 mm

7244339 0.75 mm²

DYMO HEAT SHRINK TUBING, WHITE
9MM SLEEVE DIA. X 1.5M LENGTH 3:1
Pack size: 1 x EA
• Sleeve Diameter: 9 mm
• Shrunk Diameter: 1.7 mm
• Colour: White
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 3:1
• Sleeve Length: 1.5 m
• Material: Polyolefin

7335883 9 mm
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BE YOUR FIRST CHOICE
WAGO TOPJOB S, 2002 SERIES GREY
FEED THROUGH TERMINAL BLOCK,
Pack size: 10 x EA
• Colour: Grey
• Number of Levels: Single
• American Wire Gauge: 22 → 12 AWG
• Series: TOPJOB S, 2002
• Termination Method: Push-In Cage Clamp
• Cable CSA: 2.5 mm²
• Fused: No
• Voltage Rating: 550 V

7581682 Grey

WAGO TOPJOB S, 2002 SERIES END
AND INTERMEDIATE PLATE FOR USE
Pack size: 10 x EA
• Accessory Type: End & Intermediate Plate
• Series: TOPJOB S, 2002
• For Use With: Terminal Block
• Colour: Orange

7581701 End &

WAGO 2002 SERIES GREY FUSE
TERMINAL BLOCK, 2.5MM², 1-LEVEL,
Pack size: 10 x EA
• Colour: Grey
• Number of Levels: 1
• American Wire Gauge: 22 → 12 AWG
• Series: 2002
• Termination Method: Push-In Cage Clamp
• Cable CSA: 2.5 mm²
• Fused: Yes
• Current Rating: 6.3 A

7581705 Grey

RS PRO BLACK 1 MM² HOOK UP WIRE,
17 AWG, 32/0.2 MM, 100M, ZERO
Pack size: 100 x MTR
• Cross Sectional Area: 1 mm²
• Sheath Colour: Black
• American Wire Gauge: 17 AWG
• Core Strands: 32/0.2 mm
• Length: 100 m
• Insulation Material: Zero Halogen
• Voltage Rating: 500 V
• Outer Diameter: 2.52 mm

7637595 1 mm²

RS PRO RED 1 MM² HOOK UP WIRE, 17
AWG, 32/0.2 MM, 100M, ZERO
Pack size: 100 x MTR
• Cross Sectional Area: 1 mm²
• Sheath Colour: Red
• American Wire Gauge: 17 AWG
• Core Strands: 32/0.2 mm
• Length: 100 m
• Insulation Material: Zero Halogen
• Voltage Rating: 500 V
• Outer Diameter: 2.52 mm

7637602 1 mm²

DELTRON 483 SERIES SILVER DIE
CAST ALUMINIUM ENCLOSURE, IP66,
Pack size: 1 x EA
• Body Material: Die Cast Aluminium
• External Length: 202 mm
• External Height: 106.7 mm
• External Width: 120.8 mm
• External Dimensions: 202 x 120.8 x 106.7 mm
• IP Rating: IP66, IP67, IP68
• Colour: Silver
• Lid Colour: Silver

7696879 Die Cast

PHOENIX CONTACT UK 5-MTK SERIES
GREY KNIFE DISCONNECT TERMINAL
Pack size: 5 x EA
• Colour: Grey
• Number of Levels: Single
• American Wire Gauge: 24 → 10 AWG
• Series: UK  5-MTK
• Termination Method: Screw
• Current Rating: 16 A
• Voltage Rating: 500 V
• Minimum Operating Temperature: -60 °C

7768182 Grey

TE CONNECTIVITY TRANSPARENT
POLYOLEFIN SOLDER SLEEVE 32.5MM
Pack size: 1 x EA
• Maximum Cable Diameter: 7.3 mm
• Sleeve Length: 32.5 mm
• Material: Polyolefin
• Dielectric Strength: 1 kV
• Voltage Rating: 2.5 mV
• Minimum Operating Temperature: -55 °C
• Maximum Operating Temperature: +125 °C
• Colour: Transparent

7820716 7.3 mm

WAGO 280 SERIES ADJACENT
JUMPER FOR USE WITH 280 SERIES
Pack size: 5 x EA
• Accessory Type: Adjacent Jumper
• Series: 280
• For Use With: Terminal Block
• Current Rating: 24 A
• Colour: Grey

7840426 Adjacent Jumper

DELTRON 486 SERIES BLACK
ALUMINIUM ENCLOSURE, IP68, 260 X
Pack size: 1 x EA
• Body Material: Aluminium
• External Length: 260 mm
• External Height: 120 mm
• External Width: 160 mm
• External Dimensions: 260 x 160 x 120 mm
• IP Rating: IP68
• Colour: Black
• Shielded: Yes

7865526 Aluminium

LEM CTSR SERIES CURRENT
TRANSFORMER, 21.6A INPUT, 21.6:1,
Pack size: 1 x EA
• Current Ratio: 21.6:1
• Bore Size: 20.3 mm
• Supply Voltage: 4.75 → 5.25 V
• Input Current: 21.6 A
• Output Current: 300 mA
• Overall Height: 44.6 mm
• Overall Width: 41.35 mm
• Overall Depth: 17.9 mm

7934629 21.6:1

WAGO 249 SERIES END STOP FOR
USE WITH DIN RAIL 35
Pack size: 5 x EA
• Accessory Type: End Stop
• Series: 249
• For Use With: DIN Rail 35
• Mounting Type: DIN Rail Mount
• Colour: Grey
• Material: Polyamide
• Contact Dimensions: 35 x 7.5 mm

7960460 End Stop

OMRON PLUG IN LATCHING POWER
RELAY, 24V DC COIL, 3A SWITCHING
Pack size: 1 x EA
• Coil Voltage: 24 V dc
• Contact Configuration: DPDT
• Mounting Type: Plug In
• Switching Current: 3 A
• Number of Poles: 2
• Latching: Yes
• Terminal Type: PCB Pin
• Maximum Switching Voltage (AC): 250 V ac

803304 24 V dc

PHOENIX CONTACT FBI2-12 SERIES
FIXED BRIDGE FOR USE WITH
Pack size: 10 x EA
• Accessory Type: Fixed Bridge
• Series: FBI2-12
• For Use With: Modular Terminal Block
• Mounting Type: Screw
• Colour: Silver
• Material: Copper
• Contact Dimensions: 7.5 x 21.6 x 21.45 mm

8038040 Fixed Bridge

PHOENIX CONTACT STEEL
PERFORATED DIN RAIL, DEEP TOP HAT
Pack size: 1 x EA
• Compatibility: Deep Top Hat
• Length: 2000 mm
• Width: 35 mm
• Height: 15 mm
• DIN Rail Type: Perforated
• Material: Steel

8039508 Deep Top Hat

PHOENIX CONTACT STEEL
PERFORATED DIN RAIL, MINI TOP HAT
Pack size: 1 x EA
• Compatibility: Mini Top Hat
• Length: 2 m
• Width: 15 mm
• Height: 5 mm
• DIN Rail Type: Perforated
• Material: Steel

8039615 Mini Top Hat
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AUTOMATION & CONTROL
RS PRO CABLE TIE, 610MM X 9 MM,
BLACK NYLON, PK-100
Pack size: 100 x EA
• Length: 610 mm
• Width: 9 mm
• Colour: Black
• Material: Nylon 66
• Type: Non-Releasable
• Quantity: 100
• UV Resistant: Yes
• Fire Behaviour: Flame Retardant

8111524 610 mm

RS PRO CABLE TIE, 750MM X 7.5 MM,
BLACK NYLON, PK-100
Pack size: 100 x EA
• Length: 750 mm
• Width: 7.5 mm
• Colour: Black
• Material: Nylon 66
• Type: Non-Releasable
• Quantity: 100
• UV Resistant: Yes
• Fire Behaviour: Flame Retardant

8111527 750 mm

RS PRO CABLE TIE, HEAT STABILISED,
203MM X 2.5 MM, BLACK NYLON, PK-
Pack size: 100 x EA
• Length: 203 mm
• Width: 2.5 mm
• Colour: Black
• Material: Nylon 66
• Type: Heat Stabilised
• Quantity: 100
• Maximum Operating Temperature: +105 °C
• Fire Behaviour: Flame Retardant

8111571 203 mm

RS PRO GREEN/YELLOW 1.5 MM²
HOOK UP WIRE, 15 AWG, 30/0.25
Pack size: 25 x MTR
• Cross Sectional Area: 1.5 mm²
• Sheath Colour: Green/Yellow
• American Wire Gauge: 15 AWG
• Cable Shape: Single Core
• Core Strands: 30/0.25 mm
• Length: 25 m
• Insulation Material: PVC
• Outer Diameter: 3.7 mm

8114431 1.5 mm²

3CORE&SCN DATA CABLE 100M

Pack size: 100 x MTR
• Cross Sectional Area: 0.22 mm²
• Number of Cores: 3
• American Wire Gauge: 24 AWG
• Screened/Unscreened: Screened
• Length: 100 m
• Shield Type: Foil
• Sheath Colour: Grey
• Outer Diameter: 4 mm

8124725 0.22 mm²

RS PRO CAT5 ETHERNET CABLE,
U/UTP, BLUE PVC SHEATH, 50M
Pack size: 50 x MTR
• LAN Category: Cat5
• Length: 50 m
• Terminated/Unterminated: Unterminated
• Shield Type: U/UTP
• Shielded/Unshielded: Unshielded
• Sheath Colour: Blue
• Outer Sheath Material: PVC
• Core Strands: 7/0.16

8124781 Cat5

RS PRO CAT5E ETHERNET CABLE,
U/UTP, GREY PVC SHEATH, 100M
Pack size: 100 x MTR
• Length: 100 m
• LAN Category: Cat5e
• Terminated/Unterminated: Unterminated
• Shield Type: U/UTP
• Shielded/Unshielded: Unshielded
• Sheath Colour: Grey
• Outer Sheath Material: PVC
• Core Strands: 7/016

8124797 100 m

SCHNEIDER ELECTRIC XB2 SERIES
CONTACT BLOCK, 600V, 1NO
Pack size: 1 x EA
• Block Type: Contact Block
• Voltage Rating: 600 V
• Series: XB2
• Contact Configuration: 1NO
• Terminal Type: Screw
• Current Rating: 10 A
• Better World Product: Yes
• Better World Verification: Green Premium

8151676 Contact Block

KOPEX-EX STOPPING PLUG, M20,
NYLON, 23MM DIAMETER, THREADED
Pack size: 10 x EA
• Thread Size: M20
• Material: Nylon
• Plug Type: Stopping
• Diameter: 23 mm
• Threaded/Unthreaded: Threaded
• Colour: Black
• Hazardous Area Certification: ATEX
• IP Rating: IP68

8159179 M20

CABLE CLAMP, 6~7MM BUNDLE DIA

Pack size: 50 x EA
• Cable Clip/Clamp Style: Cable Clamp
• Maximum Bundle Diameter: 7 mm
• Affixing Method: Self Adhesive
• Material: Nylon 66
• Colour: Grey
• Length: 25 mm
• Width: 20 mm
• Dimensions [L x W (x D)]: 25 x 20 mm

8178974 Cable Clamp

THOMAS & BETTS CABLE TIES,
WEATHER RESISTANT, 203.2MM X
Pack size: 1000 x EA
• Length: 203.2 mm
• Width: 2.29 mm
• Colour: Black
• Material: Nylon 66
• Type: Weather Resistant
• Quantity: 1000
• UV Resistant: Yes
• Minimum Operating Temperature: -40 °C

8186975 203.2 mm

HIS-3-18/6-PO-X-BK H/TSHRINK BLK

Pack size: 1 x EA
• Sleeve Diameter: 18 mm
• Shrunk Diameter: 6 mm
• Colour: Black
• Sleeve Type: Heat Shrink
• Adhesive Lined: No
• Shrink Ratio: 3:1
• Sleeve Length: 4 m
• Material: Polyolefin Cross Linked (POX)

8206997 18 mm

24 HOUR PLUG-IN COMPACT
SEGMENT TIMER
Pack size: 1 x EA
• Supply Voltage: 230 V ac
• Segment Length: 24 h
• Contact Configuration: SPDT
• Height: 78 mm
• Depth: 75 mm

8215058 230 V ac

CROSS-CONNECTOR, 17.5 A,ZQV
1.5/2
Pack size: 20 x EA
• Accessory Type: Jumper Bar
• Series: Z
• For Use With: Terminal ZDK 1.5, Terminal ZDU 1.5,

Terminal ZEI 6

8240219 Jumper Bar

RS PRO METALLIC NICKEL PLATED
BRASS CABLE GLAND, M25 THREAD,
Pack size: 1 x EA
• Thread Size: M25
• Maximum Cable Diameter: 16 mm
• Minimum Cable Diameter: 10 mm
• Material: Nickel Plated Brass
• Colour: Metallic
• IP Rating: IP68
• Locknut Included: Yes
• Minimum Operating Temperature: -40 °C

8354116 M25

BROYCE CONTROL VOLTAGE
MONITORING RELAY, SPDT, 2 → 500V
Pack size: 1 x EA
• Monitoring Application: Voltage
• Voltage Sensing Range: 2 → 500 V ac/dc
• Contact Configuration: SPDT
• Voltage Sensitivity: Overvoltage, Undervoltage
• Mounting Type: DIN Rail
• Time Delay: 0.1 → 30 s
• Frequency Sensing Range: 48 → 63 Hz
• Series: L

8505405 Voltage
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BE YOUR FIRST CHOICE
HOLDER FOR 3 MODULES, METAL

Pack size: 1 x EA
• Accessory Type: Holder
• For Use With: 3 Modules
• Series: SIRIUS ACT

8742288 Holder

RS PRO TEMPERATURE LABEL
INDICATOR, 50°C TO 100°C, 11 LEVELS
Pack size: 10 x EA
• Minimum Temperature Sensitivity: 50 °C
• Maximum Temperature Sensitivity: 100 °C
• Number of Temperature Levels: 11
• Labels Per Product: 10
• Orientation: Vertical
• Reversibility: Yes
• Label Length: 51 mm
• Label Width: 18 mm

9064609 50 °C
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