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ELECTRONICS
RAIL MOUNT ENCLOSURE
HEATER,45W 110-250V
Pack size: 1 x EA
• Output Power: 45 W
• Air Flow: 50 m³/h, 61 m³/h
• Input Power Rating: 40 W
• Supply Voltage: 110 → 250 V ac
• Surface Temperature: 105 °C
• Depth: 50 mm
• Height: 65 mm
• Width: 70 mm

103207 45 W

WIMA MKS2 POLYESTER FILM
CAPACITOR, 40 V AC, 63 V DC, ±10%,
Pack size: 5 x EA
• Capacitance: 22 nF
• Voltage: 40 V ac, 63 V dc
• Mounting Type: Through Hole
• Tolerance: ±10 %
• Series: MKS2
• Lead Pitch: 5 mm
• Length: 7.2 mm
• Depth: 2.5 mm

1082340 22 nF

VISHAY 100ΜF ALUMINIUM
ELECTROLYTIC CAPACITOR 25V DC,
Pack size: 5 x EA
• Capacitance: 100 µF
• Voltage: 25 V dc
• Mounting Type: Axial, Through Hole
• Technology: Aluminium Electrolytic
• Dimensions: 6.5 (Dia.) x 18 mm
• Height: 18 mm
• Minimum Operating Temperature: -40 °C
• Diameter: 6.5 mm

1085298 100 µF

HARTING HEAVY DUTY POWER
CONNECTOR INSERT, 16A, MALE, HAN
Pack size: 1 x EA
• Current Rating: 16 A
• Gender: Male
• Series: Han ES Press
• Type: Connector Insert
• Termination Method: Cage Clamp
• Pole Format: 10P
• Number of Rows: 2
• Voltage Rating: 500 V

1138681 16 A

PARALLEL ACTION CRIMP TOOL FOR
HAN CONN
Pack size: 1 x EA
• Crimp Connector Type: Crimp Contact
• Crimp Tool Type: Ratchet
• Wire Size: 26 → 12 AWG
• Minimum Wire Size: 0.14 mm²
• Maximum Wire Size: 4 mm²
• Overall Length: 220 mm

1147706 Crimp Contact

M8 HD RING CRIMP
TERMINAL,6SQ.MM
Pack size: 25 x EA
• Insulation: Uninsulated
• Inner Ring Diameter: 8.4 mm
• Maximum Wire Size (mm²): 6 mm²
• Stud Size: M8
• Contact Plating: Tin
• Contact Material: Copper
• Overall Length: 28.3 mm

119176 Uninsulated

KOA 1KΩ METAL FILM RESISTOR 0.5W
±1% MFS1/2CCT52A1001F
Pack size: 50 x EA
• Resistance: 1 kΩ
• Power Rating: 0.5 W
• Tolerance: ±1 %
• Technology: Metal Film
• Series: MFS
• Temperature Coefficient: ±50 ppm/°C
• Maximum Operating Temperature: +155 °C
• Minimum Operating Temperature: -55 °C

1242860 1 kΩ

KOA 10KΩ METAL FILM RESISTOR
0.5W ±1% MFS1/2CCT52A1002F
Pack size: 50 x EA
• Resistance: 10 kΩ
• Power Rating: 0.5 W
• Tolerance: ±1 %
• Technology: Metal Film
• Series: MFS
• Temperature Coefficient: ±50 ppm/°C
• Maximum Operating Temperature: +155 °C
• Minimum Operating Temperature: -55 °C

1242878 10 kΩ

EBM-PAPST 4000 Z SERIES AXIAL FAN
KIT, 230 V AC, AC OPERATION,
Pack size: 1 x EA
• Supply Voltage: 230 V ac
• Height: 119 mm
• AC or DC Operation: AC
• Power Consumption: 19 W
• Width: 119 mm
• Depth: 38 mm
• Air Flow: 160 m³/h
• Dimensions: 119 x 119 x 38 mm

1243380 230 V ac

RS PRO 2 WAY FEMALE
FEEDTHROUGH HDMI CONNECTOR
Pack size: 1 x EA
• Gender: Female
• Number of Contacts: 2
• Body Orientation: Straight
• Termination Method: Plug-In
• Housing Material: Nickel, Zinc
• Series: CP

1246388 Female

PANASONIC PCB MOUNT POWER
RELAY, 24V DC COIL, 4A SWITCHING
Pack size: 1 x EA
• Coil Voltage: 24 V dc
• Contact Configuration: 4PST-NO
• Mounting Type: PCB Mount
• Switching Current: 4 A
• Number of Poles: 4
• Latching: No
• Terminal Type: Through Hole
• Length: 28 mm

1279291 24 V dc

DPDT MONOSTABLE RELAY,15A
24VDC COIL
Pack size: 1 x EA
• Coil Voltage: 24 V dc
• Contact Configuration: DPDT
• Mounting Type: PCB Mount
• Switching Current: 15 A
• Terminal Type: Through Hole
• Coil Resistance: 1.92 kΩ
• Application: Power
• Length: 51 mm

1279516 24 V dc

14MM PROM IP67 SEALED BLACK
LED,RED 220V
Pack size: 1 x EA
• Voltage Rating: 220 V ac
• Light Output Colour: Red
• Mounting Hole Size: 14 mm
• Lamp Type: LED
• Termination Type: Lead Wires
• IP Rating: IP67
• Bezel Style: Prominent
• Current Rating: 3 mA

1302285 220 V ac

TE CONNECTIVITY, PIDG INSULATED
RING TERMINAL, M5 STUD SIZE,
Pack size: 1000 x EA
• Series: PIDG
• Insulation: Insulated
• Outer Ring Diameter: 7.92 mm
• Inner Ring Diameter: 5 mm
• Maximum Wire Size (mm²): 1.6 mm²
• Minimum Wire Size (mm²): 0.25 mm²
• Minimum Wire Size (AWG): 22 AWG
• Maximum Wire Size (AWG): 16 AWG

1361793 PIDG

RS PRO HAND RATCHETING CRIMP
TOOL FOR INSULATED SPADE
Pack size: 1 x EA
• Product Type: Crimp Tool
• Operation: Hand
• For Use With: Insulated Spade Connectors
• Wire Size (mm²): 0,75 - 6 mm²
• Wire Size (AWG): 22-10 AWG
• Height Safe: Yes
• Ratcheting: Yes
• Crimp Profile: Oval

139704 Crimp Tool

HARTING, D-SUB SERIES SLIDE LOCK
FOR USE WITH SLIDE LOCK
Pack size: 1 x EA
• Accessory Type: Slide Locking Device
• For Use With: Slide Lock
• Series: D-Sub

1410352 Slide Locking
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BE YOUR FIRST CHOICE
PANASONIC 2200ΜF ALUMINIUM
ELECTROLYTIC CAPACITOR 16V DC,
Pack size: 10 x EA
• Capacitance: 2200 µF
• Voltage: 16 V dc
• Mounting Type: Radial, Through Hole
• Technology: Aluminium Electrolytic
• Dimensions: 10 (Dia.) x 25 mm
• Height: 25 mm
• Minimum Operating Temperature: -40 °C
• Diameter: 10 mm

1458513 2200 µF

HIRSCHMANN BLACK PROFILED
GASKET FOR USE WITH GDM SERIES
Pack size: 10 x EA
• Accessory Type: Profiled Gasket
• For Use With: GDM Series Cable Socket
• Colour: Black

1564729 Profiled Gasket

LIGHTBLUE INSUL BOOTLACE
FERRULE0.25SQMM
Pack size: 100 x EA
• Maximum Wire Size (mm²): 0.25 mm²
• Pin Diameter: 1.1 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Blue
• Pin Length: 8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 26 AWG

1571200 0.25 mm²

TE CONNECTIVITY, PIDG INSULATED
CRIMP SPADE CONNECTOR, 1MM² TO
Pack size: 100 x EA
• Series: PIDG
• Insulation: Insulated
• Width: 6.35 mm
• Insulation Material: Nylon
• Minimum Wire Size (mm²): 1 mm²
• Maximum Wire Size (mm²): 2.6 mm²
• Minimum Wire Size (AWG): 16 AWG
• Maximum Wire Size (AWG): 14 AWG

1611516 PIDG

CRIMP PIN, PIDG WIRE, YELLOW, 12-
10AWG
Pack size: 100 x EA
• Series: PIDG
• Gender: Male
• Insulation: Insulated
• Insulation Material: Nylon
• Minimum Wire Size (mm²): 2.6 mm²
• Shrouded/Unshrouded: Shrouded
• Maximum Wire Size (mm²): 6.6 mm²
• Minimum Wire Size (AWG): 12 AWG

1611645 PIDG

TE CONNECTIVITY, PIDG INSULATED
CRIMP BLADE TERMINAL 12.4MM
Pack size: 100 x EA
• Series: PIDG
• Gender: Male
• Insulation: Insulated
• Insulation Material: Nylon
• Minimum Wire Size (mm²): 0.2 mm²
• Shrouded/Unshrouded: Shrouded
• Maximum Wire Size (mm²): 1.6 mm²
• Minimum Wire Size (AWG): 22 AWG

1611695 PIDG

CRIMP PIN, PIDG WIRE, BLUE, 16-
14AWG
Pack size: 100 x EA
• Series: PIDG
• Gender: Male
• Insulation: Insulated
• Insulation Material: Nylon
• Minimum Wire Size (mm²): 1 mm²
• Shrouded/Unshrouded: Shrouded
• Maximum Wire Size (mm²): 2.6 mm²
• Minimum Wire Size (AWG): 16 AWG

1611724 PIDG

TE CONNECTIVITY, PIDG INSULATED
CRIMP SPADE CONNECTOR,
Pack size: 100 x EA
• Series: PIDG
• Insulation: Insulated
• Width: 7.1 mm
• Insulation Material: Nylon
• Minimum Wire Size (mm²): 0.26 mm²
• Maximum Wire Size (mm²): 1.65 mm²
• Minimum Wire Size (AWG): 22 AWG
• Maximum Wire Size (AWG): 16 AWG

1611819 PIDG

TYPE III + CONTACTS EXTRACTION
TOOL
Pack size: 1 x EA
• Contact Type: Crimp
• Tool Type: Extraction Tool
• Contact Size: 26 → 14 AWG
• Series: CPC, M

1625723 Crimp

TE CONNECTIVITY HEAVY DUTY
POWER CONNECTOR INSERT, 16A,
Pack size: 5 x EA
• Current Rating: 16 A
• Gender: Male
• Series: HE
• Type: Connector Insert
• Pole Format: 10P+E
• Voltage Rating: 400 V
• Number of Contacts: 10

1648448 16 A

TE CONNECTIVITY HEAVY DUTY
POWER CONNECTOR INSERT, 16A,
Pack size: 5 x EA
• Current Rating: 16 A
• Gender: Female
• Series: HE
• Type: Connector Insert
• Pole Format: 10P+E
• Voltage Rating: 400 V
• Number of Contacts: 10

1648449 16 A

VISHAY, 4N36 DC INPUT
PHOTOTRANSISTOR OUTPUT
Pack size: 50 x EA
• Mounting Type: Through Hole
• Output Device: Phototransistor
• Maximum Forward Voltage: 1.5 V
• Number of Channels: 1
• Number of Pins: 6
• Package Type: PDIP
• Input Current Type: DC
• Maximum Input Current: 50 mA

1652822 Through Hole

NICHICON 150ΜF ALUMINIUM
ELECTROLYTIC CAPACITOR 200V DC,
Pack size: 50 x EA
• Capacitance: 150 µF
• Voltage: 200 V dc
• Mounting Type: Radial, Through Hole
• Technology: Aluminium Electrolytic
• Dimensions: 16 (Dia.) x 25 mm
• Height: 25 mm
• Minimum Operating Temperature: -40 °C
• Diameter: 16 mm

1653959 150 µF

BERGQUIST THERMAL INTERFACE
PAD, 0.015IN THICK, 3.5W/M·K,
Pack size: 10 x EA
• Dimensions: 41.91 x 28.96 mm
• Thickness: 0.015 in
• Length: 41.91 mm
• Width: 28.96 mm
• Thermal Conductivity: 3.5 W/m·K
• Material: Fibreglass
• Minimum Operating Temperature: -60 °C
• Maximum Operating Temperature: +200 °C

1692357 41.91 x 28.96 mm

TE CONNECTIVITY, PIDG INSULATED
RING TERMINAL, M4 STUD SIZE,
Pack size: 1000 x EA
• Series: PIDG
• Insulation: Insulated
• Insulation Material: Nylon
• Outer Ring Diameter: 7.92 mm
• Inner Ring Diameter: 4.34 mm
• Minimum Wire Size (mm²): 0.26 mm²
• Maximum Wire Size (mm²): 1.65 mm²
• Maximum Wire Size (AWG): 16 AWG

1709431 PIDG

BUTT SPLICE, PIDG, RED, 22-16 AWG

Pack size: 50 x EA
• Splice Type: Butt
• Wire Size: 22 → 16 AWG
• Overall Length: 32.13 mm
• Diameter: 3.18 mm
• Insulation: Insulated
• Colour: Red
• Insulation Material: Nylon
• Series: PIDG

1709442 Butt
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ELECTRONICS
TE CONNECTIVITY, PIDG INSULATED
RING TERMINAL, M4 STUD SIZE, 1MM²
Pack size: 1000 x EA
• Series: PIDG
• Insulation: Insulated
• Insulation Material: Nylon
• Outer Ring Diameter: 7.92 mm
• Inner Ring Diameter: 4 mm
• Minimum Wire Size (mm²): 1 mm²
• Maximum Wire Size (mm²): 2.6 mm²
• Maximum Wire Size (AWG): 14 AWG

1733990 PIDG

PANASONIC PCB MOUNT SIGNAL
RELAY, 12V DC COIL, DPDT
Pack size: 50 x EA
• Coil Voltage: 12 V dc
• Contact Configuration: DPDT
• Mounting Type: PCB Mount
• Length: 14 mm
• Depth: 9 mm
• Height: 5 mm
• Dimensions: 14 x 9 x 5 mm
• Operating Temperature Range: -40 → +70 °C

1739235 12 V dc

KEMET A72 POLYPROPYLENE FILM
CAPACITOR, 450 V AC, 1500 V DC,
Pack size: 2 x EA
• Capacitance: 47 nF
• Voltage: 450 V ac, 1500 V dc
• Mounting Type: Through Hole
• Tolerance: ±10 %
• Series: A72
• Length: 33 mm
• Lead Length: 40 mm
• Depth: 16 mm

1746340 47 nF

EAO CONTACT BLOCK FOR USE WITH
SERIES 04 SWITCHES, 500V AC, 1CO
Pack size: 1 x EA
• Block Type: Contact Block
• Voltage Rating: 500 V ac
• Contact Configuration: 1CO
• Terminal Type: Screw
• Current Rating: 10 A
• For Use With: Series 04 Switches

1757940 Contact Block

EAO CONTACT BLOCK FOR USE WITH
SERIES 04 SWITCHES, 500V AC, 1CO
Pack size: 1 x EA
• Block Type: Contact Block
• Voltage Rating: 500 V ac
• Contact Configuration: 1CO
• Terminal Type: Screw
• Current Rating: 10 A
• For Use With: Series 04 Switches

1757942 Contact Block

EAO ILLUMINATED PUSH BUTTON
SWITCH FOR USE WITH SERIES 51
Pack size: 1 x EA
• For Use With: Series 51 Switches
• Mounting Type: Panel Mount
• Actuator Colour: Black

1760151 Series 51

WL-SFTW FULL-COLOR TOP LED
WATERCLEAR
Pack size: 20 x EA
• LED Colour(s): RGB
• Package Type: 5050
• Mounting Type: Surface Mount
• Number of LEDs: 3
• Forward Voltage: 2.4 V
• Luminous Intensity: 1300 (Green) mcd, 350 (Blue) mcd,

800 (Red) mcd
• Number of Pins: 6
• Viewing Angle: 120 °

1766248 RGB

NYLON-INSULATED CORD END
TERMINALS (E SE
Pack size: 100 x EA
• Maximum Wire Size (mm²): 1 mm²
• Pin Diameter: 1.7 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Red
• Pin Length: 10 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 18 AWG

1787302 1 mm²

NYLON-INSULATED CORD END
TERMINALS (E SE
Pack size: 100 x EA
• Maximum Wire Size (mm²): 1.5 mm²
• Pin Diameter: 2 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Black
• Pin Length: 10 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 16 AWG

1787309 1.5 mm²

NYLON-INSULATED CORD END
TERMINALS (E SE
Pack size: 100 x EA
• Maximum Wire Size (mm²): 1.5 mm²
• Pin Diameter: 2 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Black
• Pin Length: 12 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 16 AWG

1787312 1.5 mm²

VISHAY 22ΜF ALUMINIUM
ELECTROLYTIC CAPACITOR 63V DC,
Pack size: 5 x EA
• Capacitance: 22 µF
• Voltage: 63 V dc
• Mounting Type: Axial, Through Hole
• Technology: Aluminium Electrolytic
• Dimensions: 6.5 (Dia.) x 18 mm
• Height: 18 mm
• Minimum Operating Temperature: -40 °C
• Diameter: 6.5 mm

1801797 22 µF

EATON 32A BOLTED TAG FUSE, A2,
660 V AC, 250V DC, 73MM
Pack size: 1 x EA
• Current Rating: 32 A
• Fuse Size: A2
• Voltage Rating: 660 V ac, 250 V dc
• Fuse Standard: BS88, IEC 60269
• Fixing Centres: 73 mm
• Application Category: gG
• Tag Width: 8.7 mm
• High Rupture Capacity: Yes

1818710 32 A

BLUE 2 ENTRY BOOTLACE
FERRULE,2.5SQ.MM
Pack size: 100 x EA
• Maximum Wire Size (mm²): 2 x 2.5 mm²
• Pin Diameter: 2.9 mm
• Insulation Material: Nylon
• Number of Entries: 2
• Colour: Blue
• Pin Length: 10 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 2 x 14 AWG

1849682 2 x 2.5 mm²

NICHICON 22ΜF ALUMINIUM
ELECTROLYTIC CAPACITOR 100V DC,
Pack size: 50 x EA
• Capacitance: 22 µF
• Voltage: 100 V dc
• Mounting Type: Radial, Through Hole
• Technology: Aluminium Electrolytic
• Dimensions: 8 Dia. x 11.5 mm
• Height: 11.5 mm
• Minimum Operating Temperature: -55 °C
• Diameter: 8 mm

1872252 22 µF

MERSEN 2A CERAMIC CARTRIDGE
FUSE, 10 X 38MM
Pack size: 10 x EA
• Current Rating: 2 A
• Fuse Size: 10 x 38 mm
• Voltage Rating: 500 V ac
• Body Material: Ceramic
• Application Category: gG
• Fuse Standard: IEC 60269

1886956 2 A

APEM TOGGLE SWITCH, PANEL
MOUNT, ON-ON, SPST, SOLDER
Pack size: 1 x EA
• Contact Configuration: Single Pole Single Throw (SPST)
• Switch Operation: On-On
• Contact Current Rating: 4 A @ 30 V dc
• Mounting Type: Panel Mount
• Terminal Type: Solder
• Actuator Material: Brass
• Contact Material: Silver
• Contact Resistance: 0.01 Ω

1900642 Single Pole Single
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BE YOUR FIRST CHOICE
TE CONNECTIVITY, PIDG INSULATED
CRIMP SPADE CONNECTOR, 1MM² TO
Pack size: 1000 x EA
• Series: PIDG
• Insulation: Insulated
• Width: 7.54 mm
• Insulation Material: Nylon
• Minimum Wire Size (mm²): 1 mm²
• Maximum Wire Size (mm²): 2.6 mm²
• Minimum Wire Size (AWG): 16 AWG
• Maximum Wire Size (AWG): 14 AWG

1903866 PIDG

20 WAY TURNED PIN DIL
SOCKET,0.3IN PITCH
Pack size: 20 x EA
• Number of Contacts: 20
• Mounting Type: Through Hole
• Pin Type: Turned
• Pitch: 2.54 mm
• Row Width: 7.62 mm
• Frame Type: Open Frame
• Termination Method: Solder
• Contact Plating: Tin

1972681 20

40 WAY TURNED PIN DIL
SOCKET,0.6IN PITCH
Pack size: 10 x EA
• Number of Contacts: 40
• Mounting Type: Through Hole
• Pin Type: Turned
• Pitch: 2.54 mm
• Row Width: 15.24 mm
• Frame Type: Open Frame
• Termination Method: Solder
• Contact Plating: Tin

1972726 40

EAO CLEAR MODULAR SWITCH FLIP
GUARD FOR USE WITH SERIES 04
Pack size: 1 x EA
• Accessory Type: Protection Cover
• For Use With: Series 04
• Cap Colour: Clear

2004084 Protection Cover

AMPHENOL, 62GB 3 WAY CABLE MIL
SPEC CIRCULAR CONNECTOR PLUG,
Pack size: 1 x EA
• Number of Contacts: 3
• Gender: Male
• Contact Gender: Female
• Current Rating: 7.5 A
• Voltage Rating: 700 V
• Shell Size: 8
• Mounting Type: Cable
• Military Standard: MIL-DTL-26482

2005329 3

BOX OF 5 TIN COPPER TUBULAR LUGS
95 MM²
Pack size: 5 x EA
• Series: C
• Insulation: Uninsulated
• Outer Ring Diameter: 24 mm
• Inner Ring Diameter: 12.8 mm
• Maximum Wire Size (mm²): 95 mm²
• Stud Size: 12 mm
• Contact Plating: Tin
• Contact Material: Copper

2006899 C

14MM IP66 RED LED SATIN
CHROME,110VAC
Pack size: 1 x EA
• Voltage Rating: 110 V ac
• Light Output Colour: Red
• Mounting Hole Size: 14 mm
• Lamp Type: LED
• Termination Type: Solder Tab
• IP Rating: IP67
• Bezel Style: Prominent
• Bezel Colour: Chrome

204495 110 V ac

CLOSED END SPLICE CONNECTOR,1-
2.5SQ.MM
Pack size: 100 x EA
• Splice Type: Closed End
• Minimum Wire Size (mm²): 1.5 mm²
• Wire Size: 1 → 2.6 mm²
• Maximum Wire Size (mm²): 2.5 mm²
• Overall Length: 21 mm
• Diameter: 7.4 mm
• Minimum Wire Size (AWG): 16 AWG
• Insulation: Insulated

2050710 Closed End

RS PRO YELLOW PANEL MOUNT
INDICATOR, 110V AC, 8MM
Pack size: 1 x EA
• Voltage Rating: 110 V ac
• Light Output Colour: Yellow
• Mounting Hole Size: 8 mm
• Lamp Type: LED
• Termination Type: Solder Tab
• Bezel Style: Recessed
• Bezel Colour: Chrome
• Current Rating: 6 mA

211077 110 V ac

UNINSULATED BOOTLACE
FERRULE,0.5SQ.MM
Pack size: 100 x EA
• Maximum Wire Size (mm²): 0.5 mm²
• Pin Diameter: 1.3 mm
• Number of Entries: 1
• Pin Length: 8 mm
• Insulation: Uninsulated
• Maximum Wire Size (AWG): 22 AWG
• Overall Length: 8 mm

2114252 0.5 mm²

UN-INSULATED BOOTLACE
FERRULE,0.75SQ.MM
Pack size: 100 x EA
• Maximum Wire Size (mm²): 0.75 mm²
• Pin Diameter: 1.5 mm
• Number of Entries: 1
• Pin Length: 8 mm
• Insulation: Uninsulated
• Maximum Wire Size (AWG): 20 AWG
• Overall Length: 8 mm

2114268 0.75 mm²

UNINSULATED BOOTLACE
FERRULE,1SQ.MM
Pack size: 100 x EA
• Maximum Wire Size (mm²): 1 mm²
• Pin Diameter: 1.7 mm
• Number of Entries: 1
• Pin Length: 8 mm
• Insulation: Uninsulated
• Maximum Wire Size (AWG): 18 AWG
• Overall Length: 8 mm

2114274 1 mm²

UNINSULATED BOOTLACE
FERRULE,1.5SQ.MM
Pack size: 100 x EA
• Maximum Wire Size (mm²): 1.5 mm²
• Pin Diameter: 2 mm
• Number of Entries: 1
• Pin Length: 10 mm
• Insulation: Uninsulated
• Maximum Wire Size (AWG): 16 AWG
• Overall Length: 10 mm

2114280 1.5 mm²

UNINSULATED BOOTLACE
FERRULE,2.5SQ.MM
Pack size: 100 x EA
• Maximum Wire Size (mm²): 2.5 mm²
• Pin Diameter: 2.6 mm
• Number of Entries: 1
• Pin Length: 10 mm
• Insulation: Uninsulated
• Maximum Wire Size (AWG): 14 AWG
• Overall Length: 10 mm

2114296 2.5 mm²

IP67 8MM GREEN LED SATIN CHROME
RECESSED
Pack size: 1 x EA
• Voltage Rating: 2 V dc
• Light Output Colour: Green
• Mounting Hole Size: 8 mm
• Lamp Type: LED
• IP Rating: IP67
• Bezel Style: Recessed
• Bezel Colour: Chrome
• Current Rating: 20 mA

212086 2 V dc

TE CONNECTIVITY 47KΩ METAL OXIDE
RESISTOR 1W ±5% ROX1SJ47K
Pack size: 10 x EA
• Resistance: 47 kΩ
• Power Rating: 1 W
• Tolerance: ±5 %
• Technology: Metal Oxide
• Series: ROX1S
• Temperature Coefficient: ±300 ppm/°C
• Maximum Operating Temperature: +235 °C
• Minimum Operating Temperature: -55 °C

2141355 47 kΩ
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ELECTRONICS
TE CONNECTIVITY 10KΩ METAL OXIDE
RESISTOR 3W ±5% ROX3SJ10K
Pack size: 10 x EA
• Resistance: 10 kΩ
• Power Rating: 3 W
• Tolerance: ±5 %
• Technology: Metal Oxide
• Series: ROX3S
• Temperature Coefficient: ±300 ppm/°C
• Maximum Operating Temperature: +235 °C
• Minimum Operating Temperature: -55 °C

2142897 10 kΩ

MINI-FIT JUNIOR EXTRACTION TOOL

Pack size: 1 x EA
• Contact Type: Crimp
• Tool Type: Extraction Tool
• Contact Size: 28 → 22 AWG
• Series: HANDTOOL
• Rotating: No
• Series Number: 207121

2155900 Crimp

9 WAY M-M SUB-MIN D GENDER
CHANGER
Pack size: 1 x EA
• Converts From Gender: Male
• Converts From Type: 9 Way D-Sub
• Converts To Gender: Male
• Converts To Type: 9 Way D-Sub

218239 Male

9 WAY F-F SUB-MIN D GENDER
CHANGER
Pack size: 1 x EA
• Converts From Gender: Female
• Converts From Type: 9 Way D-Sub
• Converts To Gender: Female
• Converts To Type: 9 Way D-Sub

218245 Female

RS PRO FRENCH COLOUR CODED
BOOTLACE FERRULE CRIMP TERMINAL
Pack size: 1 x EA
• Type: French Colour Coded
• Connector Type: Bootlace Ferrule
• Kit Contents: 0.5mm² → 10mm² Wire End Ferrules
• Contact Plating: Tin
• Contact Material: Copper

2280321 French Colour

KINGBRIGHT2 V GREEN LED 5MM
THROUGH HOLE, L-53GD
Pack size: 5 x EA
• LED Colour(s): Green
• Package Type: 5mm (T-1 3/4)
• Mounting Type: Through Hole
• Number of LEDs: 1
• Forward Voltage: 2 V
• Luminous Intensity: 20 mcd
• Number of Pins: 2
• Viewing Angle: 60 °

2286004 Green

MERSEN 4A CERAMIC CARTRIDGE
FUSE, 8 X 32MM
Pack size: 10 x EA
• Current Rating: 4 A
• Fuse Size: 8 x 32 mm
• Voltage Rating: 400 V ac
• Body Material: Ceramic
• Application Category: gG

2302948 4 A

RS PRO 1A 250 V AC 400HZ,
THROUGH HOLE RFI FILTER, PIN
Pack size: 1 x EA
• Maximum Current Rating: 1 A
• Maximum Voltage Rating: 250 V ac
• Mounting Type: Through Hole
• Termination Style: Pin
• Series: FPNP
• Operating Frequency: 400 Hz
• Length: 25 mm
• Depth: 25 mm

239911 1 A

RS PRO 5A 240 V AC 50/60HZ,
CHASSIS MOUNT RFI FILTER, FAST-ON
Pack size: 1 x EA
• Maximum Current Rating: 5 A
• Maximum Voltage Rating: 240 V ac
• Mounting Type: Chassis Mount
• Termination Style: Fast-On
• Number of Stages: Three Stage
• Series: MA05/10
• Operating Frequency: 50/60 Hz
• Length: 85 mm

240696 5 A

AMPHENOL, 62GB 2 WAY BOX
MOUNT MIL SPEC CIRCULAR
Pack size: 1 x EA
• Number of Contacts: 2
• Gender: Female
• Contact Gender: Male
• Voltage Rating: 1.2 kV ac
• Shell Size: 14
• Mounting Type: Box Mount
• Military Standard: MIL-DTL-26482
• Termination Method: Solder

2411115 2

RS PRO STRAIGHT THROUGH HOLE
PIN HEADER, 36 CONTACT(S),
Pack size: 10 x EA
• Pitch: 2.54 mm
• Number of Contacts: 36
• Number of Rows: 1
• Body Orientation: Straight
• Shrouded/Unshrouded: Unshrouded
• Mounting Type: Through Hole
• Termination Method: Solder
• Contact Plating: Tin

2518351 2.54 mm

BLACK THUMB PULL FOR CLOSE
SHORTING LINK
Pack size: 10 x EA
• Type: Closed Top, Handle Pull
• Number of Contacts: 2
• Pitch: 2.54 mm
• Gender: Female
• Colour: Black
• Number of Rows: 1
• Length: 4.98 mm
• Width: 14 mm

2518575 Closed Top,

ARCOL, 12Ω 100W WIRE WOUND
CHASSIS MOUNT RESISTOR HS100
Pack size: 1 x EA
• Resistance: 12 Ω
• Power Rating: 100 W
• Series: HS100
• Package/Case: Aluminium Housed
• Tolerance: ±5 %
• Technology: Wire Wound
• Termination Style: Axial
• Minimum Temperature Coefficient: -100 ppm/°C

2522912 12 Ω

RED M6 INSUL RING TERMINAL,0.5-
1.5SQ.MM
Pack size: 100 x EA
• Insulation: Insulated
• Insulation Material: Nylon
• Outer Ring Diameter: 11.6 mm
• Inner Ring Diameter: 6.4 mm
• Maximum Wire Size (mm²): 1.5 mm²
• Minimum Wire Size (mm²): 0.5 mm²
• Minimum Wire Size (AWG): 22 AWG
• Maximum Wire Size (AWG): 16 AWG

2673593 Insulated

RED M5 INSUL RING TERMINAL,0.5-
1.5SQ.MM
Pack size: 100 x EA
• Insulation: Insulated
• Insulation Material: Nylon
• Outer Ring Diameter: 8 mm
• Inner Ring Diameter: 5.3 mm
• Maximum Wire Size (mm²): 1.5 mm²
• Minimum Wire Size (mm²): 0.5 mm²
• Minimum Wire Size (AWG): 22 AWG
• Maximum Wire Size (AWG): 16 AWG

2673616 Insulated

RED M4 INSUL RING TERMINAL,0.5-
1.5SQ.MM
Pack size: 100 x EA
• Insulation: Insulated
• Insulation Material: Nylon
• Outer Ring Diameter: 6.6 mm
• Inner Ring Diameter: 4.3 mm
• Minimum Wire Size (mm²): 0.5 mm²
• Maximum Wire Size (mm²): 1.5 mm²
• Maximum Wire Size (AWG): 16 AWG
• Minimum Wire Size (AWG): 22 AWG

2673638 Insulated
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BE YOUR FIRST CHOICE
RED M3.5INSUL RING TERMINAL0.5-
1.5SQ.MM
Pack size: 100 x EA
• Insulation: Insulated
• Insulation Material: Nylon
• Outer Ring Diameter: 6.6 mm
• Inner Ring Diameter: 3.7 mm
• Maximum Wire Size (mm²): 1.5 mm²
• Minimum Wire Size (mm²): 0.5 mm²
• Minimum Wire Size (AWG): 22 AWG
• Maximum Wire Size (AWG): 16 AWG

2673644 Insulated

RED M4INSUL SPADE TERMINAL,0.5-
1.5SQ.MM
Pack size: 100 x EA
• Series: SNYDL
• Insulation: Insulated
• Width: 7.2 mm
• Insulation Material: Nylon
• Minimum Wire Size (mm²): 0.5 mm²
• Maximum Wire Size (mm²): 1.5 mm²
• Minimum Wire Size (AWG): 22 AWG
• Maximum Wire Size (AWG): 16 AWG

2673694 SNYDL

RED M3.5 INSUL SPADETERMINAL0.5-
1.5SQMM
Pack size: 100 x EA
• Series: SNYDL
• Insulation: Insulated
• Width: 6.4 mm
• Insulation Material: Nylon
• Minimum Wire Size (mm²): 0.5 mm²
• Maximum Wire Size (mm²): 1.5 mm²
• Minimum Wire Size (AWG): 22 AWG
• Maximum Wire Size (AWG): 16 AWG

2673701 SNYDL

RED M3INSUL SPADE TERMINAL,0.5-
1.5SQ.MM
Pack size: 100 x EA
• Series: SNYD
• Insulation: Insulated
• Width: 5.7 mm
• Insulation Material: Nylon
• Minimum Wire Size (mm²): 0.5 mm²
• Maximum Wire Size (mm²): 1.5 mm²
• Minimum Wire Size (AWG): 22 AWG
• Maximum Wire Size (AWG): 16 AWG

2673717 SNYD

BLUE M6 INSUL RING TERMINAL,1-
2.6SQ.MM
Pack size: 100 x EA
• Insulation: Insulated
• Insulation Material: Nylon
• Outer Ring Diameter: 12 mm
• Inner Ring Diameter: 6.4 mm
• Maximum Wire Size (mm²): 2.5 mm²
• Minimum Wire Size (mm²): 1.5 mm²
• Minimum Wire Size (AWG): 16 AWG
• Maximum Wire Size (AWG): 14 AWG

2673739 Insulated

BLUE M5 INSUL RING TERMINAL,1-
2.6SQ.MM
Pack size: 100 x EA
• Insulation: Insulated
• Insulation Material: Nylon
• Outer Ring Diameter: 9.5 mm
• Inner Ring Diameter: 5.3 mm
• Maximum Wire Size (mm²): 2.5 mm²
• Minimum Wire Size (mm²): 1.5 mm²
• Minimum Wire Size (AWG): 16 AWG
• Maximum Wire Size (AWG): 14 AWG

2673745 Insulated

BLUE M4 INSUL SPADE TERMINAL,1-
2.6SQ.MM
Pack size: 100 x EA
• Series: SNYDL
• Insulation: Insulated
• Width: 7.2 mm
• Insulation Material: Nylon
• Minimum Wire Size (mm²): 1.5 mm²
• Maximum Wire Size (mm²): 2.5 mm²
• Minimum Wire Size (AWG): 16 AWG
• Maximum Wire Size (AWG): 14 AWG

2673846 SNYDL

YEL M4 INSUL RING TERMINAL,2.7-
6.6SQ.MM
Pack size: 100 x EA
• Insulation: Insulated
• Insulation Material: Nylon
• Outer Ring Diameter: 7.2 mm
• Inner Ring Diameter: 4.3 mm
• Maximum Wire Size (mm²): 6 mm²
• Minimum Wire Size (mm²): 4 mm²
• Minimum Wire Size (AWG): 12 AWG
• Maximum Wire Size (AWG): 10 AWG

2673903 Insulated

YELLOW BUTT SPLICE,2.7-6.6SQ.MM
WIRE
Pack size: 100 x EA
• Splice Type: Butt
• Minimum Wire Size (mm²): 4 mm²
• Wire Size: 12 → 10 AWG
• Overall Length: 41 mm
• Maximum Wire Size (mm²): 6 mm²
• Minimum Wire Size (AWG): 12 AWG
• Diameter: 6.2 mm
• Insulation: Insulated

2674007 Butt

RED SHROUD
RECEPTACLE,6.3WX0.8TMM
Pack size: 100 x EA
• Spade Connector Type: Receptacle
• Type: Double Crimp
• Gender: Female
• Minimum Wire Size (mm²): 0.5 mm²
• Maximum Wire Size (mm²): 1.5 mm²
• Tab Size: 6.35 x 0.8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 16 AWG

2674164 Receptacle

BLUE SHROUD
RECEPTACLE,6.3WX0.8TMM
Pack size: 100 x EA
• Spade Connector Type: Receptacle
• Type: Double Crimp
• Gender: Female
• Minimum Wire Size (mm²): 1.5 mm²
• Maximum Wire Size (mm²): 2.5 mm²
• Tab Size: 6.35 x 0.8 mm
• Insulation: Insulated
• Minimum Wire Size (AWG): 16 AWG

2674170 Receptacle

RED SHROUD
RECEPTACLE,2.8WX0.8TMM
Pack size: 100 x EA
• Type: Receptacle
• Minimum Wire Size (mm²): 0.5 mm²
• Gender: Female
• Maximum Wire Size (mm²): 1.5 mm²
• Tab Size: 2.8 x 0.8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 16 AWG
• Minimum Wire Size (AWG): 22 AWG

2674265 Receptacle

RED INSULATION BLADE,10MM PIN
LENGTH
Pack size: 100 x EA
• Gender: Male
• Insulation: Insulated
• Insulation Material: Nylon
• Shrouded/Unshrouded: Unshrouded
• Minimum Wire Size (mm²): 0.5 mm²
• Maximum Wire Size (mm²): 1.5 mm²
• Minimum Wire Size (AWG): 22 AWG
• Overall Length: 20.8 mm

2674467 Male

RS PRO INSULATED CRIMP BLADE
TERMINAL 10MM BLADE LENGTH,
Pack size: 100 x EA
• Gender: Male
• Insulation: Insulated
• Insulation Material: Nylon
• Minimum Wire Size (mm²): 4 mm²
• Shrouded/Unshrouded: Unshrouded
• Maximum Wire Size (mm²): 6 mm²
• Minimum Wire Size (AWG): 12 AWG
• Overall Length: 23 mm

2674524 Male

YEL M6 INSUL RING TERMINAL,2.7-
6.6SQ.MM
Pack size: 100 x EA
• Insulation: Insulated
• Insulation Material: Nylon
• Outer Ring Diameter: 12 mm
• Inner Ring Diameter: 6.4 mm
• Maximum Wire Size (mm²): 6 mm²
• Minimum Wire Size (mm²): 4 mm²
• Minimum Wire Size (AWG): 12 AWG
• Maximum Wire Size (AWG): 10 AWG

2676441 Insulated

CRIMP MACHINED SOCKET
CONTACT,18-16AWG
Pack size: 10 x EA
• Gender: Female
• Contact Size: 16
• Wire Size: 20 → 16 AWG
• Termination Method: Crimp
• Series: VGE1
• Contact Type: Signal
• Current Rating: 13 A
• Length: 18.2 mm

2732901 Female
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ELECTRONICS
CRIMP MACHINED PIN CONTACT,18-
16AWG
Pack size: 10 x EA
• Gender: Male
• Contact Size: 16
• Wire Size: 20 → 16 AWG
• Termination Method: Crimp
• Series: VGE1
• Contact Type: Signal
• Current Rating: 13 A
• Length: 26.2 mm

2732945 Male

TE CONNECTIVITY PRO-CRIMPER III
HAND RATCHETING CRIMP TOOL FOR
Pack size: 1 x EA
• Series: PRO-CRIMPER III
• Product Type: Crimp Tool
• Operation: Hand
• For Use With: PIDG Splices, PIDG Terminals, Plasti-Grip

Terminals
• Wire Size (mm²): 0.3 → 5 mm²
• Wire Size (AWG): 22 → 10 AWG
• Ratcheting: Yes

2789373 PRO-CRIMPER III

MARL WHITE LED INDICATOR LAMP,
110V DC, BA9S BASE, 4.8MM
Pack size: 1 x EA
• Voltage Rating: 110 V dc
• Lamp Type: LED
• Light Output Colour: White
• Intensity: 750 mcd
• Lamp Base: BA9s
• Diameter: 4.8 mm
• Length: 26 mm
• Viewing Angle: 120 °

2829695 110 V dc

LEGRAND NEUTRAL LINK, 8.5MM X
31.5MM
Pack size: 10 x EA
• Fuse Type: Cartridge
• Diameter: 8.5 mm
• Height: 31.5 mm

2938288 Cartridge

RS PRO TELEPHONE SLIDE INDICATOR
LIGHT, CLEAR, 24 V, 5000H
Pack size: 5 x EA
• Voltage Rating: 24 V
• Lamp Base: Telephone Slide
• Diameter: 4.2 mm
• Lamp Size: T4.5
• Length: 16.5 mm
• Lens Colour: Clear
• Luminosity: 0.8 lm
• Life Hours: 5000 h

2945163 24 V

TELEPHONE SLIDE LAMP T6.8X44, 24V
50MA
Pack size: 5 x EA
• Voltage Rating: 24 V
• Lamp Base: Telephone Slide
• Current Rating: 50 mA
• Diameter: 6.8 mm
• Lamp Size: T6.8
• Length: 44 mm
• Lens Colour: Clear
• Luminosity: 3.5 lm

2945191 24 V

PRESSMASTER PZ03 HAND
RATCHETING CRIMP TOOL FOR WIRE
Pack size: 1 x EA
• Series: PZ03
• Product Type: Crimp Tool
• Operation: Hand
• For Use With: Wire Ferrules
• Wire Size (mm²): 0.5 - 1 - 2.5 - 4 - 6 mm²
• Ratcheting: Yes

2972913 PZ03

EBM-PAPST 600 F SERIES AXIAL FAN,
24 V DC, DC OPERATION, 29M³/H,
Pack size: 1 x EA
• Supply Voltage: 24 V dc
• AC or DC Operation: DC
• Height: 60 mm
• Width: 60 mm
• Power Consumption: 1.1 W
• Depth: 15 mm
• Maximum Current: 46 mA
• Dimensions: 60 x 60 x 15 mm

2991526 24 V dc

TE CONNECTIVITY HEAVY DUTY
POWER CONNECTOR INSERT, 16A,
Pack size: 1 x EA
• Current Rating: 16 A
• Gender: Female
• Series: HE
• Type: Connector Insert
• Pole Format: 10P+E
• Voltage Rating: 400 V
• Number of Contacts: 10

3003709 16 A

BLUE INSULATED BOOTLACE
FERRULE,18MM PIN
Pack size: 100 x EA
• Maximum Wire Size (mm²): 2.5 mm²
• Pin Diameter: 2.6 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Blue
• Pin Length: 18 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 14 AWG

3117943 2.5 mm²

RS PRO MALE RJ45 CONNECTOR,
CABLE MOUNT
Pack size: 100 x EA
• Gender: Male
• Ethernet Connector Type: RJ45 Connector
• Mounting Type: Cable Mount
• Number of Ways: 8P8C
• Shield Type: Unshielded
• Orientation: Straight
• Contact Material: Phosphor Bronze
• Contact Plating: Gold

3316386 Male

MOLEX C-GRID III SERIES STRAIGHT
THROUGH HOLE PCB HEADER, 6
Pack size: 5 x EA
• Series: C-Grid III
• Pitch: 2.54 mm
• Number of Contacts: 6
• Number of Rows: 1
• Body Orientation: Straight
• Shrouded/Unshrouded: Shrouded
• Mounting Type: Through Hole
• Connector System: Wire to Board

3606667 C-Grid III

BLOCK 1KVA 2 OUTPUT CHASSIS
MOUNTING TRANSFORMER, 2 X 12V
Pack size: 1 x EA
• Primary Voltage Rating: 230/400 V ac
• Secondary Voltage Rating: 2 x 12 V ac
• Power Rating: 1 kVA
• Number of Outputs: 2
• Mounting Type: DIN Rail, Panel
• Length: 150 mm
• Width: 150 mm
• Depth: 180 mm

3618058 230/400 V ac

C878 START-WINDING MOTOR
CAP.2UF 450VAC
Pack size: 1 x EA
• Capacitance: 2 µF
• Voltage: 500 V ac
• Mounting Type: Chassis Mount
• Tolerance: ±5 %
• Series: C87
• Application: Air Fan, Circulator, Electric Motor, Pump
• Height: 48 mm
• Dimensions: 30 (Dia.) x 48 mm

3778740 2 µF

C878 START-WINDING MOTOR
CAP.4UF 450VAC
Pack size: 1 x EA
• Capacitance: 4 µF
• Voltage: 500 V ac
• Mounting Type: Chassis Mount
• Tolerance: ±5 %
• Series: C87
• Application: Air Fan, Circulator, Electric Motor, Pump
• Height: 48 mm
• Dimensions: 35 (Dia.) x 48 mm

3778756 4 µF

C878 START-WINDING MOTOR
CAP.8UF 450VAC
Pack size: 1 x EA
• Capacitance: 8 µF
• Voltage: 500 V ac
• Mounting Type: Chassis Mount
• Tolerance: ±5 %
• Series: C87
• Application: Air Fan, Circulator, Electric Motor, Pump
• Height: 78 mm
• Dimensions: 30 (Dia.) x 78 mm

3778762 8 µF
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BE YOUR FIRST CHOICE
C878 START-WINDING MOTOR
CAP.10UF 450VAC
Pack size: 1 x EA
• Capacitance: 10 µF
• Voltage: 500 V ac
• Mounting Type: Chassis Mount
• Tolerance: ±5 %
• Series: C87
• Application: Air Fan, Circulator, Electric Motor, Pump
• Height: 78 mm
• Dimensions: 35 (Dia.) x 78 mm

3778784 10 µF

C878 START-WINDING MOTOR
CAP.15UF 450VAC
Pack size: 1 x EA
• Capacitance: 15 µF
• Voltage: 500 V ac
• Mounting Type: Chassis Mount
• Tolerance: ±5 %
• Series: C87
• Application: Air Fan, Circulator, Electric Motor, Pump
• Height: 98 mm
• Dimensions: 35mm (Dia.) x 98 mm

3778790 15 µF

C878 START-WINDING MOTOR
CAP.20UF 450VAC
Pack size: 1 x EA
• Capacitance: 20 µF
• Voltage: 500 V ac
• Mounting Type: Chassis Mount
• Tolerance: ±5 %
• Series: C87
• Application: Air Fan, Circulator, Electric Motor, Pump
• Height: 78 mm
• Dimensions: 45 (Dia.) x 78 mm

3778813 20 µF

C878 START-WINDING MOTOR
CAP.25UF 450VAC
Pack size: 1 x EA
• Capacitance: 25 µF
• Voltage: 500 V ac
• Mounting Type: Chassis Mount
• Tolerance: ±5 %
• Series: C87
• Application: Air Fan, Circulator, Electric Motor, Pump
• Height: 98 mm
• Dimensions: 45 (Dia.) x 98 mm

3778829 25 µF

C878 START-WINDING MOTOR
CAP.30UF 450VAC
Pack size: 1 x EA
• Capacitance: 30 µF
• Voltage: 470 V ac
• Mounting Type: Chassis Mount
• Tolerance: ±5 %
• Series: C87
• Application: Air Fan, Circulator, Electric Motor, Pump
• Height: 98 mm
• Dimensions: 45 (Dia.) x 98 mm

3778841 30 µF

KEMET 40ΜF POLYPROPYLENE
CAPACITOR PP 500V AC ±5%
Pack size: 1 x EA
• Capacitance: 40 µF
• Voltage: 500 V ac
• Mounting Type: Chassis Mount
• Tolerance: ±5 %
• Series: C87
• Application: Air Fan, Circulator, Electric Motor, Pump
• Height: 133 mm
• Dimensions: 45 (Dia.) x 133 mm

3778863 40 µF

C878 START-WINDING MOTOR
CAP.50UF 450VAC
Pack size: 1 x EA
• Capacitance: 50 µF
• Voltage: 470 V ac
• Mounting Type: Chassis Mount
• Tolerance: ±5 %
• Series: C87
• Application: Air Fan, Circulator, Electric Motor, Pump
• Height: 133 mm
• Dimensions: 50 (Dia.) x 133 mm

3778879 50 µF

9 WAY D SOCKET - D SOCKET
GENDER CHANGE
Pack size: 1 x EA
• Converts From Gender: Female
• Converts From Type: 9 Way D-Sub
• Converts To Gender: Female
• Converts To Type: 9 Way D-Sub

3822718 Female

9 WAY D PLUG - D SOCKET GENDER
CHANGER
Pack size: 1 x EA
• Converts From Gender: Male
• Converts From Type: 9 Way D-Sub
• Converts To Gender: Female
• Converts To Type: 9 Way D-Sub

3822724 Male

RS PRO TRANSISTOR PAD FOR USE
WITH TO5 TRANSISTOR
Pack size: 100 x EA
• Accessory Type: Transistor Pad
• For Use With: TO5 Transistor
• Material: PET

402175 Transistor Pad

EXTENDABLE LEADS 3M BLACK

Pack size: 1 x EA
• Accessory Type: Telephone Cord
• Units per Package: 1
• Colour: Black
• Lead Length: 3 m

4091145 Telephone Cord

EATON 2A F CERAMIC CARTRIDGE
FUSE, 6.3 X 25MM
Pack size: 10 x EA
• Current Rating: 2 A
• Fuse Size: 6.3 x 25 mm
• Fuse Speed: F
• Voltage Rating: 240 V ac
• Body Material: Ceramic
• Series: Bussmann
• Fuse Standard: BS1362, GB13539.3, GB13539.5,

IEC60269-3

412554 2 A

EATON 3A F CERAMIC CARTRIDGE
FUSE, 6.3 X 25MM
Pack size: 10 x EA
• Current Rating: 3 A
• Fuse Size: 6.3 x 25 mm
• Fuse Speed: F
• Voltage Rating: 240 V ac
• Body Material: Ceramic
• Series: Bussmann

412560 3 A

EATON 13A F CERAMIC CARTRIDGE
FUSE, 6.3 X 25MM
Pack size: 10 x EA
• Current Rating: 13 A
• Fuse Size: 6.3 x 25 mm
• Fuse Speed: F
• Voltage Rating: 240 V ac
• Body Material: Ceramic
• Series: Bussmann

412605 13 A

RS PRO 2A F CERAMIC CARTRIDGE
FUSE, 6.3 X 32MM
Pack size: 10 x EA
• Current Rating: 2 A
• Fuse Size: 6.3 x 32 mm
• Fuse Speed: F
• Voltage Rating: 500 V ac
• Body Material: Ceramic
• UL Class: UL 248-13

413204 2 A

RS PRO 3A F CERAMIC CARTRIDGE
FUSE, 6.3 X 32MM
Pack size: 10 x EA
• Current Rating: 3 A
• Fuse Size: 6.3 x 32 mm
• Fuse Speed: F
• Voltage Rating: 500 V ac
• Body Material: Ceramic
• UL Class: UL 248-13
• Series: 70-065-63

413210 3 A

9

http://twen.rs-online.com/web/p/-/3778784
http://twen.rs-online.com/web/p/-/3778784
http://twen.rs-online.com/web/p/-/3778784
http://twen.rs-online.com/web/p/-/3778784
http://twen.rs-online.com/web/p/-/3778790
http://twen.rs-online.com/web/p/-/3778790
http://twen.rs-online.com/web/p/-/3778790
http://twen.rs-online.com/web/p/-/3778790
http://twen.rs-online.com/web/p/-/3778813
http://twen.rs-online.com/web/p/-/3778813
http://twen.rs-online.com/web/p/-/3778813
http://twen.rs-online.com/web/p/-/3778813
http://twen.rs-online.com/web/p/-/3778829
http://twen.rs-online.com/web/p/-/3778829
http://twen.rs-online.com/web/p/-/3778829
http://twen.rs-online.com/web/p/-/3778829
http://twen.rs-online.com/web/p/-/3778841
http://twen.rs-online.com/web/p/-/3778841
http://twen.rs-online.com/web/p/-/3778841
http://twen.rs-online.com/web/p/-/3778841
http://twen.rs-online.com/web/p/-/3778863
http://twen.rs-online.com/web/p/-/3778863
http://twen.rs-online.com/web/p/-/3778863
http://twen.rs-online.com/web/p/-/3778863
http://twen.rs-online.com/web/p/-/3778863
http://twen.rs-online.com/web/p/-/3778863
http://twen.rs-online.com/web/p/-/3778879
http://twen.rs-online.com/web/p/-/3778879
http://twen.rs-online.com/web/p/-/3778879
http://twen.rs-online.com/web/p/-/3778879
http://twen.rs-online.com/web/p/-/3822718
http://twen.rs-online.com/web/p/-/3822718
http://twen.rs-online.com/web/p/-/3822718
http://twen.rs-online.com/web/p/-/3822718
http://twen.rs-online.com/web/p/-/3822724
http://twen.rs-online.com/web/p/-/3822724
http://twen.rs-online.com/web/p/-/3822724
http://twen.rs-online.com/web/p/-/3822724
http://twen.rs-online.com/web/p/-/0402175
http://twen.rs-online.com/web/p/-/0402175
http://twen.rs-online.com/web/p/-/0402175
http://twen.rs-online.com/web/p/-/0402175
http://twen.rs-online.com/web/p/-/4091145
http://twen.rs-online.com/web/p/-/4091145
http://twen.rs-online.com/web/p/-/4091145
http://twen.rs-online.com/web/p/-/0412554
http://twen.rs-online.com/web/p/-/0412554
http://twen.rs-online.com/web/p/-/0412554
http://twen.rs-online.com/web/p/-/0412554
http://twen.rs-online.com/web/p/-/0412560
http://twen.rs-online.com/web/p/-/0412560
http://twen.rs-online.com/web/p/-/0412560
http://twen.rs-online.com/web/p/-/0412560
http://twen.rs-online.com/web/p/-/0412605
http://twen.rs-online.com/web/p/-/0412605
http://twen.rs-online.com/web/p/-/0412605
http://twen.rs-online.com/web/p/-/0412605
http://twen.rs-online.com/web/p/-/0413204
http://twen.rs-online.com/web/p/-/0413204
http://twen.rs-online.com/web/p/-/0413204
http://twen.rs-online.com/web/p/-/0413204
http://twen.rs-online.com/web/p/-/0413210
http://twen.rs-online.com/web/p/-/0413210
http://twen.rs-online.com/web/p/-/0413210
http://twen.rs-online.com/web/p/-/0413210


ELECTRONICS
BEL-STEWART SS-39 SERIES MALE
RJ45 CONNECTOR, CABLE MOUNT,
Pack size: 5 x EA
• Ethernet Connector Type: RJ45 Connector
• Gender: Male
• LAN Category: Cat6a
• Number of Ports: 1
• Mounting Type: Cable Mount
• Number of Ways: 8
• Shield Type: Shielded
• Orientation: Straight

413380 RJ45 Connector

STANDARD IN-LINE FUSE
HOLDER,5X20MM
Pack size: 5 x EA
• Fuse Holder Type: Inline
• Fuse Size: 5 x 20 mm
• Current Rating: 10 A
• Voltage Rating: 250 V ac
• Includes Indicator: No
• Terminal Type: Screw
• Protection Category: PC1

414601 Inline

WEIDMULLER INSULATED CRIMP
BOOTLACE FERRULE, 8MM PIN
Pack size: 500 x EA
• Maximum Wire Size (mm²): 1 mm²
• Pin Diameter: 1.4 mm
• Insulation Material: PP
• Number of Entries: 1
• Colour: Red
• Pin Length: 8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 17 AWG

4146778 1 mm²

DEUTSCH 0460 SERIES MALE CRIMP
TERMINAL, 14AWG MAX
Pack size: 10 x EA
• Gender: Male
• For Use With: DT and HD Sealed Connector Housings
• Series: 0460
• Termination Method: Crimp
• Maximum Wire Size (mm²): 2 mm²
• Contact Plating: Nickel
• Contact Material: Copper Alloy
• Maximum Wire Size (AWG): 14 AWG

425793 Male

WEIDMULLER FERRULE PZ 6/5 KIT,0.5-
6SQ.MM
Pack size: 1 x EA
• Type: 3100 Pieces
• Connector Type: Bootlace Ferrule
• Kit Contents: 0.5mm² → 6mm² Wire End Ferrules

4258770 3100 Pieces

NYLON CLOSED END SPLICE,0.26-
2.62SQ.MM
Pack size: 100 x EA
• Splice Type: Closed End
• Wire Size: 22 → 14 AWG
• Overall Length: 17.27 mm
• Diameter: 8.71 mm
• Insulation: Insulated
• Colour: Natural
• Insulation Material: Nylon
• Contact Material: Copper

4318822 Closed End

CARROLL & MEYNELL 30KVA
AUTOTRANSFORMER, 380 V, 400 V,
Pack size: 1 x EA
• Primary Voltage Rating: 380 V, 400 V, 415 V
• Secondary Voltage Rating: 380 V, 400 V, 415 V
• Power Rating: 30 kVA
• Core Type: Bobbin
• Length: 420 mm
• Dimensions: 420 x 350 x 260 mm
• Width: 350 mm
• Depth: 260 mm

4368877 380 V, 400 V, 415

C878 START-WINDING MOTOR
CAP.12UF 450VAC
Pack size: 1 x EA
• Capacitance: 12 µF
• Voltage: 500 V ac
• Mounting Type: Chassis Mount
• Tolerance: ±5 %
• Series: C87
• Application: Air Fan, Circulator, Electric Motor, Pump
• Height: 78 mm
• Dimensions: 35 (Dia.) x 78 mm

4419262 12 µF

RS PRO CRIMP DIE SET, TERMINAL

Pack size: 1 x EA
• Crimp Connector Type: Terminal
• Maximum Wire Size (mm²): 10 mm²
• Terminal Insulation: Uninsulated
• Series: D36

445891 Terminal

AMPHENOL LIMITED, 62GB 3 WAY
BOX MOUNT MIL SPEC CIRCULAR
Pack size: 1 x EA
• Number of Contacts: 3
• Gender: Female
• Contact Gender: Male
• Voltage Rating: 500 V ac, 700 V dc
• Shell Size: 8
• Mounting Type: Box Mount
• Military Standard: MIL-DTL-26482
• Termination Method: Solder

450180 3

AMPHENOL LIMITED, 62GB 3 WAY
BOX MOUNT MIL SPEC CIRCULAR
Pack size: 1 x EA
• Number of Contacts: 3
• Gender: Female
• Contact Gender: Male
• Voltage Rating: 1.2 kV dc, 850 V ac
• Shell Size: 12
• Mounting Type: Box Mount
• Military Standard: MIL-DTL-26482
• Termination Method: Solder

450203 3

AMPHENOL LIMITED, 62GB 10 WAY
BOX MOUNT MIL SPEC CIRCULAR
Pack size: 1 x EA
• Number of Contacts: 10
• Gender: Female
• Contact Gender: Male
• Voltage Rating: 500 V ac, 700 V dc
• Shell Size: 12
• Mounting Type: Box Mount
• Military Standard: MIL-DTL-26482
• Termination Method: Solder

450219 10

AMPHENOL LIMITED, 62GB 3 WAY
CABLE MOUNT MIL SPEC CIRCULAR
Pack size: 1 x EA
• Number of Contacts: 3
• Gender: Male
• Contact Gender: Female
• Voltage Rating: 1.2 kV dc, 850 V ac
• Shell Size: 12
• Mounting Type: Cable Mount
• Military Standard: MIL-DTL-26482
• Termination Method: Solder

450360 3

AMPHENOL LIMITED, 62GB 10 WAY
CABLE MOUNT MIL SPEC CIRCULAR
Pack size: 1 x EA
• Number of Contacts: 10
• Gender: Male
• Contact Gender: Female
• Voltage Rating: 500 V ac, 700 V dc
• Shell Size: 12
• Mounting Type: Cable Mount
• Military Standard: MIL-DTL-26482
• Termination Method: Solder

450376 10

3-WAY PLUG CABLE CLAMP,62GB-
585-08-33P
Pack size: 1 x EA
• Cable Clip/Clamp Style: Cable Clamp
• Material: Aluminium
• Colour: Black
• Series: 62GB

450427 Cable Clamp

AMPHENOL LIMITED CABLE CLAMP

Pack size: 1 x EA
• Cable Clip/Clamp Style: Cable Clamp
• Material: Aluminium Alloy
• Colour: Olive Drab
• Series: 62GB

450528 Cable Clamp
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BE YOUR FIRST CHOICE
AMPHENOL LIMITED SOCKET STRAIN
RELIEF CABLE CLAMP FOR USE WITH
Pack size: 1 x EA
• Accessory Type: Socket Strain Relief Cable Clamp
• For Use With: 62 GB Series

450534 Socket Strain

FEMALE NIPT D SCREWLOCK
ASSEMBLY,8MM
Pack size: 10 x EA
• Accessory Type: Screw Lock
• For Use With: D Connector
• Gender: Female

453886 Screw Lock

RING TERMINAL, PIDG, BLUE, AWG 17-
13, M5
Pack size: 100 x EA
• Series: PIDG
• Insulation: Insulated
• Insulation Material: Nylon
• Outer Ring Diameter: 8.7 mm
• Inner Ring Diameter: 5 mm
• Minimum Wire Size (mm²): 1 mm²
• Maximum Wire Size (mm²): 2.6 mm²
• Maximum Wire Size (AWG): 14 AWG

4574000 PIDG

RING TERMINAL,PIDG,YELLOW, AWG
12-10, M5
Pack size: 100 x EA
• Series: PIDG
• Insulation: Insulated
• Outer Ring Diameter: 9.52 mm
• Inner Ring Diameter: 5.25 mm
• Maximum Wire Size (mm²): 6.6 mm²
• Minimum Wire Size (mm²): 2.6 mm²
• Minimum Wire Size (AWG): 12 AWG
• Maximum Wire Size (AWG): 10 AWG

4574016 PIDG

RING TERMINAL, PIDG,RED, AWG 22-
16, M3.5
Pack size: 100 x EA
• Series: PIDG
• Insulation: Insulated
• Insulation Material: Nylon
• Inner Ring Diameter: 3.68 mm
• Outer Ring Diameter: 7.14 mm
• Maximum Wire Size (mm²): 1.65 mm²
• Minimum Wire Size (mm²): 0.26 mm²
• Minimum Wire Size (AWG): 22 AWG

4575097 PIDG

RING TERMINAL, PIDG, RED, AWG 22-
16, M4
Pack size: 100 x EA
• Series: PIDG
• Insulation: Insulated
• Insulation Material: Nylon
• Outer Ring Diameter: 7.92 mm
• Inner Ring Diameter: 4.34 mm
• Minimum Wire Size (mm²): 0.26 mm²
• Maximum Wire Size (mm²): 1.65 mm²
• Maximum Wire Size (AWG): 16 AWG

4575104 PIDG

RING TERMINAL, PIDG, RED, AWG 22-
16, M5
Pack size: 100 x EA
• Series: PIDG
• Insulation: Insulated
• Outer Ring Diameter: 7.92 mm
• Inner Ring Diameter: 5 mm
• Maximum Wire Size (mm²): 1.6 mm²
• Minimum Wire Size (mm²): 0.25 mm²
• Minimum Wire Size (AWG): 22 AWG
• Maximum Wire Size (AWG): 16 AWG

4575126 PIDG

RING TERMINAL, PIDG, RED, AWG 22-
16, M6
Pack size: 100 x EA
• Series: PIDG
• Insulation: Insulated
• Insulation Material: Nylon
• Outer Ring Diameter: 11.91 mm
• Inner Ring Diameter: 6.73 mm
• Minimum Wire Size (mm²): 0.26 mm²
• Maximum Wire Size (mm²): 1.65 mm²
• Maximum Wire Size (AWG): 16 AWG

4575148 PIDG

RING TERMINAL, PIDG, BLUE, AWG 16-
14, M6
Pack size: 100 x EA
• Series: PIDG
• Insulation: Insulated
• Insulation Material: Nylon
• Outer Ring Diameter: 11.9 mm
• Inner Ring Diameter: 6.35 mm
• Minimum Wire Size (mm²): 1 mm²
• Maximum Wire Size (mm²): 2.6 mm²
• Maximum Wire Size (AWG): 14 AWG

4575176 PIDG

RECEPTACLE TERMINAL, PIDG
FASTON 250,RED
Pack size: 100 x EA
• Type: Receptacle
• Minimum Wire Size (mm²): 0.3 mm²
• Gender: Female
• Maximum Wire Size (mm²): 0.8 mm²
• Tab Size: 6.35 x 0.81 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 18 AWG
• Minimum Wire Size (AWG): 22 AWG

4575255 Receptacle

WHITE INSUL BOOTLACE
FERRULE,0.5MMSQ.
Pack size: 100 x EA
• Maximum Wire Size (mm²): 0.5 mm²
• Pin Diameter: 1.3 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: White
• Pin Length: 8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 22 AWG

458689 0.5 mm²

RS PRO INSULATED CRIMP BOOTLACE
FERRULE, 8MM PIN LENGTH, 1.7MM
Pack size: 100 x EA
• Maximum Wire Size (mm²): 1 mm²
• Pin Diameter: 1.7 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Red
• Pin Length: 8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 18 AWG

458702 1 mm²

RS PRO INSULATED CRIMP BOOTLACE
FERRULE, 8MM PIN LENGTH, 2MM PIN
Pack size: 100 x EA
• Maximum Wire Size (mm²): 1.5 mm²
• Pin Diameter: 2 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Black
• Pin Length: 8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 16 AWG

458718 1.5 mm²

GREY INSULATED BOOTLACE
FERRULE,8MM PIN
Pack size: 100 x EA
• Maximum Wire Size (mm²): 2.5 mm²
• Pin Diameter: 2.6 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Grey
• Pin Length: 8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 14 AWG

458724 2.5 mm²

YEL INSULATED BOOTLACE
FERRULE,8MM PIN
Pack size: 100 x EA
• Maximum Wire Size (mm²): 1 mm²
• Pin Diameter: 1.7 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Yellow
• Pin Length: 8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 18 AWG

458768 1 mm²

RED INSULATED BOOTLACE
FERRULE,1.5SQ.MM
Pack size: 100 x EA
• Maximum Wire Size (mm²): 1.5 mm²
• Pin Diameter: 2 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Red
• Pin Length: 8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 16 AWG

458774 1.5 mm²
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ELECTRONICS
BLUE INSULATED BOOTLACE
FERRULE,8MM PIN
Pack size: 100 x EA
• Maximum Wire Size (mm²): 2.5 mm²
• Pin Diameter: 2.6 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Blue
• Pin Length: 8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 14 AWG

458780 2.5 mm²

FUSE FOR FLUKE
MULTIMETERS,440MA 1000V
Pack size: 5 x EA
• Current Rating: 440 mA
• Fuse Size: 10 x 35 mm
• Fuse Speed: F
• Voltage Rating: 1 kV ac, 1 kV dc
• Body Material: Melamine
• UL Class: UL Recognized
• Series: Eaton Bussman

4597918 440 mA

PHOENIX CONTACT MKDS 1.5/ 2-5.08
HT BK SERIES PCB TERMINAL BLOCK,
Pack size: 5 x EA
• Number of Contacts: 2
• Pitch: 5.08 mm
• Number of Rows: 1
• Mounting Type: Through Hole
• Termination Method: Solder
• Type: PCB Terminal Block
• Current Rating: 24 A
• Colour: Black

4670350 2

CRIMP TERMINAL FOR SOCKET
HOUSING
Pack size: 100 x EA
• Gender: Female
• For Use With: KK 254 and KK Connector Housings
• Series: KK
• Minimum Wire Size (mm²): 0.05 mm²
• Termination Method: Crimp
• Maximum Wire Size (mm²): 0.35 mm²
• Minimum Wire Size (AWG): 30 AWG
• Contact Plating: Tin

467598 Female

HARTING 15 WAY 10.16MM PITCH,
TYPE H15 CLASS C1, 2 ROW,
Pack size: 1 x EA
• Number of Contacts: 15
• Gender: Female
• Number of Rows: 2
• Body Orientation: Straight
• Termination Method: Faston
• Row Loading: z/d
• Type: H15
• Pitch: 10.16 mm

469538 15

HARTING 48 WAY 5.08MM PITCH,
TYPE F CLASS C2, 3 ROW, RIGHT
Pack size: 1 x EA
• Number of Contacts: 48
• Gender: Male
• Number of Rows: 3
• Body Orientation: Right Angle
• Termination Method: Solder
• Row Loading: z/b/d
• Type: F
• Pitch: 5.08 mm

469544 48

NIDEC COMPONENTS AXIAL FAN, 5 V
DC, DC OPERATION, 6.6M³/H,
Pack size: 1 x EA
• Supply Voltage: 5 V dc
• AC or DC Operation: DC
• Height: 40 mm
• Power Consumption: 400 mW
• Width: 40 mm
• Maximum Current: 80 mA
• Depth: 10 mm
• Air Flow: 6.6 m³/h

4774115 5 V dc

EXTRACTION TOOL, 1.6MM

Pack size: 1 x EA
• Contact Type: Pin, Socket
• Tool Type: Extraction Tool
• Series: UTO

481046 Pin, Socket

MOLEX KK 254 SERIES STRAIGHT
THROUGH HOLE PIN HEADER, 3
Pack size: 10 x EA
• Series: KK 254
• Pitch: 2.54 mm
• Number of Contacts: 3
• Number of Rows: 1
• Body Orientation: Straight
• Shrouded/Unshrouded: Unshrouded
• Mounting Type: Through Hole
• Connector System: Wire to Board

4838477 KK 254

QM THREE-PIECE SOCKET
CONTACT,SIZE 16
Pack size: 10 x EA
• Gender: Female
• Wire Size: 16 AWG
• Termination Method: Crimp
• Series: T3P
• For Use With: Trident T3P Contact System
• Contact Type: Signal
• Current Rating: 13 A
• Length: 18.2 mm

485833 Female

STMICROELECTRONICS 40V 1A,
SCHOTTKY DIODE, 2-PIN DO-204AL
Pack size: 5 x EA
• Mounting Type: Through Hole
• Package Type: DO-204AL
• Maximum Continuous Forward Current: 1 A
• Peak Reverse Repetitive Voltage: 40 V
• Diode Configuration: Single
• Rectifier Type: Schottky Rectifier
• Diode Type: Schottky
• Pin Count: 2

4864460 Through Hole

NICHICON 470ΜF ALUMINIUM
ELECTROLYTIC CAPACITOR 16V DC,
Pack size: 5 x EA
• Capacitance: 470 µF
• Voltage: 16 V dc
• Mounting Type: Radial, Through Hole
• Technology: Aluminium Electrolytic
• Dimensions: 10 (Dia.) x 12.5 mm
• Height: 12.5 mm
• Minimum Operating Temperature: -40 °C
• Diameter: 10 mm

4909765 470 µF

NICHICON 100ΜF ALUMINIUM
ELECTROLYTIC CAPACITOR 25V DC,
Pack size: 5 x EA
• Capacitance: 100 µF
• Voltage: 25 V dc
• Mounting Type: Radial, Through Hole
• Technology: Aluminium Electrolytic
• Dimensions: 6.3 (Dia.) x 11 mm
• Height: 11 mm
• Minimum Operating Temperature: -40 °C
• Diameter: 6.3 mm

4909917 100 µF

EBM-PAPST FAN FILTER FOR 119MM
FANS, PET FILTER, 120 X 120MM
Pack size: 5 x EA
• Filter Type: Fan Mounted Filter
• Fan Size: 119 mm
• Dimensions: 120 x 120 mm
• Filter Material: PET
• Length: 120 mm
• Width: 120 mm

4947981 Fan Mounted

BLACK BOOTLACE FERRULE,1.5MM SQ
CABLE
Pack size: 500 x EA
• Maximum Wire Size (mm²): 1.5 mm²
• Pin Diameter: 2 mm
• Insulation Material: Nylon
• Number of Entries: 1
• Colour: Black
• Pin Length: 8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 16 AWG

5132613 1.5 mm²

ROTH ELEKTRONIK DOUBLE SIDED
MATRIX BOARD FR4 WITH 38 X 61
Pack size: 1 x EA
• Number of Sides: 2
• Hole Pitch: 2.54 x 2.54 mm
• Dimensions: 160 x 100 x 1.5 mm
• Length: 160 mm
• Width: 100 mm
• Thickness: 1.5 mm
• Base Material: Epoxy Glass Fabric Laminate
• Hole Diameter: 1 mm

5153301 2
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BE YOUR FIRST CHOICE
TEXAS INSTRUMENTS MAX232D LINE
TRANSCEIVER, 16-PIN SOIC
Pack size: 5 x EA
• Input Type: Single Ended
• Number of Transmitters: 2
• Mounting Type: Surface Mount
• Package Type: SOIC
• Pin Count: 16
• Maximum Operating Temperature: +70 °C
• Minimum Operating Temperature: 0 °C
• Dimensions: 9.9 x 3.91 x 1.58 mm

5172908 Single Ended

ROTH ELEKTRONIK SINGLE SIDED
MATRIX BOARD FR4 WITH 61 X 87
Pack size: 1 x EA
• Number of Sides: 1
• Hole Pitch: 2.54 x 2.54 mm
• Dimensions: 233.4 x 160 x 1.5 mm
• Length: 233.4 mm
• Width: 160 mm
• Thickness: 1.5 mm
• Base Material: Epoxy Glass Fabric Laminate
• Hole Diameter: 1 mm

5186597 1

ROTH ELEKTRONIK SINGLE SIDED
MATRIX BOARD FR4 WITH 38 X 61
Pack size: 1 x EA
• Number of Sides: 1
• Hole Pitch: 2.54 x 2.54 mm
• Dimensions: 160 x 100 x 1.5 mm
• Length: 160 mm
• Width: 100 mm
• Thickness: 1.5 mm
• Base Material: Epoxy Glass Fabric Laminate
• Hole Diameter: 1 mm

5186610 1

2KΩ, THROUGH HOLE TRIMMER
POTENTIOMETER 0.5W TOP ADJUST
Pack size: 1 x EA
• Maximum Resistance: 2 kΩ
• Mounting Type: Through Hole
• Number of Turns: 25
• Orientation: Top Adjust
• Power Rating: 0.5 W
• Series: 3299
• Termination Style: Pin
• Tolerance: ±10 %

5220344 2 kΩ

WIRE PIN TERMINAL, PIDG RED, AWG
22-16
Pack size: 100 x EA
• Series: PIDG
• Insulation: Insulated
• Insulation Material: Nylon
• Minimum Wire Size (mm²): 0.25 mm²
• Maximum Wire Size (mm²): 1.6 mm²
• Overall Length: 20.2 mm
• Minimum Wire Size (AWG): 22 AWG
• Shrouded/Unshrouded: Unshrouded

5289258 PIDG

BUTT SPLICE, PIDG, RED, 22-16 AWG

Pack size: 100 x EA
• Splice Type: Butt
• Wire Size: 22 → 16 AWG
• Overall Length: 32.13 mm
• Diameter: 3.18 mm
• Insulation: Insulated
• Colour: Red
• Insulation Material: Nylon
• Series: PIDG

5289264 Butt

WIRE PIN TERMINAL, PIDG BLUE,
AWG 17-13
Pack size: 100 x EA
• Series: PIDG
• Insulation: Insulated
• Insulation Material: Nylon
• Minimum Wire Size (mm²): 1 mm²
• Maximum Wire Size (mm²): 2.6 mm²
• Overall Length: 20.3 mm
• Minimum Wire Size (AWG): 16 AWG
• Maximum Wire Size (AWG): 14 AWG

5289270 PIDG

BUTT SPLICE, PIDG, BLUE, 16-14 AWG

Pack size: 100 x EA
• Splice Type: Butt
• Wire Size: 16 → 14 AWG
• Overall Length: 32.13 mm
• Diameter: 3.81 mm
• Insulation: Insulated
• Colour: Blue
• Insulation Material: Nylon
• Series: PIDG

5289286 Butt

RS PRO UNINSULATED RING
TERMINAL, M8 STUD SIZE TO 16MM²
Pack size: 10 x EA
• Insulation: Uninsulated
• Inner Ring Diameter: 8.4 mm
• Maximum Wire Size (mm²): 16 mm²
• Stud Size: M8
• Contact Plating: Tin
• Contact Material: Copper
• Overall Length: 30.7 mm
• Maximum Operating Temperature: 150 °C

531059 Uninsulated

16X2 TRANSFLECTIVE STN YEL/GRN
(84X44MM)
Pack size: 1 x EA
• Display Type: Alphanumeric
• Character Matrix: 2 Rows by 16 Characters
• Characters per Row: 16
• Character Rows: 2
• Character Height: 5.6 mm
• Character Width: 3 mm
• Viewing Area Height: 16 mm
• Viewing Area Width: 65.6 mm

5326379 Alphanumeric

RS PRO HAND RATCHETING CRIMP
TOOL FOR INSULATED SPADE
Pack size: 1 x EA
• Product Type: Crimp Tool
• Operation: Hand
• For Use With: Insulated Spade Connectors
• Wire Size (mm²): 0,75 - 6 mm²
• Ratcheting: Yes
• Overall Length: 225 mm

533279 Crimp Tool

RS PRO INSULATED RING TERMINAL,
M5 STUD SIZE, 0.5MM² TO 1.5MM²
Pack size: 100 x EA
• Insulation: Insulated
• Insulation Material: PVC
• Outer Ring Diameter: 8 mm
• Inner Ring Diameter: 5.3 mm
• Minimum Wire Size (mm²): 0.5 mm²
• Maximum Wire Size (mm²): 1.5 mm²
• Minimum Wire Size (AWG): 22 AWG
• Maximum Wire Size (AWG): 16 AWG

534200 Insulated

RS PRO INSULATED RING TERMINAL,
M4 STUD SIZE, 0.5MM² TO 1.5MM²
Pack size: 100 x EA
• Insulation: Insulated
• Insulation Material: PVC
• Outer Ring Diameter: 6 mm
• Inner Ring Diameter: 4.16 mm
• Minimum Wire Size (mm²): 0.5 mm²
• Maximum Wire Size (mm²): 1.5 mm²
• Maximum Wire Size (AWG): 16 AWG
• Minimum Wire Size (AWG): 22 AWG

534216 Insulated

RS PRO INSULATED FEMALE CRIMP
BULLET CONNECTOR, 0.5MM² TO
Pack size: 100 x EA
• Insulation: Insulated
• Insulation Material: PVC
• Overall Length: 22.5 mm
• Gender: Female
• Minimum Wire Size (mm²): 0.5 mm²
• Maximum Wire Size (mm²): 1.5 mm²
• Minimum Wire Size (AWG): 22 AWG
• Maximum Wire Size (AWG): 16 AWG

534317 Insulated

RED CRIMP MALE RECEPTACLE,0.5-
1.5SQ.MM
Pack size: 100 x EA
• Type: Tab
• Minimum Wire Size (mm²): 0.5 mm²
• Gender: Male
• Maximum Wire Size (mm²): 1.5 mm²
• Tab Width: 6.35 mm
• Tab Size: 6.35 x 0.8 mm
• Tab Thickness: 0.8 mm
• Insulation: Insulated

534323 Tab

BLUE M4 CRIMP RING TERMINAL,1.5-
2.5SQ.MM
Pack size: 100 x EA
• Insulation: Insulated
• Insulation Material: PVC
• Outer Ring Diameter: 8 mm
• Inner Ring Diameter: 4.16 mm
• Minimum Wire Size (mm²): 1.5 mm²
• Maximum Wire Size (mm²): 2.5 mm²
• Maximum Wire Size (AWG): 14 AWG
• Minimum Wire Size (AWG): 16 AWG

534581 Insulated
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ELECTRONICS
BLUE CRIMP BUTT TERMINAL,1.5-
2.5SQ.MM
Pack size: 100 x EA
• Splice Type: Butt
• Minimum Wire Size (mm²): 1.5 mm²
• Wire Size: 16 → 14 AWG
• Maximum Wire Size (mm²): 2.5 mm²
• Overall Length: 24.5 mm
• Diameter: 4.8 mm
• Minimum Wire Size (AWG): 16 AWG
• Insulation: Insulated

534648 Butt

BLUE CRIMP SHROUDED RECEPTACLE
6.3/0.8MM
Pack size: 100 x EA
• Spade Connector Type: Receptacle
• Type: Receptacle
• Gender: Female
• Minimum Wire Size (mm²): 1.5 mm²
• Maximum Wire Size (mm²): 2.5 mm²
• Tab Size: 6.3 x 0.8 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 14 AWG

534705 Receptacle

RS PRO ST TO ST DUPLEX MULTI MODE
OM1 FIBRE OPTIC CABLE, 62.5/125
Pack size: 1 x EA
• Length: 5 m
• Connector 1: ST
• Connector 2: ST
• Propagation Mode: Multi Mode
• Terminated/Unterminated: Terminated
• Core Diameter: 62.5/125 µm
• Sheath Colour: Orange
• Cable Construction: Duplex

5357418 5 m

2A 5X20 Q/B LBC FUSE

Pack size: 10 x EA
• Current Rating: 2 A
• Fuse Size: 5 x 20 mm
• Fuse Speed: F
• Voltage Rating: 250 V ac
• Body Material: Glass
• Series: Eaton Bussman

5371177 2 A

QUICK ACTING F HBC MIN FUSE,2A
5X20MM
Pack size: 10 x EA
• Current Rating: 2 A
• Fuse Size: 5 x 20 mm
• Fuse Speed: F
• Voltage Rating: 250 V ac
• Body Material: Ceramic
• Series: Eaton Bussman

5371436 2 A

QUICK ACTING F HBC MIN FUSE,1A
5X20MM
Pack size: 10 x EA
• Current Rating: 1 A
• Fuse Size: 5 x 20 mm
• Fuse Speed: F
• Voltage Rating: 250 V ac
• Body Material: Ceramic
• Series: Eaton Bussman

5371442 1 A

ANTI SURGE T LBC MIN FUSE,160MA
5X20MM
Pack size: 10 x EA
• Current Rating: 160 mA
• Fuse Size: 5 x 20 mm
• Fuse Speed: T
• Voltage Rating: 250 V ac
• Body Material: Glass
• Series: Eaton Bussman

5371622 160 mA

RADIAL X7R CERAMIC CAP,10NF 50V
2.5MM
Pack size: 5 x EA
• Capacitance: 10 nF
• Voltage: 50 V dc
• Mounting Type: Through Hole
• Dielectric: X7R
• Tolerance: ±10 %
• Dimensions: 3.81 x 3.3 x 5.33 mm
• Length: 3.81 mm
• Depth: 3.3 mm

5381196 10 nF

AMPHENOL LIMITED, 62GB 8 WAY
CABLE MOUNT MIL SPEC CIRCULAR
Pack size: 1 x EA
• Number of Contacts: 8
• Gender: Male
• Contact Gender: Female
• Shell Size: 12
• Mounting Type: Cable Mount
• Military Standard: MIL-DTL-26482
• Termination Method: Solder
• Mating Type: Bayonet Coupling

5397337 8

AMPHENOL, 62GB 8 WAY BOX
MOUNT MIL SPEC CIRCULAR
Pack size: 1 x EA
• Number of Contacts: 8
• Gender: Female
• Contact Gender: Male
• Shell Size: 12
• Mounting Type: Box Mount
• Military Standard: MIL-DTL-26482
• Termination Method: Solder
• Mating Type: Bayonet Coupling

5404889 8

LITTELFUSESMD NON RESETTABLE
FUSE 500MA, 125V AC/DC
Pack size: 10 x EA
• Current Rating: 500 mA
• Voltage Rating: 125 V ac/dc
• Fuse Speed: FF
• Body Material: Ceramic
• Body Length: 6.1 mm
• Body Width: 2.69 mm
• Body Height: 2.69 mm
• Breaking Capacity (at Maximum Voltage Rating): 50 A

@ 125 V ac/dc

5413350 500 mA

ANTI SURGE T HBC MIN FUSE,4A
5X20MM
Pack size: 10 x EA
• Current Rating: 4 A
• Fuse Size: 5 x 20 mm
• Fuse Speed: T
• Voltage Rating: 250 V ac
• Body Material: Ceramic
• Series: 215

5413798 4 A

LITTELFUSE 1A F GLASS CARTRIDGE
FUSE, 5 X 20MM
Pack size: 10 x EA
• Current Rating: 1 A
• Fuse Size: 5 x 20 mm
• Fuse Speed: F
• Voltage Rating: 250 V ac
• Body Material: Glass
• Series: 217

5414375 1 A

LITTELFUSE 2A F GLASS CARTRIDGE
FUSE, 5 X 20MM
Pack size: 10 x EA
• Current Rating: 2 A
• Fuse Size: 5 x 20 mm
• Fuse Speed: F
• Voltage Rating: 250 V ac
• Body Material: Glass
• Series: 217

5414410 2 A

9 WAY FORMED CONT STRAIGHT D
PLUG,500VAC
Pack size: 5 x EA
• Number of Contacts: 9
• Gender: Male
• Body Orientation: Straight
• Mounting Type: Panel Mount
• Pitch: 2.77 mm
• D Connector Type: Standard D-Sub
• D-Sub Shell Size: E
• Termination Method: Solder

5443727 9

RS PRO 9 WAY PANEL MOUNT D-SUB
CONNECTOR SOCKET, 2.8MM PITCH
Pack size: 5 x EA
• Number of Contacts: 9
• Gender: Female
• Body Orientation: Straight
• Mounting Type: Panel Mount
• Pitch: 2.8 mm
• D Connector Type: Standard D-Sub
• D-Sub Shell Size: E
• Termination Method: Solder

5443749 9
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BE YOUR FIRST CHOICE
RS PRO, KAA-0760 CRIMP DIE SET,
TERMINAL
Pack size: 1 x EA
• Crimp Connector Type: Terminal
• Terminal Insulation: Insulated
• Series: KAA-0760

557862 Terminal

RS PRO 1A T CERAMIC CARTRIDGE
FUSE, 5 X 20MM
Pack size: 10 x EA
• Current Rating: 1 A
• Fuse Size: 5 x 20 mm
• Fuse Speed: T
• Voltage Rating: 250 V ac
• Body Material: Ceramic

563605 1 A

PANEL MOUNT FUSE HOLDER,
5X20MM
Pack size: 1 x EA
• Fuse Holder Type: Panel Mount
• Fuse Size: 5 x 20 mm
• Current Rating: 6.3 A
• Voltage Rating: 250 V ac
• Includes Indicator: No
• Compatible Fuse Length: 20 mm
• Cap Style: Manual
• Compatible Fuse Diameter: 5 mm

563784 Panel Mount

EBM-PAPST FAN FILTER FOR 140 MM,
146 MM, 160 MM, 180 MM FANS
Pack size: 1 x EA
• Filter Type: Centrifugal Blower Filter
• Fan Size: 140 mm, 146 mm, 160 mm, 180 mm

581335 Centrifugal

RED M3 SPADE TERMINAL,0.5-
1.5SQ.MM WIRE
Pack size: 100 x EA
• Insulation: Insulated
• Width: 5.7 mm
• Insulation Material: Vinyl
• Minimum Wire Size (mm²): 0.5 mm²
• Maximum Wire Size (mm²): 1.5 mm²
• Minimum Wire Size (AWG): 22 AWG
• Maximum Wire Size (AWG): 16 AWG
• Stud Size: M3

6139384 Insulated

RED CRIMP BLADE TERMINAL,3MM W

Pack size: 100 x EA
• Gender: Male
• Insulation: Insulated
• Insulation Material: Vinyl
• Minimum Wire Size (mm²): 0.5 mm²
• Shrouded/Unshrouded: Unshrouded
• Maximum Wire Size (mm²): 1.5 mm²
• Minimum Wire Size (AWG): 22 AWG
• Overall Length: 21.8 mm

6139687 Male

BLU CRIMP BLADE
TERMINAL,23.8X13.3X2.5MM
Pack size: 100 x EA
• Gender: Male
• Insulation: Insulated
• Insulation Material: Vinyl
• Minimum Wire Size (mm²): 1.5 mm²
• Shrouded/Unshrouded: Unshrouded
• Maximum Wire Size (mm²): 2.5 mm²
• Minimum Wire Size (AWG): 16 AWG
• Overall Length: 23.8 mm

6139722 Male

OMRON PIN PLUNGER MICRO
SWITCH, SOLDER TERMINAL, 3 A @ 30
Pack size: 1 x EA
• Actuator Type: Pin Plunger
• Terminal Type: Solder
• Contact Current Rating: 3 A @ 30 V dc
• Contact Configuration: SPDT-NO/NC
• IP Rating: IP67
• Operating Force: 1.77 N
• Minimum Operating Temperature: -40 °C
• Maximum Operating Temperature: +85 °C

6160518 Pin Plunger

TE CONNECTIVITY PCB MOUNT
SIGNAL RELAY, 5V DC COIL, 2A
Pack size: 1 x EA
• Coil Voltage: 5 V dc
• Contact Configuration: DPDT
• Mounting Type: PCB Mount
• Maximum Switching Current (DC): 2 A
• Maximum Switching Voltage (AC): 250 V ac
• Maximum Switching Voltage (DC): 220 V dc
• Maximum Switching Power (DC): 60 W
• Series: MT2

6193035 5 V dc

RS PRO INSULATED FEMALE CRIMP
BULLET CONNECTOR, 0.5MM² TO
Pack size: 100 x EA
• Insulation: Insulated
• Insulation Material: Vinyl
• Gender: Female
• Overall Length: 23.3 mm
• Minimum Wire Size (mm²): 0.5 mm²
• Maximum Wire Size (mm²): 1.5 mm²
• Minimum Wire Size (AWG): 22 AWG
• Maximum Wire Size (AWG): 16 AWG

6241241 Insulated

ONSEMI SWITCHING DIODE, 2-PIN
DO-41 MUR1100EG
Pack size: 5 x EA
• Diode Configuration: Single
• Number of Elements per Chip: 1
• Mounting Type: Through Hole
• Package Type: DO-41
• Diode Technology: Silicon Junction
• Pin Count: 2
• Maximum Forward Voltage Drop: 1.75 V
• Minimum Operating Temperature: -65 °C

6254944 Single

BIDIRECTIONAL TVS
DIODE,1.5KE160CA-E3
Pack size: 5 x EA
• Diode Configuration: Single
• Direction Type: Bi-Directional
• Maximum Clamping Voltage: 219 V
• Minimum Breakdown Voltage: 152 V
• Mounting Type: Through Hole
• Package Type: 1.5KE
• Maximum Reverse Stand-off Voltage: 136 V
• Pin Count: 2

6387482 Single

PHOENIX CONTACT SUBCON-
PLUS/AX/CAN/SO145 9 WAY CABLE
Pack size: 1 x EA
• Number of Contacts: 9
• Gender: Female
• Body Orientation: Straight
• Mounting Type: Cable Mount
• Pitch: 2.77 mm
• Termination Method: Screw Terminal
• Current Rating: 100 mA
• Housing Material: Metal Plated ABS

6483502 9

ONSEMI 1000V 1A, RECTIFIER DIODE,
2-PIN DO-41 1N4007G
Pack size: 100 x EA
• Mounting Type: Through Hole
• Package Type: DO-41
• Maximum Continuous Forward Current: 1 A
• Peak Reverse Repetitive Voltage: 1000 V
• Diode Configuration: Single
• Series: 1N4007
• Rectifier Type: General Purpose
• Diode Type: Rectifier

6491143 Through Hole

TE CONNECTIVITY, PIDG INSULATED
RING TERMINAL, M3.5 STUD SIZE,
Pack size: 100 x EA
• Series: PIDG
• Insulation: Insulated
• Insulation Material: Nylon
• Outer Ring Diameter: 6.35 mm
• Inner Ring Diameter: 3.68 mm
• Minimum Wire Size (mm²): 0.26 mm²
• Maximum Wire Size (mm²): 1.65 mm²
• Maximum Wire Size (AWG): 16 AWG

6692129 PIDG

TE CONNECTIVITY, PIDG INSULATED
RING TERMINAL, M4 STUD SIZE,
Pack size: 100 x EA
• Series: PIDG
• Insulation: Insulated
• Insulation Material: Nylon
• Outer Ring Diameter: 7.14 mm
• Inner Ring Diameter: 4.34 mm
• Minimum Wire Size (mm²): 0.26 mm²
• Maximum Wire Size (mm²): 1.65 mm²
• Maximum Wire Size (AWG): 16 AWG

6692138 PIDG
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ELECTRONICS
TE CONNECTIVITY, PIDG INSULATED
CRIMP SPADE CONNECTOR,
Pack size: 50 x EA
• Series: PIDG
• Insulation: Insulated
• Width: 6.35 mm
• Insulation Material: Nylon
• Minimum Wire Size (mm²): 0.26 mm²
• Maximum Wire Size (mm²): 1.65 mm²
• Minimum Wire Size (AWG): 22 AWG
• Maximum Wire Size (AWG): 16 AWG

6692298 PIDG

ONSEMI SWITCHING DIODE, 400MA
100V, 2-PIN DO-35 1N4148
Pack size: 20 x EA
• Diode Configuration: Single
• Maximum Forward Current: 400 mA
• Number of Elements per Chip: 1
• Mounting Type: Through Hole
• Maximum Reverse Voltage: 100 V
• Package Type: DO-35
• Diode Technology: Silicon Junction
• Maximum Forward Voltage Drop: 1 V

6715477 Single

MERCURY 6MHZ CRYSTAL ±30PPM
HC-49-US 2-PIN 10.7 X 4.3 X 3.5MM
Pack size: 5 x EA
• Standard Frequency: 6 MHz
• Mounting Type: Through Hole
• Load Capacitance: 18 pF
• Package Type: HC-49-US
• Pin Count: 2
• Length: 10.7 mm
• Width: 4.3 mm
• Height: 3.5 mm

6720261 6 MHz

ASSMANN WSW STRAIGHT THROUGH
HOLE MOUNT PCB SOCKET, 40-
Pack size: 5 x EA
• Number of Contacts: 40
• Number of Rows: 2
• Pitch: 2.54 mm
• Type: Socket Strip
• Mounting Type: Through Hole
• Body Orientation: Straight
• Termination Method: Solder
• Current Rating: 12 A

6742369 40

MOLEX KK 254 SERIES STRAIGHT
THROUGH HOLE PIN HEADER, 2
Pack size: 10 x EA
• Series: KK 254
• Pitch: 2.54 mm
• Number of Contacts: 2
• Number of Rows: 1
• Body Orientation: Straight
• Shrouded/Unshrouded: Unshrouded
• Mounting Type: Through Hole
• Connector System: Wire to Board

6795583 KK 254

MOLEX KK 254 SERIES STRAIGHT
THROUGH HOLE PIN HEADER, 3
Pack size: 10 x EA
• Series: KK 254
• Pitch: 2.54 mm
• Number of Contacts: 3
• Number of Rows: 1
• Body Orientation: Straight
• Shrouded/Unshrouded: Unshrouded
• Mounting Type: Through Hole
• Connector System: Wire to Board

6795587 KK 254

MOLEX KK 254 SERIES STRAIGHT
THROUGH HOLE PIN HEADER, 4
Pack size: 10 x EA
• Series: KK 254
• Pitch: 2.54 mm
• Number of Contacts: 4
• Number of Rows: 1
• Body Orientation: Straight
• Shrouded/Unshrouded: Unshrouded
• Connector System: Wire to Board
• Mounting Type: Through Hole

6795596 KK 254

TE CONNECTIVITY, PIDG INSULATED
RING TERMINAL, M3.5 STUD SIZE,
Pack size: 50 x EA
• Series: PIDG
• Insulation: Insulated
• Insulation Material: Nylon
• Outer Ring Diameter: 5.54 mm
• Inner Ring Diameter: 3.68 mm
• Minimum Wire Size (mm²): 0.26 mm²
• Maximum Wire Size (mm²): 1.65 mm²
• Maximum Wire Size (AWG): 16 AWG

6805457 PIDG

TE CONNECTIVITY, PIDG INSULATED
RING TERMINAL, M4 STUD SIZE, 1MM²
Pack size: 50 x EA
• Series: PIDG
• Insulation: Insulated
• Insulation Material: Nylon
• Inner Ring Diameter: 0.171 in
• Outer Ring Diameter: 0.343 in
• Maximum Wire Size (mm²): 2.6 mm²
• Minimum Wire Size (mm²): 1 mm²
• Minimum Wire Size (AWG): 16 AWG

6805618 PIDG

RS PRO HAND RATCHETING CRIMP
TOOL FOR WIRE END SLEEVES, 0,5 -
Pack size: 1 x EA
• Product Type: Crimp Tool
• Operation: Hand
• For Use With: Wire End Sleeves
• Wire Size (mm²): 0,5 - 6 mm²
• Wire Size (AWG): 24 AWG to 10 AWG
• Ratcheting: Yes
• Crimp Profile: Trapezoidal
• Overall Length: 198 mm

6831605 Crimp Tool

VISHAY 47KΩ METAL FILM RESISTOR
3W ±5% PR03000204702JAC00
Pack size: 10 x EA
• Resistance: 47 kΩ
• Power Rating: 3 W
• Tolerance: ±5 %
• Technology: Metal Film
• Series: PR03
• Temperature Coefficient: ±250 ppm/°C
• Maximum Operating Temperature: +155 °C
• Minimum Operating Temperature: -55 °C

6835925 47 kΩ

VISHAY 4700ΜF ALUMINIUM
ELECTROLYTIC CAPACITOR 25V DC,
Pack size: 1 x EA
• Capacitance: 4700 µF
• Voltage: 25 V dc
• Mounting Type: Radial, Through Hole
• Technology: Aluminium Electrolytic
• Dimensions: 16 (Dia.) x 35 mm
• Height: 35 mm
• Minimum Operating Temperature: -55 °C
• Diameter: 16 mm

6841719 4700 µF

FTDI CHIP RS232 USB A FEMALE TO
DB-9 MALE CONVERTER CABLE
Pack size: 1 x EA
• Bus Type: RS232
• Connector A: USB A
• Connector A Gender: Female
• Connector B: DB-9
• Connector B Gender: Male
• USB Standard: USB 2.0

6877803 RS232

HARTING, 09 06 SHELL HOUSING FOR
USE WITH DIN 41612 CONNECTOR
Pack size: 1 x EA
• Accessory Type: Shell Housing
• Backplane Connector Accessory Type: Shell Housing
• For Use With: DIN 41612 Connector
• Series: 09 06

6931884 Shell Housing

HARTING, 09 06 INSERT FOR USE
WITH DIN 41612 CONNECTOR
Pack size: 1 x EA
• Accessory Type: Insert
• Backplane Connector Accessory Type: Insert
• For Use With: DIN 41612 Connector
• Series: 09 06

6931893 Insert

RUBYCON 1000ΜF ALUMINIUM
ELECTROLYTIC CAPACITOR 16V DC,
Pack size: 10 x EA
• Capacitance: 1000 µF
• Voltage: 16 V dc
• Mounting Type: Radial, Through Hole
• Technology: Aluminium Electrolytic
• Dimensions: 8 (Dia.) x 20 mm
• Height: 20 mm
• Minimum Operating Temperature: -40 °C
• Diameter: 8 mm

7037504 1000 µF
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BE YOUR FIRST CHOICE
RUBYCON 22ΜF ALUMINIUM
ELECTROLYTIC CAPACITOR 50V DC,
Pack size: 25 x EA
• Capacitance: 22 µF
• Voltage: 50 V dc
• Mounting Type: Radial, Through Hole
• Technology: Aluminium Electrolytic
• Dimensions: 5 (Dia.) x 11 mm
• Height: 11 mm
• Minimum Operating Temperature: -25 °C
• Diameter: 5 mm

7048087 22 µF

TE CONNECTIVITY, PIDG BUTT SPLICE
CONNECTOR, NATURAL, INSULATED,
Pack size: 5 x EA
• Splice Type: Butt
• Wire Size: 24 → 20 AWG
• Overall Length: 26.29 mm
• Insulation: Insulated
• Colour: Natural
• Series: PIDG
• Contact Material: Copper
• Contact Plating: Tin

7105581 Butt

RS PRO TRANSISTOR PAD FOR USE
WITH T092 TRANSISTOR
Pack size: 100 x EA
• Accessory Type: Transistor Pad
• For Use With: T092 transistor
• Material: PET

7133687 Transistor Pad

HARTING RJ INDUSTRIAL SERIES MALE
RJ45 CONNECTOR, CABLE MOUNT,
Pack size: 1 x EA
• Ethernet Connector Type: RJ45 Connector
• Gender: Male
• LAN Category: Cat6
• Mounting Type: Cable Mount
• Number of Ways: 8
• Shield Type: Shielded
• Orientation: Straight
• IP Rating: IP20

7148544 RJ45 Connector

RS PRO STEEL FINGER GUARD FOR
40MM FANS, 31.5MM HOLE SPACING,
Pack size: 10 x EA
• Fan Size: 40 mm
• External Dimensions: 40 x 40 mm
• Material: Steel
• Screw Hole Spacing: 31.5 mm
• Colour: Chrome
• External Height: 40 mm
• External Width: 40 mm

7373960 40 mm

LITTELFUSESMD NON RESETTABLE
FUSE 500MA, 63V
Pack size: 10 x EA
• Current Rating: 500 mA
• Voltage Rating: 63 V
• Fuse Speed: SB
• Body Material: Epoxy Substrate
• Body Length: 3.18 mm
• Body Width: 1.52 mm
• Body Height: 0.58 mm
• Breaking Capacity (at Maximum Voltage Rating): 50 A

@ 63 V ac/dc

7383289 500 mA

HARTING 09 05 48 WAY 5.08MM
PITCH, TYPE E, 3 ROW, STRAIGHT DIN
Pack size: 1 x EA
• Number of Contacts: 48
• Gender: Female
• Number of Rows: 3
• Body Orientation: Straight
• Termination Method: Crimp
• Row Loading: a/c/e
• Type: E
• Pitch: 5.08 mm

7406935 48

HARTING 09 06 48 WAY 3.81 MM,
5.08 MM PITCH, TYPE F, 3 ROW,
Pack size: 1 x EA
• Number of Contacts: 48
• Gender: Female
• Number of Rows: 3
• Body Orientation: Straight
• Termination Method: Crimp
• Type: F
• Pitch: 3.81 mm, 5.08 mm
• Contact Plating: Gold over Nickel

7407054 48

HARTING 09 06 48 WAY 5.08MM
PITCH, TYPE F CLASS C2, 3 ROW,
Pack size: 1 x EA
• Number of Contacts: 48
• Gender: Female
• Number of Rows: 3
• Body Orientation: Right Angle
• Termination Method: Solder
• Row Loading: z/b/d
• Type: F
• Pitch: 5.08 mm

7407063 48

HARTING 9 WAY CABLE MOUNT D-
SUB CONNECTOR PLUG
Pack size: 1 x EA
• Number of Contacts: 9
• Gender: Male
• Body Orientation: Straight
• Mounting Type: Cable Mount
• Termination Method: Crimp
• Housing Material: Steel
• Length: 30.8 mm
• Width: 17.7 mm

7407275 9

HARTING 09 06 , STRAIGHT , FEMALE
TIN , COPPER ALLOY , BACKPLANE
Pack size: 5 x EA
• Series: 09 06
• Orientation: Straight
• For Use With: ****
• Gender: Female
• Contact Plating: Tin
• Maximum Contact Resistance: 20.0 mΩ
• Contact Material: Copper Alloy
• Current Rating: 6.0 A

7412772 09 06

FRONT COM IP65 SOCKET USB

Pack size: 1 x EA
• Gender: Female
• USB Type: A
• Mounting Type: Panel Mount
• Termination Method: Socket
• USB Version: 2.0
• IP Rating: IP65
• Body Orientation: Straight
• Number of Ports: 1

7417332 Female

SLPX 85DEGC SNAP-IN CAP 270UF
450V
Pack size: 1 x EA
• Capacitance: 270 µF
• Voltage: 450 V dc
• Mounting Type: Snap-In
• Technology: Aluminium Electrolytic
• Dimensions: 30 (Dia.) x 30 mm
• Height: 30 mm
• Minimum Operating Temperature: -25 °C
• Diameter: 30 mm

7441234 270 µF

SCHAFFNER IEC C13 SOCKET TO TYPE
G UK PLUG POWER CORD
Pack size: 1 x EA
• Connector 1: IEC C13
• Connector 2: Type G UK Plug
• Connector 1 Gender: Female
• Connector 2 Gender: Male
• Voltage Rating: 250 V ac
• Current Rating: 10 A

7546115 IEC C13

HARTING, D-SUB STANDARD SERIES,
SIZE 1.04MM MALE CRIMP CIRCULAR
Pack size: 25 x EA
• Gender: Male
• Wire Size: 22 → 18 AWG
• Contact Material: Nickel
• Contact Plating: Gold over Nickel
• Termination Method: Crimp
• Contact Type: Signal
• Series: D-Sub Standard
• Contact Size: 1.04 mm

7553841 Male

HARTING DIN 41612 15 WAY 10.16MM
PITCH, STRAIGHT DIN 41612
Pack size: 1 x EA
• Number of Contacts: 15
• Gender: Female
• Body Orientation: Straight
• Pitch: 10.16 mm
• Contact Plating: Gold, Silver
• Current Rating: 15 A
• Contact Material: Copper Alloy
• Series: DIN 41612

7577948 15
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ELECTRONICS
STEM TACTILE SWITCH, SPST 50 MA @
12 V DC 1.5MM SURFACE MOUNT
Pack size: 10 x EA
• Contact Configuration: Single Pole Single Throw (SPST)
• Terminal Type: Surface Mount
• Switch Operation: Momentary
• Actuator Length: 1.5 mm
• Actuator Type: Stem
• Length: 5.2 mm
• Width: 5.2 mm
• Dimensions: 5.2 x 5.2 mm

7582063 Single Pole Single

JST NV, VB, VH SERIES FEMALE CRIMP
TERMINAL, 22AWG MIN, 18AWG MAX
Pack size: 100 x EA
• Gender: Female
• For Use With: NV, VB and VH Connector Housings
• Series: NV, VB, VH
• Minimum Wire Size (mm²): 0.3 mm²
• Termination Method: Crimp
• Maximum Wire Size (mm²): 0.8 mm²
• Minimum Wire Size (AWG): 22 AWG
• Contact Plating: Tin

7620702 Female

MH CONNECTORS MHDTZK 9 WAY D-
SUB CONNECTOR
Pack size: 1 x EA
• Number of Contacts: 9
• Body Orientation: Straight
• Termination Method: Solder
• Housing Material: Steel
• Contact Material: Copper Alloy
• Series: MHDTZK
• Contact Plating: Gold over Nickel

7659444 9

MH CONNECTORS MHDPPK 9 WAY D-
SUB CONNECTOR
Pack size: 1 x EA
• Number of Contacts: 9
• Body Orientation: Straight
• Termination Method: Solder
• Housing Material: Plastic
• Contact Material: Copper Alloy
• Series: MHDPPK
• Contact Plating: Gold over Nickel

7659555 9

SCHAFFNER, FN9264 6A 250 V AC
400HZ, FLANGE MOUNT EMI FILTER,
Pack size: 1 x EA
• Maximum Current Rating: 6 A
• Maximum Voltage Rating: 250 V ac
• Mounting Type: Flange Mount
• Termination Style: Tab
• Number of Phases: 1
• Series: FN9264
• Operating Frequency: 400 Hz
• Length: 51.45 mm

7672719 6 A

IEC INLET STANDARD FILTER 10A

Pack size: 1 x EA
• Gender: Male
• Number of Fuses: None
• Switch Type: None
• Termination Method: Faston
• Current Rating: 10 A
• Voltage Rating: 250 V ac
• Mounting Type: Flange Mount
• Operating Frequency: 50 Hz, 60 Hz

7761241 Male

PFANNENBERG FAN FILTER, 277 X
277MM
Pack size: 5 x EA
• Filter Type: Filter Mat
• Dimensions: 277 x 277 mm
• Length: 277 mm
• Width: 277 mm

7790826 Filter Mat

DSUB PLUG STAMPED+FORMED
SOLDER 25 WAY
Pack size: 1 x EA
• Number of Contacts: 25
• Gender: Male
• Body Orientation: Straight
• Mounting Type: Cable Mount
• Pitch: 2.77 mm
• D Connector Type: Standard D-Sub
• Termination Method: Solder
• D-Sub Shell Size: B

7873868 25

LITTELFUSE 1A BLACK BLADE CAR
FUSE, 32V DC
Pack size: 10 x EA
• Current Rating: 1 A
• Fuse Type: Blade
• Blade Size: ATO
• Voltage Rating: 32 V dc
• Colour: Black
• Length: 19.1 mm
• Width: 5.1 mm
• Height: 12.3 mm

7874110 1 A

MARL RED PANEL MOUNT INDICATOR,
2.8V, 6MM MOUNTING HOLE SIZE,
Pack size: 1 x EA
• Voltage Rating: 2.8 V
• Light Output Colour: Red
• Mounting Hole Size: 6 mm
• Lamp Type: LED
• Lamp Size: 3 mm
• Termination Type: Lead Pin
• Mounting Type: Panel Mount
• Bezel Style: Prominent

7894461 2.8 V

MARL GREEN PANEL MOUNT
INDICATOR, 2.8V, 6MM MOUNTING
Pack size: 1 x EA
• Voltage Rating: 2.8 V
• Light Output Colour: Green
• Mounting Hole Size: 6 mm
• Lamp Type: LED
• Lamp Size: 3 mm
• Mounting Type: Panel Mount
• Bezel Style: Prominent
• Current Rating: 30 mA

7894464 2.8 V

PHOENIX CONTACT CIRCULAR
CONNECTOR, 4 CONTACTS, CABLE
Pack size: 1 x EA
• Number of Contacts: 4
• Mounting Type: Cable Mount
• Connector Size: M12
• Plug/Socket: Plug
• Contact Gender: Male
• Termination Method: IDC
• IP Rating: IP67
• Current Rating: 1.75 A

8016463 4

PHOENIX CONTACT, AI2.5 -10 BU
INSULATED CRIMP BOOTLACE
Pack size: 100 x EA
• Maximum Wire Size (mm²): 2.5 mm²
• Pin Diameter: 2.3 mm
• Insulation Material: Plastic
• Number of Entries: 1
• Colour: Blue
• Pin Length: 10 mm
• Insulation: Insulated
• Maximum Wire Size (AWG): 14 AWG

8046916 2.5 mm²

PHOENIX CONTACT, C-RCI 6/M5
INSULATED RING TERMINAL, M5 STUD
Pack size: 1 x EA
• Series: C-RCI 6/M5
• Insulation: Insulated
• Insulation Material: Plastic
• Outer Ring Diameter: 9.5 mm
• Inner Ring Diameter: 5.3 mm
• Maximum Wire Size (mm²): 6 mm²
• Minimum Wire Size (mm²): 4 mm²
• Stud Size: M5

8046950 C-RCI 6/M5

HARTING HEAVY DUTY POWER
CONNECTOR INSERT, 40A, FEMALE,
Pack size: 1 x EA
• Current Rating: 40 A
• Gender: Female
• Series: Han-Modular
• Type: Connector Insert
• Termination Method: Crimp
• Voltage Rating: 400 V
• Mounting Type: Cable Mount
• Number of Contacts: 3/0

8055415 40 A

RS PRO DC PLUG RATED AT 2A, 16 V,
CABLE MOUNT, NICKEL PLATED
Pack size: 5 x EA
• DC Power Connector Type: DC Plug
• Current Rating: 2 A
• Inner Diameter: 2.5 mm
• Body Orientation: Straight
• Voltage Rating: 16 V
• Mounting Type: Cable Mount
• Contact Plating: Nickel Plated
• Series: CLB

8104595 DC Plug
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BE YOUR FIRST CHOICE
PANASONIC PCB MOUNT POWER
RELAY, 5V DC COIL, 5A SWITCHING
Pack size: 1 x EA
• Coil Voltage: 5 V dc
• Contact Configuration: DPST
• Mounting Type: PCB Mount
• Switching Current: 5 A
• Number of Poles: 2
• Latching: No
• Maximum Switching Voltage (AC): 250 V
• Maximum Switching Voltage (DC): 125 V dc

8113182 5 V dc

EBM-PAPST 600 N SERIES AXIAL FAN,
24 V DC, DC OPERATION, 43M³/H,
Pack size: 1 x EA
• Supply Voltage: 24 V dc
• Height: 60 mm
• AC or DC Operation: DC
• Power Consumption: 2.1 W
• Width: 60 mm
• Depth: 25 mm
• Air Flow: 43 m³/h
• Dimensions: 60 x 60 x 25 mm

8133329 24 V dc

BROADCOM2.1 V AMBER LED 5MM
THROUGH HOLE, HLMP-EL3A-WXKDD
Pack size: 20 x EA
• LED Colour(s): Amber
• Package Type: 5mm (T-1 3/4)
• Mounting Type: Through Hole
• Number of LEDs: 1
• Forward Voltage: 2.1 V
• Luminous Intensity: 7.4 cd
• Number of Pins: 2
• Viewing Angle: 30 °

8134873 Amber

AMPHENOL LIMITED, 62GB 2 WAY
CABLE MOUNT MIL SPEC CIRCULAR
Pack size: 1 x EA
• Number of Contacts: 2
• Gender: Male
• Contact Gender: Female
• Shell Size: 14
• Mounting Type: Cable Mount
• Military Standard: MIL-DTL-26482
• Termination Method: Solder
• Mating Type: Bayonet Coupling

8139844 2

TE CONNECTIVITY CERTI-LOK HAND
RATCHETING CRIMP TOOL FRAME
Pack size: 1 x EA
• Series: CERTI-LOK
• Product Type: Crimp Tool Frame
• Operation: Hand
• Ratcheting: Yes
• Overall Length: 265 mm

817325 CERTI-LOK

CERTI-LOK  PIDG AND PLASTI-GRIP
DIE SET
Pack size: 1 x EA
• Crimp Connector Type: PIDG Splices/Terminals, Plasti-

Grip Terminals
• Minimum Wire Size (AWG): 22 AWG
• Maximum Wire Size (AWG): 10 AWG
• Series: CERTI-LOK

817331 PIDG

MIKROELEKTRONIKA ARM MINI M4
MCU DEVELOPMENT KIT MIKROE-1367
Pack size: 1 x EA
• Classification: Development Kit
• Kit Name: ARM MINI M4
• Technology: MCU
• Device Core: PIC16, PIC18
• Processor Family Name: ARM
• Processor Part Number: STM32
• Processor Type: Microcontroller

8209870 Development Kit

MH CONNECTORS MHCCOV SERIES
ABS D SUB BACKSHELL, 25 WAY,
Pack size: 5 x EA
• Number of Contacts: 25
• Housing Material: ABS
• D-Sub Shell Size: B
• Body Orientation: Straight
• Colour: Grey
• Strain Relief: Yes
• Series: MHCCOV

8212822 25

EBM-PAPST 4000 Z SERIES AXIAL FAN,
230 V AC, AC OPERATION, 160M³/H,
Pack size: 1 x EA
• Supply Voltage: 230 V ac
• AC or DC Operation: AC
• Height: 119 mm
• Width: 119 mm
• Power Consumption: 19 W
• Depth: 38 mm
• Air Flow: 160 m³/h
• Dimensions: 119 x 119 x 38 mm

8256683 230 V ac

9 WAY EQUIPMENT PORT PROTECTOR
ADAPTOR
Pack size: 1 x EA
• Converts From Gender: Male
• Converts From Type: 9 Way D-Sub
• Converts To Gender: Female
• Converts To Type: 9 Way D-Sub

828274 Male

RS PRO RED PANEL MOUNT
INDICATOR, 110V DC, 14MM
Pack size: 1 x EA
• Voltage Rating: 110 V dc
• Light Output Colour: Red
• Mounting Hole Size: 14 mm
• Lamp Type: LED
• IP Rating: IP67
• Bezel Style: Flush
• Bezel Colour: Chrome
• Current Rating: 6 mA

8332894 110 V dc

14MM FLUSH LOW CURRENT LED,
GREEN 110VDC
Pack size: 1 x EA
• Voltage Rating: 110 V dc
• Light Output Colour: Green
• Mounting Hole Size: 14 mm
• Lamp Type: LED
• IP Rating: IP67
• Bezel Style: Flush
• Bezel Colour: Chrome
• Current Rating: 6 mA

8332897 110 V dc

JST, CE SPLICE CONNECTOR,
INSULATED 0.5 → 1.75 MM², 22 → 16
Pack size: 100 x EA
• Wire Size: 0.5 → 1.75 mm², 22 → 16 AWG
• Overall Length: 20.8 mm
• Insulation: Insulated
• Insulation Material: Nylon
• Series: CE

8388383 0.5 → 1.75 mm²,

BROADCOM HFBR-2416TZ 160MBD
820NM FIBRE OPTIC RECEIVER,
Pack size: 1 x EA
• Maximum Data Rate: 160 MBd
• Connector Shape: Round
• Wavelength of Peak Sensitivity: 820 nm
• Typical Rise Time: 6.3 ns
• Typical Fall Time: 6.3 ns
• Number of Pins: 8
• Mounting Type: Through Hole
• Dimensions: 27.2 x 12.7 x 10.2 mm

8415031 160 MBd

HARTING REMOVAL TOOL, HAN D
SERIES , FOR USE WITH CRIMP
Pack size: 1 x EA
• Accessory Type: Removal Tool
• Series: Han D
• For Use With: Crimp Contact

8430257 Removal Tool

SMALL SIGNAL DIODE, 100V 0.3A 2-
PIN DO35
Pack size: 250 x EA
• Maximum Forward Current: 300 mA
• Diode Configuration: Single
• Number of Elements per Chip: 1
• Mounting Type: Through Hole
• Maximum Reverse Voltage: 100 V
• Package Type: DO-35
• Diode Technology: Silicon Junction
• Pin Count: 2

8431562 300 mA
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ELECTRONICS
HARTING EXTRACTION TOOL, DIN
41612 SERIES
Pack size: 1 x EA
• Tool Type: Extraction Tool
• Series: DIN 41612

8436255 Extraction Tool

EATON 30A T FIBREGLASS
CARTRIDGE FUSE, 10 X 38MM
Pack size: 1 x EA
• Current Rating: 30 A
• Fuse Size: 10 x 38 mm
• Fuse Speed: T
• Voltage Rating: 500 V ac
• Body Material: Fibreglass
• UL Class: UL 248-14
• Series: Bussmann

8511668 30 A

GENDER CHANGER, XLR SHELL, USB
A-B SKT
Pack size: 1 x EA
• Gender: Female
• Mounting Type: Panel Mount
• USB Type: A to B
• USB Version: 2.0
• Body Orientation: Straight
• Number of Ports: 1
• Series: CP

8621579 Female

NICHICON 1ΜF ALUMINIUM
ELECTROLYTIC CAPACITOR 50V DC,
Pack size: 1 x EA
• Capacitance: 1 µF
• Voltage: 50 V dc
• Mounting Type: Radial, Through Hole
• Technology: Aluminium Electrolytic
• Dimensions: 5 (Dia.) x 11 mm
• Height: 11 mm
• Minimum Operating Temperature: -55 °C
• Diameter: 5 mm

8624143 1 µF

HARTING, 09 06 LOCKING SCREW
FOR USE WITH DIN 41612
Pack size: 1 x EA
• Accessory Type: Locking Screw
• Backplane Connector Accessory Type: Locking Screw
• For Use With: DIN 41612 Connector
• Series: 09 06

8739790 Locking Screw

C878 FILM 1.5 UF +/-5% 470VAC
MOTOR RUN
Pack size: 1 x EA
• Capacitance: 1.5 µF
• Voltage: 450 V ac
• Tolerance: ±5 %
• Series: C87
• Lead Pitch: 13.4 mm
• Suppression Class: P2
• Lead Length: 13 mm
• Height: 48 mm

9119386 1.5 µF

KEMET C87 POLYPROPYLENE FILM
CAPACITOR, 470V AC, ±5%, 3ΜF
Pack size: 1 x EA
• Capacitance: 3 µF
• Voltage: 470 V ac
• Tolerance: ±5 %
• Series: C87
• Lead Pitch: 13.4 mm
• Suppression Class: P2
• Lead Length: 13 mm
• Height: 48 mm

9119392 3 µF

C878 FILM 3.5 UF +/-5% 470VAC
MOTOR RUN
Pack size: 1 x EA
• Capacitance: 3.5 µF
• Voltage: 450 V ac
• Tolerance: ±5 %
• Series: C87
• Lead Pitch: 13.4 mm
• Suppression Class: P2
• Lead Length: 13 mm
• Height: 48 mm

9119396 3.5 µF

KEMET C87 POLYPROPYLENE FILM
CAPACITOR, 450V AC, ±5%, 2.5ΜF
Pack size: 1 x EA
• Capacitance: 2.5 µF
• Voltage: 450 V ac
• Tolerance: ±5 %
• Series: C87
• Lead Pitch: 13.4 mm
• Suppression Class: P2
• Lead Length: 13 mm
• Height: 48 mm

9119399 2.5 µF

KEMET C87 POLYPROPYLENE FILM
CAPACITOR, 470V AC, ±5%, 5ΜF
Pack size: 1 x EA
• Capacitance: 5 µF
• Voltage: 470 V ac
• Tolerance: ±5 %
• Series: C87
• Lead Pitch: 13.4 mm
• Suppression Class: P2
• Lead Length: 13 mm
• Dielectric: Polypropylene

9119406 5 µF

C878 FILM 6 UF +/-5% 470VAC
MOTOR RUN
Pack size: 1 x EA
• Capacitance: 6 µF
• Voltage: 450 V ac
• Tolerance: ±5 %
• Series: C87
• Lead Pitch: 13.4 mm
• Suppression Class: P2
• Lead Length: 13 mm
• Height: 78 mm

9119409 6 µF

C878 FILM 60 UF +/-5% 470VAC
MOTOR RUN
Pack size: 1 x EA
• Capacitance: 60 µF
• Voltage: 470 V ac
• Tolerance: ±5 %
• Series: C87
• Lead Pitch: 13.4 mm
• Suppression Class: P2
• Lead Length: 13 mm
• Dielectric: Polypropylene

9119425 60 µF
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