
Conduit & cable
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Read safety/installation instruction sheets in packages before use.
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Eaton's B-Line series fasteners www.eaton.com/b-lineseries

•  For use with 3/8" to 2" 
conduit.

•  Guide-Rite Fastener
provides for fast and
easy installation with
pliers.

•  Note: Total
load of
 trapeze
must not
exceed 
100 Lbs.

Guide-Rite™
Conduit Trapeze
Fasteners

• An ideal spacer
between conduits.

• No installation tools
required.

• Ultimate
Static Load
Capacity:
25 Lbs.

Push-Type 
Conduit To 
Conduit Fasteners

UPC/Part Catalog Conduit To Box
Number Number 1" Trapeze Qty.

78101118615 BG-16-G-6* 3/8" 100
78101118620 BG-16-G-8-12 1/2", 3/4" 100
78101118595 BG-16-G-16 1" 100
78101118600 BG-16-G-20 11/4" 50
78101118605 BG-16-G-24 11/2" 50
78101118610 BG-16-G-32 2" 50

* BG-16-G-6 will accept the following range .420 - .675:
14/2 thru 10/4 MC/AC cable and 5/16" or 3/8"  flexible conduit

UPC/Part Catalog Box
Number Number Conduit Size Qty.

78101118615 BP-8-P-8 1/2" to 1/2" 100
78101118620 BP-8-P-12 1/2" to 3/4" 100
78101118595 BP-8-P-16 1/2" to 1" 100
78101118600 BP-12-P-12 3/4" to 3/4" 100
78101118605 BP-12-P-16 3/4" to 1" 100
78101118610 BP-16-P-16 1" to 1" 100
Note: For rigid conduit with BP series, use next size larger
fastener (1/2" Rigid use BP-12).


