
Description
1-1/2 Inch PVC Coated Strut Strap
PVC coated strut straps are used with coated strut to support conduit installations in a variety of
configurations. May be used in either vertical or horizontal positions to support conduit and
provided with stainless steel hardware.

Application
Used with coated strut to support conduit installations in a variety of configurations, in either
horizontal or vertical positions
Used with coated strut to support conduit installations in a variety of configurations, in either
horizontal or vertical positions

Features
20 mil gray PVC exterior coating
Available in 11 trade sizes

General

Material: FERROUS METAL

Exterior Finish: A nominal .020 inch (20 mil) gray PVC coating

Hardware: Stainless Steel Hardware Provided

Dimensions

Nominal Weight for 100 PCS (Inches) 28

Standard Pack 100

Metal Thickness (Gauge) 12

Technical / Specification Documents

Specification Guide (1995 Master) AVAILABLE ON WEBSITE

Specification Guide (2004 Master) AVAILABLE ON WEBSITE

Installer Certification and Tools AVAILABLE ON WEBSITE

Chemical Resistance Charts AVAILABLE ON WEBSITE

Performance Specifications AVAILABLE ON WEBSITE

Notes

Conduit spacing may be as close together as allowed by the couplings

PVC Coated Strut Straps
Catalog Number: PBC105-1-1/2

UPC: 784011211890
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