January 9, 2004

P. O. Box 24185
Edina, Minnesota 55424 U.SA.

INITIAL 52.2 TEST REPORT

LMS Technologies, I nc.

Tel.: (952) 918-9060
Fax: (952) 918-9061

Test Type: Fractional Efficiency
Test Number: TO10904A

Flow Rate/Velocity:  2000cfm

Test Aerosol: KCL Neutralized
Filter size: 24x24

Test Requested by:

Media Manufacturer:
Filter Manufacturer:

Media/Filter ID Number:

AAF International

Amer Seal Gold 4-Ply

Flow Rate (cfm) DP"H,0O Sze Range (mm) Fractionzilnlgflf?lci ency(%)
500.0 0.059 0.3-04 17
1000.0 0.153 0.4-0.55 5.6
1500.0 0.287 0.55-0.7 12.6
2000.0 0.428 0.7-1.0 29.9
2500.0 0.583 1.0-1.3 45.6
1316 52.6
1.6-2.2 59.0
2.2-3.0 66.2
3.0-4.0 70.5
4.0-5.5 74.1
5.5-7.0 775
7.0-10.0 79.2

Based on initial efficiencies, Minimum Efficiency

Reporting Value (MERV) = 8

Pressure Drop vs. Flow Rate
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TEST SUPERVISOR
MICK FLOM

ENGINEERING APPROVAL
K.C. KWOK, PH.D.




