
T H E  W O R L D  L E A D E R  I N  C L E A N  A I R  S O L U T I O N S

HEPA FILTER HOUSINGS

• Choice of frame construction  
materials

•  

•

•
Versatility

™

® ® ™

Construction
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C-3 and C-4  
Crank Lock

Options
•  Choice of frame construction  

materials
• Insulation

• Transitions
• Static pressure ports



C-3 and C-4 Crank Lock HEPA Filter Housings
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Height  
Code

Face  
Velocity 
(FPM)

Width Code
1W 2W 3W 4W 5W 6W 7W 8W

CFM Capacity

1H
1000
1100

2000

2200
10000

10000

12000

12000
12000

2H 2000
12000

12000
12000

20000
10000

20000

12000
21000

3H
12000

12000

12000 21000

4H 12000
12000 20000

 
 

 

C-3 
Gasket Seal

C-4 
Gel Seal

 

CFM Capacities and Dimensions Using Standard and High Capacity HEPA Filters

Filter Usage and Housing Weight
Height  
Code

Filters/ 
Weight

Width Code
1W 2W 3W 4W 5W 6W

1H
Filters 1 2

2H
Filters 2 10 12

200

3H
Filters 12

4H
Filters 12 20
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AAF has a policy of continuous product research and 
improvement. We reserve the right to change design 
and specifications without notice.
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