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MULTI-STAGE TOTAL CLEAN AIR SYSTEMS

SAAF™ Machine  
Intake Filter
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Air Intake Filtration  
Reduces Machine  
Operating Costs

 

 

 

 
 
 

 

 

 

Sealing System Prevents Filter Bypass
 

 

 
 

 

Certi�ed 
Energy 
E�cient 

 

Leak- Tested 
Housings 



 

SAAF™ Machine Intake Filter
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SAAF™ Cassettes
 

Product Model Designations

MIF – 604 – RL/BS – 12P – HD – HD – HD – 2P – 12F – P/MF

Rain louver/birdscreen 
at the inlet is available 
as an option for outdoor 
installation.

Heavy-duty 
channel base

The cassette support track  
(non-sealing face shown 
above) is constructed of  
extruded aluminum.

The cassette support track 
(sealing face shown) is 
constructed of extruded 
aluminum with the cassette 
locating bar, gasket for 
sealing. 

 
track

Weather cover with  
drip-edge is available  
as an option for  
outdoor installation.

Metal mesh screen 
and cone protection

AAF’s track installation method provides trouble- 

 

Machine Intake Filter

Rain louver/birdscreen at air intake

 

 

outlet screen and machine 

 

First gas-phase chemical  
 

 
can be used as an alternative).
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VariCel® is a registered trademark of AAF International in the U.S. and other countries.

AAF has a policy of continuous product research and 
improvement. We reserve the right to change design 
and specifications without notice.
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