
T H E  W O R L D  L E A D E R  I N  C L E A N  A I R  S O L U T I O N S

DISPOSABLE CARBON ADSORBER FILTERS

SuperFlow® VC

• Total detention multi-panel design
combines high adsorption

• Entire cell is disposable, so

• Adsorbers are suitable for both

and in front or side access
arrangements

• Gaseous contamination control
can be applied to most HVAC

• Impregnated carbons are available

such as H2S, acid gases,

 designed for 
gaseous contamination control 

 

Construction
 

 

 
 

 
 

 

The activated carbon media is premium HVAC grade virgin coconut shell  
 

 

Physical Data 
Top and bottom end plates: High strength ABS plastic 
Vertical struts:
Vertical supports:
Carbon panels: Eight 1  

Panel sealant:

Activated carbon media:

Operating limits:



 

  

SuperFlow®  VC Filters

Product Information – Standard Sizes & Performance Data

Adsorber
Model  

Number1

Nominal Size
(inches)

(W x H x D)2

ADSORBER FACE VELOCITY, FPM
Cell 

Weight 
(lb.)

125 FPM 250 FPM 375 FPM 500 FPM
CFM PD Res CFM PD Res CFM PD Res CFM PD Res

SFVC-242412 34
SFVC-122412

GPF-1-145    

Performance Data    

Initial Resistance vs. Filter Face Velocity
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Applications

cause poor IAQ in commercial and industrial buildings, such 
 

 

 
 

some industrial processes, and situations requiring  
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AAF has a policy of continuous product research and 
improvement. We reserve the right to change design 
and speci�cations without notice.
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