
• Moteur avec technologie BRUSHLESS (moteur sans charbon),
   apportant un gain d’autonomie
• Variateur de vitesses électronique à l’interrupteur
• 3 Vitesses réglables électroniquement: 0-1800/0-2100/0-2700 tr/min
• 3 Réglages de chocs: 0-1400/0-2520/0-3780 cps/min
• Couple élevé jusqu’à 220 N.m: 80/120/220 N.m
• Éclairage LED de la zone de travail
• Boîte de vitesse tout métal de haute précision 
• Clip ceinture gauche ou droite
• Indicateurs de niveau de charge de la batterie

* Livrée avec (650308) ou sans batterie 5.0 Ah et chargeur  (250308)

Livrée avec un kit d’embouts spécial impact 
(1 porte embout magnétique + 9 embouts F4, F5, F6, Hx4, Hx5, PH3, PZ1, 
PZ2, PZ3 )

• Motor with BRUSHLESS technology (without carbon brushes),
   providing a gain of autonomy
• Switch electronic speed variator
• 3 Electronic speeds: 0-1000/0-1800/0-2700 rpm
• 3 impact speeds: 0-1400/0-2520/0-3780 hit/min
• High Torque up to 220 N.m: 80/120/220 N.m
• LED lighting of the work area
• High precision all-metal gearbox
• Left or right belt Clip
• Carrying case with charger

* Supplied with (650308) or without battery 5.0 Ah & charger  (250308)

Delivered with a special impact bit kit
(1 magnetic bit holder + 9 bits F4, F5, F6, Hx4, Hx5, PH3, PZ1, PZ2, 
PZ3)

VISSEUSE À CHOC BRUSHLESS
BRUSHLESS IMPACT SCREW DRIVER

Fort couple maxi 220 N.m
Maxi high torque: 220 N.m

Chocs
Impact

Démontage vis rouillée
Rusted screw dismounting

3 vitesses / 3 couples
3 speeds / 3 torques

Gamme de coffrets perçage-vissage disponible
Drilling-screwing cases available

Inclus boite distributrice 
10 accessoires 

Included dispenser box
10 accessories

Emmanchement 1/4’’
Chuck 1/4’’

Assemblage ossature bois
Wood construction

Pose de vis auto-foreuse pour bardage
Self-drilling screws for siding
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Machine complète (Batterie 5.0 Ah + Chargeur)

++EnergyDriver-18VBL 650308
Machine seule

250308

&:GBLNPG=ZUXU]X:
250308 - EnergyDriver-18VBL

&:GBLNPC=ZUXU]\:
650308 - EnergyDriver-18VBL *

Informations logistiques - Logistic information
Dimensions emballage - Pack size 400x330x125 mm
Dimensions produit - Product size 260x210x240 mm

Garantie - Waranty 3 ans - 3 years 
Collect & Change

Poids brut emballé - Gross packaged weight 1,15. kg
Qté container 20‘ - 20’ loading qtity 2200 pcs

Gencod
Barcode

En France métropolitaine
Produit éligible au SAV Collect & Change
GARANTIE MACHINE ET BATTERIE

Livré avec chargeur *
Charger included 


