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PALLET OVERVIEW

NOTES

See page 48 to 51 for more 
technical information.

01 | Linear pattern 02 | Parquet pattern
03 | Herringbone 
pattern

04 | Modifi ed
Herringbone

Specifications per pallet Imperial Metric

 6
0 

m
m Cubing 123.70 ft2 11.50 m2

Weight 3 481 lbs 1 579 kg

Number of rows 11

Coverage per row 11.25 ft2 1.05 m2

Linear coverage per row  Depth 15.87 lin. ft 4.84 lin. m

Length 31.74 lin. ft 9.68 lin. m

H
DL

Unit dimensions in mm Units /pallet
A

Height 2 3⁄8 60 495 units
Depth 4 1⁄4 108 4 units/ft2

Length 8 1⁄2 216 43.10 units/m2

A

sandlewood grey shale grey red and black mojave beige onyx black  chocolate brown

Patterns are for design inspiration only. The installer is responsible to calculate & purchase the correct amount of material.

DESCRIPTION : Paver TEXTURE : Smooth

 Victorien 60 mm
Victorien 60mm
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PALLET OVERVIEW

Permeable pavers let storm water drain 
away and help manage excess runoff. 
They also smooth the path to obtaining 
LEED® certification.

NOTES

See page 87 to 93 for more 
technical information.

01 | Linear pattern 02 | Parquet pattern
03 | Herringbone 
pattern

04 | Modifi ed
Herringbone pattern

Specifications per pallet Imperial Metric
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  P
ER

M
EA

B
LE Cubing 110.22 ft2 10.24 m2

Weight 2 888 lbs 1 310 kg

Number of rows 11

Coverage per row 10.02 ft2 0.93 m2

Linear coverage per row  Depth 15.87 lin. ft 4.84 lin. m

Length 31.74 lin. ft 9.68 lin. m

Percent of surface opening 9.6 %

Joint Width 3⁄8" 10 mm

H
DL

Unit dimensions in mm Units /pallet
A

Height 2 3⁄8 60 440 units
Depth 4 1⁄4 108

Length 8 1⁄2 216

shale grey chestnut brown

Patterns are for design inspiration only. The installer is responsible to calculate & purchase the correct amount of material.

DESCRIPTION : Paver TEXTURE : Smooth

 Victorien 60 mm Permeable

Victorien 60mm Permeable




