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Premium Sanded, Beaded and Siding 
HIGH QUALITY PRODUCTS 

More than just a Pretty Face
ARAUCOPLY offers the best solution in wood panels, for uses 
that require excellent appearance and workability, combined 
with the natural look and comfort of real wood.

TECHNICAL SPECIFICATIONS SHEET

SUPERIOR APPEARANCE   I   STABLE COMPOSED CORE   I   SMOOTH FINISH



SUPERIOR APPEARANCE / STABLE COMPOSED CORE / SMOOTH FINISH

ARAUCOPLY
With its high-quality faces and stable composed-core construction, 
ARAUCOPLY offers a mix of Sanded, Beaded and Siding plywood 
that delivers the flatness and stability needed for casework, 
underlayment, coffered ceilings and other high-performance 
applications, inside and outside.
All our panels are made from certified, sustainable 
plantation-grown pine, so they perform right for the environment 
as well.

Beaded Panels
Product Features
• 100% Radiata Pine
• Stable composed core
• Ideal for interior and exterior applications
• Pre-sanded and ready to finish
• Available in shiplap and square-edge
• 2”OC beaded pattern
• 150 grit sanded

Natural Bead
• Clear face
• No wood patches
• No synthetic repairs
• Ideal for staining

Star Bead
• No more than 6 wood patches
• No synthetic face repairs
• Perfect for painting

Applications
• Wainscoting
• Decorative paneling for interior
• Exterior Porch Ceilings
• Soffits
• Cabinets and Furniture

Siding Panels
Product Features
• 100% Radiata Pine
• Composed core
• Less resinous face
• Uniform light color
• Easily accepts paints and stains
• Rough sawn surface texture
• Available in: shiplap and square-edge

Premium Siding
• No more than 6 wood patches
• No synthetic repairs

Siding
• Limited wood patches
• No more than 8 synthetic face repairs

Applications
• Siding

Sanded Panels
Product Features
• 100% Radiata Pine
• Stable composed core with minimum voids
• High quality solid face
• Ideal for interior and exterior applications
• Pre-sanded and ready to finish
• Allows a variety of finishes
• 7 Ply 23/32” construction enhances stability

A Grades
• No more than 6 wood patches
• No more than 6 synthetic repairs

B Grades
• Limited wood patches
• No more than 8 synthetic repairs

Cp Grades
• All types of repairs are accepted
• Open defects are not accepted

Applications
• Staircases
• Table and counter tops
• Base panel for high-pressure lamination
• General industrial applications
• Cabinets and furniture
• Underlayment
• General DIY projects

Available Thicknesses

In 48” x 96”
1/4” - 11/32” - 15/32”

19/32” - 23/32” - 31/32”

Available Thicknesses

In 48” x 96” 1/4” - 11/32” - 15/32” 

In 48” x 108” 19/32” - 23/32” - 31/32”

Available Thicknesses

In 48” x 96” 11/32”

renewables for a better life

ARAUCOPLY GROOVING OPTIONS
Model Grooving Options Profile Finishing

Siding

Deep Groove
4” OC
8” OC
12” OC

Rough Sawn Sanded

Shallow Groove 4”, 8” OC Rough Sawn Sanded

No Groove N/A Rough Sawn

Beaded
W Groove 2” OC Sanded

V Groove 4” OC Sanded
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Certifications

PS 1-09
ISO 14001
OHSAS 18001

ANSI/APA PRP 210-2008
FSC®

www.araucoply.com
marketing@arauco-na.com


