BII

Specification:

= Dimensions conform to ASTM A733

= Materials conform to ASTM A312 - Welded Pipe
= Threads conform to ANSI/ASME B1.20.1

= Ambient working temperature rating: -20 to 100°F (-29 to 38°C)

Certification:

= CRN Canadian Registration Number Listed - 0A14531.5

= NSF/ANSI Standard 372 Certified

MATERIAL LIST

Name Percent of Composition
304 Stainless Steel (ASTM A351)

Iron (FE) 64.0-72.0
Carbon (C) 0.08 maxx
Silicone (Si) 2.00 max

Manganese (Mn) 1.50 maxx
Phosphorus (P) 0.045 max
Sulfur (S) 0.03 max
Chromium (Cr) 18.0 - 21.0
Nickel (Ni) 8.0 -11.0

MATERIAL LIST
Name | Percent of Composition
316 Stainless Steel (ASTM A351)

Iron (FE) 61.845-72.0
Carbon (C) 0.08 max
Silicone (Si) 1.00 max

Manganese (Mn) 2.00 max
Phosphorus (P) 0.045 max
Sulfur (S) 0.03 max
Chromium (Cr) 16.0 - 18.0
Nickel (Ni) 10.0 - 14.0
Molybdenum (Mo) 20 - 3.0
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BII

99304N & SS316N SERIES

304 & 316 STRINLESS STEEL
NIPPLES - SCHEDULE 40

DIMENSIONS
Nominal Burst . . . Weight

Part No. Part No. Pipe Size LMNﬁM_* Ouvtside Dia. Wall Thickness per inch

304 S.S. 316 S.S. NPS PSI inches | mm | inches | mm grams
SS304N-01xx | SS316N-01xx 1/8" 6299 0.405 | 10.29 | 0.068 1.73 9.25
SS304N-02xx [ SS316N-02xx 1/4" 6111 0.540 | 13.72 | 0.088 2.24 16.08
SS304N-03xx [ SS316N-03xx 3/8" 5033 0.675 | 17.15 | 0.091 2.31 21.42
SS304N-05xx | SS316N-05xx 1/2" 4866 0.840 | 21.34 | 0.109 2.77 32.17
SS304N-07xx [ SS316N-07xx 3/4" 4035 1.050 | 26.67 | 0.113 2.87 42.75
SS304N-10xx | SS316N-10xx 1" 3793 1.315 | 33.40 | 0.133 3.38 63.50 - -
SS30AN-12xx_[SS316N-12xx__|__1-1/4" 3163 | 1660 | 4216 | 0.140 | 356 | 8592 | |ferseomey lemperatures multiply
SS304N-15xx [ SS316N-15xx 1-1/2" 2862 1.900 | 48.26 | 0.145 3.68 102.75 300°F 500°F 1000°F
SS304N-20xx | SS316N-20xx 2" 2432 2.375 | 60.33 | 0.154 3.91 138.08 (149°C) [ (260°C) | (538°C)
SS304N-25xx [ SS316N-25xx 2-1/2" 2647 2.875 | 73.03 | 0.203 5.16 219.00 304S.S. | 0.828 0.774 0.665
SS304N-30xx [ SS316N-30xx 3" 2314 3.500 | 88.90 | 0.216 5.49 286.33 3163S.S. | 0.900 0.853 0.746
SS304N-40xx | SS316N-40xx 4" 1975 4.500 |114.30| 0.226 5.74 | 407.83 pBursting _mﬁﬁm_;_ﬂwwﬂm@oﬁﬁ%%%mm%_ rafings

DIMENSIONS

Part No. Part No. Length inches (tolerance of +/- 1/16 inch)

304 S.S. 316 S.8. close |xx15|xx20 | xx25 | xx30 | xx35 | xx40 | xx45 | xx50 | xx55 | xx60 | xx70 [ xx80 | xx90 | xx100 [ xx110 | xx120
SS304N-0Txx [ SS316N-01xx 0.750 ] 1.50 [ 2.00 [ 2.50 | 3.00 | 3.50 | 4.00 | 4.50 | 5.00 | 5.50 | 6.00 | 7.00 | 8.00 | 2.00 [ 10.00 | 11.00 | 12.00
SS304N-02xx | SS316N-02xx 0.875 ] 1.50[2.00 [ 2.50 | 3.00 | 3.50 | 4.00 | 4.50 | 5.00 | 5.50 | 6.00 | 7.00 | 8.00 | 9.00 [ 10.00| 11.00 | 12.00
SS304N-03xx | SS316N-03xx 1.000 | 1.50|2.00 | 2.50 | 3.00 | 3.50 | 4.00 [ 4.50 [ 5.00 | 5.50 | 6.00 | 7.00 | 8.00 [ .00 | 10.00] 11.00 | 12.00
SS304N-05xx | SS316N-05xx 1.125 [1.50]2.00 | 2.50 | 3.00 | 3.50 | 4.00 | 4.50 | 5.00 | 5.50 | 6.00 | 7.00 | 8.00 | 9.00 [ 10.00| 11.00 | 12.00
SS304N-07xx | SS316N-07xx 1.500 | 1.50 | 2.00 | 2.50 | 3.00 | 3.50 | 4.00 [ 4.50 [ 5.00 | 5.50 | 6.00 | 7.00 | 8.00 [ .00 | 10.00] 11.00 | 12.00
SS304N-10xx | SS316N-10xx 1.625 | 1.50 [ 2.00 | 2.50 | 3.00 | 3.50 | 4.00 [ 4.50 [ 5.00 | 5.50 | 6.00 | 7.00 | 8.00 [ .00 | 10.00] 11.00 | 12.00
SS304N-12xx | SS3T6N-12xx 1.750 [1.50]2.00 | 2.50 | 3.00 | 3.50 | 4.00 | 4.50 | 5.00 | 5.50 | 6.00 | 7.00 | 8.00 | 9.00 [ 10.00| 11.00 | 12.00
SS304N-15xx | SS316N-15xx 2.000 - | 2.00|2.50]3.00|3.50| 4.00 [ 4.50 [ 5.00 | 5.50 | 6.00 | 7.00 | 8.00 [ .00 | 10.00 | 11.00 [ 12.00
SS304N-20xx | SS316N-20xx 2.500 - - |12.50]3.00|3.50 | 4.00 | 4.50 | 5.00 | 5.50 | 6.00 [ 7.00 | 8.00 | 9.00 | 10.00 | 11.00 | 12.00
SS304N-25xx | SS316N-25xx 2.625 - - - [3.00]3.50| 4.00|4.50| 5.00 [ 5.50 [ 6.00 | 7.00 | 8.00 | .00 | 10.00 | 11.00 | 12.00
SS304N-30xx | SS316N-30xx 2.750 - - [ 3.00]3.50| 4.00|4.50| 5.00 [ 5.50 [ 6.00 | 7.00 | 8.00 | 2.00 | 10.00 | 11.00 | 12.00
SS304N-40xx | SS316N-40xx 2.875 - - - - |13.50 | 4.00|4.50 | 5.00 | 5.50 | 6.00 | 7.00 | 8.00 | 2.00 | 10.00 [ 11.00 | 12.00
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