
LOW VOLTAGEDIGITAL THERMOSTATS

12R-4899-5 (11/24) Wholesale Catalog

Classic 70 Series thermostats
The perfect upgrade from mechanical thermostats available in heat pump or single stage that offer economy 

and value with proven reliability.

Features

• Horizontal and vertical models

• Programmable and non-programmable models

• Selectable Celsius or Fahrenheit temperature display

• Fossil fuel or electric heat compatible

• Electronic accuracy

• Temperature accuracy for customers on a budget

1F72-151

Specifications

Electrical rating hardwire (heat pump) .................................................................................. 20 to 30 VAC, NEC Class II 50/60 Hz
Electrical rating battery power (single stage) .....................................................mV to 30 VAC, NEC Class II 50/60 Hz or DC
Terminal load...................................................................1.5 amps per terminal, 2.5 amps maximum (all terminals combined)
Set-point range ..................................................................................................................................................................45 to 99°F (7 to 37°C)
Heat differential (conventional / gas / oil / elec) ...............................................................................................Fast 0.75°, Slow 1.9°F
Cool differential (central air) ........................................................................................................................................................................... 1.2°F
Heat pump differential (heat and cool) .................................................................................................................Fast 0.9°F, Slow 1.7°F
Aux. heat differential ........................................................................................................................................................Fast 0.5°F, Slow 1.9°F
Operating humidity ..............................................................................................................................0%-90% RH non-condensing max.
Dimensions ................................................................................................................................................................. 3.19"H X 5.13"W X 1.13"D
Storage temperature range ................................................................................................................................ -40 to 150°F (-29 to 65°C)

Description Model number Item number
Thermostat Guard - Clear Plastic F29-0198 F29-0198
Locking Thermostat Guard - Metal, Solid Base F29-0220 F29-0220

Wallplate for all Copeland 70 Series thermostats, 6.50"W x 4.50"H, 
Includes adapter plate for mounting to horizontal or vertical junction box F61-2510 F0061 251000S1

Parts & accessories

See Thermostat Guards for additional options.

Programs Stages by system System type

Model 
number Item  number

Applications Power source Selectable performance features Available  connections

Pr
og

ra
m 

op
tio

ns

Pe
rio

ds
 P

er
 D

ay
 O

pti
on

s

Si
ng

le 
St

ag
e H

ea
t / 

Co
ol

Mu
lti-

St
ag

e H
ea

t / 
Co

ol

He
at 

Pu
mp

He
at 

/ C
oo

l

Un
ive

rsa
l / 

Si
ng

le 
St

ag
e /

 
Mu

lti-
St

ag
e /

  
He

at 
Pu

mp
1

Ga
s /

 O
il /

 E
lec

tric

3 W
ire

 Z
on

e V
alv

e

Mi
lliv

olt
 C

om
pa

tib
le

Ec
on

om
ize

r

Hu
mi

dit
y C

on
tro

l

Du
al 

Fu
el 

He
at 

Pu
mp

 C
on

tro
l 

Lo
gic

 (L
) O

utd
oo

r S
en

so
r (

O)

Re
mo

te 
Se

ns
or

 O
pti

on
s 

Ind
oo

r (
I) 

Ou
tdo

or
 (O

) 

Ba
tte

ry 
(B

) 
Ha

rd
wi

re
 / C

om
mo

n (
H)

 
Po

we
r S

ha
rin

g (
PS

)

Au
to 

Ch
an

ge
ov

er

Pr
og

ra
mm

ab
le 

Fa
n (

PF
) 

Co
mf

or
t C

irc
ula

tin
g F

an
 (C

C)

Fil
ter

 C
ha

ng
e R

em
ind

er

En
er

gy
 M

gt.
 R

ec
ov

er
y /

 E
ar

ly 
St

ar
t

To
tal

 K
ey

pa
d L

oc
ko

ut 
(T

) 
Pa

rtia
l K

ey
pa

d L
oc

ko
ut 

(P
)

Se
t-P

oin
t T

em
pe

ra
tur

e L
im

its
 

Ad
jus

tab
le 

Ma
x/M

in

Di
sp

lay
 S

ize
, B

ac
kli

gh
t w

ith
 

Ke
y P

re
ss

 (K
) C

on
tin

uo
us

 
Ba

ck
lig

ht 
wi

th 
Co

mm
on

 (C
)

Terminals

5+2 4 — — 2/1 Heat  Pump 1F72-151 01F72 151S1 √ — — — — — H — — — √ — — 1.2" K, C R, C, W2, E, Y, 
O/B, G, L

NP Ø — — 2/1 Heat  Pump 1F79-111 01F79 111S1 √ — — — — — H — — — — — — 1.2" K, C R, C, W2, E, Y, 
O/B, G, L

5+2 4 1/1 — 1/1 Single  Stage 1F78-151 01F78 151S1 √ — √ — — — — B — — — √ — — 1.2" K RC, RH, W, 
Y,O, B, G

5+2 4 1/1 — 1/1 Single Stage Vertical 1E78-151 01E78 151 √ — √ — — — — B — — — √ — — 1.2" K RC, RH, W, 
Y, O, B, G

NP Ø 1/1 — 1/1 Single  Stage 1F78-144 01F78 144S1 √ — √ — — — — B — — — — — — 1.2" K RC, RH, W, 
Y, O, B, G

NP Ø 1/1 — 1/1 Single Stage Vertical 1E78-144 01E78 144 √ — √ — — — — B — — — — — — 1.2" K RC, RH, W, 
Y, O, B, G

NP Ø 1/0 — — Single  Stage 1E78-140 01E78 140 √ 
* — √ — — — — B — — — — — — 1.2" K RH, W

70 series thermostats

Universal thermostats provide the flexibility to control Single Stage, Multi-Stage, or Heat Pump Systems. * Does not control fan on a call for heat.1


