
SUSPENSION STRAPPING 
MASTERS

®
 SUSPENSION  STRAPPING 

has a wavy design for easy bending and is 
available in galvanized steel, steel, nylon 
coated, copper and copper clad. It comes 
in 10’, 25’ and 100’ rolls with 1/2” and 3/4” 
width options. 

2015 

Catalogue  
Number 

Description 
Quantity 
per Case 

Approximate Case 
Shipping Weight  

ST221050 Steel - 22 Gauge, 1/2” x 10’ Roll 34 11.6 lbs 5.3 kg 

ST222550 Steel - 22 Gauge, 1/2” x 25’ Roll 20 17.6 lbs 8 kg 

ST241075 Steel - 24 Gauge, 3/4” x 10’ Roll 34 17 lbs 7.7 kg 

ST242575 Steel - 24 Gauge, 3/4” x 25’ Roll 20 21.2 lbs 9.6 kg 

ST2410075 Steel - 24 Gauge, 3/4” x 100’ Roll 12 49.7 lbs 22.5 kg 

ST202575 Steel - 20 Gauge, 3/4” x 25’ Roll 20 31.6 lbs 14.3 kg 

ST2010075 Steel - 20 Gauge, 3/4” x 100’ Roll 12 66 lbs 29.9 kg 

ST221050COATED Nylon Coated - 22 Gauge, 1/2” x 10’ Roll 20 8.8 lbs 4 kg 

SG242550 Galvanized - 24 Gauge, 1/2” x 25’ Roll 20 15.2 lbs 6.9 kg 

SG241075 Galvanized - 24 Gauge, 3/4” x 10’ Roll 34 18 lbs 8.2 kg 

SG242575 Galvanized - 24 Gauge, 3/4” x 25’ Roll 20 24.8 lbs 11.3 kg 

SG2410075 Galvanized - 24 Gauge, 3/4” x 100’ Roll 12 59.5 lbs 27 kg 

SG202575 Galvanized - 20 Gauge, 3/4” x 25’ Roll 20 30.4 lbs 13.8 kg 

SG2010075 Galvanized - 20 Gauge, 3/4” x 100’ Roll 12 64.8 lbs 29.4 kg 

SC221050 Copper - 22 Gauge, 1/2” x 10’ Roll 34 13.6 lbs 6.2 kg 

SC222550 Copper - 22 Gauge, 1/2” x 25’ Roll 20 21.2 lbs 9.6 kg 

SC241075 Copper - 24 Gauge, 3/4” x 10’ Roll 34 16.3 lbs 7.4 kg 

SC242575 Copper - 24 Gauge, 3/4” x 25’ Roll 20 24.4 lbs 11.1 kg 

SCC241075 Copper Clad - 24 Gauge, 3/4” x 10’ Roll 34 15.3 lbs 6.9 kg 

SCC242575 Copper Clad - 24 Gauge, 3/4” x 25’ Roll 20 22 lbs 10 kg 


