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INSTALLATION INSTRUCTIONS
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ROUGHING-IN DIMENSIONS: 

RECOMMENDED TOOLS AND MATERIALS

Thank you for selecting DXV by American Standard.
To ensure that your installation proceeds smoothly,
please read these instructions carefully
before you begin.

In the United States: In Canada: In Mexico:

é

Lyndon™ Single Lever
Wall-Mount Faucet 
Model D35109400
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Turn off hot and cold water
supplies before beginning.INSTALL VALVE BODY

(1 & 1a)

(2)

Do not make sweat connections directly
   to valve body.

(1) 

(1).

MOUNTING
SCREWS

CROSS BRACE

WALL STUDS

COLD

HOT

TYPICAL INSTALLATION

1 CAUTION

MIN. MAX.
LABLE

2

1

1a

ROUGHING-IN DIMENSIONS: 
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2 INSTALL WALL SPOUT

3 INSTALL HANDLE

(1, 2)
(3) (4) (4) (5) Fig. A

(6) (7) (8) Fig. B

(9) (7) (7)
(10) (6) (11) Fig. C

(12) (13) (8)
(14) (13) Fig. D
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TEST INSTALLED FAUCET

(1)

(2) (3)

(1)
(2)

(1)

DO: SIMPLY RINSE THE PRODUCT CLEAN WITH  CLEAR WATER. DRY WITH A SOFT COTTON FLANNEL CLOTH.

DO NOT: DO NOT CLEAN THE PRODUCT WITH SOAPS, ACID, POLISH, ABRASIVES, HARSH CLEANERS, OR A
CLOTH WITH A COARSE SURFACE.

CARE INSTRUCTIONS:

Turn off hot and cold water
supplies before beginning.

A

B C

FACTORY SETTING

COLDER
MIX

HOTTER
MIX

SERVICE

(1) (2)
(3)

(4)
(5)
(5) (6)

(7)
(5) (6) (7)

(4) (3)

CAUTION

ADJUST HOT LIMIT SAFETY STOP

(9)

(9) (9)

Fig. A.

(3) (4)
(5)

(9).
(9) 

(9). Fig. B & C.
(5) (4)
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Lyndon™

MODEL NUMBER

 D35109400

Single Lever
Wall-Mount Faucet

M964840-0070A

M964844-YYY0A

M964845-YYY0A

M964836-0070A

M964842-YYY0A

M964848-0070A
M964628-0070A

M964841-YYY0A

M964834-0070A

M964773-YYY0A

M964846-YYY0A
SPOUT ASSEMBLY
(INCLUDES-SPOUT,
AERATOR AND KEY)

M964778-YYY0A
SPOUT ESCUTCHEON

M964776-0070A
AERATOR AND KEY


