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GEL TECHNOLOGY
SUPERIOR STARTING POWER. 
SUPERIOR VIBRATION RESISTANCE. READY TO USE!

Landport GEL is a starter battery with gel technology which features maximum 

cranking performance and extreme vibration resistance. This battery is already factory 

activated (filled and charged) and therefore ready to use! It is 100% maintenance 

free, completely sealed, spill-proof and leak-proof which makes this battery ultra-

safe. Landport GEL has a low rate of self-discharge which makes it ideal for seasonal 

use and long-term storage. Best choice for the latest motorcycles and powersport 

vehicles which not only need to start but also need additional power for onboard 

energy consumers. Available in a range of 12V batteries from 3Ah to 30Ah.

GEL
MOTORCYCLE BATTERIES

GEL TECHNOLOGY

SUPERIOR STARTING POWER

SUPERIOR VIBRATION RESISTANCE

VERY LOW SELF-DISCHARGE

100% MAINTENANCE FREE

FACTORY ACTIVATED, READY TO USE!
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FOR APPLICATIONS PLEASE VISIT WWW.LANDPORTBV.COM

GEL
MOTORCYCLE BATTERIES

MODELS AND SPECIFICATIONS

Model Article number
Voltage  

(V)
Capacity 
Ah (10hr)

CCA 
A (EN)

Length  
(mm)

Width  
(mm)

Height  
(mm)

Total 
height 
(mm)

Layout Terminal

GTX4-3 MG GTX4-3 12 3 40 114 71 86 86

GB4L-B MG GB4L-B 12 4 40 114 71 86 86

GTX5-3 MG GTX5-3 12 4 60 114 71 107 107

GB5L-B MG GB5L-B 12 5 60 120 60 130 130

GTZ7-S MG GTZ7-S 12 6 70 113 70 107 107

GTX7-3 MG GTX7-3 12 6 90 114 71 130 130

GTX7A-4 MG GTX7A-4 12 6 110 151 88 94 94

GT7B-4 MG GT7B-4 12 6,5 90 151 65 93 93

GT9B-4 MG GT9B-4 12 8 100 151 70 105 105

GTX9-4 MG GTX9-4 12 8 100 151 88 107 107

GTZ10-S MG GTZ10-S 12 8,6 170 151 87 94 94

GB9B MG GB9B 12 9 100 136 75 141 141

GB10L-A2 MG GB10L-A2 12 10 160 134 89 145 145

GT12B-4 MG GT12B-4 12 10 150 151 70 130 130

GTX12-4 MG GTX12-4 12 10 160 151 87 131 131

GTZ12-S MG GTZ12-S 12 11 190 151 87 110 110

GTZ14-S MG GTZ14-S 12 11,2 200 151 87 110 110

GB12A-A MG GB12A-A 12 12 120 136 81 158 158

GB12AL-A MG GB12AL-A 12 12 120 136 81 158 158

GT14B-4 MG GT14B-4 12 12 190 151 70 147 147

GTX14-4 MG GTX14-4 12 12 180 151 87 147 147

GB14L-A2 MG GB14L-A2 12 14 180 134 90 166 166

GB16AL-A2 MG GB16AL-A2 12 16 215 205 70 162 162

GTX20-3 MG GTX20-3 12 18 250 175 87 156 156

GTX20-4 MG GTX20-4 12 18 250 175 87 156 156

GB16B MG GB16B 12 19 200 177 101 157 157

GB16L-B MG GB16L-B 12 19 200 177 101 157 157

G12-19 MG G12-19 12 21 230 181 76 167 167

G50N18LA2 MG G50N18LA2 12 22 300 205 89 164 164

G60-N30-A MG G60-N30-A 12 30 330 179 125 166 166

G60-N30L-A MG G60-N30L-A 12 30 325 178 123 166 166


