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EasyIP Config Update using Firmware v4.2.0

EasyIP config file applicable for the following switches:

§ AMS-1208P

§ XMS-1208P

If updating using v4.1.3, then EasyIP config file will work without the need of changing the Password  



Commercial AV Brands of Legrand 3

EasyIP Config Update using Firmware v4.2.0

Go to:

Administration>Configuration>Upload
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EasyIP Config Update using Firmware v4.2.0

Click on “Choose File” and select 
the “EasyIP_configLuxul” file
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EasyIP Config Update using Firmware v4.2.0

Select one of the Destination Files 
and
Click on “Upload Configuration”
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EasyIP Config Update using Firmware v4.2.0

§ Add Password and New Password

Internet Explorer 
(once you type in password it will take you to same screen as Chrome)

Chrome
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EasyIP Config Update using Firmware v4.2.0

§ You need to add a Gateway Address, if not you will get an alert



Commercial AV Brands of Legrand 8

EasyIP Config Update using Firmware v4.2.0

§ Click on Next and Apply on the “Set date and time” and “Set system information” pop up windows
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EasyIP Config Update using Firmware v4.2.0

§ You can confirm that the EasyIP configuration has been successfully uploaded by clicking on 
Configuration>DHCP>Server>Mode and checking that DHCP mode is “enabled” (it is disabled by default)



Thank you.
Questions welcomed.
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