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Important Safety Instructions

Important Safety Instructions

e Read these instructions.
e Keep these instructions.

e Heed all warnings. e Clean only with dry cloth.
e Follow all instructions. e Only use attachments and/or accessories specified by the
manufacturer.

The battery can power hazardous components inside the unit, even when the AC input

CAUTION -
power is disconnected.
A CAUTION The UPS should be placed near the connected equipment and be easily accessible.
CAUTION The AQ outlet where the UPS is connected should be close to the unit and easily
accessible.
To prevent the risk of fire or electric shock, install in a temperature and humidity controlled
CAUTION indoor area, free of conductive contaminants. For acceptable temperature and humidity
ranges, see “Specifications” on page 25. Acceptable maximum temperature is 40 °C (104
°F).
A CAUTION Wiring must be done by qualified personnel.
Risk of electric shock, do not remove cover. There are no user serviceable parts inside.
CAUTION L o .
Refer servicing to qualified service personnel.
Do not unplug the unit from AC Power during operation, as this will invalidate the
CAUTION . : :
protective ground insulation.
Non-isloated battery supply. Risk of electric shock, battery circuit is not isolated from AC
CAUTION power source; hazardous voltage may exist between battery terminals and ground. Test
before touching.
To reduce the risk of fire, connect the UPS Battery Backup (Model Number: UPS-SC600)
CAUTION to a branch circuit with 15 amperes in accordance with the National Electric Code,
ANSI/NFPA 70.
é CAUTION To avoid electric shock, turn off and unplug the unit before installing the input/output power

cord with a ground wire. Connect the ground wire prior to connecting the line wires.

iv
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Do not use an improper size power cord as it may cause damage to your equipment and

CAUTION cause fire hazards.

Only use UL-listed mains cable, (the mains cable provided with your product), to connect

CAUTION 416 UPS to the AC outlet.

CAUTION Only use UL-listed power cables to connect any equipment to the UPS.

Not for use in a computer room as defined in the Standard for the Protection of Electronic

ek Computer/Data Processing Equipment, ANSI/NFPA 75.

Under no circumstances this unit should be used for medical applications involving life

CAUTION . ;
support equipment and/or patient care.

To reduce the risk of fire, do not use with or near aquariums. Condensation from the
CAUTION aquarium can come in contact with metal electrical contacts and cause the machine to
short out.

To reduce the risk of fire or electric shock, do not use the unit on any transportation such
CAUTION as airplanes or ships. The effect of shock or vibration caused during transit and the damp
environment can cause the unit to short out.

The unit has a dangerous amount of voltage. When UPS indicators are on, the unit may
CAUTION continue to supply power even when unplugged from the wall outlet and the UPS outlets
may still have a dangerous amount of voltage.

Make sure everything is turned off and AC power is disconnected completely before

CAUTION . . ; :
conducting any maintenance, battery replacement, repairs, or shipment.
Connect the Protection Earth & safety conductor before any other cables are connected.
e Do not install the UPS where it would be exposed to direct sunlight or near a strong
heat source.
CAUTION ° Do not block off ventilation openings around the housing.

e Do not connect domestic appliances such as hair dryers to UPS output sockets.

e Servicing of batteries should be performed or supervised by personnel with
knowledge of batteries and their required precautions. Keep unauthorized personnel
away from batteries.

=l =l = =l el ) i el
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Instructions Importantes Sur La Sécurité

e Lire ces instructions. e Respectez tous les e Nettoyer uniquement avec un chiffon sec.
e Conservez ces instructions. avertissements. e N'utilisez que des accessoires spécifiés par le fabricant.
e Suivez toutes les
instructions.

CONSERVEZ CES Ce manuel contient des instructions importantes a suivre lors de l'installation et de
INSTRUCTIONS la maintenance de 'onduleur et des batteries.

Le symbole de la pointe de fleche, dans un triangle équilatéral, est destiné a alerter
DANGER TENSION ['utilisateur sur la présence de tension dangereuse non isolée dans I'enceinte du
DANGEREUSE produit qui peut étre d'une ampleur suffisante pour constituer un risque
d'électrocution.

AVERTISSEMENT Un avertissement vous avertit d'une situation pouvant entrainer des blessures
graves ou la mort.

Une attention vous avertit d'une situation pouvant entrainer des blessures mineures ou
ATTENTION ; . .
des dommages au produit et/ou a la propriété.

=’ REMARQUE l'J.ne remarque est ut|_I|see pour mett‘re' en evlldence les procedures relatives a
—y l'installation, au fonctionnement ou a I'entretien du produit.

L'onduleur doit étre connecté a une prise de courant CA mise a la terre avec protection

par fusible ou disjoncteur. Ne branchez pas I'onduleur dans une prise qui n'est pas
ATTENTION o : : ) L
mise a la terre. Si vous avez besoin de décharger cet équipement, mettez-le hors
tension et débranchez-le.
La batterie peut alimenter des composants dangereux a l'intérieur de |'unité, méme
ATTENTION ot . . ) . -
lorsque Il'alimentation d'entrée CA est déconnectée.
ATTENTION Londulgur doit étre placé a proximité de I'équipement connecté et étre facilement
accessible.
ﬁ ATTENTION I;iczr;s;iabf,eecteur ou l'onduleur est connecté doit étre proche de l'unité et facilement
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Pour éviter tout risque d'incendie ou d'électrocution, installez-le dans une zone
intérieure a température et humidité controlées, exempte de contaminants conducteurs.

ATTENTION Pour connaitre les plages de température et d'humidité acceptables, reportez-vous a
"Spécifications" a la page 26. La température maximale acceptable est de 40 °C (104
°F).

A ATTENTION Le cablage doit étre effectué par du personnel qualifié.
Risque d'électrocution, ne retirez pas le couvercle. Il n'y a aucune piéce réparable par

ATTENTION o e o C .
l'utilisateur a l'intérieur. Confiez I'entretien a un technicien qualifié.

Ne débranchez pas I'appareil de I'alimentation CA pendant son fonctionnement, car

ATTENTION . . o : )
cela invaliderait l'isolation de la terre de protection.

Alimentation par batterie non isolée. Risque d'électrocution, le circuit de la batterie n'est

ATTENTION pas isolé de la source d'alimentation CA; une tension dangereuse peut exister entre les
bornes de la batterie et la terre. Testez avant de toucher.

Pour réduire le risque d'incendie, connectez la batterie de secours de I'onduleur

ATTENTION  (numéro de modéle: UPS-SC600) a un circuit de dérivation de 15 ampéres
conformément au National Electric Code, ANSI/NFPA 70.

Pour éviter les chocs électriques, éteignez et débranchez I'appareil avant d'installer le

ATTENTION cordon d'alimentation d'entrée/sortie avec un fil de terre. Connectez le fil de terre avant
de connecter les fils de ligne.

N'utilisez pas de cordon d'alimentation de taille incorrecte car cela pourrait

ATTENTION o ) ; .
endommager votre équipement et provoquer des risques d'incendie.

Utilisez uniguement un cable secteur homologué UL (le cable secteur fourni avec votre

ATTENTION ; ; . :
produit) pour connecter I'onduleur a la prise secteur.

ATTENTION l’Jt|I|'sez umqu‘lef'nent des cables d'alimentation homologués UL pour connecter tout
équipement a I'onduleur.

ﬁ ATTENTION Ne pas utiliser dans une salle informatique telle que définie dans la Norme pour la

protection des équipements électroniques/informatiques, ANSI/NFPA 75.

Vi
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ATTENTION

En aucun cas, cet appareil ne doit étre utilisé pour des applications médicales
impliquant des équipements de survie et/ou des soins aux patients.

ATTENTION

To reduce the risk of fire, do not use with or near aquariums. Condensation from the
aquarium can come in contact with metal electrical contacts and cause the machine to
short out.

ATTENTION

Pour réduire le risque d'incendie ou d'électrocution, n'utilisez pas I'appareil sur des
transports tels que des avions ou des navires. L'effet des chocs ou des vibrations
causes pendant le transport et I'environnement humide peut provoquer un court-circuit
de l'unité.

ATTENTION

L'unité a une tension dangereuse. Lorsque les voyants de I'onduleur sont allumés,
['unité peut continuer a fournir de I'énergie méme lorsqu'elle est débranchée de la prise
murale et les prises de I'onduleur peuvent encore avoir une tension dangereuse.

ATTENTION

Assurez-vous que tout est éteint et que I'alimentation CA est complétement
déconnectée avant de procéder a tout entretien, remplacement de batterie, réparation
ou expédition.

> BB B PP

ATTENTION

Branchez le conducteur de sécurité de mise a la terre de protection @ avant que tout
autre cable ne soit connecté.
N'installez pas I'onduleur a un endroit ou il serait exposé a la lumiéere directe du
soleil ou a proximité d'une forte source de chaleur.
Ne bloquez pas les ouvertures de ventilation autour du boitier.
Ne connectez pas d'appareils électroménagers tels que des séche-cheveux aux
prises de sortie de I'onduleur.
L'entretien des batteries doit étre effectué ou supervisé par du personnel
connaissant les batteries et les précautions requises. Tenez le personnel non
autorisé a I'écart des batteries.

viii
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Regulatory Compliance

Federal Communications Commission (FCC) Statement

Any changes or modifications not expressly approved by the party responsible for
CAUTION . . . : ;
compliance could void the user's authority to operate the equipment.

This equipment has been tested and found to comply with the limits for a Class B digital

device, pursuant to part 15 of the FCC Rules. These limits are designed to provide

reasonable protection against harmful interference in a residential installation. This

equipment generates, uses and can radiate radio frequency energy and, if not installed and

used in accordance with the instructions, may cause harmful interference to radio

communications. However, there is no guarantee that interference will not occur in a

particular installation. If this equipment does cause harmful interference to radio or television

reception, which can be determined by turning the equipment off and on, the user is

encouraged to try to correct the interference by one or more of the following measures:

o Reorient or relocate the receiving antenna.

e Increase the separation between the equipment and receiver.

e Connect the equipment into an outlet on a circuit different from that to which the
receiver is connected.

e Consult the dealer or an experienced radio/TV technician for help.

— NOTE

Conformité Réglementaire

Déclaration de conformité de la Federal Communications Commission (FCC)

Les changements ou modifications non expressément approuvés par le fabricant
ATTENTION . R T
peuvent annuler le droit de l'utilisateur a utiliser I'équipement.

Cet équipement a été testé et jugé conforme aux limites d' un dispositif numérique de

classe B, conformément a la partie 15 des regles de la FCC. Ces limites sont congues

pour fournir une protection raisonnable contre les interférences nuisibles dans une

installation résidentielle. Cet équipement géneére, utilise et peut émettre de I'énergie

radiofréquence et, si non installé et utilisé conformément aux instructions, peut

provoquer des interférences dans les communications radio. Cependant, il n'y a aucune

garantie que des interférences ne se produiront pas dans une installation particuliére. Si

cet équipement provoque des interférences nuisibles a la réception radio ou de

télévision, ce qui peut étre déterminé en allumant et éteignant I'équipement, I'utilisateur

est encouragé a essayer de corriger l'interférence par une ou plusieurs des mesures

suivantes:

o Réorienter ou déplacer |' antenne de réception.

e Augmenter La distance entre I'équipement et le récepteur.

e Brancher I'équipement dans une prise sur un circuit différent de celui sur lequel
est branché le récepteur.

e Consulter le revendeur ou un technicien radio/TV expérimenté.

— REMARQUE

iX
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Industry Canada (IC)

ICES-003 Class B Notice. This Class B digital apparatus complies with Canadian ICES-003.

Industrie Canada (IC)

ICES-003 Avis NMB-003, Classe B. Cet appareil numérique de la classe B est conforme a la norme NMB-003 du
Canada.

Waste Electrical and Electronic Equipment (WEEE)
Directive

Correct disposal of this product: This symbol indicates that this product must not be disposed of with
household waste, according to the WEEE Directive (2012/19/EU) and your national law. This product
should be taken to a collection center licensed for the recycling of waste electrical and electronic
equipment (EEE). The mishandling of of this type of waste could have a possible negative impact on
the environment and human health due to potentially hazardous substances that are generally
associated with EEE. At the same time, your cooperation in the correct disposal of this product will

_ contribute to the efficient use of natural resources. For more information about where you can take
your waste equipment for recycling, please contact your local city office or your household waste
collection service.

Directive sur les déchets d'équipements électriques et
électroniques (WEEE)

Elimination correcte de ce produit: Ce symbole indique que ce produit ne doit pas étre éliminé avec
les ordures ménageres, conformément a la directive WEEE (2012/19/EU) et a votre |égislation
nationale. Ce produit doit étre déposé dans un centre de collecte agréé pour le recyclage des déchets

d'équipements électriques et électroniques (EEE). La mauvaise manipulation de ce type de déchets
pourrait avoir un impact négatif possible sur I'environnement et la santé humaine en raison de
substances potentiellement dangereuses généralement associées aux EEE. Dans le méme temps,
votre coopération dans I'élimination correcte de ce produit contribuera a une utilisation efficace des
ressources naturelles. Pour plus d'informations sur les lieux de recyclage de vos équipements usageés,
veuillez contacter votre mairie ou votre service de collecte des ordures ménageéres.

X
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Supplied Components and Hardware

If any pieces are missing or damaged, please report it immediately to Technical Support at av.support@legrand.com or
(866) 977-3901.

User Manual
B

Power Cord
(NEMA 5-15P)
E

C

3mm shoulder diameter
4mm shoulder length
4mm thread length
Mounting Screws
D

e To order more hardware, contact support at av.support@legrand.com or (866) 977-

— NOTE 3901.
— e Additional hardware is included that may not be required for your installation.

Required Tools

e #2 Phillips Screwdriver

AVERTISSEMENT Utiliser des outils avec prudence et suivre tous les protocoles de sécurité

WARNING Use tools with caution and follow all necessary safety protocols.
nécessaires.

Xi
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Introduction

This User Manual provides information about the installation, setup, and configuration of your UPS-SC600 product. An
optional UPS-SC600 Network Interface Card (Model Number: UPS-CIPCARD), Replacement 12V Battery (Model
Number: UPS-SCRBP), and Replacement Hardware Kit (Model Number: KIT-SC600-1) are also available for purchase.

The UPS-SC600 uses threaded inserts and mounting screws to secure your product into some standard structured wiring
enclosure brand manufacturers.

Charging Your UPS the First Time

You must first charge your UPS for at least 8 hours before it can provide direct backup power to connected devices.

The auto charge feature automatically charges the pre-installed battery whenever the UPS is plugged into AC power
(using the supplied power cable) directly into an appropriately rated receptacle — whether the UPS is turned on or off.

— First, use the supplied power cable and directly plug your UPS into AC power and allow it to
= NOTE - . .
7, charge for 8 hours before providing direct backup power to connected devices.

Determining Your Equipment Power Requirements

Ensure that the equipment plugged into the UPS does not exceed the UPS unit rated capacity of 600VA/360W. If the
rated capacities of the unit are exceeded, an overload condition may occur and cause the UPS unit to shut down or the
circuit breaker to trip.

Many factors affect the power requirements of your electronic equipment connected to your UPS. For optimal system
performance always keep the overall load of the unit below 80% of the rated capacity.

Understanding UPS Installation Requirements

— NOTE Before installing your UPS, carefully review the following considerations to select a proper
— location.

1. The UPS should be placed on a flat, clean surface. Place it in an area away from vibration, dust, humidity,
high temperature, flammable liquids, gases, corrosive, and conductive contaminants. Install the UPS indoors
in a clean environment, where it is away from windows and doors. Maintain a minimum clearance of 3.94”
(100mm) on the bottom of the UPS to avoid dust and high temperatures.

2. Maintain an ambient temperature range of 32°F (0°C) to 104°F (40°C) for optimal UPS operation.

3. ltis required to maintain a maximum altitude of 1093.61yd. (1000m) to keep the UPS within normal operation
at full load. If used in high altitudes, please reduce the connected load.

12
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Altitude derating power with connected loads for UPS normal operation is listed as follows:

Altitude (Feet and Meters) Derating Factor
3280.84 1000 1.0
4921.26 1500 0.95
6561.68 2000 0.91
8202.1 2500 0.86
9842.52 3000 0.82

— Derating factor values are Based on density of dry air = 1.225 kg/m3 at sea level, + 59°F
—> NOTE (15°C)

Mounting Your UPS Inside Compatible Structured
Wiring Enclosures

1. Use a #2 Phillips screwdriver and mounting screws (D) and attach them to the threaded inserts on your UPS

as shown.
— The threaded inserts are labeled on the following image and specific ones are
— NOTE . L .
—y used for compatible structured wiring enclosure brands listed below.

— =

@

b -

Y
?
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e Legrand AV and On-Q Enclosures: Only attach mounting screws (D) to all threaded inserts labeled A
and C.

e Leviton Enclosures: Only attach mounting screws (D) to every threaded insert labeled A and B.

e Snap AV Enclosures: Only attach mounting screws (D) to every threaded insert labeled B.

e Primex and Suttle Enclosures: Only attach mounting screws (D) to every threaded insert labeled A and
B.

e Channel Vision Enclosures: Only attach mounting screws (D) to every threaded insert labeled A and C.

2. With the mounting screws attached to your UPS in the correct pattern for your compatible enclosure, hook
the mounting screws into the holes on the back of the enclosure at your desired height as shown.

NOTE: The following image shows all mounting screws attached to the UPS
for show. Refer to the previous step for the correct number of mounting
screws and threaded insert locations for your compatible enclosure.
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The head of the mounting screws hook into the holes on the back of your enclosure

— NOTE
7, as shown.

Hole on Back of Enclosure
(Exact hole type may vary based on enclosure model.)

Head of
Mounting
Screw

3.  With your UPS now secured inside of your enclosure, make your desired peripheral connections to your
UPS.

CAUTION The power demands of devices such as laser printers, paper shredders, copiers,
space heaters, vacuum cleaners, sump pumps, or other large electrical
equipment are typically too high for connecting to battery and surge-protected
outlets. Doing so will overload and possibly damage your UPS.

ATTENTION Les besoins en énergie d'appareils tels que les imprimantes laser, les
déchiqueteuses a papier, les copieurs, les appareils de chauffage, les
aspirateurs, les pompes de puisard ou d'autres gros équipements électriques
sont généralement trop élevés pour se connecter a la batterie et aux prises

protégées contre les surtensions. Cela surchargerait et éventuellement
endommagerait votre UPS.

4. Use the IEC power cable (E) to connect your UPS from the AC input into an outlet on an appropriately rated
receptacle.

CAUTION Plug the UPS into a two-pole, three-wire, grounded receptacle only. Avoid using
extension cords.
ATTENTION Branchez lI'onduleur dans une prise bipolaire, trois fils et mise a la terre
uniquement. Evitez d'utiliser des rallonges.

CAUTION The receptacle should be protected by a fuse or circuit breaker. The circuit
should not be servicing other equipment with large electrical demands.
ATTENTION La prise doit étre protégée par un fusible ou un disjoncteur. Le circuit ne doit
pas entretenir d'autres équipements avec de grandes exigences électriques.

> >

15
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Understanding Compatible Enclosure Models

Your configuration should look like the following image.

The following table lists some common brands and corresponding models of compatible structured wiring enclosures.

g

Understanding Compatible Enclosure Models

Brand Compatible Models
On-Q ENP3060-NA e ENP4260-NA e EN2850 e EN4250
ENP3080-NA e ENP4280-NA e EN2080 e EN4280
ENP4250-NA e EN2800 e EN4200
Leviton 49605-28E e 47605-M28
49605-30E e 41605-M42
Snap AV P-SW-PL-ENCL-30-1PK ¢ WP-ONE-ENCL-28 e WP-SW-ENCL-28
WP-SW-PL-ENCL-42-1PK e WP-ONE-ENCL-40 e WP-SW-ENCL-40
Primex and 125-0571 o 125-1744 e 135-0162 e SAE-28DNY
Suttle 125-1212 e 125-1375 135-0169 e SAE-42NY
Channel Vision C-0128E
C-0138E
C-0150E
16
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Using Your UPS Outside of an Enclosure

You may wish to use your UPS-SC600 outside of a structured wiring enclosure. The unit may be placed on a desk or
shelf; however, it must only be positioned upright as shown and not placed on its back or any other side.

WARNING Outside of a structured wiring enclosure, your UPS-SC600 must only be oriented

upright and not placed on its back or any other side.
AVERTISSEMENT En dehors d'un boitier de cablage structuré, votre UPS-SC600 doit uniquement
étre orienté verticalement et ne doit pas étre placé sur le dos ou sur un autre coté.

A longer length power cable may be required when using your UPS-SC600 outside of a structured wiring enclosure. For
more information, see "Replacing the Power Cord (if Necessary)," on page 22.

Basic Operation and Feature Set
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A. Network Card Slot

Use a #2 Phillips screwdriver and remove the (2x) screws and cover to install the UPS Network Card option
(Model Number: UPS-CIPCARD) and provide remote monitoring and management of the UPS over your
network.

B. Battery and Surge Protected Outlets
Battery powered and surge suppression outlets ensure temporary uninterrupted operation of your equipment
during a power failure.

C. Power Button

e To turn the UPS ON, press and hold the power button for approximately 2 seconds. A steady tone and
then a short beep will sound. Release the power button after the short beep.

e To turn the UPS OFF, press and hold the power button for approximately 2 seconds. A steady tone and
then two short beeps will sound. Release the power button after the second short beep.

e Mute Mode may be used to silence any audible alarms by quickly pressing the Power Button two times in
a row. Two short beeps will sound to confirm that the UPS is in Mute Mode.

1. When your UPS is in Mute Mode, no alarms will sound when the unit goes into
Battery Mode or reaches a lower battery state.

: NOTE 2. Your UPS comes from the factory with Mute Mode disabled so all audible
( alarms will sound.

3. Reverse Mute Mode by quickly pressing the Power Button two times in a row.
One short beep will sound to confirm that Mute Mode is disabled.

D. LED Indicators

The LED indicators illuminate to show the status of power to your UPS as being On Line, On Battery,
Overload, or Replace Battery.

E. USB Portto PC

The USB port allows connection and communication between the USB port on a computer and your UPS
unit. The UPS communicates its status to the Power Master+® software.

F. Full-Time Surge Protection Outlets
The unit has surge suppression outlets to provide surge and line noise protection.

G. AC Input

Use the IEC power cable (E) to connect your UPS from the AC Input into an outlet on an appropriately rated
receptacle.

H. Circuit Breaker

Located on the side of your UPS, the circuit breaker provides overload and fault protection.

18
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LED Indicators

LED Indicators

The following table explains the various states of LED indicators shown (along with sounding alarms) in the

corresponding condition column.

@ E ? X:I Alarm Condition
Battery Missing
Power Power Overload Battery
Button
ON OFF OFF OFF Silent Normal
ON ON OFF OFF Beeps Indicates a utility failure where your
twice UPS is now providing power from its
every 30 own battery to the battery protected
seconds. outlets.

ON Flashing OFF OFF Beeping Indicates a utility failure where your
every V2 UPS is now providing power from its
second. own battery and the rapid beeping

means it will run out of power shortly.

OFF OFF Single OFF Emitting a Indicates an overload fault where the

flash every constant equipment connected to your UPS has

5 seconds. tone. exceeded the listed capacity.
Immediately press and hold the power
button to turn off your UPS and unplug
at least one piece of connected
equipment, reset the circuit breaker,
and then turn the unit back on.

OFF OFF Two OFF Emitting a Indicates a short fault. Immediately turn
flashes constant off your UPS by pressing and holding
every 5 tone. the power button, and then unplugging

seconds. all connected equipment. Identify which
device has the fault by turning your
UPS on (pressing the power button
again). Now, reconnect your equipment
one at a time until a connected device
causes your UPS to shut down and
sound the alarm.
For more information, contact support
at av.support@legrand.com or (866)
977-3901.

ON OFF Three OFF Steady Indicates a charger fault.
flashes beeping For more information, contact support
every 5 for 30 at av.support@legrand.com or (866)

seconds. seconds. 977-3901.

©2022 | Legrand AV, Inc. All rights reserved.



https://www.legrandav.com/legal/term_and_conditions

Replacing the Battery

UPS-SC600 User Manual
@ ,\.l:l ? 4 :| Alarm
Battery Missing
Power Power Overload Battery
Button
ON OFF OFF Flashing Beeping Indicates a fully disconnected or
every discharged battery. Reconnect or
second for replace the battery as necessary.
a 30
second
period.

Replacing the Battery

A

CAUTION Make sure the unit is turned off and completely disconnected from AC power before
conducting any maintenance, battery replacement, repairs, or shipment.
ATTENTION Assurez-vous que l'appareil est éteint et completement déconnecté de I'alimentation secteur
avant d'effectuer toute opération de maintenance, de remplacement de batterie, de

réparation ou d'expédition.

1. Turn

A

the UPS off and completely disconnect it from AC power.
CAUTION Carefully hold onto your UPS when removing the IEC power cable from the unit
or the receptacle.
ATTENTION Tenez soigneusement votre onduleur lorsque vous retirez le cable

d'alimentation CEI de l'unité ou de la prise.

Your connected equipment is not protected from power outages when the battery is

Hous disconnected.

2. Use a #2 Phillips screwdriver and remove the (2x) screws from the battery access panel as shown.

Battery
Compartment

Flat
Plastic
Tab

K/ Battery

Screws
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3. Remove the panel from the UPS and set it aside along with the screws for reattachment.
4. Gently pull the flat plastic tab folded over the front of the battery to carefully lift it out of its compartment.

5. Disconnect the black and red wires from the negative (-) and positive (+) terminals, respectively, on your
battery.
6. If your replacement battery came with a return box as part of a replacement program, carefully pack and

send the discharged battery as instructed by the materials with the box. Otherwise, carefully dispose of your
used battery in accordance with local recycling laws and regulations.

CAUTION If your replacement battery came with a return box as part of a replacement
program, carefully pack and send the discharged battery as instructed by the
materials with the box. Otherwise, carefully dispose of your used battery in
accordance with local recycling laws and regulations.

ATTENTION Recycler ou éliminer les batteries déchargées conformément a toutes les lois
locales et/ou expédier a votre a revendeur en utilisant un emballage de batterie
de remplacement, le cas échéant. Les piles usagées sont considérées comme

des déchets dangereux et doivent étre éliminées conformément aux lois et
réglementations locales en matiére de recyclage.

7. Connect the red wire and black wires to the positive (+) and negative (-) terminals, respectively, on your
replacement battery.

8. While holding the flat plastic tab behind the battery and out the left side of the compartment (facing),
carefully push the battery into its compartment.

9. Use (2x) screws to reattach the battery access panel over the compartment.
10. Reconnect the IEC power cable (E) from an appropriately rated receptacle to your UPS.

For more information, see "Mounting Your UPS Inside Compatible Structured Wiring Enclosures," on page

13.
After replacing the battery, you must use the power cable (E), plug your UPS into AC
fy? NOTE power and allow it to charge for 8 hours before providing direct backup power to
— connected devices. For more information, see "Charging Your UPS the First Time,"
on page 12.

with local recycling laws and regulations.
ATTENTION Les piles usagées sont considérées comme des déchets dangereux et doivent étre

: CAUTION Used batteries are considered hazardous waste and must be disposed of in accordance
éliminées conformément aux lois et réglementations locales en matiére de recyclage.
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Replacing the Power Cord (if Necessary)

Using your UPS-SC600 outside of a structured wiring enclosure may require a longer length power cord. For more
information, see "Using Your UPS Outside of an Enclosure," on page 17.

WARNING

Any power cord used with this device must meet the specifications listed in this topic.
AVERTISSEMENT Tout cable d'alimentation utilisé avec cet appareil doit répondre aux spécifications
répertoriées dans cette rubrique.

When replacing the cord with Legrand or any other supplier, the following specifications are required.

Use UL Listed detachable power supply cord — Minimum No. 18 AWG, 3 conductors, flexible cord, rated VW-1, min.
105°C, min. 1.5 m, maximum 4.5 m long. Provided with a molded-on, polarized attachment plug with a 15 A, 125V
(NEMA 5-15P) configuration and a molded-on connector which mates with the Power Inlet. The following cord type may

be used.

Flexible cord type SV, SVE, SVO, SVOO, SP-2, SPE-2, SPT-2, NISP-2, NISPE-2, NISPT-2, SP-3, SPE-3, SPT-3, SJ,
SJE, SJO, SJOO, SJT, SJTO, SJTOO, S, SE, SO, SOO, ST, STO, STOO.

For more information, contact support at av.support@legrand.com or (866) 977-3901.

Troubleshooting

Problem Possible Cause

Solution

The circuit breaker The circuit breaker
button is engaged and
projecting from the side

of the unit.

tripped from an overload.

Press and hold the power button to turn off the UPS and
unplug at least one piece of connected equipment
before turning the unit back on.

For more information, contact support at
av.support@legrand.com or (866) 977-3901.

The UPS does not
perform expected
runtime.

The battery is not fully
charged.

First, use the power cable (E) and plug your UPS into
AC power and allow it to charge for 8 hours before
providing direct backup power to connected devices. For
more information, see "Charging Your UPS the First
Time," on page 12.

The battery needs to be
replaced.

If you are still experiencing problems after your UPS has
been charged a full 8 hours, you are probably in need of
a UPS Replacement Battery (Model Number: UPS-
SCRBP). For information about replacement batteries,
contact support at av.support@legrand.com or (866)
977-3901.

The UPS does not turn The Power button is
on. designed to prevent
damage from rapidly
turning the unit on and
off.

Press and hold the power button to turn off the UPS,
wait 10 seconds, and then turn the unit back on.
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Troubleshooting

Problem

Possible Cause

Solution

The power cable is not
connected to an
appropriately rated
branch circuit.

The UPS must be connected to a 110/120V, 50/60Hz
outlet.

The battery needs to be
replaced.
Your UPS has a
mechanical problem.

For information about replacement batteries and/or
mechanical issues, contact support at
av.support@legrand.com or (866) 977-3901.

The frequency is outside
of the operating range of
50/60+3Hz.

Press and hold the power button to turn off the UPS and
verify the frequency range is within 50/60+3Hz.
Alternatively, you can turn the UPS on in battery mode.

is inactive (all icons are
gray).

Legrand Power Master+

The USB cable is
disconnected from unit or
computer.

Connect the USB cable (C) to the UPS and into an
open USB port on your computer.

1. Only use the USB cable that

came with your UPS.
|_=,'? NOTE %

communicate and control the
UPS at one time.

The USB cable is
connected to a bad USB
port on your computer.

The UPS is not providing
battery power.

Only one port (Network or
USB) can be used to

Try plugging the cable into a different USB port on your

computer, if possible.

Shutdown your computer.

Reset your UPS by pressing and holding the power
button to turn it off, waiting 10 seconds, and then
pressing the power button to turn it back on.

Now, turn on your computer.
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Specifications

NOTE  Specifications are subject to change without notice.

General
UPS Topology Standby
Energy Saving GreenPower UPS™ High Efficiency
Input
Voltage 120VAC
Voltage Range 96VAC - 140VAC
Frequency 50Hz/60Hz + 3 Hz
Plug Type C14 inlet to NEMA 5-15P
Plug Style Straight
Cord Length 1' (30.48 cm)
Output
Voltage 120VAC
VA 600VA
Watts 360W

Transfer Point to Battery (Default)

96VAC (+3 VAC); 140VAC (+3 VAC)

Plug Style

Straight

Transfer Point to Line (Default)

100VAC (+3 VAC); 136VAC (3 VAC)

On Battery Voltage

120VAC (+ 5%)

On Battery Frequency

50Hz/60Hz +1% (Auto-Sensing)

On Battery Waveform

PWM Sine Wave
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Outlet Type NEMA 5-15R

Total Number of Outlets 6

Outlets on Battery Backup 5

Transfer Time 4 ms Typical; 10 ms Max.

Runtime at 300W 12.5 Min.

Runtime at 150W 3.5 Min.

Battery Voltage 12V

Transfer Point to Battery (Default) 6AH

User Replaceable Battery Front Accessible

Recharge Time 9 Hours

Battery Type Sealed Lead Acid
Replacement Battery Model No. UPS-SCRBP (Qty.1)

Surge Suppression 1030 Joules
EMI/RFI Filtering Yes
Overload Protection Circuit Breaker

LED Indicators Power, On Battery, Overload, Replace Battery, Alert, Fault
USB Port | x HID Compliant
Physical Buttons Power On, Off, and Mute Alarms
USB Power Management Cable 48" (1.22M) USB-B to USB-A Cable
25
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Device Management

Audible Alarms On Battery, Low Battery, Overload, Fault, and Replace Battery

Remote Monitoring via Network Card Option

Legrand AV UPS Network Card Option Model No. UPS-CIPCARD
Battery Level Yes
Load Level Yes
Runtime Yes
Input Voltage Yes
Output Voltage Yes
Event Log Yes
Reboot Power Yes
On/Off/Cycle Control: Outlets 1&2 (As Bank) & Outlet 3 (Alone) Yes
Scheduling: Outlets 1&2 (As Bank) & Outlet 3 (Alone) Yes
Set Load Shedding Yes
Diagnostic (Performing Battery Test) Yes
Battery Change Reminder Yes
Turn Audible Alarm ON/OFF Yes
Physical
Color White
Dimensions (W x H x D) 6.69" (170 mm) x 9.72" (247 mm) x 3.34" (85 mm)
Weight 9.18 Ibs. (4.17 kg)
Venting Yes
Packaging Dimensions (W x H x D) 8.88” (226 mm) x 11.85” (301 mm) x 5.6” (142 mm)
Packaging Weight 9.79 Ibs. (4.44 kg)
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System Function Block Diagram

Mounting Hardware
(For Structured Wiring Enclosures)

Provided

Additional UPS Mounting Screw Kit hardware (Model Number:
KIT-SC600-1) may be purchased, if necessary.

For more information, contact support at
av.support@legrand.com or (866) 977-3901.

Operating Temperature

32 °F (0 °C) to 104 °F (40 °C)

Operating Relative Humidity

0% - 90% (Non-Condensing)

Operating Elevation

10,000' (3,000 m)

Storage Temperature

5 °F (-15°C) to 113 °F (45 °C)

Storage Relative Humidity

0% - 95% (Non-Condensing)

Storage Elevation

50,000' (15,000 m)

Thermal Dissipation

365.9 BTU

Standards UL1778

CSA C22.2 No. 107.3 and FCC DOC Class B

RoHS Compliant

UPS-SC600

Two Years Limited (2 Years Battery)

System Function Block Diagram

EMI Surge
Input =1 Fiter [ Supressor » Output
A
v |
Legend .
Normal Mode . Charger
Bater Vede ), AC/DC —p| Battery f — P Inverter
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Warranty

For warranty information, refer to legrandav.com/policies/warranty information.

Corporate Headquarters
P: (866) 977-3901 | F: (877) 894-6918 | legrandav.com | av.support@legrand.com

Middle Atlantic Canada
P: (888) 766-9770 | F: (888) 599-5009 | ca.middleatlantic.com | av.canada.customerservice@legrand.com

Middle Atlantic EMEA Technical Support
P: +31 495-726-003 | av.emea.middleatlantic.support@legrand.com

Factory Distribution
United States: New Jersey, California, and lllinois | Canada: Ontario | The Netherlands: Weert

At Legrand AV Inc. we are always listening. Your comments are welcome.
Legrand AV is an ISO 9001 and ISO 14001 Registered Company.

Warranty

28

©2022 | Legrand AV, Inc. All rights reserved.


https://www.legrandav.com/legal/term_and_conditions

	Important Safety Instructions
	Instructions Importantes Sur La Sécurité
	Regulatory Compliance
	Conformité Réglementaire
	Industry Canada (IC)
	Industrie Canada (IC)
	Waste Electrical and Electronic Equipment (WEEE) Directive
	Directive sur les déchets d'équipements électriques et électroniques (WEEE)
	Supplied Components and Hardware
	Required Tools
	Introduction
	Charging Your UPS the First Time
	Determining Your Equipment Power Requirements
	Understanding UPS Installation Requirements
	Mounting Your UPS Inside Compatible Structured Wiring Enclosures
	Understanding Compatible Enclosure Models
	Using Your UPS Outside of an Enclosure
	Basic Operation and Feature Set
	LED Indicators
	Replacing the Battery
	Replacing the Power Cord (if Necessary)
	Troubleshooting
	Specifications
	System Function Block Diagram
	Warranty

