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LUCERE MIRROR

Lucere Mirror

Texture: 

Lustre: 

Transparency: 

DESCRIPTION / FEATURES Sophistication and timelessness of mirror with the ease and cost

effectiveness of acrylic 

FEATURES 

* Cost effective 

* Utilise in plain, Engrave, cladding and screens 

* Fabricate with standard wood-working tools

BRAND SPEC In accordance with AS/NZS 3837

Classification - Group 1. Due to the high Specific Extinction result,

SPRINKLERS MUST BE USED when using this product as a wall or

ceiling lining

Specific Extinction - Greater than 250m²/kg

HOW TO SPECIFY 1. Colour 

2. Size - Mirror only: available in Sheet Size 2440mm x 1220mm x

3mm 

Mirror on Ply: 3 sizes and single or double sided

COMPOSITION Mirror resin. When using Lucere Mirror as a plain sheet, there will be

an inherent and unavoidable oil-canning apparent in the surface.

WEIGHT Plain Mirror - 3kg/m²

SHEET SIZE Plain Mirror - 2440mm x 1220mm Mirror on Ply - 2400mm x
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1200mm,

FINISHES AVAILABLE Mirror

INDOOR/OUTDOOR Indoor use only

WET AREAS No

CUSTOMISABLE No

THERMOFORMABLE No

LEAD TIME Lucere Mirror is held in stock in Sydney. 

From receipt of full payment: 

Sydney, Melbourne, Brisbane - 3 working days,

Adelaide - 4 working days,

Perth - 5 working days.

Plus 1 week for Mirror on Ply

FABRICATION Standard wood-working tools. See Baresque Mirror Acrylic Handling,

Fabrication and Installation Guide for more details.

SUGGESTED INSTALLATION Due to Lucere Mirror's flexibility, if not installed perfectly flat, there is

a chance that it will have an ‘oil-canning' effect. To minimise this

effect, the mirror should be applied to a smooth surface using a

non-solvent based contact adhesive (such as Bostik 1830) with even

pressure across the whole sheet. Any pressure points that occur will

be highlighted in the mirror's reflection. An expansion gap of 1mm

per 1 meter of product should be allowed for when setting out your

sheets. DO NOT USE SOLVENT BASED CONTACT ADHESIVES. 

See Baresque Mirror Acrylic Handling, Fabrication and Installation

Guide for more details.

REFINISHABLE No

CARE INSTRUCTIONS In most instances warm water, mild detergent and a soft sponge,

cloth or chamois will be enough to clean Mirror Acrylic.

For scratches, use an orbital sander (wet and dry sand paper from
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600 grit up to 2000 grit depending on scratch depth), followed by

buffing with 3M Perfect It cut and polishing rubbing compound.

Follow instructions on Perfect It label.

Always test in an inconspicuous area first. If care instructions don't

deliver the expected results, cease cleaning method immediately

and contact Baresque for assistance.


