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LITHIUM BATTERIES TEST SUMMARY 
IN ACCORDANCE WITH SUB-SECTION 38.3 OF UN MANUAL OF TESTS AND CRITERIA 

 

1 Product Manufacturer 

HUSQVARNA AB 
Drottninggatan 2 
SE-561 82 Huskvarna 
SWEDEN 

2 Model (Containing Lithium metal 

cell*)  
Combustion powered walk behind lawn mower product according 
to table on section Products and Battery Models 

* Battery model 
For information regarding Ah Rating, Voltage, Weight, Model 
number and Ah rating consult the table attached to the document 
in the section Battery Test Information 

 

These models contain a Lithium metal battery which has been successfully tested and comply with the 

UN Model Regulations, Manual of Test and Criteria, Part III, subsection 38.3 

 

PERFORMED TESTS RESULTS 

38.3.4.1 T1 Altitude Simulation Passed 

38.3.4.2 T2 Thermal Test Passed 

38.3.4.3 T3 Vibration Passed 

38.3.4.4 T4 Shock Passed 

38.3.4.5 T5 
External Short 

Circuit 
Passed 

38.3.4.7 T7 Overcharge Passed 

 (Note that tests T6 and T8 are not applicable to batteries.) 
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The UN 38.3 tests were performed by one of the following test houses and were tested to  

UN Manual Test and Criteria Revision 3 Amendment 1 or subsequent revisions or amendments. 

 

STL Technology Co., Ltd. 

No.1, West 15th Street, 

Kaohsiung Export Processing Zone, 

Kaohsiung City, CN 806 81 

Email: teresahsieh@stl-tech.com 

Phone : +886-7-8411501-6668 

http://g.stl-tech.com/ 

China Electronics Standardization Institute (CESI) 

Laboratory 

No. 8 TongJiNanLu, Yizhuang Economic & 

Technological 

Development Area, Beijing, China 

E: liuchao@cesi.cn 

T: 010-64102186 

U: www.cesi.cn 

Shanghai Institute of Chemical Industry Testing Co. 

Ltd. 

200062 No.345 East Yunling Road, Putuo,  

Shanghai, China 200062 

Email: battery@ghs.cn 

Phone :86-21-31765555 

www.ghs.cn 

Inventus Power, Inc. – Technical Center Safety 

Laboratory 

5th Floor Western, Changhua Building No.921 

Xingye Road, Nancun Town, Panyu, Guangzhou 

City, Guangdong 511442, P.R.China 

E: btyle@inventuspower.com 

T: 86-20-6195-6222 

U: www.inventuspower.com 

 
 

Product Test Information 

 
The batteries indicated below are subjected to the UN3480 and UN3481 labelling specifications. 

Battery 

model 

number 

Physical 

Description 

Battery 

weight 

(kg) 

Wh 

rating 
Test report 

number 

Test 

report 

date 

Voltage 
(V) 

Capacity 
(Ah) 

IS12B-
593560 

Portable 

Battery Pack 
0.29 kg 15.7 Wh SIP-1403001 2014-03-03 10.8V 2.0 Ah 

IS12B-
597189 

Rechargeable 

Li-Ion battery 
0.30 kg 21.6 Wh S18-B0598-1 2018-06-22 10.8V 2.0 Ah 

T329 
Rechargeable 

Li-Ion battery 
0.29 kg 21.6 Wh 1121030780 2021-05-07 10.8V 2.0 Ah 
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Products and Battery Models 
Brands, products and battery models that are compatible. The product should contain only one 

compatible battery model in its package. 

 

Manufacturer Product Name Battery Model Number 

Husqvarna Comet SE IS12B-593560, IS12B-597189 

Husqvarna Excellent SE IS12B-593560, IS12B-597189 

Husqvarna LB 348SI IS12B-593560, IS12B-597189 

Husqvarna LB 246PI IS12B-593560, IS12B-597189 

Husqvarna LC 347VI IS12B-593560, IS12B-597189 

Husqvarna LC 353VI IS12B-593560, IS12B-597189 

Husqvarna LC 348VI IS12B-593560, IS12B-597189 

Husqvarna LC 353VI Classic IS12B-593560, IS12B-597189 

Husqvarna LC 348VI Classic IS12B-593560, IS12B-597189 

Husqvarna LB 246E T329 

Husqvarna LC 347VE T329 

Husqvarna LC 353VE T329 

Husqvarna LB 244E T329 
 


