
Voltages: Heatless: 220 - 240V/1ph/50Hz      110 - 115V/1ph/60Hz
Other voltages and frequencies are available on request

Max. Nominal Flow Rates

Inlet 4 bar g 5 bar g 6 bar g 7 bar g 8 bar g 9 bar g 10 bar g

Model Temp. cfm m3/min cfm m3/min cfm m3/min cfm m3/min cfm m3/min cfm m3/min cfm m3/min

DSD1

DSD2

DSD4

DSD7

DSD9

DSD12

DSD15

DSD18

DSD25

DSD30

DSD37

DSD50

up to 35˚C 1.9 0.05 2.3 0.06 2.6 0.07 3.0 0.08 3.4 0.10 3.8 0.11 4.1 0.12

up to 45˚C 1.7 0.05 2.0 0.06 2.3 0.07 2.6 0.07 3.0 0.08 3.3 0.09 3.6 0.10

up to 35˚C 3.8 0.11 4.5 0.13 5.3 0.15 6.0 0.17 6.8 0.19 7.5 0.21 8.3 0.23

up to 45˚C 3.3 0.09 4.0 0.11 4.6 0.13 5.3 0.15 5.9 0.17 6.6 0.19 7.3 0.21

up to 35˚C 8.1 0.23 9.8 0.28 11.4 0.32 13.0 0.37 14.6 0.41 16.3 0.46 17.9 0.51

up to 45˚C 7.2 0.20 8.6 0.24 10.0 0.28 11.4 0.32 12.9 0.36 14.3 0.40 15.7 0.45

up to 35˚C 15 0.42 18 0.51 21 0.6 24 0.68 27 0.76 30 0.8 33 0.93

up to 45˚C 13 0.37 16 0.45 18 0.5 21 0.60 24 0.67 26 0.7 29 0.82

up to 35˚C 20 0.57 24 0.68 28 0.8 32 0.91 36 1.02 40 1.1 44 1.25

up to 45˚C 18 0.50 21 0.60 25 0.7 28 0.80 32 0.90 35 1.0 39 1.10

up to 35˚C 26 0.74 32 0.89 37 1.0 42 1.19 47 1.34 53 1.5 58 1.63

up to 45˚C 23 0.65 28 0.78 32 0.9 37 1.05 42 1.18 46 1.3 51 1.44

up to 35˚C 33 0.94 40 1.12 46 1.3 53 1.50 60 1.69 66 1.9 73 2.06

up to 45˚C 29 0.82 35 0.99 41 1.2 47 1.32 52 1.48 58 1.6 64 1.81

up to 35˚C 41 1.15 49 1.38 57 1.6 65 1.84 73 2.07 81 2.3 89 2.53

up to 45˚C 36 1.01 43 1.21 50 1.4 57 1.62 64 1.82 72 2.0 79 2.23

up to 35˚C 55 1.56 66 1.87 77 2.2 88 2.49 99 2.80 110 3.1 121 3.42

up to 45˚C 48 1.37 58 1.64 68 1.9 77 2.19 87 2.47 97 2.7 106 3.01

up to 35˚C 66 1.87 80 2.25 93 2.6 106 3.00 119 3.37 133 3.7 146 4.12

up to 45˚C 58 1.65 70 1.98 82 2.3 93 2.64 105 2.97 117 3.3 128 3.63

up to 35˚C 81 2.30 98 2.76 114 3.2 130 3.68 146 4.14 163 4.6 179 5.06

up to 45˚C 72 2.02 86 2.43 100 2.8 114 3.24 129 3.64 143 4.0 157 4.45

up to 35˚C 110 3.11 132 3.74 154 4.4 176 4.98 198 5.60 220 6.2 242 6.85

up to 45˚C 97 2.74 116 3.29 136 3.8 155 4.38 174 4.93 194 5.5 213 6.03

Dimensions in mm

Pipe Filter Wt

Con. Con. Kg
A B C D E F G

370 189 159 305 92 65 168 G1⁄4 G1⁄4 5

465 279 159 305 92 65 168 G1⁄4 G1⁄4 7

705 519 159 305 92 65 168 G1⁄4 G1⁄4 9

690 372 250 426 150 106 298 G1⁄2 G1⁄2 25

856 538 250 426 150 106 298 G1⁄2 G1⁄2 30

1021 703 250 426 150 106 298 G1⁄2 G1⁄2 36

1186 868 250 426 150 106 298 G1⁄2 G1⁄2 41

1515 1083 266 500 200 106 401 G3⁄4 G3⁄4 52

1763 1331 266 500 200 106 401 G3⁄4 G3⁄4 60

1400 918 526 760 200 106 451 G3⁄4 G1 90

1566 1084 526 760 200 106 451 G3⁄4 G1 100

1814 1332 526 760 200 106 451 G3⁄4 G11⁄4 120

All dryers conform to ISO 8573.1 Air Quality Class (Dirt/Water/Oil) 1.1.1 and 1.2.1

Desiccant Air Dryer Performance Data

DSD30 TO DSD50:DSD1 TO DSD25:
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IMPORTANT NOTE: Size the dryer
against the minimum dryer inlet
pressure or, if not known, 1 bar
below the compressor minimum

working pressure.

DSD Heatless Dryers

Flow Range: 1.7 cfm (0.05 m3/min) to 242 cfm (6.85 m3/min) 

Pressure Dewpoint: -40˚C (-40˚F) Nominal
-70˚C (-100˚F) Optional

(If -70˚C pdp option required, contact CompAir)

Minimum Working Pressure: 4 bar g (58 psi g)

Maximum Working Pressure: 10.5 bar g (152 psi g)

Pipe Connections: G1⁄4 to G3⁄4

Minimum Inlet Temperature: 5˚C (41˚F)

Maximum Inlet Temperature: 50˚C (122˚F)

Note: DSD dryers are supplied electrically operated as standard.
Fully pneumatic versions are available on request

Inlet Outlet Fixing Kit
Model(s) Filter Filter (1 per filter)

DSD 1- 4 CF0005C CF0005E CFA10

DSD 7 - 15 CF0018C CF0018E CFA10

DSD 18 - 25 CF0036C CF0036E CFA11

DSD 30 - 37 CF0037C CF0037E CFA11

DSD 50 CF0072C CF0072E CFA11


