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240V DIY
EASY INSTALLATION

DETAILS LIGHT EXHAUST
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NO.

COLOUR CUT-OUT
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m³/MIN m³/HR L/SEC

20750/05 WHITE Ø240 SMD LED 12 850 1000 850 25 124 ≤45 ≤4.5 ≤270 ≤75

20751/05 WHITE Ø295 SMD LED 12 850 1000 850 40 144 ≤45 ≤6.7 ≤400 ≤111

Round design exhaust fan with a CCT Switchable between Warm 
White (3000K), Cool White (4200K) & Daylight (6000K). Toggle 
wall swtich to change colur temperatures.

FEATURES
LIGHT: 12W Colour Temperature Switchable downlight.
 Toggle wall switch to change
EXHAUST: High quality ball bearing motor exhaust fan.
Easy installation clamps to secure fan into place.
150mm outlet duct.
IPX4 water-resistant rating.
0.9m cable with flex & plug
Seperate fan and light control.
Removable facia for easy cleaning.
Side exhaust duct to prevent objects falling through.
Exhaust damper to prevent drafts.
Requires a switched surface socket for DIY installation.
3 Year Replacement Warranty.

IPX4
RATED

BOREAL-II
EXHAUST FAN WITH CCT LED LIGHT

  WARM WHITE COOL WHITE DAYLIGHT
3000K 4200K 6000K

Toggle wall switch to 
adjust LED light colour 
temperature to either 

Warm White, Cool White 
or Daylight

3000K
4200K
6000K


