
BOREAL-II ROUND  
EXHAUST FAN WITH LIGHT

WARRANTY
1YR

The Boreal-II is a classic round exhaust fan and light, 
featuring a bright centre light that can be changed from 
warm, cool or daylight. The fan has a long life, energy 
efficient 25W or 45W ball bearing motor for optimal 
steam and odour extraction.

• High performance long life motor

• Efficient extraction to remove moisture and steam

• 1000 lumens (@4200K) LED with a 100 degree beam angle as
the centre light source.

• Light can be changed to warm white, cool white or daylight by
toggling the wall switch

• Compact, low profile design

• Removable cover for easy cleaning

• 150mm side exhaust duct to prevent ceiling objects falling
through and side damper.

• Includes 900mm cord and 2- pin plug
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45W
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APPLICATIONS

• For bathrooms, laundry, kitchen to other spaces
that require ventilation to the outside.

• Suits most sized rooms.

240V/
50Hz ø240 ø295

20750 20751

COLOUR
TEMP

12W
1000lm

4200K



MODEL COLOUR DESCRIPTION BOX SIZE GROSS WEIGHT BOX QTY BARCODE/TUN

RETAIL
BOX

20750/05 White
Boreal-II Round 
Exhaust Fan with 
LED Light

W305 x H330 
x D220 mm

2.48 kg 1 pc

OUTER
BOX

20750/05 White
Boreal-II Round 
Exhaust Fan with 
LED Light

9.92 kg 4 pc

RETAIL
BOX

20751/05 White
Boreal-II Round 
Exhaust Fan with 
LED Light

W220 x H375 
x D360 mm

3.2 kg 1 pc

OUTER
BOX

20751/05 White
Boreal-II Round 
Exhaust Fan with 
LED Light

12.8 kg 4 pc

INSTALLATION

Recommended to be installed by a licenced 
Electrician. Requires a switched surface socket 
for DIY installation.
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BOREAL-II ROUND  
EXHAUST FAN WITH LIGHT

TECHNICAL SPECIFICATIONS

Operating Voltage: 240V / 50Hz

Class: Class I (1)

Motor Wattage: 20750: 25W
20751: 45W

Motor Type: Longlife Ball Bearing

Fan Size: 20750: ø122mm
20751: ø144mm

Air Extraction: 20750: up to 270m³/hr (75l/sec)
20751: up to 400m³/hr (111l/sec)

Light Wattage: 12W

Light Adjustable: Change Colour temperature from 3000K, 4200K or 6000K

Light Lumens: 1000lm (3000K), 1100lm (4200K), 1200lm (6000K)

Cutout: 20750: ø240mm
20751: ø295mm

Outlet Diameter: 150mm

Ingress protection: IPx4

Plug and Cord: 3-pin SAA approved, 0.9m length.

Recommended ,minimum 
installation depth to roof:

250mm

Warranty 1 year replacement

Standards: AS/NZS 60335.2.80
AS/NZS 60335.1

19312641207518

9 312641 207511

19312641207501

9 312641 207504

270mm / 325mm


