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SOUND ABSORPTION CLASS
(SOUND ABSORPTION COEFFICIENT)

Basis of the commissioning | commissioned by POLMARCO company
of the tests:

Purpose of the tests: Classification of sound absorption of a panel (SOFT) made of MDF and
mineral wool
LT_‘est__metHbd: | PN-ISO 11654.1999 — Acoustics - Sound absorbing products for buildings -

Sound absorption coefficient
Based on the sound absorption values measured in 1/3 octave bands - the single figure sound absorption
_coefficient Ol
[ Subject of the tests: | A 16 mm thick MDF openwork partition filled with Rockslab Acoustic
MW-EN ... -AW 0.90-MU1 mineral wool 50 thickness, upholstered with
upholstery material.

dimensions: 1580 x 800 x 50 mm
MDF — density 650 kg/m?
3

Rockslab Acoustic mineral wool 50 — density 50 kg/m”

Sound absorption coefficient @, for a mineral wool filled MDF panel partition
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______ frequency range according to standard measured characterstics ¥
PN-EN ISO 11654:1999 ‘ sound absorption class: A ow =1,0

(s — reverberation sound absorption coefficient; the criterion for class A: dw: 1.00 —0,95-0.90

(Op — practical sound absorption coefficient in octave bands.

I Authorisation: | Tomasz A. Prabucki | test date: | 29 October 2021

CK$ SANTE sp. z o.0.

i —— -
mgr inz. Tomasz A. Prabucki
kierownik laboratorium




