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This report shall not be reproduced, except in full, without written permission from UL. Results 

contained within this report only apply to the actual product tested under the testing conditions 

documented in this report.
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AT-1297.03 

Requester: National Public Seating Corp. 

149 Entin Road 

Clifton, NJ 07014 

Contact Name: Sherri Miller 

Dates Tested: 05/09/25 – 06/23/25 

Date Submitted: 07/11/25 

Technician: Ron Day, Gage Evans 

UL Order / Project Number: 15684554 / 4791665322 

 

Scope: To evaluate the Industrial Task Stools, supplied by National Public Seating Corp., by 

subjecting them to the following tests: 
 

Requested Tests: 

 

Test Name Requirement 

 

Backrest Strength - Static - Type I & II ANSI/BIFMA X5.1-2017(R2022), Section 5 

Drop Test - Dynamic ANSI/BIFMA X5.1-2017(R2022), Section 7 

Swivel Test - Cyclic ANSI/BIFMA X5.1-2017(R2022), Section 8 

Seating Durability Tests – Cyclic ANSI/BIFMA X5.1-2017(R2022), Section 10 

Stability Tests  ANSI/BIFMA X5.1-2017(R2022), Section 11 

Caster/Chair Base Durability Test - Cyclic ANSI/BIFMA X5.1-2017(R2022), Section 16 

Footrest Static Load Test - Vertical ANSI/BIFMA X5.1-2017(R2022), Section 18 

 

Product Description: 

 

Specimen  Description Received Condition 

 

Supplier 

8441730 Task Chair – 6716HB 05/07/25 New National Public Seating Corp. 

8441732 Task Chair – 6716HB 05/07/25 New National Public Seating Corp. 

8441734 Task Chair – 6716HB 05/07/25 New National Public Seating Corp. 

8441735 Task Chair – 6722HB 05/07/25 New National Public Seating Corp. 

8441736 Task Chair – 6722HB 05/07/25 New National Public Seating Corp. 

8441738 Task Chair – 6722HB 05/07/25 New National Public Seating Corp. 
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Summary: 

 

Test Name Specimen(s) Results 

 

Backrest Strength - Static - Type I & II 8441734 Met Requirement 

Drop Test - Dynamic 8441734 Met Requirement 

Swivel Test - Cyclic 8441732 Met Requirement 

Seating Durability Tests – Cyclic 8441734 Met Requirement 

Stability Tests  8441732, 8441738 Met Requirement 

Caster/Chair Base Durability Test - Cyclic 8441732 Met Requirement 

Footrest Static Load Test - Vertical 8441736 Met Requirement 
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Test Results: 

 

Backrest Strength Test - Static - Type I and II: 

 

Testing was performed per ANSI/BIFMA X5.1-2017(R2022), Section 5. 

 

Notes:  

 

• Functional load: 150 lbs. for 1 minute. 

• Proof load: 225 lbs. for 1 minute. 

• See photo for setup. 

 

 
 

Specimen Load (lbs.) Time (sec.) Observations 

 

8441734 150 60 No loss of serviceability. 

 225 60 No sudden and major change in structural integrity. 

 

Requirement:   

 

Functional Load: There shall be no loss of serviceability to the chair. 

 

Proof Load: There shall be no sudden and major change in the structural integrity of the chair. 

Loss of serviceability is acceptable. 
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Drop Test – Dynamic: 

 

Testing was performed per ANSI/BIFMA X5.1-2017(R2022), Section 7. 

 

Notes: 

 

• Functional load: 225 lbs. 

• Proof load: 300 lbs. 

• See photo for setup. 

 

 
 

 

Specimen 

Chair 

Height 

 

 

Load (lbs.) 

 

Observations 

 

8441734 Max 225 No loss of serviceability. 

 Min 225 No loss of serviceability. 

 Max 300 No sudden and major change in structural integrity. 

 Min 300 No sudden and major change in structural integrity. 

 

Requirement:   

 

Functional Load: There shall be no loss of serviceability. 

 

Proof Load: There shall be no sudden and major change in the structural integrity of the chair. 

Loss of serviceability is acceptable. 
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Swivel Test – Cyclic: 

 

Testing was performed per ANSI/BIFMA X5.1-2017(R2022), Section 8. 

 

Notes: 

  

• Seat load: 270 lbs. 

• Test rate: 20 CPM. 

• See photo for setup. 

 

 
 

Specimen Chair Height Cycles Observations 

 

8441732 Max 0 Test begun. 

  60,000 No loss of serviceability. 

 Min 60,000 Test resumed. 

  120,000 No loss of serviceability. 

 

Requirement: There shall be no loss of serviceability. 
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Seating Durability Tests – Cyclic: 

 

Testing was performed per ANSI/BIFMA X5.1-2017(R2022), Section 10. 

 

Notes: 

 

• Impact test rate: 17 CPM. 

• Load Ease test rate: 20 CPM. 

• See photos for Drop Impact setup and Load Ease setups. 

 

  
 

Specimen Segment Cycles Observations 

 

8441734 Impact 0 Test begun. 

  100,000 No loss of serviceability. 

 Load Ease 0 Test begun. 

  20,000 No loss of serviceability. 

 

Requirement: There shall be no loss of serviceability to the chair after completion of both the 

impact and load-ease tests. If applicable, the chair base (center structure) shall 

not touch the test platform as a result of the impact loads. 
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Stability Tests:  

 

Testing was performed per ANSI/BIFMA X5.1-2017(R2022), Section 11. 

 

Sample 8441732 Notes:  

 

• Rear calculation: N/A (does not lock) 

• See photos for setups. 
 

  
 

 

Rear Stability: 

 

Specimen Observations 

 

8441732 Type III – N/A 

 Type I & II – Unit did not tip over. 

 

Front Stability: 

 

Specimen Force to Tip 

 

8441732 Unit tipped at 27.9 lbs. Unit passed 4.5 lb. minimum. 
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Stability Tests (continued):  

 

Sample 8441738 Notes:  

 

• Rear calculation: N/A (does not lock) 

• See photos for setups. 
 

  
 

 

Rear Stability: 

 

Specimen Observations 

 

8441738 Type III – N/A 

 Type I & II – Unit did not tip over. 

 

Front Stability: 

 

Specimen Force to Tip 

 

8441738 Unit tipped at 18.1 lbs. Unit passed 4.5 lb. minimum. 

 

Requirement:  

 

Rear Stability: The chair shall not tip over. 

 

Front Stability: The chair shall not tip over as the result of the force application. 
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Caster/Chair Base Durability Test – Cyclic: 

 

Testing was performed per ANSI/BIFMA X5.1-2017(R2022), Section 16. 

 

Notes: 

  

• The chair base assembly was fitted with a load adapter which had a total weight of 270 lbs. 

+ the weight of the fully assembled chair. 

• The specimen was then cycled over three 0.125" thresholds for 2,000 cycles. 

• The thresholds were removed then the specimen was cycled for 98,000 cycles. 

• Test rate: 10 CPM. 

• See photo for setup. 

 

  
 

Specimen Test Cycles Observations 

 

8441732 Thresholds 0 Test begun. 

  2,000 No loss of serviceability. 

 Smooth Surface 2,000 Test resumed. 

  100,000 No loss of serviceability. Casters did not separate. 

 

Requirement: There shall be no loss of serviceability. No part of the caster shall separate from 

the chair as a result of the application of the 22 N (5 lbf.) force. 
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Footrest Static Load Test – Vertical: 

 

Testing was performed per ANSI/BIFMA X5.1-2017(R2022), Section 18. 

 

Notes: 

 

• See photo for setup. 

 

  
 

 

Specimen 

Force 

(lbs.) 

Time 

(sec.) 

 

Observations 

 

8441736 100 60 No loss of serviceability or sudden loss of footrest height. 

 100 + 100 60 No loss of serviceability or sudden loss of footrest height. 

 200 60 No loss of serviceability or sudden loss of footrest height. 

 300 60 No sudden and major change in structural integrity. 

 

Requirement:  

 

Functional Load: There shall be no loss of serviceability or sudden loss of footrest height. 

 

Proof Load: The load applied once shall cause no sudden and major change in the 

structural integrity of the unit. Loss of serviceability is acceptable. 

 


