
UNILIFT CC 

UUDISTUNUT CC 
VALINNAN 
HELPPOUTTA

Tyhjennyspumpun valinta on nyt entistäkin helpompaa, sillä 
uudistunut Grundfos UNILIFT CC -sarja tarjoaa nyt enemmän 
asennusvaihtoehtoja. 

AINUTLAATUISIA OMINAISUUKSIA

•	 Ainutlaatuinen	kapean	tilan	vippaohjain	mukana		
pakkauksessa.

•	 Vippaohjaimella	asennus	jopa	vain	35	cm	tilaan.
•	 Vippaohjain	on	varmatoiminen,	eikä	jumiudu	kiintoaineista.
•	 Painelähtö	päällä	ja	sivussa.
•	 Takaiskuventtiili	ja	letkuliitin	mukana	toimituksessa.
•	 Automaattinen	ilmausventtiili;	vähemmän	toimintahäiriötä	
käyttöönotossa	sekä	kuivien	jaksojen	jälkeen.

•	 Pohjasiivilä	irroittamalla	imu	jopa	3	mm	asti.	

KÄYTTÖKOHTEET

•	 	Sade-	ja	tulvaveden	tyhjennys.
•	 Uima-altaiden	tyhjennys.
•	 Harmaan	veden	pumppaus.
•	 	Ahtaisiin	tiloihin	(tilavaatimus	300x350mm).

UNILIFT CC – TEKNISET TIEDOT

•	 Nesteen	lämpötila:	0	°C	–	+40	°C	
•	 Max.	läpäisykyky:	∅10	mm
•	 mitat:	CC	5	ja	CC	7	305	mm	x	160	mm,		
CC	9	340	mm	x	160	mm
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GRUNDFOS PUMPS LTD
Grovebury Road 
Leighton Buzzard, Beds LU7 4TL
Tel: 01525 850000
www.grundfos.co.uk
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THE UNILIFT CC/KP RANGE IN MORE DETAIL

UNILIFT CC – KEY FEATURES

• Pumps down to a level of 3 mm above floor
• Prevention of backflow
• Thermal overload protection
• Compact and easy to transport
• Self-venting valve
• Auto-restart
• Connectivity to different outlets via adaptor

UNILIFT KP – KEY FEATURES

• Prevention of backflow*
• Thermal overload protection
• Auto-restart
• Compact and easy to transport
• Can be supplied with or without a level switch
• Clip-on strainer for easy maintenance 
• Optional non return valve to prevent backflow 

UNILIFT CC – TECHNICAL DATA

• Max. flow rate, Q: 14 m3/h
• Max. head, H: 9 m
• Liquid temp.: 0 °C to +40 °C
• Max. particle size: ∅10 mm
• Material: Composite
• Low suction to 3 mm

UNILIFT KP – TECHNICAL DATA

• Max. flow rate, Q: 14 m3/h
• Max. head, H: 9 m
• Liquid temp.: 0 °C to +50 °C
• Max. particle size: ∅10 mm
• Material: Stainless steel

UNILIFT CC – PERFORMANCE CURVE UNILIFT KP – PERFORMANCE CURVE

UNILIFT CC – RANGE

Pump type Weight
[kg]

H1 B1 B2

UNILIFT CC 5 305 160 26.5 4.35

UNILIFT CC 7 305 160 26.5 4.6

UNILIFT CC 9 340 160 26.5 6.5

Pump type Weight
[kg]

H1 B1 B2

UNILIFT KP 150 220 140 30 7.3

UNILIFT KP 250 220 140 30 7.0

UNILIFT KP 350 230 140 30 8.1

UNILIFT KP – RANGE
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*Prevention of backflow requires KP fitted with non-return valve
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UNILIFT CC – TUOTTOKÄYRÄT

UNILIFT CC -SARJA

Pumpun tyyppi Grundfos 
numero

Lvi-numero Paino
[kg]

UNILIFT CC 5-A1 98624419 4822526 4.35

UNILIFT CC 7-A1 98624463 4822528 4.6

UNILIFT CC 9- A1 98624465 4822530 6.5


