Multirange aluminium rivets

Maximum reliability.
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Multirange aluminium rivets

Fastener Systems

Application

+ Sheeting & Cladding

+ Facade and rainscreen
+ General construction

Key Features

+ Allows one rivet to fasten various thicknesses

+ High grade aluminium

+ Available in a wide range of RAL and BS colours
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Multirange aluminium rivets
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R-AC-3.2x8 1.0-5.0
3.2 3.3 6.0
R-AC-3.2x11 9.5 1.78 2.5-7.0 680 980
R-AC-4.0x10 9.5 2.18 1.5-6.5 1150 | 1600
4.0 4.1 8.0
R-AC-4.0x16 17 2.18 8.5-13.0 1150 | 1600
R-AC-4.8x10 10 2.8 1.5-6.0 1500 | 2350
R-AC-4.8x15 15 2.8 4.5-11.0 1500 | 2350
R-AC-4.8x17 4.8 4.9 9.5 17 2.8 7.0-14.0 1500 | 2350
R-AC-4.8x25 25 2.8 12.5-20.0 | 1500 | 2350
R-AC-4.8x35 35 2.65 27.0-30.0 | 1850 | 2600

Large flange aluminium rivets
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17 2.8
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25 2.8

12.5-21.0
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5500

Lacquered aluminium rivets

R-AC-LAC-4.8x15
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Enquiries

0800 304 7616
International Q
+44 (0) 1732 882387

Certificate number 10905
1SO 9001, ISO 14001
Fax 1SO 45001

0845 450 7486

Email
info@fixfast.com
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