
Bonded washers for airsealing and weatherproofing

Application
+ Airsealing and weatherproofing for sheeting and cladding fasteners

Key Features
+ Wide variety of sizes available - to suit most applications
+  Available in A4/316 stainless steel

Low Shore bonded washers

Key Features
+ Softer EPDM rubber compound
+  Greater resistance to UV attack
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Maximum reliability. Minimum fuss.
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Dimensions - aluminium

Dimensions - A4 / 316 stainless steel low shore rubber

Code Inside diameter/to suit thread diameter (mm) Outside diameter (mm)

A10 x 4.8 4.8 10

A10 x 5.5 5.5 10

A15 x 4.8 4.8 15

A15 x 5.5 5.5 15

A15 x 6.3 6.3 15

A19 x 5.5 5.5 19

A19 x 6.3 6.3 19

A29 x 6.3 6.3 29
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Code Inside diameter/to suit thread diameter (mm) Outside diameter (mm)

SA415 x 5.5 5.5 15

SA415 x 6.3 6.3 15

SA419 x 5.5 5.5 19

SA419 x 6.3 6.3 19



www.fixfast.com©Fixfast  |  February 2020  |  Ref: DS-FS-BW-2.20/03

Merlin House
Seven Mile Lane
Borough Green
Sevenoaks
Kent
TN15 8QY

Enquiries
0800 304 7616

International
+44 (0) 1732 882387

Fax
0845 450 7486

Email
info@fixfast.com

3 of 3 Fastener Systems 
Bonded washers


