
06 SEALING PRODUCTS
SafeSealTM A-Grade strip

sealant

SafeSeal   strip sealant
A-Grade butyl strip sealant

Application

For airsealing and weatherproofing the following:
• Lap joints within sheeting and cladding systems
• Lap joints of metal decking beneath flat roof systems
• For joint sealing vapour control layers

Key Features

• High airsealing and weatherproofing performance
• Extremely flexible and strong
• High tack
• Standard colour - grey/black and white available to special 

order
• Application temperature +5oC to +40oC
• Service temperature range -40oC to +110oC
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√ = Recommended          = Compatible

Substrate

Tape Steel Aluminium GRP / PVC
Fibre 

cement
Glass

(uncoated)
Timber (painted

or stained)
Fire resisting Gutter joints

A-Grade
butyl

√ √    √ √ √ -

Code
Thickness x
width (mm)

Roll length 
(m)

Rolls per 
carton

A - 1 x 12 x 45 1 x 12 45 20

A - 1.5 x 9 x 30 1.5 x 9 30 24

A - 2 x 12 x 22.5 2 x 12 22.5 20

A - 3 x 9 x 15 + 12 3 x 9 15 12

A - 3 x 9 x 15 + 24 3 x 9 15 24

A - 3 x 19 x 15 3 x 19 15 14

A - 3 x 50 x 15 3 x 50 15 6

A - 6 x 50 x 5 6 x 50 5 6

A - 4 x 18 x 12 4 x 18 12 14

A - 5 x 6 x 9.6  + 15 5 x 6 9.6 15

A - 5 x 6 x 9.6 + 30 5 x 6 9.6 30

A - 4 dia x 12 4 diameter 12 30

A - 6 dia x 8 6 diameter 8 24

A - 8 dia x 6 8 diameter  6 20

A - 10 dia x 5 10 diameter 5 20
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