
06 SEALING PRODUCTS
Flashing band

Flashing band
FB

Applications

For repairs and weatherproofing of:
•	 Glazing bars, gutter joints, roof flashings 

and parapets
•	 Suitable for use with rigid uPVC, 

unsuitable for use with PVC single ply 
membrane

Key Features

•	 A self adhesive flashing band with 
bituminous/resin base

•	 Has a release paper

Datasheet
Document Reference: DS-SP-FB-7.17/01



 = Recommended         = Compatible

FB

Code
Roll width 

(mm)
Roll 

length (m)
Rolls per 
carton

Colour

FB-50 50 10 6

Dark Grey 
metallic

FB-100 100 10 3

FB-150 150 10 2

FB-225 225 10 2

FB-300 300 10 1

Code Description

FB - 1 LITRE PRIMER
Primer to ensure good adhesion to rough or porous 

surfaces

Characteristics Value Test

   Thickness 1.1 - 1.5mm EN 1849-1

   UV Resistance Resistant ASTM G 154-04

   Adhesion to primed concrete >250N ASTM D 1000

   Adhesion to steel >250N ASTM D 1000

   Tensile Strength Long > 200N/50mm | Trans > 200N/50mm EN 12311-1

   Elongation at break Long > 15% | Trans > 15% EN 123-1

   Impact resistance  1370mm EN 12691 Method A

   Application temperature  +5oC / +45oC -

   Service temperature -40oC / +80oC -

Certificate Number 10905
ISO 9001: 2008

ISO 14001: 2004
BS OHSAS 18001: 2007

©Fixfast July 2017. All rights reserved. Due to a policy of continual development, Fixfast reserves the right to change product 
specification and descriptions without prior notice.

Fixfast is a trading name of FIXFAST Ltd which is a company registered in England & Wales with number 09481218.
The registered office is Fixfast, Merlin House, Seven Mile Lane, Borough Green, Sevenoaks, Kent, United Kingdom TN15 8QY

Flashing band

Substrate

Steel Aluminium GRP / uPVC Fibre cement
Glass

(uncoated)
Timber

(painted or stained)
Fire resisting Gutter joints
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