
08 SPECIALIST TOOLS
Wind speed meter

Wind speed meter

Application

• For accurate measurement of air flow

Key Features

• Small, but robust design
• Waterproof and floats on water
• Long life lithium battery
• Large easy to read display
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Wind speed meter
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Specification 

Functions/measurement
Current (3 second average), MAX (maximum three 

second gust), and AVG (average speed since power on)

Units of measurement Knots, m/s, km/h, mph, ft/min, Beaufort

Accuracy ±3% of reading or ±0.1 m/s

Range 0.4 to 40m/s

Performance
Speed

(1 second
response)

Operational 
range

0.4m/s to 60m/s (0.8 to 135.0mph)

Specification 
range

0.4m/s to 40m/s (0.8 to 89.0mph)

On axis accuracy
Larger of ±3% of reading or least significant digit (some 

loss of accuracy from bearing wear may occur with 
sustained operation at or near maximum speed)

Off axis response -1% @ 5°, -2% @ 10°, -3% @ 15°

Calibration drift <1% after 100 hours operation at 7 m/s

Environmental

Sealing Electronic Enclosure IP67

Shock Drop tested

Temperature
Operating range: -10°C to + 55°C. Storage range: 

-30°C to + 60°C

EMC CE Marked

Battery Lithium coin cell CR2032 included, user replacable

Battery life 300hrs (typical)

Auto switch off 45mins after last key press

Guarantee 5 years
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