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•	 Variety of head styles to suit different applications
•	 BZP coated carbon steel fasteners

For fastening the following:
     • Trim and flashing details
     • Framework
     • Ductwork
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Code Head style
Drilling capacity into 

steel (mm)

GDS2-HEX-4.2 x 13 6mm hex head 0.7 to 2.0

GDS2-HEX-4.2 x 20 6mm hex head 0.7 to 2.0

GDS2-PAN-3.5 x 13 2PZD pan head 0.7 to 2.0

GDS2-PAN-3.5 x 20 2PZD pan head 0.7 to 2.0

GDS2-PAN-4.2 x 13 2PZD pan head 0.7 to 2.0

GDS2-PAN-4.2 x 25 2PZD pan head 0.7 to 2.0

GDS2-PAN-4.2 x 32 2PZD pan head 0.7 to 2.0

GDS3-PAN-4.8 x 25 2PZD pan head 1.2 to 3.0

GDS3-PAN-4.8 x 38 2PZD pan head 1.2 to 3.0

GDS2-CSK-4.2 x 25 2 PZD countersunk 0.7 to 2.0

GDS2-CSK-4.2 x 38 2 PZD countersunk 0.7 to 2.0

GDS3-CSK-4.8 x 25 2 PZD countersunk 1.2 to 3.0

GDS3-CSK-4.8 x 38 2 PZD countersunk 1.2 to 3.0
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