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Key Features

Datasheet
Document Reference:

•	 A4/314 grade stainless steel for ultimate corrosion resistance
•	 External drive for direct installation with capsules
•	 Suitable for all resin systems
•	 Includes free drive bit

•	 Fastening of materials to primary substrate in conjunction with resin
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Code
Thread 

diameter
(mm)

Length 
(mm)

Minimum 
anchorage
depth (mm)

Max fixing
thickness 

(mm)

Nut size 
(mm)

Drill diameter
(mm)

RGM8 x 110-A4 M8 110 80 13 13 10

RGM8 x 150-A4 M8 150 80 60 13 10

RGM10 x 130-A4 M10 130 90 20 17 12

RGM10 x 165-A4 M10 165 90 57 17 12

RGM10 x 190-A4 M10 190 90 82 17 12

RGM12 x 160-A4 M12 160 110 25 19 14

RGM12 x 220-A4 M12 220 110 90 19 14

RGM12 x 250-A4 M12 250 110 120 19 14

RGM16 x 165-A4 M16 165 125 13 24 18

RGM16 x 190-A4 M16 190 125 35 24 18

RGM16 x 250-A4 M16 250 125 98 24 18

RGM16 x 300-A4 M16 300 125 148 24 18

Fastener
Base material

Concrete Damp concrete Solid brick Hollow brick Aircrete

RGM - A4     

 = Recommended for use       

RGM16-A4


