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Fastener Systems

Bolt anchor stainless steel A4

Application
+ Fixing for use in non-cracked concrete

Key Features

+ Component tolerances are balanced out with the long thread. In addition, FBN Il is also suitable for stand-
off installations. This increases flexibility

+ Simple assembly due to few taps and minimal slippage
+ The drive-in pin protects the thread from damage. This saves time during installation and removal
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Specification

Non-cracked concrete

Min. effective Max. effective Min. member Installation torque Permissible Permissible Min. spacing Min. edge
ant;h;::ge anzl:::ge thickness Tinst tensile load shear load — dist-ance
hef,min [mm]  hef,max [mm] w0 (mm] [Nm] Nperma3) [kN] Vperm3) [kN] [mmi] cmi n2)
[mm]
FBN Il 6 A4 30 100 0 2,9 3,0 40 40
30 100 10,0 29 71 50 45
FENIIB A4 40 100 10,0 6,1 7,3 40 45
40 100 20,0 6,1 11,6 50 80
FENIToAY 50 100 200 85 116 70 55
50 100 35,0 8,5 15,7 70 100
FENIT2A4 65 120 35,0 12,6 15,7 70 70
65 120 80,0 12,6 29.0 90 120
FENIITO A 80 160 800 17,2 29,1 120 80
80 160 150,0 17,2 39,6 140 120
FENII20A4 105 200 150.0 25,9 49,1 120 120

FBN Il A4

Product Code Size thread dia x length (mm) | M2% f"":‘rgr::;"’k"ess m Head size (mm) Min drill depth (mm)
10 10 50

FBN-II-6/10 A4 M6 x 17 6

FBN-II-6/30 A4 M6 x 35 30 6 70
FBN-11-8/10 A4 M8 x 39 10 8 66
FBN-II-8/30 A4 M8 x 569 30 8 13 86
FBN-II-8/50 A4 M8 x 79 50 8 106
FBN-1I-10/10 A4 M10 x 46 10 10 78
FBN-II-10/20 A4 M10 x 56 20 10 88
FBN-II-10/30 A4 M10 x 66 30 10 98
FBN-11-10/50 A4 M10 x 86 50 10 118
FBN-II-10/100 A4 M10 x 136 100 10 17 168
FBN-II-12/10 A4 M12 x 59 10 12 95
FBN-II-12/20 A4 M12 x 69 20 12 106
FBN-II-12/30 A4 M12x79 30 12 115
FBN-II-12/50 A4 M12 x99 50 12 1356

FBN-II-12/100 A4 M12 x 149 100 12 185
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