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RyMar Cable Duct

RyMar Cable Duct

Application

• These provide an excellent weatherproof sleeve for cables or pipes which penetrate through a 
flat roof.

• The two elbows direct the cables and pipes either horizontally or vertically and shelter the exit 
point from rain or water ingress.

Key Features

• can be supplied with two types of bends - PVC or stainless steel available with bitumen or 
single ply membrane flange
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RMCD

Product Code
Base dia

(mm)
Duct dia

(mm)
Flange Mate-

rial
Pipe Material

Duct height 
(mm)

RM-CD 75 PB SBS 500 x 500 75 Bitumen PVC 350

RM-CD 75 SB SBS 500 x 500 75 Bitumen Stainless Steel 350

RM-CD 75 PB PVC LT GREY 330 x 330 75 PVC membrane PVC 350

RM-CD 75 PB PVC DK GREY 330 x 330 75 PVC membrane PVC 350

RM-CD 75 SB PVC LT GREY 330 x 330 75 PVC membrane Stainless Steel 350

RM-CD 75 SB PVC DK GREY 330 x 330 75 PVC membrane Stainless Steel 350

RM-CD 110 PB SBS 500 x 500 110 Bitumen PVC 380

RM-CD 110 SB SBS 500 x 500 110 Bitumen Stainless Steel 380

RM-CD 110 PB PVC LT GREY 330 x 330 110 PVC membrane PVC 380

RM-CD 110 SB PVC DK GREY 330 x 330 110 PVC membrane PVC 380

RM-CD 110 SB LT GREY 330 x 330 110 PVC membrane Stainless Steel 380

RM-CD 110 SB DK GREY 330 x 330 110 PVC membrane Stainless Steel 380


