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TOLERANCE COMPENSATION

SLIDING POINT

V_EN_3_202005

Facade System

SPIDI® is a registered trademark of Slavonia Baubedarf GmbH. Vienna. "Schematic Drawing" This document is NOT an installation
manual (assembly instruction), but merely serves to illustrate the product. This applies in particular to all graphic images. They are solely
of an exemplary nature and do not represent any grounds for liability, warranty or other claims. Our engineers MUST be consulted prior to
innstallation in order to ensure that the product is duly and properly installed. Product modifications within the scope of technical progress
reserved. Misprints and errors reserved. Our General Terms of Business apply. (c) Slavonia Baubedarf GmbH.

Tolerance compensation - fixed/sliding point
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Clad zone for bracket SPIDI max with premounted

thermostop 6mm and T/L profile with depth 60mm (*40mm)

Descritption Length L
(mm)

Clad zone
min (mm)

Clad zone
max (mm)

SPIDI max 65/80 65 81* 111

SPIDI max 110/80 110 121 156

SPIDI max 135/80 135 146 181
SPIDI max 160/80 160 171 206
SPIDI max 170/80 170 181 216
SPIDI max 185/80 185 196 231
SPIDI max 210/80 210 221 256

SPIDI max 240/80 240 251 286

SPIDI max 270/80 270 281 316

SPIDI max 300/80 300 311 346
SPIDI max 330/80 330 341 376

SPIDI max 360/80 360 371 406
SPIDI max 390/80 390 401 436
SPIDI max 420/80 420 431 466
SPIDI max 450/80 450 461 496
SPIDI max 480/80 480 491 526
SPIDI max 510/80 510 521 556
SPIDI max 540/80 540 551 586
SPIDI max 570/80 570 581 616
SPIDI max 600/80 600 611 646
SPIDI max 630/80 630 641 676
SPIDI max 660/80 660 671 706
SPIDI max 690/80 690 701 736
SPIDI max 720/80 720 731 766
SPIDI max 750/80 750 761 796
SPIDI max 780/80 780 791 826
SPIDI max 810/80 810 821 856
SPIDI max 840/80 840 851 886
SPIDI max 870/80 870 881 916
SPIDI max 900/80 900 911 946
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SPIDI max 85/80 85 96 131

SPIDI max 125/80 125 136 171

SPIDI max 225/80 225 236 271

SPIDI max 255/80 255 266 301

SPIDI max 285/80 285 296 331

SPIDI max 350/80 350 361 396

Brackets are normally stocked in aluminium, 
available for immediate delivery.

Other sizes in aluminium, A2 stainless and 
A4 stainless are available to order - normally 
2-4 weeks lead time.
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