DO Supply

1394C-AMO7

Allen Bradley Panelview — Servo Controllers

Technical Specifications:

Manufacturer

Brand

Part Number/Catalog No.
Product Line

Module Type

Output Rating

DC Input Voltage
Amperage

Series Enhancements

AC Input Voltage
Efficiency

Capacitance

Speed Regulation

Static Gain

Continuous Current (rms)
Peak Current (rms - 1 sec)
Continuous Power 380/460 Volts
Peak Power 380/460 Volts
Weight

Dimensions

Rockwell Automation

Allen-Bradley

1394C-AMO7

Servo Controller

Servo (Axis) Amplifier

5 Kilowatt

530-680

75A

Filtering (EMI) and Enhanced Terminations

360-480

98%

220 Microfarads

0-0.05% of base speed w/ 100% torque
disturbance

49rmsA/mV

7.5 Amperes

15.0 Amperes

4/5 Kilowatts

8/10 Kilowatts

11.02 Ibs (5 ko)

13.8x11.0x 1.97 in (350 x 280 x 50 mm)

DO Supply Inc. DOES NOT WARRANT THE COMPLETENESS, TIMELINESS OR ACCURACY OF ANY OF THE DATA CONTAINED on this PDF document.
ALL INFORMATION CONVEYED HEREBY IS PROVIDED TO USERS "AS IS." IN NO EVENT SHALL DO Supply Inc. BE LIABLE FOR ANY DAMAGES OF
ANY KIND INCLUDING DIRECT, INDIRECT, INCIDENTAL, CONSEQUENTIAL, LOSS PROFIT OR DAMAGE.


https://www.dosupply.com/automation/allen-bradley/servo-controllers/1394C-AM07

