M Barracuda Maintenance Kit Contents - 22k psi

BC 610 Overhaul Kit

BC 600 Service Kit

BC602

BC 008 (O-RING, 1-580D, 70A, BUNA-N) x1

BC 123 (O-RING, 3/80D, 90A HARD, BUNA-N) x1

BC 123 (O-RING, 3/80D, 90A HARD, BUNA-N) x1

BC 009 (Bearing, Ball, JEM) x1

BC410.15 (Syringe, 20CC) x1

BJ 072 (O-RING, 13/160D, 90AHARD, BUNA-N) x1

BC 031 (Back-up Ring) x1

BC 415 (Syringe Tube Assembly) x1

FT011-UH (CARBIDE SEAT, COATED, .210D - 22k psi/1500bar) x1

BC 040 (O-RING 7/160D 90A HARD, BUNA-N) x1

BJ 062-S (ANTISEIZE, COPPER 1.3, 2g POUCH) x1

FT012 (ASSY, HP SEAL WITH METAL FLANGE) x1

BC 120-C (Seal Holder, Carbide (Non-BC 505)) x1

BJ 072 (O-RING, 13/160D, 90A HARD, BUNA-N) x1

BC 122 (Inlet Seat) x1

FT011-UH (CARBIDE SEAT, COATED, .210D - 22k psi/1500bar) x1

BC 123 (O-RING, 3/80D, 90A HARD, BUNA-N) x1

FT012 (ASSY, HP SEAL WITH METAL FLANGE) x1

BC 222 (Washer) x1

GP 042 (ATF Lubricant, 32 0z.) x1

BC 230 (Bronze Sleeve) x1

PL514 (BC-K MANUAL INSERT 11 x 17) x1

BC 315 (Spring) x1

BJ 026 (Port Plug) x1

BJ 062-S (ANTISEIZE, COPPER 1.3, 2g POUCH) x1

BJ 072 (O-RING, 13/160D, 90AHARD, BUNA-N) x1

FT011-UH (CARBIDE SEAT, COATED, .210D - 22k psi/1500bar) x1

FT 012 (ASSY, HP SEAL WITH METAL FLANGE) x1

GP 042 (ATF Lubricant, 32 0z.) x1

MT 010 (Seal, Shaft Small) x1

PL514 (BC-K MANUAL INSERT11 x17)x1

RJ 007 (Bearing, Thrust) x1

SL 010 (SEAL, 30mmOD, NITRILE, DOUBLE LIP W/SPRING, RUBBER COVERED (for vition see SC168 007)) x1




E@ Barracuda Maintenance Kit Contents - 44k psi

BC 610-H9-C Overhaul Kit (BC-H9-C)

BC 602-H9-C Seal Kit (BC 5055)

BC 607-H9-C Seal Kit (BC 705)

BC 612 Tool Kit BC 705K Cartridge Kit

BC 008 (O-RING, 1-580D, 70A, BUNA-N) x1

BC 414 (MANDREL, 1in OAL, BRONZE, for CARTRIDGE ASSEMBLY) x1

BC 711 (CARBIDE SEAT, .2390D x .19 OAL) x1

MT 105 (Assembly Tool) x1_|BC 705 (DNS, USE BC 705K, Cartridge Assy) x1

BC 009 (Bearing, Ball, JEM) x1

BC 506 (SEAT, .420D, 55)x1

BC 712-0 (ASSY, HP SEAL WITH O-RING, .2390D x .4550AL) x1

SL105 (Assembly Tool)x1__|PL607 (BC 705 INSERT SHEET 8.5 x 11) x1

|
]

BC031 (Back-up Ring) x1

BC 511 (CARBIDE SEAT (for BC 505 CARTRIDGE ASSY) - 40k psi/2800bar) x1

BC 714 (Mandrel, Bronze) x1

BC 040 (O-RING 7/160D 90A HARD, BUNA-N) x1

BC 512-0 (ASSY, HP SEAL WITH O-RING AND SEAL SUPPORT, .2590D x .280AL, (for BC 505-5S CARTRIDGE ASSY) - 40k psi/2800bar) x1

BC 720 (Seal Retainer) x1

BC 222 (Washer) x1

BC 520 (SEAL RETAINER, CARBIDE (for BC 505-S CARTRIDGE ASSY) - 40k psi/2800bar) x1

BC 722 (Inlet Seat Housing) x1

BC 230 (Bronze Sleeve) x1

BC522-001 (SEAT, INLET, GROOVED, SS (for BC 505-5 CARTRIDGE ASSY) - 40k psi/2800bar) x1

BC 724 (Spring, Compression, SS) x1

BC 315 (Spring) x1

BC 524 (SPRING, COMPRESSION, .250D, SS (for BC 505-S CARTRIDGE ASSY) - 40k psi/2800bar) x1

BJ 417 (O-RING, 1-1/80D, 70A, BUNA-N) x1

BC 705 (DNS, USE BC 705K, Cartridge Assy) x1

BJ 072 (O-RING, 13/160D, 90A HARD, BUNA-N) x1

PL607 (BC 705 INSERT SHEET 8.5 x 11) x1

BJ 026 (Port Plug) x1

BJ 417 (O-RING, 1-1/80D, 70A, BUNA-N) x1

BJ 062-5 (ANTISEIZE, COPPER 1.3, 2g POUCH) x1

PL512 (BC 505-S CARTRIDGE NSERT SHEET 8.5 x 5.5) x1

GP 042 (ATF Lubricant, 32 0z.)x1

MT 010 (Seal, Shaft Small) x1

PL 515 (BC-H9-C 40k psi/2800bar MANUAL INSERT 11 x 17) x1

PL607 (BC 705 INSERT SHEET 8.5 x 11) x1

RJ 007 (Bearing, Thrust) x2

SL 010 (SEAL, 30mmOD, NITRILE, DOUBLE LIP W/SPRING, RUBBER COVERED (for vition see SC168 007)) x1

BC 610-H9-C-Ti Overhaul Kit (BC-H9-C-Ti)

BC 008 (O-RING, 1-580D, 70A, BUNA-N) x1

BC 009 (Bearing, Ball, JEM)x1

BC031 (Back-up Ring) x2

BC 040 (O-RING 7/160D 90A HARD, BUNA-N) x2

BC 222 (Washer) x1

BC 230 (Bronze Sleeve) x1

BC315 (Spring) xL

BC 705 (DNS, USE BC 705-K, Cartridge Assy) x1

BJ 026 (Port Plug) x1

BJ 062-5 (ANTISEIZE, COPPER 1.3, 2g POUCH) x1

GP 042 (ATF Lubricant, 32 0z.) x1

MT 010 (Seal, Shaft Small) x1

PL566 (BC-H9-XXLF-C-TI ANUALI INSERT 11 x 17) x1

PL607 (BC 705 INSERT SHEET 8.5 x 11) x1

RJ 007 (Bearing, Thrust) x2

SL 010 (SEAL, 30mmOD, NITRILE, DOUBLE LIP W/SPRING, RUBBER COVERED (for vition see SC168 007)) x1




