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BANSHEE™ HOSE CHART
SPIRSTAR® 12,000 –40,000 psi (828–2758 bar)

13/4 H DURALIFE FLEX™

•	0.5 in. (12.8 mm) ID 
•	1.15 in. (29.2 mm) Maximum End Fitting OD 
•	28,850 psi (1,300 bar) Working Pressure 
•	End Fittings: 9/16 MP Tube Nipple  

BANSHEE BN33
•	 Tube ID Range	 1.5-2.4 in. (38-60 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Inlet Connections	 9/16” Gland and Collar 13/16-16
•	 Diameter	 1.3 in. (18 mm)
•	 Length	 6.9 in. (97 mm)

TUBE ID RANGE
0.60-1.3 IN. (15-33 MM)

3/6 BLAST-PRO®

•	0.12 in. (3.0 mm) ID 
•	0.60 in. (15.3 mm) Maximum End Fitting OD 
•	40,600 psi (2800 bar) Working Pressure 
•	End Fittings: 1/4-28 HP LH

TUBE ID RANGE
0.60-1.0 IN. (15-25 MM)

BANSHEE BN13-40K
•	 Tube ID Range	 0.60-1.0 in. (15-25 mm)
•	 Max Pressure	 40k psi  (2800 bar)
•	 Flow Coefficient	 0.20 Cv
•	 Inlet Connections	 3/8-24 LH
•	 Diameter	 0.52 in. (13 mm)
•	 Length	 3.5 in. (89 mm)

13/2WR DURALIFE FLEX™

•	0.50 in. (12.7 mm) ID 
•	1.1 in. (27.5 mm) Maximum End Fitting OD 
•	15,000 psi (1035 bar) Working Pressure 
•	End Fittings: 1/2 in. NPT

BANSHEE BN33
•	 Tube ID Range	 1.5-2.4 in. (38-60 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Inlet Connections	 1/2 NPT, 1/2 BSPP
•	 Diameter	 1.3 in. (18 mm)
•	 Length	 6.9 in. (97 mm)

TUBE ID RANGE
1.5-2.4 IN. (38-60 MM)

8/2 DURALIFE FLEX™

•	0.32 in. (8.1 mm) ID 
•	0.69 in. (17.5 mm) Maximum End Fitting OD 
•	10,000 psi (827 bar) Working Pressure 
•	End Fittings: 1/4 in. NPT, 3/8 in. NPT 

BANSHEE BN24
•	 Tube ID Range	 1.1-2.0 in. (28-51 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Pressure (BSPP)	 22k psi (1500 bar)
•	 Inlet Connections	 3/8” NPT
•	 Diameter	 0.93 in. (24 mm)
•	 Length	 5.1 in. (130 mm)

TUBE ID RANGE
0.60-1.3 IN. (15-33 MM)

3/2 DURALIFE FLEX™

TUBE ID RANGE
0.47–1.5 IN. (12-39 MM)

•	0.13 in. (3.3 mm) ID
•	0.36 in. (9.14 mm) Maximum End Fitting OD 
•	15,000 psi (1000 bar) Working Pressure 
•	End Fittings: 1/16 in. NPT 

BANSHEE BN9.5
•	 Tube ID Range	 0.47-0.63 in. (12-16 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Flow	 8 gpm (30 l/min)
•	 Inlet Connections	 1/16 NPT
•	 Diameter	 0.37 in. (9.5 mm)
•	 Length	 2.6 in. (65 mm)

BEETLE BT12
•	 Tube ID Range	 0.60-1.0 in. (15-25 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Flow	 8.5 gpm (32 l/min)
•	 Inlet Connections	 1/4”-28 MP LH/RH, M7x1
•	 Diameter	 0.50 in. (13 mm)
•	 Length	 1.3 in. (32 mm)

BEETLE BT18
•	 Tube ID Range	 0.87-1.3 in. (22-33 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Flow	 11 gpm (42 l/min)
•	 Inlet Connections	 1/4”-28 MP LH/RH, 3/8”-24 MP LH/RH	

	 1/8” BSPP 
•	 Diameter	 0.69 in. (18 mm)
•	 Length	 1.5 in. (39 mm)

BEETLE BT9.5
•	 Tube ID Range	 0.47-0.63 in. (12-16 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Flow	 6 gpm (23 l/min
•	 Inlet Connections	 M7x1
•	 Diameter	 0.37 in. (9.5 mm)
•	 Length	 1.4 in. (35 mm)

BEETLE BT12
•	 Tube ID Range	 0.60-1.0 in. (15-25 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Flow	 8.5 gpm (32 l/min)
•	 Inlet Connections	 1/4”-28 MP LH/RH, M7x1
•	 Diameter	 0.50 in. (13 mm)
•	 Length	 1.3 in. (32 mm)

BEETLE BT18
•	 Tube ID Range	 0.87-1.3 in. (22-33 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Flow	 11 gpm (42 l/min)
•	 Inlet Connections	 1/4”-28 MP LH/RH, 3/8”-24 MP LH/RH, 	

	 1/8” BSPP 
•	 Diameter	 0.69 in. (18 mm)
•	 Length	 1.5 in. (39 mm)

BANSHEE BN13
•	 Tube ID Range	 0.60-1.0 in. (15-25 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Pressure (BSPP)	 18k psi (1250 bar)
•	 Inlet Connections	 1/4”-28 MP LH/RH, 3/8”-24 MP LH/RH
•	 Diameter	 0.50 in. (13 mm)
•	 Length	 2.9 in. (74 mm)Length	 2.9 in. (74 mm)

BANSHEE BN9.5
•	 Tube ID Range	 0.47-0.63 in. (12-16 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Flow	 8 gpm (30 l/min)
•	 Inlet Connections	 1/16 NPT
•	 Diameter	 0.37 in. (9.5 mm)
•	 Length	 2.6 in. (65 mm)

3/4

TUBE ID RANGE
0.60-1.3 IN. (15-33 MM)

•	0.13 in. (3.3 mm) ID 
•	0.39 in. (9.9 mm) Maximum End Fitting OD 
•	29,000 psi (2000 bar) Working Pressure 
•	End Fittings: 1/4 in. - 28 Medium Pressure 
•	Left Hand or Right Hand Threads 

BANSHEE BN15
•	 Tube ID Range	 0.75-1.2 in. (19-30 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Pressure (BSPP)	 18k psi (1250 bar)
•	 Inlet Connections	 3/8"-24 LH/RH, 1/8" BSPP
•	 Diameter	 0.60 in. (15 mm)
•	 Length	 3.0 in. (76 mm)

4/2H

TUBE ID RANGE
0.60-1.3 IN. (15-33 MM)

•	0.16 in. (4.0 mm) ID 
•	0.39 in. (9.9 mm) Maximum End Fitting OD 
•	20,000 (1379 bar) psi Working Pressure 
•	End Fittings: 1/4 in. -28 MP 
•	Left Hand or Right Hand 

BEETLE BT12
•	 Tube ID Range	 0.60-1.0 in. (15-25 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Flow	 8.5 gpm (32 l/min)
•	 Inlet Connections	 1/4”-28 MP LH/RH, M7x1
•	 Diameter	 0.50 in. (13 mm)
•	 Length	 1.3 in. (32 mm)

BEETLE BT18
•	 Tube ID Range	 0.87-1.3 in. (22-33 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Flow	 11 gpm (42 l/min)
•	 Inlet Connections	 1/4”-28 MP LH/RH, 3/8”-24 MP LH/RH, 	

	 1/8” BSPP 
•	 Diameter	 0.69 in. (18 mm)
•	 Length	 1.5 in. (39 mm)

BANSHEE BN13
•	 Tube ID Range	 0.60-1.0 in. (15-25 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Pressure (BSPP)	 18k psi (1250 bar)
•	 Inlet Connections	 1/4”-28 MP LH/RH, 3/8”-24 MP LH/RH
•	 Diameter	 0.50 in. (13 mm)
•	 Length	 2.9 in. (74 mm)Length	 2.9 in. (74 mm)

BANSHEE BN9.5
•	 Tube ID Range	 0.47-0.63 in. (12-16 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Flow	 8 gpm (30 l/min)
•	 Inlet Connections	 1/16 NPT
•	 Diameter	 0.37 in. (9.5 mm)
•	 Length	 2.6 in. (65 mm)

BEETLE BT9.5
•	 Tube ID Range	 0.47-0.63 in. (12-16 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Flow	 6 gpm (23 l/min
•	 Inlet Connections	 M7x1
•	 Diameter	 0.37 in. (9.5 mm)
•	 Length	 1,4 in (35 mm)

8/4 BLAST-PRO®

•	0.32 in. (8.1 mm) ID 
•	0.67 in. (17.0 mm) Maximum End Fitting OD 
•	21,750 psi (1500 bar) Working Pressure 
•	End Fittings: 9/16 in. - 18 MP 
•	Left Hand or Right Hand Threads

BEETLE BT25
•	 Tube ID Range	 1.25-4.0 in. (32-102 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Inlet Connections	 3/8”-24 MP LH/RH, 9/16”-18 MP LH/RH, 		

	 1/4” BSPP
•	 Diameter	 0.98 in. (25 mm)
•	 Length	 1.84 in. (47 mm)

BANSHEE BN18
•	 Tube ID Range	 0.87-1.3 in. (22-33 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Pressure (BSPP)	 20k psi (1400 bar)
•	 Inlet Connections	 1/4” NPT
•	 Diameter	 0.69 in. (18 mm)
•	 Length	 3.8 in. (97 mm)

TUBE ID RANGE
0.60-4.0 IN. (15-102 MM)

BANSHEE BN24
•	 Tube ID Range	 1.1-2.0 in. (28-51 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Pressure (BSPP)	 22k psi (1500 bar)
•	 Inlet Connections	 3/8"-24 NPT LH, 9/16 LH/RH
•	 Diameter	 0.93 in. (24 mm)
•	 Length	 5.1 in. (130 mm)

6/4 BLAST-PRO®

•	0.25 in. (6.4 mm) ID 
•	0.57 in. (14.5 mm) Maximum End Fitting OD 
•	21,750 psi (1500 bar) Working Pressure 
•	End Fittings: 3/8 in. - 24 MP
•	Left Hand or Right Hand Threads 

BEETLE BT18
•	 Tube ID Range	 0.87-1.3 in. (22-33 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Flow	 11 gpm (42 l/min)
•	 Inlet Connections	 1/4”-28 MP LH, 1/4”-28 MP RH, 
	 3/8”-24 MP LH, 3/8-24 MP RH, 1/8” BSPP 
•	 Diameter	 0.69 in. (18 mm)
•	 Length	 1.5 in. (39 mm)

BANSHEE BN13
•	 Tube ID Range	 0.60-1.0 in. (15-25 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Pressure (BSPP)	 18k psi (1250 bar)
•	 Inlet Connections	 1/4”-28 MP LH/RH, 3/8”-24 MP LH/RH
•	 Diameter	 0.50 in. (13 mm)
•	 Length	 2.9 in. (74 mm)Length	 2.9 in. (74 mm)

BANSHEE BN15
•	 Tube ID Range	 0.75-1.2 in. (19-30 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Pressure (BSPP)	 18k psi (1250 bar)
•	 Inlet Connections	 1/8 NPT, 1/8 BSPP, 3/8-24 LH/RH
•	 Diameter	 0.60 in. (15 mm)
•	 Length	 3.0 in. (76 mm)

BEETLE BT25
•	 Tube ID Range	 1.25-4.0 in. (32-102 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Inlet Connections	 3/8”-24 MP LH/RH, 9/16”-18 MP LH/RH, 		

	 1/4” BSPP
•	 Diameter	 0.98 in. (25 mm)
•	 Length	 1.84 in. (47 mm)

TUBE ID RANGE
0.60-4.0 IN. (15-102 MM)

5/4 BLAST-PRO®

•	0.20 in. (5.0 mm) ID 
•	0.49 in. (12.4 mm) Maximum End Fitting OD 
•	26,100 psi (1800 bar) Working Pressure 
•	End Fittings: 1/4 in. -28  or  3/8 in. - 24 MP 
•	Left Hand or Right Hand Threads

BEETLE BT12
•	 Tube ID Range	 0.60-1.0 in. (15-25 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Flow	 8.5 gpm (32 l/min)
•	 Inlet Connections	 1/4”-28 MP LH, 

 1/4”-28 MP RH, M7x1
•	 Diameter	 0.50 in. (13 mm)
•	 Length	 1.3 in. (32 mm)

BEETLE BT18
•	 Tube ID Range	 0.87-1.3 in. (22-33 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Flow	 11 gpm (42 l/min)
•	 Inlet Connections	 1/4”-28 MP LH/RH, 3/8”-24 MP LH/RH, 	

	 1/8” BSPP 
•	 Diameter	 0.69 in. (18 mm)
•	 Length	 1.5 in. (39 mm)

BANSHEE BN9.5
•	 Tube ID Range	 0.47-0.63 in. (12-16 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Flow	 8 gpm (30 l/min)
•	 Inlet Connections	 1/16 NPT
•	 Diameter	 0.37 in. (9.5 mm)
•	 Length	 2.6 in. (65 mm)

BANSHEE BN13
•	 Tube ID Range	 0.60-1.0 in. (15-25 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Pressure (BSPP)	 18k psi (1250 bar)
•	 Inlet Connections	 1/4”-28 MP LH/RH, 3/8”-24 MP LH/RH
•	 Diameter	 0.50 in. (13 mm)
•	 Length	 2.9 in. (74 mm)Length	 2.9 in. (74 mm)

BANSHEE BN15
•	 Tube ID Range	 0.75-1.2 in. (19-30 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Pressure (BSPP)	 18k psi (1250 bar)
•	 Inlet Connections	 3/8”-24 LH/RH, 1/8” BSPP
•	 Diameter	 0.60 in. (15 mm)
•	 Length	 3.0 in. (76 mm)

BEETLE BT25
•	 Tube ID Range	 1.25-4.0 in. (32-102 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Inlet Connections	 3/8”-24 MP LH/RH, 9/16”-18 MP LH/RH, 		

	 1/4” BSPP
•	 Diameter	 0.98 in. (25 mm)
•	 Length	 1.84 in. (47 mm)

TUBE ID RANGE
0.60-4.0 IN. (15-102 MM)

4/2 DURALIFE FLEX™

•	0.16 in. (4.0 mm) ID
•	0.39 in. (10.0 mm) Maximum End Fitting OD 
•	17,400 psi (1200 bar) Working Pressure 
•	End Fittings: 1/16 in. NPT, 1/8 in. NPT

TUBE ID RANGE
0.47–4.0 IN. (32-102 MM)

BEETLE BT12
•	 Tube ID Range	 0.60-1.0 in. (15-25 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Flow	 8.5 gpm (32 l/min)
•	 Inlet Connections	 1/4”-28 MP LH/RH, M7x1
•	 Diameter	 0.50 in. (13 mm)
•	 Length	 1.3 in. (32 mm)

BEETLE BT18
•	 Tube ID Range	 0.87-1.3 in. (22-33 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Flow	 11 gpm (42 l/min)
•	 Inlet Connections	 1/4”-28 MP LH/RH, 3/8”-24 MP LH/RH, 	

	 1/8” BSPP 
•	 Diameter	 0.69 in. (18 mm)
•	 Length	 1.5 in. (39 mm)

BANSHEE BN9.5
•	 Tube ID Range	 0.47-0.63 in. (12-16 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Flow	 8 gpm (30 l/min)
•	 Inlet Connections	 1/16 NPT
•	 Diameter	 0.37 in. (9.5 mm)
•	 Length	 2.6 in. (65 mm)

BANSHEE BN13
•	 Tube ID Range	 0.60-1.0 in. (15-25 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Pressure (BSPP)	 18k psi (1250 bar)
•	 Inlet Connections	 1/4”-28 MP LH/RH, 3/8”-24 MP LH/RH
•	 Diameter	 0.50 in. (13 mm)
•	 Length	 2.9 in. (74 mm)Length	 2.9 in. (74 mm)

BANSHEE BN15
•	 Tube ID Range	 0.75-1.2 in. (19-30 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Pressure (BSPP)	 18k psi (1250 bar)
•	 Inlet Connections	 1/8 NPT, 1/8 BSPP, 3/8-24 LH/RH
•	 Diameter	 0.60 in. (15 mm)
•	 Length	 3.0 in. (76 mm)

BEETLE BT9.5
•	 Tube ID Range	 0.47-0.63 in. (12-16 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Flow	 6 gpm (23 l/min
•	 Inlet Connections	 M7x1
•	 Diameter	 0.37 in. (9.5 mm)
•	 Length	 1,4 in (35 mm)

BEETLE BT25
•	 Tube ID Range	 1.25-4.0 in. (32-102 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Inlet Connections	 3/8”-24 MP LH/RH, 9/16”-18 MP LH/RH, 		

	 1/4” BSPP
•	 Diameter	 0.98 in. (25 mm)
•	 Length	 1.84 in. (47 mm)

6/2 DURALIFE FLEX™

•	0.25 in. (6.4 mm) ID
•	0.55 in. (14.0 mm) Maximum End Fitting OD 
•	15,000 psi (1035 bar) Working Pressure 
•	End Fittings: 1/4 in. NPT 

BANSHEE BN18
•	 Tube ID Range	 0.87-1.3 in. (22-33 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Pressure (BSPP)	 20k psi (1400 bar)
•	 Inlet Connections	 1/4” NPT
•	 Diameter	 0.69 in. (18 mm)
•	 Length	 3.8 in. (97 mm)

BEETLE BT25
•	 Tube ID Range	 1.25-4.0 in. (32-102 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Inlet Connections	 3/8”-24 MP LH/RH, 9/16”-18 MP LH/RH, 		

	 1/4” BSPP
•	 Diameter	 0.98 in. (25 mm)
•	 Length	 1.84 in. (47 mm)

TUBE ID RANGE
0.87–4.0 IN. (15-102 MM)

BEETLE BT18
•	 Tube ID Range	 0.87-1.3 in. (22-33 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Flow	 11 gpm (42 l/min)
•	 Inlet Connections	 1/4”-28 MP LH/RH, 3/8”-24 MP LH/RH, 	

	 1/8” BSPP 
•	 Diameter	 0.69 in. (18 mm)
•	 Length	 1.5 in. (39 mm)

5/3 DURALIFE FLEX™

•	0.20 in. (5.0 mm) ID 
•	0.50 in. (12.7 mm) Maximum End Fitting OD 
•	16,240 psi (1120 bar) Working Pressure 
•	End Fittings: 1/8 in. NPT

BANSHEE BN13
•	 Tube ID Range	 0.60-1.0 in. (15-25 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Pressure (BSPP)	 18k psi (1250 bar)
•	 Inlet Connections	 1/4”-28 MP LH/RH, 3/8”-24 MP LH/RH
•	 Diameter	 0.50 in. (13 mm)
•	 Length	 2.9 in. (74 mm)Length	 2.9 in. (74 mm)

BANSHEE BN15
•	 Tube ID Range	 0.75-1.2 in. (19-30 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Pressure (BSPP)	 18k psi (1250 bar)
•	 Inlet Connections	 3/8”-24 LH/RH, 1/8” BSPP
•	 Diameter	 0.60 in. (15 mm)
•	 Length	 3.0 in. (76 mm)

BEETLE BT25
•	 Tube ID Range	 1.25-4.0 in. (32-102 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Inlet Connections	 3/8”-24 MP LH/RH, 9/16”-18 MP LH/RH, 		

	 1/4” BSPP
•	 Diameter	 0.98 in. (25 mm)
•	 Length	 1.84 in. (47 mm)

TUBE ID RANGE
0.60-4.0 IN. (15-102 MM)

6/3 DURALIFE FLEX™

•	0.24 in. (6.0 mm) ID 
•	0.60 in. (15.2 mm) Maximum End Fitting OD 
•	15,000 psi (1035 bar) Working Pressure 
•	End Fittings: 1/4 in. NPT

BANSHEE BN18
•	 Tube ID Range	 0.87-1.3 in. (22-33 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Pressure (BSPP)	 20k psi (1400 bar)
•	 Inlet Connections	 1/4” NPT
•	 Diameter	 0.69 in. (18 mm)
•	 Length	 3.8 in. (97 mm)

BEETLE BT25
•	 Tube ID Range	 1.25-4.0 in. (32-102 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Inlet Connections	 3/8”-24 MP LH/RH, 9/16”-18 MP LH/RH, 		

	 1/4” BSPP
•	 Diameter	 0.98 in. (25 mm)
•	 Length	 1.84 in. (47 mm)

TUBE ID RANGE
0.60-4.0 IN. (15-102 MM)

BANSHEE BN24
•	 Tube ID Range	 1.1-2.0 in. (28-51 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Pressure (BSPP)	 22k psi (1500 bar)
•	 Inlet Connections	 3/8" NPT
•	 Diameter	 0.93 in. (24 mm)
•	 Length	 5.1 in. (130 mm)

10/2 DURALIFE FLEX™

•	0.40 in. (10.1 mm) ID 
•	0.82 in. (20.8 mm) Maximum End Fitting OD 
•	10,000 psi (690 bar) Working Pressure 
•	End Fittings: 3/8 in. NPT, 1/2 in. NPT*

BANSHEE BN33
•	 Tube ID Range	 1.5-2.4 in. (38-60 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Inlet Connections	 1/2 NPT, 1/2 BSPP
•	 Diameter	 1.3 in. (18 mm)
•	 Length	 6.9 in. (97 mm)

TUBE ID RANGE
0.60-1.3 IN. (15-33 MM)

BANSHEE BN15
•	 Tube ID Range	 0.75-1.2 in. (19-30 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Pressure (BSPP)	 18k psi (1250 bar)
•	 Inlet Connections	 3/8”-24 LH/RH, 1/8” BSPP
•	 Diameter	 0.60 in. (15 mm)
•	 Length	 3.0 in. (76 mm)

BEETLE BT25
•	 Tube ID Range	 1.25-4.0 in. (32-102 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Inlet Connections	 3/8”-24 MP LH/RH, 9/16”-18 MP LH/RH, 	

		  1/4” BSPP
•	 Diameter	 0.98 in. (25 mm)
•	 Length	 1.84 in. (47 mm)

BANSHEE BN13
•	 Tube ID Range	 0.60-1.0 in. (15-25 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Pressure (BSPP)	 18k psi (1250 bar)
•	 Inlet Connections	 1/4”-28 MP LH/RH, 3/8”-24 MP LH/RH
•	 Diameter	 0.50 in. (13 mm)
•	 Length	 2.9 in. (74 mm)Length	 2.9 in. (74 mm)

5/2 DURALIFE FLEX™

•	0.20 in. (5.0 mm) ID
•	0.47 in. (12.0 mm) Maximum End Fitting OD 
•	15,000 psi (1035 bar) Working Pressure 
•	End Fittings: 1/8 in. NPT 

TUBE ID RANGE
0.60-4.0 IN. (15-102 MM)

BANSHEE BN18
•	 Tube ID Range	 0.87-1.3 in. (22-33 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Pressure (BSPP)	 20k psi (1400 bar)
•	 Inlet Connections	 1/4" NPT
•	 Diameter	 0.69 in. (18 mm)
•	 Length	 3.8 in. (97 mm)

4/6 BLAST-PRO®

•	0.16 in. (4.0 mm) ID 
•	0.67 in. (17.1 mm) Maximum End Fitting OD 
•	40,600 psi (2800 bar) Working Pressure 
•	End Fittings: 1/4-28 HP LH, 3/8-24 HP LH, 9/16-18 HP LH

TUBE ID RANGE
0.87-1.3 IN. (22-33 MM)

BANSHEE BN18-40K
•	 Tube ID Range	 0.87-1.3 in. (22-33 mm)
•	 Max Pressure	 40k psi (2800 bar)
•	 Flow Coefficient	 0.25 Cv
•	 Inlet Connections	 3/8-24 LH, M14L
•	 Diameter	 0.69 in. (18 mm)
•	 Length	 4.7 in. (120 mm)

BANSHEE BN13-40K
•	 Tube ID Range	 0.60-1.0 in. (15-25 mm)
•	 Max Pressure	 40k psi  (2800 bar)
•	 Flow Coefficient	 0.20 Cv
•	 Inlet Connections	 3/8-24 LH
•	 Diameter	 0.52 in. (13 mm)
•	 Length	 3.5 in. (89 mm)

BANSHEE BN27-40K
•	 Tube ID Range	 1.25-2.0 in. (32-51 mm)
•	 Max Pressure	 40k psi (2800 bar)
•	 Flow Coefficient	 0.30 Cv
•	 Inlet Connections	 9/16-18 LH, M14L
•	 Diameter	 1.06 in. (27 mm)
•	 Length	 5.5 in. (140 mm)

BANSHEE BN18-40K
•	 Tube ID Range	 0.87-1.3 in. (22-33 mm)
•	 Max Pressure	 40k psi (2800 bar)
•	 Flow Coefficient	 0.25 Cv
•	 Inlet Connections	 3/8-24 LH, M14L
•	 Diameter	 0.69 in. (18 mm)
•	 Length	 4.7 in. (120 mm)

5/6 H BLAST-PRO®

•	0.19 in. (4.8 mm) ID 
•	0.70 in. (17.8 mm) Maximum End Fitting OD 
•	46,250 psi (2500 bar) Working Pressure 
•	End Fittings: 1/4-28 HP LH, 3/8-24 HP LH, 9/16-18 HP LH

TUBE ID RANGE
1.25-2.0 (32-51 MM)

BANSHEE BN13-40K
•	 Tube ID Range	 0.60-1.0 in. (15-25 mm)
•	 Max Pressure	 40k psi  (2800 bar)
•	 Flow Coefficient	 0.20 Cv
•	 Inlet Connections	 3/8-24 LH
•	 Diameter	 0.52 in. (13 mm)
•	 Length	 3.5 in. (89 mm)

10/4 DURALIFE FLEX™

•	0.39 in. (9.9 mm) ID 
•	0.72 in. (18.4 mm) Maximum End Fitting OD 
•	21,750 psi (1500 bar) Working Pressure 
•	End Fittings: 9/16 HP M Tube Nipple or  

	 9/16 MP M Tube Nipple*

BANSHEE BN33
•	 Tube ID Range	 1.5-2.4 in. (38-60 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Inlet Connections	 9/16” Gland and Collar 13/16-16
•	 Diameter	 1.3 in. (18 mm)
•	 Length	 6.9 in. (97 mm)

TUBE ID RANGE
0.60-1.3 IN. (15-33 MM)

BANSHEE BN24-MP9
•	 Tube ID Range	 1.1-2.0 in. (28-51 mm)
•	 Max Pressure	 22k psi (1500 bar)
•	 Max Pressure (BSPP)	 22k psi (1500 bar)
•	 Inlet Connections	 3/8”-24 NPT LH, 9/16 LH/RH
•	 Diameter	 0.93 in. (24 mm)
•	 Length	 5.1 in. (130 mm)

*  Requires adapter or gland nut and 
collar for BN33

* HP tube nipple male is permissible to 
be installed into 9/16” MP female


