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Teknisk Data

Anvendelsesområde Flate tak med en helning på ≤ 5° med folie eller asfalttak, på betong, grus eller grønne tak; 
også egnet for tak med trapesformet blikk.

Ballast Innebygde betongballastelementer - ingen gjennomtrengning av taket

Vinkel 10°

Retning Øst-Vest

Materiale konstruksjon Magnelis® ZM310

Berøring på takmembranen RegupolSolarAlu 10mm (PUR-bond gummi granulat)

DC-Kabel Integrert MC4-Evo2 plugg, 4mm2 - 10 års garanti

Optimizer/Microinverter Valgfri Optimaizer eller microinverter kan integreres i SmartSolarBox-systemet under 
produksjonen.

Godkjenninger: Vind test IFI. LoadtestsREECH
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100% 
n-type Bifacial Double Glass Module 

Linear Performance Warranty 
- Standard Module Linear Performance Warranty 

10 15 20 25 30 

1 % lst-year Degradation 0.4% Annua[ Degradation Over 30 years 

25-year product 
warranty 

30-year linear power 
output warranty 

Comprehensive Certificates 

IEC 61215, IEC 61730, UL 61215, UL 61730 

ISO 9001: 2015 Quality management systems 

ISO 14001: 2015 Environmental management systems 

ISO 45001: 2018 Occupational health and safety 
management systems 

IEC 62941: 2019 Terrestrial photovoltaic (PV) mod ules - Quality 
system for PV module manufacturing 
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n-type Double Glass Bifacial Modules
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