
Dell Pro P P3426WEV (DELL-P3426WEV)

Dell Pro P P3426WEV - LED monitor - curved - 34" (34.1" viewable) - 3440 x 1440 UWQHD @ 100 Hz - IPS - 350
cd/m² - 1500:1 - 5 ms - HDMI, DisplayPort, USB-C - black - BTO - with 3-Year Advanced Exchange Service and
Premium Panel Exchange

The Dell Pro P P3426WEV monitor offers visuals with its 3440 x 1440 native resolution, ensuring clarity
and detail for both work and entertainment. This LED-backlit LCD monitor features TFT active matrix
technology, providing vibrant colors and wide viewing angles of 178 degrees both horizontally and
vertically. With a quick response time of 5 ms, this monitor is suitable for various applications, from
productivity tasks to casual gaming.

Designed for user comfort, the Dell Pro P monitor allows for display position adjustments, including tilt
and height, so it can be tailored to meet individual ergonomic needs. It supports multiple connectivity
options with HDMI and DisplayPort interfaces, making it compatible with a range of devices. Additionally,
this monitor is EPEAT Compliant, ENERGY STAR certified, and comes with a Kensington security slot,
offering both environmental sustainability and security features for users.

Key Selling Points
3440 x 1440 native resolution for clear image quality
Wide 178-degree viewing angles for optimal viewing
Quick 5 ms response time for smooth visuals
Tilt and height adjustments for ergonomic comfort
Multiple connectivity options including HDMI and DisplayPort

Product Features
Display clarity
The monitor's native resolution of 3440 x 1440 ensures that images are displayed with clarity and detail, making it ideal for both professional and personal
use.
Wide viewing angles
With horizontal and vertical viewing angles of 178 degrees, this monitor delivers consistent color and brightness from various positions, enhancing the
viewing experience.
Ergonomic adjustments
Features such as tilt and height adjustments provide optimal ergonomic settings, promoting comfort during extended use.
Energy-efficient certifications
The Dell Pro P monitor is EPEAT Compliant and ENERGY STAR certified, reflecting its commitment to energy efficiency and reducing environmental
impact.
Secure design features
Equipped with a Kensington security slot, this monitor offers added security, making it a reliable choice for both personal and professional settings.

Main specifications

Product Description Dell Pro P P3426WEV - LED monitor - curved - 34"

Device Type LED-backlit LCD monitor - 34"

Energy Label QR Code URL Https://eprel.ec.europa.eu/qr/2518499

Energy Class Class F

Curved Screen Yes

Features KVM Switch, IR camera, USB-C hub, RGB camera, USB PD 90 watt

Panel Type IPS

Aspect Ratio 21:9

Native Resolution UWQHD 3440 x 1440 at 100 Hz

Pixel Pitch 0.2325 mm

Brightness 350 cd/m²

Contrast Ratio 1500:1

Response Time 5 ms (grey-to-grey fast), 8 ms (grey-to-grey normal)

Colour Support 1.07 billion colours

Colour Gamut 99% sRGB (CIE 1931)

Input Connectors HDMI, DisplayPort, USB-C

Built-in Ethernet Yes



Built-in Webcam 4 Megapixel - 2560 x 1440 at 30 fps

Display Position Adjustments Height, swivel, tilt

Screen Coating Anti-glare, 3H Hard Coating

Voltage AC 100-240 V (50/60 Hz)

Colour Black

Dimensions (WxDxH) - with stand (highest
position)

81.557 cm x 22.942 cm x 57.325 cm

Weight 9.41 kg

Pricing Type BTO

Environmental Standards ENERGY STAR Qualified EPEAT Gold

Carbon Footprint 331 kg carbon emissions

Compliant Standards Plug and Play, RoHS, BFR-free, PVC-free, Zoom certification, Microsoft Teams certified

Bundled Services 3-Year Advanced Exchange Service and Premium Panel Exchange

Extended specification

Environmental Parameters

Min Operating Temperature 0 °C

Max Operating Temperature 40 °C

Humidity Range Operating 10 - 80% (non-condensing)

General

Display Type LED-backlit LCD monitor / TFT active matrix

Energy Label QR Code URL Https://eprel.ec.europa.eu/qr/2518499

Energy Class Class F

Diagonal Size 34"

Viewable Size 34.1"

Curved Screen Yes (3800R)

Built-in Devices KVM Switch, IR camera, USB-C hub, RGB camera

USB Power Delivery 90 watt

Panel Type IPS

Aspect Ratio 21:9

Native Resolution UWQHD 3440 x 1440 at 100 Hz

Pixel Pitch 0.2325 mm

Pixel Per Inch 109

Brightness 350 cd/m²

Contrast Ratio 1500:1

Colour Support 1.07 billion colours

Colour Gamut 99% sRGB (CIE 1931)

Response Time 5 ms (grey-to-grey fast), 8 ms (grey-to-grey normal)

Vertical Refresh Rate 48 - 100 Hz

Horizontal Refresh Rate 30 - 160 kHz

Horizontal Viewing Angle 178

Vertical Viewing Angle 178

Screen Coating Anti-glare, 3H Hard Coating

Backlight Technology LED backlight

Features Picture in picture, picture by picture, LED edgelight system, Mercury free, arsenic-free glass, Dell Easy
Arrange, Wide Viewing Angle

Colour Black

Dimensions (WxDxH) 81.557 cm x 22.942 cm x 57.325 cm - with stand (highest position)



Weight 9.41 kg

Built-in Webcam

Sensor Resolution 4 Megapixel

Max Video Resolution 2560 x 1440 at 30 fps

Digital Zoom 2

Features LED indicator, privacy shutter, IR camera, Windows Hello compatible, 81° field of view

Sustainability Information

EPEAT Compliant EPEAT Gold

ENERGY STAR Certified Yes

ENERGY STAR Version 8.0

Carbon Footprint 331 kg carbon emissions

Manufacturing (kg CO2e) 121.48

Logistics (kg CO2e) 29.13

Use (kg CO2e) 123.46

EOL (kg CO2e) 56.93

PAIA Version GaBi version 2, 2026

Mechanical

Display Position Adjustments Height, swivel, tilt

Tilt Angle -5/+21

Swivel Angle 60

Height Adjustment 150 mm

VESA Mounting Interface 100 x 100 mm

Miscellaneous

Features Security lock slot (cable lock sold separately), VESA interface support, cable management system

Cables Included 1 x DisplayPort 1.4 cable - DisplayPort to DisplayPort - 1.8 m ¦ 1 x USB cable - USB Type A to B - 1.8 m ¦ 1 x
USB-C to USB-C cable - 1.8 m

Compliant Standards Plug and Play, RoHS, BFR-free, PVC-free, Zoom certification, Microsoft Teams certified

Pricing Type BTO

Security Slot Type Kensington security slot

Power

Input Voltage AC 100-240 V (50/60 Hz)

Power Consumption SDR (On mode) 27 kWh/1000h

Power Consumption (Typical) 30 watt

Power Consumption (Max) 205 watt

Power Consumption Stand by 0.5 watt

Power Consumption (Off Mode) 0.3 watt

Dimensions & Weight (Shipping)

Shipping Weight 14.61 kg

Manufacturer Warranty

Bundled Services 3-Year Advanced Exchange Service and Premium Panel Exchange

Connectivity



Interfaces HDMI (HDCP 1.4) ¦ DisplayPort (HDCP 1.4) ¦ USB-C upstream/DisplayPort 1.4 Alt Mode with Power Delivery
(power up to 90W) ¦ USB-B upstream ¦ 2 x USB downstream (Type A) ¦ USB downstream (BC 1.2) ¦ USB-C
downstream (power up to 15W) ¦ LAN (RJ-45)

Dimensions & Weight

Dimensions & Weight Details With stand (highest position) - width: 81.557 cm - depth: 22.942 cm - height: 57.325 cm - weight: 9.41 kg ¦
With stand (lowest position) - width: 81.557 cm - depth: 22.942 cm - height: 42.325 cm - weight: 9.41 kg ¦
Without stand - width: 81.557 cm - depth: 8.586 cm - height: 39.278 cm - weight: 6.98 kg

Product data is provided by CNET, we do not warrant the accuracy and completeness of the material contained in this data sheet


