
HPE Aruba X151 2-strand (JL310A)

HPE Aruba X151 2-strand - QSFP28 transceiver module - 100GbE - 100GBase-LR4 - LC single-mode - up to 10 km -
for HPE Aruba 2930M 24, 2930M 48, 3810M 24, 3810M 48, 54XX, 8325, 8400 8-slot; CX 10000, 8360

The HPE Aruba X151 2-strand QSFP28 transceiver module is designed to meet the demands of modern
network infrastructures, offering high-speed, reliable connectivity over long distances. With a data transfer
rate of 100 Gbps and a maximum transfer distance of 10 km, it is perfectly suited for environments
requiring fast and far-reaching data communication. This plug-in module leverages Ethernet
100GBase-LR4 technology to ensure robust data integrity and speed, making it an essential component
for enterprise networks. Its compatibility with LC single-mode connectors allows for easy integration with
existing network setups, ensuring a smooth and efficient upgrade path for your networking equipment.

Key Selling Points
100 Gbps data transfer rate for high-speed networking
10 km max transfer distance supports long-range connections
Ethernet 100GBase-LR4 technology for reliable data integrity
Plug-in module form factor for easy installation
LC single-mode connectivity for wide compatibility

Product Features
High-speed connectivity
Experience data transfer rates of up to 100 Gbps, enabling efficient and rapid data movement across your network infrastructure.
Extended reach
With a maximum transfer distance of 10 km, this QSFP28 transceiver module ensures reliable long-distance connectivity, making it ideal for expansive
network environments.
Versatile compatibility
Featuring LC single-mode connectors, this module offers broad compatibility with existing network equipment, facilitating seamless integration into your
current setup.

Main specifications

Product Description HPE Aruba X151 2-strand - QSFP28 transceiver module - 100GbE

Device Type QSFP28 transceiver module - LC single-mode

Form Factor Plug-in module

Cabling Type 100GBase-LR4

Data Transfer Rate 100 Gbps

Data Link Protocol 100GbE

Max Transfer Distance 10 km

Designed For HPE Aruba 2930F 24, 2930F 48, 2930F 8G, 2930M 24, 2930M 48, 3810, 3810M 16, 3810M 24, 3810M 40,
3810M 48, 5406R, 5406R 16, 5406R 44, 5406R 8-port, 5406R zl2, 5412, 5412R, 5412R 92, 5412R zl2,
8325, 8400 8-slot; CX 10000, 8360

Extended specification

General

Device Type QSFP28 transceiver module

Form Factor Plug-in module

Expansion / Connectivity

Interfaces 1 x Ethernet 100GBase-LR4 - LC single-mode

Networking

Connectivity Technology Wired

Cabling Type 100GBase-LR4



Data Link Protocol 100GbE

Data Transfer Rate 100 Gbps

Max Transfer Distance 10 km

Compatibility Information

Designed For HPE Aruba 2930F 24G 4SFP, 2930F 24G 4SFP+, 2930F 24G PoE+ 4SFP, 2930F 24G PoE+ 4SFP+ TAA,
2930F 48G 4SFP+, 2930F 48G PoE+ 4SFP, 2930F 48G PoE+ 4SFP+, 2930F 48G PoE+ 4SFP+ TAA,
2930F 8G PoE+ 2SFP+, 2930M 24G 1-Slot, 2930M 24G POE+ 1-Slot, 2930M 48G 1-Slot, 2930M 48G
POE+ 1-Slot, 3810M, 3810M 16SFP+ 2-slot Switch, 3810M 24G 1-slot Switch, 3810M 24G PoE+ 1-slot
Switch, 3810M 24SFP+ 250W, 3810M 40G 8 HPE Smart Rate PoE+ 1-slot Switch, 3810M 48G 1-slot
Switch, 3810M 48G PoE+ 1-slot Switch, 3810M 48G PoE+ 4SFP+ 1050W, 3810M 48G PoE+ 4SFP+ 680W,
5406R 16-port SFP+ (No PSU) v3 zl2, 5406R 44GT PoE+ / 4SFP+ (No PSU) v3 zl2, 5406R 8-port
1/2.5/5/10GBASE-T PoE+ / 8-port SFP+ (No PSU) v3 zl2, 5406R zl2, 5406R-44G-PoE+/2SFP+ v2 zl2,
5406R-44G-PoE+/4SFP v2 zl2, 5406R-8XGT/8SFP+ v2 zl2, 5412 zl, 5412-92G-PoE+/4SFP Rack Shippable
zl, 5412-92G-PoE+/4SFP zl, 5412-92G-PoE+-2XG v2 zl, 5412-92G-PoE+-4G v2 zl, 5412-96G zl, 5412R
92GT PoE+ / 4SFP+ (No PSU) v3 zl2, 5412R zl2, 5412R-92G-PoE+/2SFP+ (No PSU) v2 zl2,
5412R-92G-PoE+/2SFP+ v2 zl2, 5412R-92G-PoE+/4SFP v2 zl2, 8325-32C, 8325-48Y8C, 8400 8-slot
Chassis ¦ HPE Aruba CX 10000 Empty Chassis, 8360-12C V2, 8360-16Y2C V2, 8360-48XT4C v2

Product data is provided by CNET, we do not warrant the accuracy and completeness of the material contained in this data sheet


