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19 3/4" (500 mm) 51/2"
(140 mm)

min.

3 1/2" to 5 3/16"
3 1/2" to 4 3/4" for 5 1/2" wall
Up to 5 3/16" for deeper walls

2 3/8"
(60 mm)

44 1/8"- 49 3/4"
(1120 –1264 mm)

15" - 19"
(381–483 mm)

FRH

71/2"
(190 mm)

26 3/8"
(670 mm)

FF

By bowl 
manufacturer

2”×6” in-wall  
installation 

Metal frame in-wall 
installation

Pre-wall  
installation 

GEBERIT DUOFIX CARRIERS 

Installing Geberit carriers is easy. 
They require a 2”×6” wood frame or metal frame construction. 
The studs must be placed 19¾” apart (clearance) where the 
carrier will be positioned inside a wall. Frame to wall anchors are 
available for pre-wall installations.

1⅞" (48 mm)2⅞" (73 mm)

FF

0 – 7⅞"
(0 – 200 mm)

19¾"
(500 mm)

39½" – 46½"
(1000 – 1180 mm)

44¹⁄₁₆" – 5¹³⁄₁₆"
(1120 – 

1300 mm)

3½" (90 mm)3" (75 mm) 
min.

NPT ½"
6¹¹⁄₁₆" – 14⁹⁄₁₆"

(170 – 
370 mm)

4¾" – 12⅝"
(120 – 320 mm)

max.
25½"

(650 mm)

min. 3½" 
(90 mm)

0

0 – 7⅞"
(0 – 200 mm)

3"-13”
(90 mm-
330 mm)

TOILET

111.335.00.5 1.6/0.8 GPF (6/3 LPF)
111.902.00.5 1.28/0.8 GPF (4.8/3 LPF)

URINAL

111.625.00.1

With Sigma 
concealed tank


