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THREADED ROD

Material: Steel
Tensile Strength: 58,000 psi
Yield Strength: 36,000 psi

Part  
Number Description
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Finish: Electrogalvanized

0502506EG EG, 1/4” Rod, 6’ 240 lb

0502510EG EG, 1/4” Rod, 10’ 240 lb

0502512EG EG, 1/4” Rod, 12’ 240 lb

0503706EG EG, 3/8” Rod, 6’ 610 lb

0503710EG EG, 3/8” Rod, 10’ 610 lb

0503712EG EG, 3/8” Rod, 12’ 610 lb

0505006EG EG, 1/2” Rod, 6’ 1,130 lb

0505010EG EG, 1/2” Rod, 10’ 1,130 lb

0505012EG EG, 1/2” Rod, 12’ 1,130 lb

0506206EG EG, 5/8” Rod, 6’ 1,810 lb

0506210EG EG, 5/8” Rod, 10’ 1,810 lb

0506212EG EG, 5/8” Rod, 12’ 1,810 lb

0507506EG EG, 3/4” Rod, 6’ 2,710 lb

0507510EG EG, 3/4” Rod, 10’ 2,710 lb

0507512EG EG, 3/4” Rod, 12’ 2,710 lb

0508706EG EG, 7/8” Rod, 6’ 3,770 lb

0508710EG EG, 7/8” Rod, 10’ 3,770 lb

0508712EG EG, 7/8” Rod, 12’ 3,770 lb

0501010EG EG, 1” Rod, 10’ 4,770 lb


