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MECHANICAL
Pipe/Tube to Strut

USC UNIVERSAL STRUT CLAMP FOR PIPE/CONDUIT

• Consists of two clamps, nut and 
bolt

• Fits into open side of strut channel
• Conforms with Manufacturers 

Standardization Society (MSS) 
SP-58 (Type 59)

Material: Steel

Part # Description F

F1F2

F

Finish: Electrogalvanized
USC006EG EG, 0.25” OD 450 lb 100 pc
USC010EG EG, 0.38” OD 450 lb 100 pc
USC013EG EG, 0.5”–0.54” OD 450 lb 100 pc
USC016EG EG, 0.58”–0.63” OD, 3/8” EMT 450 lb 100 pc
USC017EG EG, 0.65”–0.7” OD, 3/8” Pipe 450 lb 100 pc
USC020EG EG, 0.71”–0.79” OD, 1/2” EMT 450 lb 100 pc
USC021EG EG, 0.81”–0.84” OD, 1/2” Pipe 450 lb 100 pc
USC022EG EG, 0.85”–0.88” OD 450 lb 100 pc
USC025EG EG, 0.92”–1” OD, 3/4” EMT 450 lb 100 pc
USC026EG EG, 1”–1.06” OD, 3/4” Pipe 450 lb 100 pc
USC028EG EG, 1.1”–1.14” OD 450 lb 100 pc
USC031EG EG, 1.16”–1.26” OD, 1” EMT 450 lb 100 pc
USC033EG EG, 1.29”–1.32” OD, 1” Pipe 450 lb 50 pc
USC036EG EG, 1.33”–1.5” OD 600 lb 50 pc
USC040EG EG, 1.51”–1.6” OD, 1 1/4” EMT 600 lb 50 pc
USC042EG EG, 1.63”–1.67” OD, 1 1/4” Pipe 600 lb 50 pc
USC046EG EG, 1.69”–1.77” OD, 1 1/2” EMT 600 lb 50 pc
USC048EG EG, 1.87”–1.97” OD, 1 1/2” Pipe 600 lb 50 pc
USC053EG EG, 1.98”–2.11” OD 850 lb 50 pc
USC054EG EG, 2.12”–2.17” OD 850 lb 50 pc
USC058EG EG, 2.2”–2.25” OD, 2” EMT 850 lb 50 pc
USC060EG EG, 2.34”–2.45” OD, 2” Pipe 850 lb 50 pc
USC063EG EG, 2.45”–2.54” OD 850 lb 50 pc
USC068EG EG, 2.6”–2.72” OD 850 lb 50 pc
USC073EG EG, 2.75”–2.88” OD, 2 1/2” Pipe, 2 1/2” EMT 850 lb 50 pc
USC076EG EG, 2.96”–3” OD 850 lb 25 pc
USC080EG EG, 3.04”–3.25” OD 850 lb 25 pc
USC086EG EG, 3.31”–3.5” OD, 3” Pipe, 3” EMT 850 lb 25 pc
USC093EG EG, 3.54”–3.75” OD 850 lb 25 pc
USC101EG EG, 3.87”–4.04” OD, 3 1/2” Pipe, 3 1/2” EMT 850 lb 25 pc
USC107EG EG, 4.1”–4.33” OD 850 lb 25 pc
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