
TEKNISKE SPECIFIKATIONER 175GLO 

 Via Pianelli,38 - 28017 S.Maurizio d’Opaglio (NO) ITALY Tel. +39 0322 96217 - Fax. +39 0322 96546 - www.pettinaroli.com

S
T
I0

1
8
5
 r

e
v
.0

0
 2

8
/1

0
/2

0
1
5
 

--------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------

BESKRIVELSE

175GLO 

Skydeventil. Muffe x muffe. 
Messing. Rødt håndhjul.

Anbefales IKKE til 
udendørsbrusere. 
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DIMENSIONER

D 1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 

d 15 19 24 32 37 47 

H 68 78 91 108 125 143 

I 9 10 11 12 13 13 

L 38 44 48 57 58 63 

R 45 50 55 60 70 80 
Gr. 175 250 370 540 680 1125 

Dimensioner i mm. Alle gevind er i overensstemmelse med ISO 228 standard. 
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MATERIALER

Ventilhus 

Dæksel

Spindel 

Pakdåse

Stop-ring 

Klap

Forsegling

O-Ringe

Håndhjul

CW617N (EN 12165) CuZn40Pb2 

DELTA C (EN 1982 CB 754S)          

CW614N (EN 12164) CuZn39Pb3 

CW614N (EN 12164) CuZn39Pb3 

CW614N (EN 12164) CuZn39Pb3 

CW617N (EN 12165) CuZn40Pb2 

Fiber 

EPDM 

Stål
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ANBEFALET DRIFTSTEMPERATUR / MAKSIMALTRYK

16 bar – 80°C – non shock 
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TRYKTABSDIAGRAM

Dim. 1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 

Kv 14.5 30 45 97 150 220 

PN 16 16 16 16 16 16 




